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DEFINITIONS 


Data Sheet Identification Product Status Definition (Note) 


Objective Specification Formative or in Design This data sheet contains the design target or goal specifications for 
— product development. Specifications may change in any manner 
without notice. 


Preliminary Specification Preproduction Product This data sheet contains preliminary data, and supplementary data 
will be published at a later date. Philips Semiconductors reserves the 
right to make changes at any time without notice in order to improve 
design and supply the best possible product. 


Product Specification Full Production This data sheet contains Final Specifications. Philips Semiconductors 
reserves the right to make changes at any time without notice, in 
order to improve design and supply the best possible product. 


Short-form specification The data in this specification is extracted from a full data sheet with 
the same type number and title. For detailed information see the 
relevant data sheet or data handbook. 


Limiting values 


Limiting values given are in accordance with the Absolute Maximum Rating System (IEC 134). Stress above one or more of the limiting 
values may cause permanent damage to the device. These are stress ratings only and operation of the device at these or at any other 
conditions above those given in the Characteristics sections of the specification is not implied. Exposure to limiting values for extended 
periods may affect device reliability. 


Application information 


Applications that are described herein for any of these products are for illustrative purposes only. Philips Semiconductors makes no 
representation or warranty that such applications will be suitable for the specified use without further testing or modification 


LIFE SUPPORT APPLICATIONS 

These products are not designed for use in life support appliances, devices, or systems where malfunction of these 
products can reasonably be expected to result in personal injury. Philips Semiconductors customers using or 
selling these products for use in such applications do so at their own risk and agree to fully indemnify Philips 
Semiconductors for any damages resulting from such improper use or sale. | 


DISCLAIMER 

Philips Semiconductors reserves the right to make changes, without notice, in the products, including circuits, 
standard cells, and/or software, described or contained herein in order to improve design and/or performance. 
Philips Semiconductors assumes no responsibility or liability for the use of any of these products, conveys no 
license or title under any patent, copyright, or mask work right to these products, and makes no representations or 
warranties that these products are free from patent, copyright, or mask work right infringement, unless otherwise 
specified. 


NOTE: Always check with your local Philips Semiconductors Sales Office to be certain that you have the latest 
data sheet(s) before completing a design. 
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Preface 


Introducing the only high-speed, zero-power CPLD solution 


Sustaining a competitive edge in the high-performance arena requires you to 
maximize speed, minimize power use, and deliver more functionality—for both 
portable and mainstream PLD applications. 


Philips Semiconductors gives you this edge with a superior solution that combines, 
for the first time ever, high speed and zero power into a CPLD. Using exclusive 
Philips technologies, including eXtended Programmable Logic Array (XPLA™), Fast 
Zero Power (FZP™), and standard In-System Programmability (ISP™), Philips has 
created new CPLD families. The families consist of ten devices in two process 
technologies across fifteen package types. Each solution offers you higher levels of 
integration than the competition, without sacrificing performance. 


To ensure an easy-to-use CPLD solution, Philips offers world class software and 
application support. To enhance the support package, key partnerships with Synario 
Design Automation, Minc, IsData, and others have been formed to ensure 
state-of-the-art design solutions that are easily accessible to the designer. Whether 
it be Synario, Minc, Cadence, Viewlogic, Mentor or Synopsys, Philips provides 
design flows that allow you to complete designs on schedule. 


Philips delivers the broadest range of 3V/5V CPLD solutions across 
all densities 


The XPLA architecture serves as the foundation for all Philips’ CPLD families. 
Current Philips CPLDs accommodate applications demanding industry-standard 32, 
64 and 128 macrocell densities. As the demand for faster, larger, more 
power-efficient applications grows, future XPLA product families will use a 
combination of low-power techniques and state-of-the-art processing to extend 
densities up to 1,000 macrocells and beyond. 


Now you can maximize density without sacrificing speed 


Philips’ new XPLA provides an architecture that enables you to efficiently allocate 
logic for 100% utilization without sacrificing speed. The XPLA provides a fast path to 
every macrocell, which includes five dedicated PAL product terms. Plus the XPLA’s 
PLA structure and predictable sharing access times make it the fastest and most 
flexible solution available. Because the XPLA allocates additional logic exactly 
where you need it, it delivers key benefits competitive devices cannot. Benefits 
include no stealing of logic from neighbor macrocells, no density loss when sharing 
logic, no lost logic due to product-term granularity problems, no slow feedback logic, 
and no refitting or routing problems. 


Philips shatters the myth—zero power no longer means slow speeds 


With propagation delays of just 8ns at 3V and 6ns at 5V, and standby currents 
under 100 microamps, Philips’ new FZP technology stands alone in breaking the 
paradigm that zero power equals slow speeds. When compared to today’s standard 
zero power devices, with propagation delays of 20-25ns, Philips’ CPLDs with FZP 
boast a 250% to 300% faster operating speed. And because no turbo-bits or 
sleep-modes are used, these CPLDs offer zero static power and low dynamic 
power all the time. 
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CoolRunner™ 
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Family Selection Guide 


PHILIPS CooLRunner™ FAMILY SELECTION GUIDE —- COMMERCIAL TEMP RANGE 
(0 TO +70°C) | _ 


Part 
Number Package(s) 
PZ3032 44pinPLCC | 
44 pin TQFP 
PZ5032 44 pin PLCC 
44 pin TQFP 


PZ3064 44 pin PLCC 
44 pin TQFP 
68 pin PLCC 

PZ5064 

PZ3128 


84 pin PLCC 
PZ5128 


iddd ~ Supply 

@1MHz Voltage 
8,10,12 | 35yA 3.0 —3.3V 
6,7.5,10 | 75yA 4.75 —5.25V 


: | mA 


Pkg 
Designator 


100 pin PQFP 


44 pin PLCC 
44 pin TQFP 
68 pin PLCC 
84 pin PLCC 
100 pin PQFP 


84 pin PLCC 
100 pin PQFP 
100 pin TQFP 
128 pin LQFP 
160 pin PQFP 


84 pin PLCC 
100 pin PQFP 
100 pin TQFP 
128 pin LQFP 
160 pin PQFP 


4.75 —-5.25V 
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Family Selection Guide 


PHILIPS CooLRunner™ FAMILY SELECTION GUIDE — INDUSTRIAL TEMP RANGE (—40 TO +85°C) 


| | Buried 
Part Pkg Is & | Macro Iddd Supply 
Number Package(s) Designator Os | cells @1MHz Voltage | 
PZ3032! | 44 pin PLCC 1000 | 3 10, 12 45uA | 0.5mA 3.0 -3.3V 
44 pin TQFP 
PZ5032! 44 pin PLCC | 1000 | 36 7.5, 10 95pA 4.5-5.5V 
44 pin TQFP 


6 , 
PZ3064! 44 pin PLCC 2000 36 12,15 50uA 3.0 —3.3V 
44 pin TQFP 52 
68 pin PLCC 
84 pin PLCC 
100 pin PQFP 
Pz50641 | 44 pin PLCC 64 2000 10,12 | 100pA | 4.5-5.5V 
44 pin TQFP 
68 pin PLCC | 
84 pin PLCC 
| 100 pin PQFP 
3.0 —3.3V 


4mA 
imA 
4mA 
PZ3128I 84 pin PLCC 128 4000 15, 20 75ypA 3mA 
100 pin PQFP . 
100 pin TQFP 
128 pin LQFP 
160 pin PQFP 
PZ5128! 84 pin PLCC 128 4000 12,15 125A 6mA 45-5.5V 
100 pin PQFP 
100 pin TQFP 
128 pin LQFP 
160 pin PQFP | 
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PLD PRODUCTS — CPLD 


Example: PZ x yyy —(S)zz YYY 


PZ = Philips Zero power Ea YYY = Package Code 
A44 44-pin Plastic Leaded Chip Carrier (PLCC) 
x = Supply Voltage A68 68-pin Plastic Leaded Chip Carrier (PLCC) 
3 = 3.3V A84 84-pin Plastic Leaded Chip Carrier (PLCC) 
5=5V BB1 100-pin Plastic Quad Flat Pack (PQFP) 
BB2 160-pin Plastic Quad Flat Pack (PQFP) 
yyy = Macrocell Count BC 44-pin Thin Quad Flat Pack (TQFP) 
BE 128-pin Low profile Flat Pack (LQFP) 
k = Operating Temperature/Architecture BP 100-pin Thin Quad Flat Pack (TQFP) 
~ = Commercial, original architecture 
| = Industrial, original architecture 
C = Commercial, enhanced clocking 
N = Industrial, enhanced clocking 
S = Designates ISP (if present) 


zz = Speed Grade (tpp) 
= 6ns 

7.5ns 

8ns 

10ns 

12ns 

15ns 


a2 AON 
Ono 
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What Is it? 

The FAX-on-DEMAND system is a computer facsimile 
system that allows customers to receive selected 
documents by fax automatically. 


How does it work? 

To order a document, you simply enter the document 
number. This number can be obtained by asking for an 
index of available documents to be faxed to you the 
first time you call the system. 


Our system has a selection of the latest product data 
sheets from Philips with varying page counts. As you 
know, it takes approximately one minute to FAX one 
page. This isn’t bad if the number of pages is less than 
10. But if the document is 37 pages long, be ready for 
a long transmission! 


Philips Semiconductors also maintains product 
information on the World-Wide Web. Our home page 
can be located at: 
http://www.semiconductors.philips.com 


Who do! contact if | have a question 
about FAX-on-DEMAND? 
Contact your local Philips sales office. 
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FAX-on-DEMAND phone numbers: 


England 44-181-730-5020 
(United Kingdom, Ireland) 

France 33-1-40-99-60-60 
Italy 39-167-295502 
North America 1-800-282-2000 
Locations soon to be in operation: 
Hong Kong 

Japan 

The Netherlands 
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CPLD internet and support access 


INTERNET ACCESS 


Philips Semiconductors World Wide Web: 
http://www.semiconductors.philips.com 


Philips CPLD World Wide Web: 
http://www.coolpld.com 


Email CPLD Support Address: 
coolpld @ abq.sc.philips.com 
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Handling MOS devices 


ELECTROSTATIC CHARGES 

Electrostatic charges can exist in many things; for example, 
man-made-fibre clothing, moving machinery, objects with air blowing 
across them, plastic storage bins, sheets of paper stored in plastic 
envelopes, paper from electrostatic copying machines, and people. 
The charges are caused by friction between two surfaces, at least 
one of which is non-conductive. The magnitude and polarity of the 
charges depend on the different affinities for electrons of the two 
materials rubbing together, the friction force and the humidity of the 
surrounding air. 


Electrostatic discharge is the transfer of an electrostatic charge 
between bodies at different potentials and occurs with direct contact 
or when induced by an electrostatic field. All of our MOS devices are 
internally protected against electrostatic discharge but they can be 
damaged if the following precautions are not taken. 


WORK STATION 

Figure 1 shows a working area Suitable for safely handling 

electrostatic sensitive devices. It has a work bench, the surface of 

which is conductive or covered by an antistatic sheet. Typical 

resistivity for the bench surface is between 1 and 500 kQ per cm?. 

The floor should also be covered with antistatic material. The 

following precautions should be observed: 

e Persons at a work bench should be earthed via a wrist strap and a 
resistor 


e All mains-powered electrical equipment should be connected via 
an earth leakage switch 


e Equipment cases should be earthed 
e Relative humidity should be maintained between 50 and 65% 


e An ionizer should be used to neutralize objects with immobile 
static charges 


RECEIPT AND STORAGE 


MOS devices are packed for dispatch in antistatic/conductive 
containers, usually boxes, tubes or blister tape. The fact that the 
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Earthing rail. 


Resistor (500 kQ + 10%, 0.5 W). 


Wrist strap. 
Electrical equipment. 
Conductive surface/antistatic sheet. 
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contents are sensitive to electrostatic discharge is shown by warning 
labels on both primary and secondary packing. 


The devices should be kept in their original packing whilst in 
storage. If a bulk container is partially unpacked, the unpacking 
should be performed at a protected work station. Any MOS devices 
that are stored temporarily should be packed in conductive or 
antistatic packing or carriers. 


ASSEMBLY 

MOS devices must be removed from their protective packing with 
earthed component pincers or short-circuit clips. Short-circuit clips 
must remain in place during mounting, soldering and 
cleansing/drying processes. Do not remove more devices from the 
storage packing than are needed at any one time. 
Production/assembly documents should state that the product 
contains electrostatic sensitive devices and that special precautions 
need to be taken. | 


During assembly, endure that the MOS devices are the last of the 
components to be mounted and that this is done at a protected work 
station. 


All tools used during assembly, including soldering tools and solder 
baths, must be earthed. All hand tools should be of conductive or 
antistatic material and, where possible, should not be insulated. 


Measuring and testing of completed circuit boards must be done at a 
protected work station. Place the soldered side of the circuit board 
on conductive or antistatic foam and remove the short-circuit clips. 
Remove the circuit board from the foam, holding the board only at 
the edges. Make sure the circuit board does not touch the 
conductive surface of the work bench. After testing, replace the 
circuit board on the conductive foam to await packing. 


Assembled circuit boards containing MOS devices should be 
handled in the same way a unmounted MOS devices. they should 
also carry waning labels and be packed in conductive or antistatic 
packing. 
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Figure 1. Protected work station 
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Quality 


TOTAL QUALITY MANAGEMENT 


Philips Semiconductors is a Quality Company, renowned 
for the high quality of our products and service. We keep 
alive this tradition by constantly aiming towards one 
ultimate standard, that of zero defects. This aim is guided 
by our Total Quality Management (TQM) system, the 
basis of which is described in the following paragraphs. 


Quality assurance 


Based on ISO 9000 standards, customer standards such 
as Ford TQE and IBM MDQ. Our factories are certified to 
ISO 9000 by external inspectorates. 


Partnerships with customers 


PPM co-operations, design-in agreements, ship-to-stock, 
just-in-time and self-qualification programmes, and 
application support. 


Partnerships with suppliers 


Ship-to-stock, statistical process control and ISO 9000 
audits. 


Quality improvement programme 


Continuous process and system improvement, design 
improvement, complete use of statistical process control, 
realization of our final objective of zero defects, and 
logistics improvement by ship-to-stock and just-in-time 
agreements. 


ADVANCED QUALITY PLANNING 


During the design and development of new products and 
processes, quality is built-in by advanced quality 
planning. Through failure-mode-and-effect analysis the 
critical parameters are detected and measures taken to 
ensure good performance on these parameters. The 
capability of process steps is also planned in this phase. 
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PRODUCT CONFORMANCE 


The assurance of product conformance is an integral part 

of our quality assurance (QA) practice. This is achieved 

by: | 

@ Incoming material management through partnerships 
with suppliers. 


@ In-line quality assurance to monitor process 
reproducibility during manufacture and initiate any 
necessary corrective action. Critical process steps are 
100% under statistical process control. 


© Acceptance tests on finished products to verify 
conformance with the device specification. The test 
results are used for quality feedback and corrective 
actions. The inspection and test requirements are 
detailed in the general quality specifications. 


@ Periodic inspections to monitor and measure the 
conformance of products. 


PRODUCT RELIABILITY 


With the increasing complexity of Original Equipment 
Manufacturer (OEM) equipment, components reliability 
must be extremely high. Our research laboratories and 
development departments study the failure mechanisms 
of semiconductors. Their studies result in design rules 
and process optimization for the highest built-in product 
reliability. Highly accelerated tests are applied to the 
product reliability evaluation. Rejects from reliability tests 
and from customer complaints are submitted to failure 
analysis, to result in corrective action. 


CUSTOMER RESPONSES 


Our quality improvement depends on joint action with our 
customer. We need our customer’s inputs and we invite 
constructive comments on all aspects of our performance. 
Please contact our local sales representative. 


RECOGNITION 


The high quality of our products and services is 
demonstrated by many Quality Awards granted by major 
customers and international organizations. 
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XPLA™ ARCHITECTURE 
Figure 1 gives a high level block diagram of the XPLA™ 
architecture. The XPLA™ architecture consist of Logic Blocks which 
are interconnected by a Zero-power Interconnect Array (ZIA). The 
ZIA is a virtual crosspoint switch. Each Logic Block is essentially a 
36V16 device with 36 inputs from the ZIA and 16 macrocells. Each 
Logic Block also provides 32 ZIA feedback paths from the 
macrocells and I/O pins. The number of Logic Blocks contained 
within a device determines the macrocell count of the device. For 
example, devices containing 2, 4, and 8 Logic Blocks are 32, 64, 
and 128 macrocell devices, respectively. 


From this point of view, this architecture looks like many other CPLD 
architectures. What makes the CoolRunner™ family unique is what’s 
inside each Logic Block and the design technique used to implement 
these Logic Blocks. The contents of the Logic Block will be 
described next. 


Logic Block Architecture 

Figure 2 illustrates the Logic Block Architecture. Each Logic Block 
contains Control Terms, a PAL Array, a PLA Array, and 16 
macrocells. The 6 Control Terms can individually be configured as 
either AND or SUM product terms and are used to control the 
preset/reset and output enables of the 16 macrocell’s flip-flops. The 
PAL Array consists of a programmable AND array with a fixed OR 
array while the PLA array consist of a programmable AND array with 
a programmable OR array. The PAL array provides a high speed 
path through the array while the PLA array provides increased 
product term density. 


Each macrocell has 5 dedicated product terms from the PAL array. If 
a macrocell needs more than 5 product terms, it simply gets the 


additional product terms from the PLA array. The PLA array consists 
of 32 product terms which are available for use by all 16 macrocells. 
For the 5V PZ5032 the additional propagation delay incurred by a 
macrocell using 1 or all 32 PLA product terms is just 2ns. So the 
total pin-to-pin tpp for the PZ5032 using 6 to 37 product terms is 8ns: 
(6ns for the PAL + 2ns for the PLA). 


The XPLA™ architecture is very accommodating for implementing 
last minute design changes. In fact, 16 million worst case designs 
(designs which used all of the I/O Pins and all of the Macrocells) 
were implemented in the PZ5032 with fixed pins & macrocells and 
all but 30 designs were able to route. Therefore 99.998% of these 
worst case designs were able to route with the pins fixed after the 
design was changed. 


The reason why the XPLA™ architecture accommodates last minute 
design changes is because the PAL product terms are dedicated to 
a given macrocell and in addition there is a free pool of 32 PLA 
product terms which can be used by any of the 16 macrocells. If a 
macrocell uses less than 5 product terms and the design change 
requires. a total of 5 product terms, the design is guaranteed to fit 
because the 5 PAL product terms are dedicated to each macrocell. 
There is no borrowing between macrocells. Borrowing is a nice 
feature until the macrocell whose product terms were borrowed 
wants its product terms back because of a last minute design 
change. If a design change requires more than 5 product terms, 
unused PLA product terms are used by the macrocell. In an average 
design, less than 20 PLA product terms are used so there are 
typically 12 PLA product terms available to implement last minute 
design changes. 
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Figure 1. XPLA™ Block Diagram 
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Figure 2. Logic Block Architecture 
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Macrocell Configuration 

Figure 3 shows the architecture of the macrocell used in the 
CoolRunner™ family. The macrocell consists of a flip-flop which can 
be configured as either a D or T type. A D-Type flip-flop is generally 
more useful for implementing state machines and data buffering. A 
T-Type flip-flop is generally more useful in implementing counters. 
All CoolRunner™ family members provide both synchronous and 
asynchronous clocking and provide the ability to clock off either the 
falling or rising edges of these clocks. These devices are designed 
such that the skew between the rising and falling edges of a clock ~ 
are minimized for clocking integrity. There are 2 clocks (CLKO and 
CLK1) available on the PZ3032/PZ5032 devices and 4 clocks (CLKO 
through CLK93) available in the PZ3064/PZ5064 and 
PZ3128/PZ5128 devices. Clock 0 (CLKO) in each of these devices is 
designated as the “synchronous” clock and must be driven by an 
external source. Clocks 1, 2, and 3 (CLK1, CLK2, and CLK3) can 
either be used as a synchronous clock (driven by an external 
source) or as an asynchronous clock (driven by a macrocell 
equation). 


Two of the control terms (CTO and CT1) are used to control the 
Preset/Reset of the macrocell’s flip-flop. The Preset/Reset feature 


for each macrocell can also be disabled. The other 4 control terms 
(CT2-CT5) can be used to control the Output Enable of the 
macrocell’s Output Buffers. The reason why there are so many 
control terms dedicated for the output enable of the macrocell is to 
insure that all CoolRunner™ devices are PCI compliant. The 
macrocell’s output buffers can also be always enabled or disabled. 
All CoolRunner™ devices also provide a Global Three-State (GTS*) 
pin which, when pulled low, will three-state all the outputs of the 
device. This pin is provided to support “In-Circuit Testing” or “Bed-of 
Nails Testing”. 


There are two feedback paths to the ZIA; one from the macrocell 
and one from the I/O pin. The ZIA feedback path before the output 
buffer is the macrocell feedback path while the ZIA feedback path 
after the output buffer is the 1/O pin ZIA path. When the macrocell is 
used as an output, the output buffer is enabled and the macrocell 
feedback path can be used to feedback the logic implemented in the 
macrocell. When the I/O pin is used as an input, the output buffer 
will be three-stated and the input signal will be fed into the ZIA via 
the I/O feedback path and the logic implemented in the buried 
macrocell can be fed back to the ZIA via the macrocell feedback 
path. 
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Figure 3. Macrocell Architecture 
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How to use the programmable, Global 3-State 
feature on CoolRunner™ devices a 

All CoolRunner™ devices include a Global 3-State (GTS) feature 
which supports “In-Circuit-Testing” or “Bed-of-Nails-Testing”. The 
GTS feature is made available via a Global Tri-State pin (GTS*) 
which, when driven to a Low logic level, will 3-State all the outputs of 
the device. The GTS feature is optionally invoked as part of the 
user’s design, and is provided through a dedicated pin on each 
CoolRunner™ device (please refer to the individual device data 
sheets). The default condition is that the GTS feature is not invoked, 
and that the related pin is instead available as a dedicated input pin 
(designated IN2 on all CoolRunner™ device packages). 


The GTS feature is invoked by setting the device under test property 
in the user’s design file. In the XPLA Designer software 
environment, this is achieved by including the following property 
statement in the header section of the design: 


XPLA Property ‘dut on’; 


When this property is set, the GTS feature can also be simulated in 
the XPLA Designer environment. After including the ‘dut on’ property 
in the design, the RESERVED_DUT signal automatically appears in 
the simulator signal list the first time a .SCL (Simulation Control 
Language) is created. If a new or subsequent .SCL file is created, 
the user must add a new signal and select RESERVED_DUT as its 
name to enable simulation of this feature. In either case, the 
RESERVED_DUT signal may be driven in the simulation by any 
waveform, similar to any other input. The difference, of course, is 
that all outputs are 3-stated whenever the RESERVED_DUT signal 
is driven to a Low logic level. 


How to use synchronous and asynchronous 


clocks in CoolRunner™ devices 

All CoolRunner™ devices provide multiple clock inputs, and support 
both synchronous and asynchronous clocking of the devices’ 
internal registers. Clock inputs are associated with dedicated pins 
on CoolRunner™ device packages (please refer to the individual 
device data sheets), and the number of available clocks depends 
upon device density. : 


The clock inputs also have well-defined capabilities, depending upon 
whether their associated pin is a dedicated input or a general 
purpose I/O. CLKO on any CoolRunner™ device is always 
associated with a dedicated input which, when used as a clock 
input, always serves as a synchronous clock driven solely by an 
externally-provided signal. 


All other clocks (e.g., CLK1, CLK2, CLK3) are associated with a 
general purpose I/O pin and may be used to implement either 
synchronous or asynchronous (i.e., complex, or term-based) clocks. 
When used as a clock signal driven solely by an externally-provided 
input, these clocks perform similar to CLKO. Since these clocks are 
associated with a general purpose I/O, this isolates the related 
macrocell, although the macrocell’s feedback path is stil! available, 
thus enabling use of the macrocell as a “buried” node or logic path. 


When using CLK1, CLK2, or CLK3 to implement asynchronous 
clocks, there are some special considerations. In this case any or all 
I/O pins and feedback paths may be used to form the asynchronous 
clock. However, the clock must ultimately be driven by a macrocell 
associated with one of the general purpose I/O pins specified for 
clocking per the device data sheet. Because a specific macrocell 
ultimately drives the asynchronous clock, the associated general 
purpose I/O pin is no longer available for use (except as an external 
monitoring or distribution point for the asynchronous clock). Also, 
performance for asynchronous clocking is variable depending on the 
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specific application and must be determined through simulation or 
analysis by. the user. This is because the levels of logic complexity 
and number of feedback paths incurred in forming the asynchronous 
clock determine the delay in the clock path. 


Please note that all of the clock signals in a CoolRunner™ device 
are available to all of the macrocells in that device. A multiplexer is 
associated with each macrocell for the purpose of providing any of 
the. available clock signals to the macrocell’s register element. 
Furthermore, clock polarity can be selected for each macrocell, thus 
allowing any macrocell’s register element to be clocked from either 
the rising or falling edge of any clock signal in the device. 


How to use Output Enables in CoolRunner™ 


devices 

Ail CoolRunner™ devices provide the ability to control each general 
purpose 1/O pin through the use of an output enable (OE) signal. OE 
signals allow for the 3-stating of an output pin in bus applications, 
and also allow for the implementation of bi-directional pins in the 
CoolRunner™ devices. Within each logic block (i.e., group of 16 
macrocells), four control signals are provided to support OE 
generation. Because these control signals are provided at the logic 
block level, each logic block can independently generate OE control 
for its associated outputs. 


Each of these four control signals are provided to the input of a 
multiplexer that is associated with each output buffer control, thus 
allowing each general purpose I/O pin in the logic block to have OE 
control based on one of these four control signals. Each of these 
four control signals may directly be either a sum term or product 
term of any or all of the 36 inputs into the logic (the 36 inputs into the 
logic block may be driven directly by external signals and/or by 
feedback paths from logic generated in the device). However, these 
four control signals cannot directly be a sum of products. For 
example: 


A#B#C#D#.... 
A&B&C&D&.... 


is asum term, which is directly supported 
is a product term, which is directly supported 


(A&B) # (C&D) #..... is a sum of products term, which is NOT 


directly supported 


Complex OE signals that are based on a sum of products term must 
use a ‘buried’ node that is not collapsed during the design 
compilation. The ‘buried’ node is driven by the sum of products 
equation, and the OE signal is assigned to be driven by the node. 


How to use Presets and Resets in CoolRunner™ 
devices 

All CoolRunner™ devices support asynchronous Preset/Reset 
control for the register elements associated with each macrocell. 
Within each logic block, two control signals are provided for 
Preset/Reset control. Like OE signals (described above), the 
Preset/Reset control signals may be a sum term or a product term of 
any/all of the inputs into the logic block. 


Each of the two control signals drive multiplexers that are 
associated with each register element. The multiplexer, in turn, 
controls either a Preset or Reset function defined for the register. 
Please note that the user must select between asynchronous Preset 
and asynchronous Reset functionality for a register element; it is not 
possible to implement both asynchronous Preset and asynchronous 
Reset for the same register. 


Synchronous Preset/Reset may be synthesized for each register 
element. This is achieved by ‘gating’ the logic input to a register 
element with an appropriate control signal, as specified in the logic 


Philips Semiconductors 


XPLA™ architecture 


design. In the XPLA Designer environment synchronous preset and 
reset dot extensions are available to automatically synthesize the 
required structures. For synchronous preset the .CLR or .SR 
extension can be utilized and for synchronous reset the .SET or .SP 
extensions may be used. 


How to implement Clock Enable signals in 


CoolRunner™ devices 

Clock Enable (CE) signals are indirectly supported in CoolRunner™ 
devices through synthesis. To implement a CE signal, an 
appropriate control is ‘gated’ with both the logic generated to drive 
the register element and the register’s output feedback. In the XPLA 
Designer software environment, a .CE extension is provided for 
specifying a CE signal in the design and synthesis is automatic, 
such that it is not necessary to explicitly specify the ‘gating’. 


In other environments, it may be necessary to explicity implement 
the CE functionality. For a register element driven by the logic signal 
DAT_IN to produce the output signal DAT_OUT, the CE signal 
CLKEN is used in the definition of DAT_OUT as follows to 
implement the clock enable functionality: 


DAT_OUT := (DAT_IN & CLKEN) # (!CLKEN & DAT_OUT.q) 


where ‘=’ indicates that DAT_OUT is a registered signal, the ‘.q’ 
extension indicates the feedback path from the register, and the 

signal CLKEN is a clock enable signal driven by external signals, 
internally-generated logic, or both. 


How to determine output states upon power up in 
CoolRunner™ devices 

When a CoolRunner™ device is powered-up, all output buffers are 
disabled, so that all outputs are 3-stated. The delay from valid Vpp 
to valid reset is specified in all CoolRunner™ datasheets as tjjy7 with 
a maximum delay of 50 microseconds (ps). After tini7, all registered 
outputs are reset to a low logic level, and all combinatorial outputs 
are resolved to the appropriate state as determined by the inputs 
and/or internally-generated logic from which they are formed. 
However, please note that only a maximum delay is specified for 
tinrr and no minimum delay is guaranteed. If external input signals 
are still at undeterminable (e.g., 3-state) logic states after the 
CoolRunner™ device has transitioned through its power-up reset 
sequence, dependent combinatorial outputs will be unknown. 


PLA Product Term Sharing 

Another feature offered by the XPLA™ architecture, which cannot be 
offered by other competing architectures, is product term sharing. In 
address decode circuits, some state machines, and other types of 
designs there are product terms which are common to a number of 
macroceils. The XPLA™ architecture allows sharing of PLA product 
terms between macrocelis as shown in Figure 4. In this example, it 
shows one PLA product term being shared by two macrocells. In 
this case, there is “effectively” 33 PLA product terms because one of 
them is shared between two macrocells. PLA product term sharing 
increases the “effective” density of the device and allows larger 
designs to fit in the same macrocell count device. If needed, all 16 
macroceils could share all 32 PLA product terms. 
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Figure 4. 
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Simple Timing Model - 
Figure 5 shows the CoolRunner™ Timing Model. As one can see 
from this illustration, the CoolRunner™ timing model looks very 
much like a 22V10 timing model in that there are three main timing 
parameters including tpp, tsy, and tco. In other competing 
architectures, the user may be able to fit the design into the CPLD 
but is not sure whether system timing requirements can be met until 
after the design has been fit into the device. This is because the 
timing models of competing architectures are very complex and 
include such things as: timing dependencies on the number of 
parallel expanders borrowed, sharable expanders, varying number 


of X and Y routing channels used, etc. In the XPLA™ architecture, 
the user knows up front whether the design will meet system timing 
requirements. This is due to the simplicity of the timing model. For 
example, in the PZ5032 device, the user knows up front that if a 
given output uses 5 product terms or less, the tpp = 6ns, the 

tsy = 4ns, and the tco = 5.5ns. If an output is using 6 to 37 product 
terms, an additional 2ns is added to the tpp and tsy timing 
parameters to account for the time to propagate through the PLA 
array—this is the only variation in timing that exists when using the 
XPLA™ architecture! 


tep_pat = COMBINATORIAL PAL ONLY 
tpp_pLa = COMBINATORIAL PAL + PLA 


INPUT PIN 


REGISTERED 
tsu_ pat = PAL ONLY 


tey pia = PAL +PLA 
INPUT PIN [~ ] eet 


OUTPUT PIN 


REGISTERED 
tco 


| | OUTPUT PIN 
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Figure 5. CoolRunner™ Timing Model 


1997 Apr 10 


26 


Philips Semiconductors 


Fast Zero Power (FZP™) 


In CPLD architectures, the methods implemented to propagate 
logic-level transitions in the product term array are derived from the 
original bipolar simple PLD devices. Within a CPLD, each product 
term in the array is “fed” by all of the inputs into the logic block (see 
Figure 1). The number of inputs to the logic block vary by CPLD 
supplier, but are generally 1.5-to-2.5 times the number of macrocells 
in the logic block. The most commonly implemented logic block size 
in existing CPLDs is the 36V16, meaning that there are 36 inputs 
into a logic block with 16 macrocells. Since all CPLD architectures 
make both true and complement forms of the logic block inputs 
accessible to the product terms, the number of capacitive loads on 
the product term “word line” becomes significant and can be 
modeled with an equivalent total capacitance of 2 pf. 


Logic block inputs (and their complement) are connected to the 
product term “word line” via pass gates and the “word line” is biased 
with a “read” current of roughly 0.2 mA that can be modeled as the 
source voltage through a resistor. The time required to propagate a 
logic-level transition on the “word line” becomes a function of the 

2 pf total capacitance of all the pass gates, the “read” current 
supplied for biasing the “word line”, and the voltage differential that 
defines a logic-level transition. 


Existing CPLDs implement sense amplifiers at the end of each 
“word line” to achieve fast propagation delays. These sense 
amplifiers operate in the linear region, and ensure fast propagation 
times by amplifying a 100 mV increase to the 1 Volt bias voltage on 
the “word line” such that it represents a full CMOS voltage swing. 
Using the equation | = C(dv/dt), the time required to increase the 
“word line” voltage can be calculated as follows: 


dt = (C dv)/I = (2 pf) * (0.1 v)/ 0.2 mA=1 ns. 


The sense amplifier itself contributes another 1 ns to the delay, and 
requires a current of about 0.05 mA. Because this is only a portion 
of the CPLD’s total propagation delay (tpp), it becomes necessary to 
reduce the “word line” delay to ensure high-performance for the 
CPLD. This is achieved by increasing the “read” current, as 
indicated in the calculations previously discussed. 


ONLY ONE Ep CELL IS PROGRAMMED 
IN EACH PAIR, PROVIDING EITHER 
THE TRUE OR COMPLEMENT OF THE 
BLOCK INPUT 


Figure 1. 
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The benefits of the sense amplifier are clear—a full voltage swing 
can be realized in a very short time by supplying the maximum 
current that the sense amplifier accommodates. In lower-density 
CPLDs (i.e., less than 128 macrocells), this maximum current is 
usually not prohibitive from a thermal dissipation and a supply 
voltage standpoint. As an alternative, consider what would happen if 
the sense amplifier was not used and it became necessary to 
increase the voltage by 4 volts to realize a full CMOS swing from the 
1 volt bias. With a 0.2 mA “read” current, the time required to realize 
a 4 volt increase is calculated as follows: 


dt = (2 pf) * (4.0 v)/0.2 mA = 40 ns. 


To get back to the 1 ns performance of the sense amplifier, the 
“read” current would have to be increased to 8 mA for each product 
term. This would translate to a standby current of more than 5 amps 
for a device with 5 product terms per macrocell, 16 macrocells per 
logic block, and 8 logic blocks per device (i.e., a common 128 
macrocell CPLD). 


The benefits of the sense amplifier are not free, though. As 
discussed above, each product term requires a standby current of 
0.25 mA. This translates into a total standby current of 160 mA for 
the common 128 macrocell CPLD. To operate a 16-bit counter in 
every logic block at fent = 50 MHz., the current requirement for this 
device increases to about 240 mA. Even though these currents are 
a vast improvement over not using a sense amplifier, they are still 
considerably high for today’s digital designs—especially when the 
end-product is portable or battery-powered. When it is necessary to 
reduce power in these devices, the “read” current must be limited. 
This is achieved during device programming by setting the device to 
low-power, or “non-turbo” mode. However, as indicated in the 
equations above, reducing the “read” current causes an increase in 
the time it takes to propagate the logic-level transition through the 
product term. The end result is a significant decrease in the overall 
performance of the CPLD. 


Voc = 5 VOLTS 


“READ” CURRENT = 0.2 mA 
© vem BIAS VOLTAGE = 1.0 VOLT 


LINEAR SENSE AMPLIFIER 
CURRENT = 0.05 mA 


LOGIC BLOCK 
INPUT #1 
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The Philips FZP™ design technique takes a new and innovative 
approach to implementing the product term array. 


Instead of employing a bipolar design technique (i.e., sense 
amplifiers), Philips instead becomes the first CPLD supplier to take 
a true CMOS design approach. The result is the first TotalCMOS™ 
CPLD; i.e., a CPLD that is CMOS both in process technology and 
design technique. In the FZP™ design technique, represented in 
Figure 2, the product term array is implemented by cascading the 
logic in a tree of full-CMOS gates. These full-CMOS gates switch in 
200 picoseconds (ps), and are cascaded in a way that achieves 
speed performance comparable to the sense amplifier approach in 
existing CPLDs. 


A four-input ‘AND’ function demonstrates how the 
product term is implemented with full-CMOS 
gates in the Philips Semiconductors’ CPLDs. 


Figure 2. Representation of a Product Term using the Philips 


FZP™ Design Technique 


Cascading the gates distributes the capacitance associated with the 
true and complement logic block inputs, so that this capacitance is 
no longer lumped on a single node. Furthermore, the switching 


1997 Apr 16 


current behaves in a manner similar to that of random logic in a gate 
array. The static current for each gate is incredibly small—about 1 
pico-amp (pA). The total instantaneous dynamic current is also 
small, since only the gates in one path of the tree switch, and these 
gates switch in succession rather than all at the same time. 


The advantages of FZP™ are numerous. Total standby current for 
these CPLDs is under 100 micro-amps—at least 1000 times less 
than that exhibited by CPLDs that use sense amplifiers. Dynamic 
power is also decreased relative to existing CPLDs—by as much as 
70% for a device whose logic is fully-populated with 16-bit counters 
operating at 50 MHz. Best of all, these power savings are realized 
with no impact on performance and no externally-controlled | 
provisions, such as power-down circuitry. Because power 
consumption is so low, TQFP packaging options can now be offered 
that were once considered impossible due to thermal limits. Also, 
CPLDs can now rival the gate densities that were previously 
attained only by FPGA’s and ASIC’s. As a result, FZP™ is an 
enabling technology for CPLDs since it makes their use possible in 
applications where their high-power-consumption and/or 
low-performance at low-power was previously prohibitive. 


The disadvantages of FZP™ are trivial. It is possible to achieve 
slightly faster data paths by supplying high currents to sense 
amplifiers. This path is only a portion of the CPLDs total Tpd, 
though, such that the difference between a sense amplifier’s speed 
performance and the speed of the CMOS gate chain becomes 
negligible. The CMOS gate chain also requires more die area in the 
core than sense amplifiers. In fact, this would likely preclude a 
full-CMOS gate approach in the older, two-layer metal processes 
used to manufacture most existing CPLDs. However, Philips has 
overcome this obstacle by manufacturing their CPLDs ona 
leading-edge, 0.5 micron, triple-layer metal process technology. 
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DEVELOPMENT SOFTWARE 


Philips software strategy is based on three elements: 
—Support for tools and design flows already in place at the customer site, 


—Maintaining in-house expertise to facilitate optimum architecture and software interaction 
while adding valued utilities into the design process, and 


—To offer cost effective solutions that enable users easy access to Philips silicon technologies. 


By supporting tools that designers already own, Philips hopes that costs for both licensing and 
maintenance can be maintained at reasonable levels, and that designer productivity can be 
enhanced as minimal learning is required. 


When considering the design process, it can be broken down into three elements: design 
creation, design verification, and design implementation. It is the Philips Semiconductors 
Programmable Product Group’s belief that design creation tools are best handled by CAE 
companies whose charter it is to create the most useful software in completing this initial step. 
Philips supports the move to vendor independent design creation software and HDLs. Philips 
strategy involves focussing on design implementation software, so that design files can be 
efficiently and effectively implemented into Philips devices. In addition, Philips supports back 
annotation of delay information into software utilized for design verification. 


The above strategy facilitates the need for partnerships, and Philips will continue to work with 
the CAE software industry to provide optimum, timely, and cost effective solutions. One 
example of a partnership is illustrated by Philips relationship with Minc Inc. to supply CPLD 
implementation software (i.e., fitters). As a result, Philips maintains redundant fitters for each 
device so that software support is always ensured for the design engineer. 


Philips’ CPLD devices are currently supported in the following design environments: Cadence, 
Mentor, Viewlogic, Synario, Minc, Synopsys via Minc, and Philips’ own XPLA™ Designer on 
personal computer and Unix workstations. Detailed descriptions follow that outline the design 
flows and software tools available in these environments. 
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Philips/Cadence Design Environment 

The Philips/MINC CPLD fitter is fully integrated into the Cadence 
PIC Designer™ software and the Cadence family of system design 
products. It is tightly integrated with both the Concept™ and 
Composer™ design entry systems, with Synergy™ VHDL and 
Verilog synthesis tools, and with Verilog-XL™ and Leapfrog™ VHDL 
simulation environments. 


The Philips/Cadence design flow supports a top-down or 
mixed-level design methodology. Designs can be entered as 
schematics using Concept™ or Composer™, or in an industry 
standard hardware description languages (HDLs) including VHDL 
and Verilog HDL. Maximum flexibility is provided through the ability 
to enter designs as a mixture of schematic-based and HDL-based 
design entry methods. 


PIC Designer™ provides the ability to simulate the programmable 
logic design before device selection and partitioning, and again after 
the implementation of the design. PIC Designer™ performs an 
optimization of the user’s programmable logic, and automatically 
generates Verilog models for the blocks associated with HDL 
descriptions. These models contain unit delays for functional 
simulation of the programmable logic early in the design process. 
This makes it easier to detect and correct errors, and helps users 
ensure that their logic will function properly in their overall system 
design. 


SCHEMATIC 


PIC Designer™ performs architecture-specific partitioning and fitting 
based on user-defined design constraints, to ensure the best 
possible design implementation. This includes automatic 
implementation of the design, with a resulting list of single or 
multiple device alternatives which meet the design constraints. After 
device fitting, PIC Designer™ automatically redraws fully annotated 
schematics. Designs can be re-simulated with final timing using 
Verilog or Leapfrog™ VHDL for a detailed analysis of system 
operation and performance. 


System and Software Requirements 
Cadence/Minc Software 
— PIC. Designer™ 


— Philips/MINC Fitter Option for PIC Designer™ 
— Synergy™ HDL synthesis 
— Verilog or Leapfrog™ simulator 


Recommended Operating Systems 

PIC Designer™ has been tested with the following operating 

systems: 

— Hewlett-Packard HP-UX 9.05 

— Sun MicroSystems SunOS 4.1.4 (V4.1.3 compatible) 

— Sun MicroSystems Solaris 2.4 (requires SunOS compatibility 
mode) 
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Figure 1. 
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Philips/Mentor Graphics Design Environment 

The Philips/MINC CPLD fitter is fully integrated into the Mentor 
Graphics PLDSynthesis II™ (PLDS II) software. PLDS II offers 
high-level design entry, device-specific optimization, automatic 
device selection, and patented multiple-device partitioning. It also 
leverages the design and simulation capabilities of Mentor Graphics 
Idea Station® to provide a total programmable design environment. 


The Philips/Mentor Graphics design flow supports a top-down or 
mixed-level design methodology. A wide variety of design entry 
methods allows the designer to quickly complete their design. 
Designs can be entered as TTL or GENLIB schematics using 
Mentor Graphics Design Architect, as an ASIC netlist using 
AutoLogic™, or in hardware description language (HDL) form using 
either AutoLogic™ VHDL or PLDS II’s own hierarchical design 
language (DSL™). Maximum flexibility is provided through the ability 
to enter designs as a mixture of the various design entry methods. 


PLDS II automatically builds functional simulation models, and 
supports simulation before device selection and synthesis, including 
VHDL functional simulation using QuickHDL. PLDS II performs 
automatic device selection based on user-defined engineering 
constraints to ensure the best possible design implementation. It 
also automatically performs partitioning, fitting, and pin mapping. 
These features, coupled with fully hierarchical synthesis for any 
combination of CPLDs, improves both cost-efficiency and 


PLDS tl LANGUAGE 
TEXT EDITOR 


PLDSynthesis Il 


HIERARCHICAL SYNTHESIS AND MINIMIZATION 


AUTOMATIC PARTITIONING AND 


DEVICE-~SPECIFIC OPTIMIZATION 


STANDARD TIMING MODELS | 


AutoLogic™ 
| 
PLDS lf VHDL VHDL 


time-to-market by facilitating fast and easy “What If’ analysis for the 
design. 


After device selection and synthesis, PLDS I| generates JEDEC and 
Intel HEX files for programming the CPLD. It also automatically 
creates full documentation and physical schematics for the final 
implementation. These files are easily loaded into leading device 
models to assure convenient and accurate final simulation. 
Simulation support is available through Mentor Graphics QuickSim |! 
using the Standard Timing Models that are included with PLDS Il. 
The Standard Timing Models may also be used with Mentor 
Graphics QuickPath to perform static timing analysis. 


System and Software Requirements 

Mentor Graphics Software 

— ldea Station™ 

— PLDSynthesis II™ Version 3.6 

— Philips/MINC Fitter Option for PLDSynthesis |I™ 


Recommended Operating Systems 

PLDSynthesis |I™ has been tested with the following operating 
systems: 

— Hewlett-Packard HP-UX 9.05 

— Sun MicroSystems SunOS 4.1.4 (V4.1.3 compatible) 


— Sun MicroSystems Solaris 2.4 (requires SunOS compatibility 
mode) 


QUICKHDL 
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Figure 2. 
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Synario/Philips Design Environment 

Synario offers a comprehensive suite of Windows-based tools for 
programmable logic design; incorporating best-of-class point tools 
that operate in a seamless design flow. The power behind Synario’s 
integrated design system can be attributed to its Project Navigator. 
Its built-in knowledge of device architectures is leveraged each time 
a designer changes architectures, with an automatic reconfiguration 
of the design flow. After the designer selects a device, the Project 
Navigator presents the steps required to design, simulate, 
synthesize, and place-and-route the design. Synario users can 
move from entry to implementation in minutes, even when targeting 
an unfamiliar device architecture. 


The value of Project Navigator increases for those designers 
transitioning to top-down design methodologies. HDLs, such as 
VHDL and Verilog, are well suited to handling the increasing 
complexity of CPLD and FPGA devices. The Project Navigator 
decreases the learning curve this transition creates, by supporting 
designers through each step in a pure HDL or mixed HDL-schematic 
based design process. 


To support traditional or top-down design methods, Synario provides 
unsurpassed mixed-entry support along with functional and timing 
simulation options for both Verilog and VHDL users. Synthesis 
capabilities that interface to device-specific optimization and 
technology mapping are also available. 


Synario is serious about good device support. Synario Device Kits 
include: schematic symbols; simulation models; logic synthesis and 


device-fitting technology; place-and-route software; device specific 
examples and on-line help. Designers can be assured, Synario 
Device Kits provide vendor-qualified tools tailored specifically to a 
chosen architecture. 


Synario-Philips Device Kit incorporates everything the designer 
needs for a CoolRunner™ XPLA design: schematic symbols; — 
functional and timing simulation models; Philips Semiconductors’ 
XPLA.Optimization and Fitting software; and process management, 
design examples and on-line help for Philips device families. It 
serves as the interface from within Synario’s Project Navigator, 
offering designers a highly integrated front-to-back design solution 
tailored for Philips CPLDs. . 


System and Software Requirements 

Synario Software: 

— Synario Programmable IC Entry or Synario System Entry 
— Synario VHDL, Verilog, or Verilog-Pro Simulators 

— Synario ABEL, VHDL Synthesizers — 


Philips Software: 
— Synario Philips Device Kit (Syn-XPLA-PR) 


Operation Systems supported 
— Windows 3.11, 95, NT 3.51or 4.0 
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Philips/Synopsys Design Environment 

Philips CoolRunner CPLDs are supported in the Synopsys® design 
environment with the MINC Synopsys library interface for MINC’s 
PLDesigner-XL. This interface includes the synthesis and simulation 
libraries for the Philips CoolRunner™ CPLDs, and describes the 
logic functions that may be used to implement designs in 
CoolRunner™ devices. Through the use of these libraries, VHDL or 
Verilog HDL design descriptions that target CoolRunner™ CPLDs 
can be entered in any of the following Synopsys tools: Synopsys 
Design Compiler family, Synopsys FPGA Compiler, and Synopsys 
Design Analyzer. 


Design entry, simulation, and synthesis via the Synopsys design 
environment offers a number of advantages. In addition to 
simplifying the overall design task, the Synopsys tools support 
multiple HDLs with one compiler. As a result, there are no issues 
with language subsets or inconsistencies when moving between 
device architectures. The high-level, top-down Synopsys design 
environment increases productivity by providing a single front-end 
tool set for design, simulation, and synthesis of the overall system 
design. It also reduces development time for programmable logic 
devices by facilitating the re-use of designs previously developed in 
a Synopsys tool. 


MINC’s Synopsys library interface supports Philips CPLD’s by 
targeting a library of MINC-specific components that includes the 
CoolRunner devices. This allows the designer to process a 
Synopsys design and generate an EDIF netlist that can, in turn, be 
read and processed by MINC’s PLDesigner-XL. Within the 
PLDesigner-XL environment, the design can be further processed 
using all of the facilities this tool offers for physical implementation. 
This includes automatic, multiple device partitioning and fitting as 
well as device selection based upon the specification of multiple 
physical constraints, such as performance, power dissipation, and 
area. 


System and Software Requirements 
— Synopsys Design Compiler (Version 3.5b) or FPGA Compiler 
(Version 3.5a) 


~— MINC’s PLDesigner-XL 
— Philips Device Libaries for MINC’s PLDesigner-XL 


Recommended Operating Systems 
~— Hewlett-Packard HP-UX 9.05 


— Sun MicroSystems SunOS 4.1.4 (V4.1.3 compatible) 


— Sun MicroSystems Solaris 2.4 (requires SunOS compatibility 
mode) 
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Viewlogic/Philips Design Environment | 

The Philips CPLD Fitter is fully integrated into the 
Intelliflow™/ViewPLD® products and Workview Office/Powerview 
design environments of Viewlogic. It is tightly integrated to work with 
the ViewDraw® design entry system, the ViewSynthesis® and 
ABEL synthesis, and the ViewSim® and SpeedWave™ simulation 
environments. : | 


The Viewlogic/Philips design flow follows a top-down or mixed-level 
design methodology. Designs can be entered as schematics using 
ViewDraw or in the industry-standard hardware description 
languages, VHDL and ABEL. The design flow is flexible in that it 
allow users to enter designs as a mixture of schematic and 
hardware description language. . 


Intelliflow/ViewPLD supports flows in which the user can functionally 
simulate the designs before they are targeted to a particular device 
and before the device is selected. The designs are optimized and 
VHDL models with unit timing are created for functional simulation. 
This enables the user to find any design problems at an early stage, 
thus reducing overall development time. A top level symbol can also 
be created for the HDL modules to enable their use in a schematic 
as part of a more complex design. After device selection and: 
targeting, full timing simulation is available to verify the timing 
requirements. 


Users can choose from a variety of available devices. The designs 
are implemented in the target device after device selection. With 


control of the entire process, through easily identified and explained 
options, the user can decide the best possible configuration for the 
design. After the design is fit into the device using the Philips fitter, 
post-route VHDL models are generated that enable the user to 
simulate the device with full timing information. The Philips fitter 
software is obtained directly from Philips, and is not supplied by 
Viewlogic. However, Philips and Viewlogic have jointly qualified the 
design flow to ensure full functionality. 


System and Software Requirements 
Viewlogic Software 

— Intelliflow/ViewPLD | 

— ViewDraw/ViewSim/ViewTrace 

— ViewSynthesis 


Philips Software 
— Philips Device Fitter for Viewlogic (PZVIEWMSC) 


Recommended Operating Systems 
— Windows®95 and Windows NT® 3.51 or 4.0 


— SunOS 4.1.3_V1 or higher 
~ Solaris 2.4 or 2.5 
— HP-UX 9.05 or 10.01 
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Philips/MINC Design Environment CPLDs are included free—of—charge, or to installed users via 
The Philips CPLD fitter is fully integrated into the MINC maintenance in PLDesigner—XL for workstations. The specific 
PLDesigner—XL software. Within the PLDesigner—XL environment, device fitter maps the design source file into the Philips CPLD 
a design can be processed using all of the facilities this tool offers architecture, and translates design—specific timing back into the 
for physical implementation. This includes automatic, multiple simulation environment. 


device partitioning and fitting as well as device selection based upon 
the specifiction of multiple physical constraints, such as 
performance, power dissipation, and area. These features, coupled 
with fully hierarchical synthesis for any combination of CPLDs 
improves both cost-efficiency and time—to—market. 


System and Software Requirements 
— MINC’s PLDesigner—XL 


— Philips Device Libraries for Mind’s PLDesigner—XL 


Recommended Operating Systems 

The Philips/MINC design flow supports a top—down or mixed-level — Hewlett-Packard HP—UX 9.05 

design methodology. The integrated interface includes the synthesis — Sun MicroSystems SunOS 4.1.4(V4.1.3 compatible) 
and simulation libraries for the Philips CoolRunner CPLDs, along 
with the logic functions that may be used to implement designs in 
the CoolRunner devices. Device fitters for Philips CoolRunner 


— Sun MicroSystems Solaris 2.4 (requires SunOS compatibility 
mode) 
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PHILIPS XPLA™ DESIGNER : 

The overall CPLD design process consists of five steps: design 
definition, functional simulation, device fitting, post layout (timing) 
simulation, and programming. The XPLA™ Designer provides the 
first four of these five design steps and also supports the final step 
by producing a JEDEC file which can be used by most industry 
programmers to configure the device. The XPLA™ Designer also 
produces Verilog and VHDL timing models which can be used in 
board level simulations. - 


Supported Devices 

XPLA™ Designer software supports the following devices: 
— PZ3032 — 32 macrocell, 3.3 Volt CPLD 

— PZ5032 — 32 macrocell, 5 Volt CPLD 

— PZ3064 — 64 macrocell, 3.3 Volt CPLD 

— PZ5064 — 64 macrocell, 5 Volt CPLD 

— PZ3128 — 128 macrocell, 3.3 Volt CPLD 

— PZ5128 — 128 macrocell, 5 Volt CPLD 


The CPLD Design Process 

Figure 7 shows the high-level CPLD design process. The manual 
walks the user through this design process. Each section of the 
manual gives a general description of the development stage and 
then gives the reader a brief introduction of how to use the XPLA 
Designer to complete each stage. A detailed description of each 
design stage is given in subsequent chapters of the manual. 


Design Definition 

The design definition stage is where the design is actually created. 
Starting with the knowledge of what the design must do, the 
designer enters that information to create a design. Within the 
limitations of the design package, the designer may use various 
methods of design entry including: schematics, textual models, state 
diagrams, state machines, and boolean equations. To the computer, 
all of these formats are equivalent because the software will 
eventually link them together. Having the ability to choose the design 


DESIGN DEFINITION AND 
COMPILE 


PROGRAM 
DEVICES 


method gives designers a very powerful tool for their work. For 
example, designing a complex state machine using only registers 
and logic gates can be difficult; it may be easier to design it with:an 
HDL (Hardware Description Language) that the computer can 
translate into those same registers and gates. 


The XPLA™ Designer uses the PHDL (Philips Hardware Description 
Language) language to support the following design entry formats: — 
boolean equations, state machines, and truth tables. A design can 
be created or selected by choosing the Design/New Design or the 
Design/Open Design command from the “Design pull-down Menu” 
on the XPLA Designer Interface shown in Figure 8. The design can 
be entered or modified by selecting the “Edit Button” on the XPLA 
Designer Interface. Once the design has been entered, the PHDL 
must be compiled to check for syntax errors and to minimize the 
user’s logic. In order to activate the compiler, the “Compile Button” 
on the XPLA Designer Interface, as illustrated in Figure 8, must be 
selected. 


Functional Simulation 

Functional simulation verifies that the design is performing as 
intended. This is different from verifying that the part is performing 
as intended. It checks only that the logical response of the design to 
particular input stimuli is correct, but does not check any physical 
parameters such as speed or power. For example, a simple design 
that adds two plus two will functionally simulate correctly if the 
output is four, even if it took hours for the output to appear. 


When the XPLA™ Designer simulator is run after the design has 
been compiled but before the design has been fitted into the device, 
the simulator will act as a functional simulator. If the simulator is 
employed after the logic has been fit into the design, the XPLA 
Designer simulator will act as a timing simulator and use the actual 
timing parameters of the target device. The simulator can be activated 
by selecting the “Simulate Button” on the XPLA Designer Interface 
as shown in Figure 8. The simulation input stimuli is defined in a 


“Simulation Control Language” (SCL) file. 
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Figure 8. 


Device Fitting 

Device fitting is where software translates the design into a file 
format that a part programmer can understand and then attempts to 
fit the user’s logic into the target device’s resources. The file format 
varies depending on the part you are using. A device can be 
selected by highlighting the chosen device in the “Device pull-down 
Menu” on the XPLA Designer Interface. Once the sources have 
been compiled and the design is functioning properly, the XPLA 
Designer fitter can be employed by selecting the “Fit Button” from 
the XPLA Designer Interface. 


The user can control the manner in which the fitter places the design 
into the device by using the following options on the XPLA Designer 
Interface: 


® Pin Assignments 

® Max P-term per Equation 

® Activate D/T Register Synthesis 
® Auto Node Collapse 

® Generate Timing Model 


® A complete description on how to control the device fitting process 
can be found in Chapter 7 of the manual. 


Post Layout Simulation 

While the design may functionally simulate, the part may not 
function correctly due to physical limitations. For example, the part 
will not function correctly if you are using a 100 MHz clock, and 
there is a signal path in the part layout that takes more than 

10 nanoseconds for the signal to reach the end of the path. To find 
this type of problem early in your design, you can do a second 
simulation that uses accurate delays from the datasheet 
specification of the devices to check the physical timing of the part. 
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Like the functional simulation, this simulation also uses a test file 
that stimulates device inputs and records the outputs. 


When fitting a design into the part, the XPLA Designer software 
generates a post-layout timing file. This file contains path delays for 
all signal routes based on real physical parameters for the selected 
CPLD. The XPLA Designer simulation uses this timing file to verify 
that the design will function correctly at the required frequency once 
itis programmed into the actual part. When the XPLA Designer 
simulator is employed after the design has been compiled and fitted 
into the device, the simulator will act as a timing simulator and use 
the actual timing parameters of the target device. The simulator can 
be activated by selecting the “Simulate Button” on the XPLA 
Designer Interface as shown in Figure 8. The simulation input stimuli 
is defined in a “Simulation Control Language” (SCL) file. 


Programming 

This final stage is generally done when all other steps have been 
completed and all design specifications have been met during the 
post-layout simulation. Designs that successfully fit into the selected 
CPLD are also translated into a JEDEC file for use in programming 
the part. The JEDEC file can be loaded into a part programmer 
which then configures the design into a part. 


The JEDEC format is understood by many commercially available 
parts programmers. Refer to the user’s manual of the specific 
programmer you are using for JEDEC compatibility and 
programming information. 


The XPLA Help File 

Included with the Philips XPLA Designer is a help menu. The help 
menu can be activated via the “Help Pull-Down Menu” in the XPLA 
Designer Interface and contains most of the information available in 
the manual. 
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The following is a listing of programming companies that support all 
or some of our CoolRunner™ CPLDs. Please visit our website at 
www.coolpld.com for up to date information on software revisions 
and hardware needs for individual part types. 


COMPANY ADDRESS PHONE NUMBER 
BP Microsystems 1000 North Post Oak Rd. 800-225-2102 
Houston, TX 77055 
System General 1603A South Main St. 408-263-6667 
Milpitas, CA 95035 
Tribal Microsystems 44388 S. Grimmer Blvd. | 510-623-8859 
Fremont, CA 94538 
SMS GmbH Im Grund 15, 88239 (49)7522 9728 0 
Wangen, Germany 


Silver Court 011 44 1707 33214 
Watchmead 

Welwyn Garden City 
Herts AL7 1LT UK 


Data !/O 10525 Willows Road N.E. 800-332-8246 
Redmond, WA 98073 


Stag 
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In-System Programming (ISP™) 


JTAG BOUNDARY-SCAN AND ISP 


Terminology 


BC Boundary-Scan Cell 

BSDL Boundary-Scan Description Language 

BST Boundary-Scan Test 

CPLD Complex Programmable Logic Device 

[EEE Institute of Electrical and Electronics 
Engineers 

ISP In-System Programmable 

JEDEC Joint Electron Device Engineering Council 

JTAG Joint Test Action Group 

MC Macrocell 

PC Personal Computer 

PES Programmer Electronic Signature 

PZ3032/PZ5032 Philips CoolRunner™ 3V/5V 32 Macrocell 
Device 

PZ3064/PZ5064 Philips CoolRunner™ 3V/5V 64 Macrocell 
Device 

PZ3128/PZ5128 Philips CoolRunner™ 3V/5V 128 Macrocell 
Device 

TAP Test Access Port contained within the JTAG 
interface 

UES User Electronic Signature 


JTAG Boundary-Scan Background 


JTAG Boundary-Scan is the ability to test a set of devices using a 
standard JTAG interface instead of testing equipment which must 
make physical contact with the circuit pack. BST provides the ability 
to test the external connections of a device, the internal logic of the 
device, and the ability to capture data from the device during normal 
operation. BST provides many benefits including: 
@ Testability Benefits 

— No limits on the number of nets 

— Testability is designed in 

— Can force signals onto pins (Preload) 

— Can capture data from pin or core logic signals during normal 

operation 

® Reliability Benefits 

~ Not dependent on physical contact like existing test fixtures 

— Test fixtures do not deteriorate over time 

— Existing testing technologies have reached their limit 


Better approach to handling smaller component size and 
components on both sides of the circuit pack 


Shorter device interconnect routes (no fan-out required) 


® Cost Benefits 


Much cheaper test equipment 
Reduced test preparation time 
Reduced spare board inventories 


Can incorporate denser technologies 
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ISP Background 
ISP is the ability to reconfigure the logic and functionality of a 
device, circuit pack, or complete electronic system before, during, 
and after its manufacture and shipment to the end customer. ISP 
provides many benefits including: 
® Design Benefits 

— Superior Prototyping Solution 

— Debug Partitioning 

— Circuit pack reconfiguration during debug 
® Manufacturing Benefits 

— Multi-Functional Hardware 

— Reconfigurability for Test 

— Simplified Manufacturing Process 

— Reduced Inventory 

~ Improved Manufacturing Quality 
© Field Support Benefits 

— No need to replace devices for new features/bug fixes 

— Possible field upgrade of hardware 


Philips’ JTAG Boundary-Scan Features 
Listed below are the JTAG Boundary-Scan features implemented 
within the Philips ISP CPLDs. 


@ JTAG Boundary-Scan supported mainly for high pin count 
devices. 
® Use JTAG port for JTAG Boundary-Scan testing. 


@ JTAG Boundary-Scan devices can be daisy chained together to 
allow multiple devices to be tested from a single JTAG stream. 


@ JTAG TAP Controller implementation. 
® IDCODE Register contains 32 bits and a pre-defined format. 
® Support for the following JTAG Boundary-Scan instructions: 
— Sample/Preload 
— Extest 
— Bypass 
®@ JTAG Boundary-Scan Register implementation. 
® TAG USERCODE Register implementation. 
® Support for the following JTAG Boundary-Scan instructions: 


— |ldcode 


~ Usercode (implemented by verifying EEPROM row 41 sides 
A&B) 


— HighZ 


Philips’ ISP Features 
Listed below are the ISP features implemented within the Philips ISP 
CPLDs. 


@ |SP supported for high pin count devices. 
® Use JTAG port for ISP programming. 


® No external supervoltages are required to program/erase the 


devices. All supervoltages are generated internal to the device 
from the Vpp input voltage. 
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® ISP security bit is available to protect the user program 
information. 


® ISP devices can be daisy chained together to allow multiple 
devices to be programmed from a single data stream. 


® ISP programming support through 

— PC Parallel Port 

— Automated Test Equipment. 

— Third party Programmers. 

— Serial Port 

— an Embedded Processor 
© Number of erase/program cycles equals 1000. 
® Program retention time of 20 years. 


® ISP programming time less than 10 seconds for a 256 Macrocell 
device. 


® Simultaneous programming of multiple ISP devices daisy chained 
together. 


Philips BST and ISP CPLD Architecture 

All Philips high pin count CPLDs support both JTAG Boundary-Scan 
and ISP features through a standard JTAG interface. The JTAG 
interface consists of two parts: a TAP Port and a TAP Controller. The 
TAP Port consists of 4 required JTAG pins (TCK, TMS, TDI, TDO) 
plus 1 optional JTAG pin (TRST*). The TAP port signals are 
described in the section “JTAG Interface”. The TAP Controller is a 
sequential circuit which is used to clock in and parse JTAG 
instructions. The TAP Controller defined by the IEEE 1149.1 JTAG 
Specification is illustrated in the section, “JTAG TAP Controller.” 


Please refer to Figure 1 for a high level block diagram of a Philips 
ISP CPLD using the JTAG interface to access the BST and ISP 
functionality. As illustrated by Figure 1, the additional circuitry 
needed to implement the BST and ISP functionality consists of a 
TAP Controller, a JTAG Controller, an ISP Controller, an ISP Shift 
Register, and a Boundary-Scan Register. The EEPROM array is 
made up of rows and columns of EEPROM cells. The ISP Shift 
Register contains the address to select individual EEPROM rows 
and contains the data which can be programmed into or read from 
the selected EEPROM row. 


EEPROM 


SP00487 


Figure 1. ISP and BST CPLD High Level Architecture 
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Figure 2. JTAG TAP Controller 


JTAG TAP Controller 

The TAP Controller is a synchronous finite state machine that 
responds to changes at the TMS and TCK signals of the TAP and 
controls the sequence of operations of the circuitry defined by the 
1149.1 IEEE Standard. This TAP Controller, as seen in Figure 2, is 
implemented in the Philips CPLDs. 


The behavior of the TAP controller and other BST and ISP logic in 
each of the controller states is briefly described below. 


Test-Logic/Reset 
The BST and ISP logic is disabled so that normal operation of 
the on-chip system logic (i.e. in response to stimuli received 
through the system pins only) can continue unimpeded. This is 
achieved by initializing the instruction register to contain the 
IDCODE instruction. No matter what the original state of the 
controller, it will enter Test-Logic-Reset when TMS is held high 
for at least 5 rising edges of TCK. The controller remains in this 
state while TMS is high. Note that the TAP controller will be 
forced to the Test-Logic-Reset controller state at power-up. 


Run-Test/ldle 
All of the instructions supported by the Philips CPLDs do not 
cause functions to execute in the Run-Test//dle controller state. 
Thus, all BST and ISP data registers selected by the current 
instruction shall retain their previous state (i.e., Idle). The 
instruction does not change while the TAP controller is in this 
state. 


Select-DR-Scan 
This is a temporary controller state in which all BST and ISP 
data registers selected by the current instruction retain their 
previous state. The instruction does not change while the TAP 
controller is in this state. 
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Select-IR-Scan 
This is a temporary controller state in which all BST and ISP 
data registers selected by the current instruction retain their 
previous state. The instruction does not change while the TAP 
controller is in this state. 


Capture-DR 
In this controller state, data may be parallel loaded into the BST 
data registers selected by the current instruction on the rising 
edge of TCK. If a BST data register selected by the current 
instruction does not have parallel input, or if capturing is not 
required for the selected test, then the register retains its 
previous state. The instruction does not change while the TAP 
controller is in this state. 


Shift-DR 
In this controller state, the BST or ISP data register connected 
between TDI and TDO as a result of the current instruction shifts 
data one stage towards its serial output on each rising edge of 
TCK. BST or ISP data registers that are selected by the current 
instruction, but are not placed in the serial path, retain their 
previous state. The instruction does not change while the TAP 
controller is in this state. 


Exit1-DR 
This is a temporary state. All BST or ISP data registers selected 
by the current instruction retain their previous state. The instruction 
does not change while the TAP controller is in this state. 


Pause-DR 
This controller state allows shifting of the BST or ISP data 
register in the serial path between TDI and TDO to be 
temporarily halted. All BST or ISP data registers selected by the 
current instruction retain their previous state. The instruction 
does not change while the TAP controller is in this state. 
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Exit2-DR 
This is a temporary state. All BST or ISP data registers selected 
by the current instruction retain their previous state. The 
instruction does not change while the TAP controller is in this 
state. 


Update-DR | 
Some BST data registers may be provided with a latched parallel 
output to prevent changes at the parallel output while data is 
shifted in the associated shift-register path in response to certain 
instructions (e.g. EXTEST). Data is latched onto the parallel 
output of these BST data registers from the shift-register path on 
the falling edge of TCK in the Update-DR controller state. The 
data held at the latched parallel outputs should not change. The 
instruction does not change while the TAP controller is in this 
state. 


Capture-iR 
In this controller state, the shift-register contained in the 
instruction register loads a pattern of fixed logic values on the 
rising edge of TCK. In addition, design-specific data may be 
loaded into shift-register stages that are not required to be set to 
fixed values. BST or ISP data registers selected by the current 
instruction retain their previous state. The instruction does not 
change while the TAP controller is in this state. 


Shift-IR 
In this controller state, the shift-register contained in the 
instruction register is connected between TDI and TDO and 
shifts data one stage towards its serial output on each rising 
edge of TCK. BST or ISP data registers that are selected by the 
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current instruction, but are not placed in the serial path, retain 
their previous state. The instruction does not change while the 
TAP controller is in this state. 


Exit1-IR 
This is a temporary state. BST or ISP data registers selected by 
the current instruction retain their previous state. The instruction 
does not change while the TAP controller is in this state and the 
instruction register retains its state. 


Pause-IR 
This controller state allows shifting of the instruction register to 
be temporarily halted. BST or ISP data registers selected by the 
current instruction retain their previous state. The instruction 
does not change while the TAP controller is in this state and the 
instruction register retains its state. 


Exit2-iR 
This is a temporary state. BST or ISP data registers selected by 
the current instruction retain their previous state. The instruction 
does not change while the TAP controller is in this state and the 
instruction register retains its state. 


Update-IR 
The instruction shifted into the instruction register is latched onto 
the parallel output from the shift-register path on the falling edge 
of TCK in the Update-/R controller state. Once the new 
instruction has been latched, it becomes the current instruction. 
BST or ISP data registers selected by the current instruction 
retain their previous state. 
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JTAG Registers 
Figure 3 illustrates the JTAG Registers that are incorporated into Philips CPLDs. 


Table 1 gives a description of each JTAG Register for Philips CPLDs. 


Tap 
Controller 
Bypass Register 


Boundary—Scan Register 
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Figure 3. JTAG Registers 


Table 1. JTAG Register Description 


REGISTER # OF BITS REGISTER DESCRIPTION 


Instruction Register The Instruction Register is a shift-register-based design which allows an instruction to be 
shifted into a device. The instruction shifted into the register is latched at the completion of the 
shifting process. The instruction is used to select the BST or ISP operation and/or the data 
register to be accessed. The parallel output from the Instruction Register is latched to ensure 
that the BST and ISP logic is protected from the transient data patterns that will occur in its 
shift-register stages as new instruction data is entered. 


Bypass Register 


Boundary-Scan Register "| 


The Bypass Register contains a single shift-register stage and is used to provide a minimum 
length serial path between the TDI and TDO pins of a component when no test or program 
operation of that component is required. This allows more rapid movement of test/program data 
to and from other components on a circuit pack that are required to perform test/program 
operations. 


The Boundary-Scan Register allows testing of circuitry external to the CPLD and also permits 
the system signals flowing into and out of the CPLD logic to be sampled and examined without 
causing interference with the normal operation of the CPLD logic. The Boundary-Scan Register 
is along shift register composed of all the Boundary-Scan cells at the pins of the device. 


IDCODE Register This register must consist of a 32 bit shift-register, parallel-in and serial out. The register 


contains the following information: 
Bit(s) Usage 
0 1 - pre-defined 
1-11 Manufacturing Identity. 
12-27 Part Number 
28-31 Version 


Contains the UES information. This Register is comprised of Row 41 of the EEPROM array. 


USERCODE Register 


ISP Shift Register 7 Address bits | Used to address the EEPROM row and contains the data that is being written into or read from 
1028 Data bits | the EEPROM array. 
for PZ3128 
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JTAG Boundary-Scan Registers 
The following Boundary-Scan Cells were selected for Philips CPLD’s 
dedicated input and bi-directional (I/O) pins. 


An Observe-Only Dedicated Input BSR Cell 
Figure 4 illustrates an Observe-Only BSR Cell for a dedicated input. 
The advantages associated with this Boundary-Scan Cell include: 


® Does not require a multiplexer in the device’s input speed path. 
® Support for all mandatory BST instructions. 


® Less silicon to implement than a BSR Cell with or without an 
Update Register. 


INPUT PIN 


TDI 


Shift DR 


Compliant BSR Cell with an Observe-Only Input for 
Bidirectional Pin . 

Figure 5 illustrates a Compliant BSR Cell with an observe-only input 
for a bi-directional pin. The advantages associated with this 
Boundary-Scan Cell include: 


® Does not require a multiplexer in the device’s input speed path. 
® Support for all mandatory BST instructions. 


® Less silicon to implement than a Compliant BSR Cell without an 
Observe-Only Input. 


- ® The ability to control (latch) the data driving the device’s output pin. 


® The ability to sample and preload the output enable for the 
device’s 3-State outputs. 


To internal logic 


TDO 


Clock DR sP00492 


Figure 4. An Observe-Only Dedicated Input BSR Cell 


Shift DR Clock DR 


To internal logic 


I/O PIN 


TDO Update DR 
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Figure 5. Compliant BSR Cell with an Observe—Only Input for a Bi-directional Pin. 
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JTAG Interface 

As mentioned before, the JTAG pins are used to support both the 
BST and ISP features. Table 2 gives a description of the JTAG pins 
to be used to support both BST and ISP. The optional TRST* (Test 
Reset) signal is not required for either the BST or ISP functionality. 
However, leaving out the TRST* pin requires that a power up reset 
circuit must be designed into the device. A power up reset circuit is 
included in all Philips CPLDs. These pins should contain an external 
pull resistor to keep the JTAG signals from floating when they are 
not being used. 


For Philips’ CPLDs, an ISP ENABLE instruction is sent to the device 
that enables the ISP functionality (instead of using a dedicated ISP 
ENABLE signal). This approach is similar to the approach taken by 
the Altera MAX7000S family. However in the MAX7000S family, 


Table 2. JTAG Pin Description 


these 4 signals use 4 pins which can be either used for ISP or as 
general I/O pins if ISP is not required by the user. Once these pins 
are used for ISP, these pins and the Macrocell logic associated with 
these pins are no longer available to the user. The selection of 
whether these pins are used for ISP or as general I/O is made when 
the JEDEC file is generated. With Philips’ CPLDs, like the 
MAX700S family, the 4 JTAG signals use 4 pins which can be used 
for ISP or as general I/O pins if ISP is not required by the user. 
However, unlike the MAX7000S family, the Macrocells associated 
with these pins can be used as buried logic when these 4 pins are 
used for ISP. . 


A dedicated JTAG port is used for Philips CPLDs containing more 
than 128 Macrocells. 


Test Clock Output | Clock pin to shift the serial data and instructions in and out of the TDI and TDO pins, respectively. TCK is 
also used to clock the TAP Controller state machine. . 


Test Data Input Serial input pin for instructions and test data. Data is shifted in on the rising edge of TCK. 


TMS Test Mode Select Serial input pin selects the JTAG instruction mode. TMS should be driven high during user mode 
operation. 
ror 


Test Data Output Serial output pin for instructions and test data. Data is shifted out on the falling edge of TCK. The signal is 
3-Stated if data is not being shifted out of the device. 
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JTAG BOUNDARY-SCAN AND ISP COMMANDS Low Level JTAG Boundary-Scan and ISP | 

The TAP Controller will clock in and parse both JTAG and ISP Commands 
instructions. The Philips ISP CPLDs contain a 4 bit Instruction 

Register which is large enough to contain all BST and ISP Low Level JTAG Boundary-Scan Commands 

instructions. Since the Philips CPLDs support 6 JTAG The low level JTAG Boundary-Scan Commands that are supported 
Boundary-Scan instructions and 4 ISP instructions, the Instruction by the Philips ISP CPLDs are specified in Table 3. These are the 
Register contains 4 bits to represent these instructions only commands required to implement all of the required high level 
(24 = 16 > 12). All unused instruction codes, namely 0011, 0110, JTAG Boundary-Scan Commands. 


0111, 1000, 1101, and 1110 are mapped into the Boundary-Scan 


BYPASS instruction which passes the incoming data (TDI) to the Low Level ISP Commands 


As noted above, the low level ISP commands are basic commands 


culgolngcala Pe). which are implemented inside the CPLD. The low level ISP 

The BST and ISP Commands supported by the Philips CPLDs are commands which are supported by the Philips ISP CPLDs are 
specified in the following subsections. The subsections are broken specified in Table 4. Using the ENABLE instruction before the Erase, 
into low level and high level commands. The low level commands Program, and Verify instructions allows the user to specify the 

will be executed within the CPLD and the high level commands will outputs of the device using the JTAG Boundary-Scan 

be executed on a PC and/or Workstation. Please note that all high SAMPLE/PRELOAD command. 

aa IS COMP BBO eS INO a ee aualleeta awWteve Please note that an ENABLE command must precede all ISP 


commands unless an ENABLE command has already been given 
for a preceding ISP command and the device has not gone through 
the Test-Logic/Reset TAP Controller State. 


Table 3. Supported Low Level JTAG Boundary-Scan Commands 


Instruction (instr. Code) DESCRIPTION 
Register Used | 


Sample/Preload (0010) The mandatory SAMPLE/PRELOAD instruction allows a snapshot of the normal operation of the component to 
Boundary-Scan Register be taken and examined. It also allows data values to be loaded onto the latched parallel outputs of the 
Boundary-Scan Shift-Register prior to selection of the other boundary-scan test instructions. 


Extest (0000) The mandatory EXTEST instruction allows testing of off-chip circuitry and board level interconnections. Data 
Boundary-Scan Register would typically be loaded onto the latched parallel outputs of Boundary-Scan Shift-Register using the 
Sample/Preload instruction prior to selection of the EXTEST instruction. 


Bypass (1111) Places the 1 bit bypass register between the TDI and TDO pins, which allows the BST data to pass 
Bypass Register synchronously through the selected device to adjacent devices during normal device operation. The Bypass 
instruction can be entered by holding TDI at a high value and completing an Instruction-Scan cycle. 


Idcode (0001) Selects the IDCODE register and places it between TDI and TDO, allowing the IDCODE to be serially shifted 

Boundary-Scan Register out of TDO. The IDCODE instruction permits blind interrogation of the components assembled onto a circuit 
pack. Thus, in circumstances where the component population may vary, it is possible to determine what 
components exist in a product. 


STCTEST (0100) The STCTEST instruction is used by the Philips design community to check the integrity of the JTAG 
Boundary-Scan Register Boundary-Scan structure. This command will be for internal Philips use only and will not be advertised to 
customers. 


HighZ (0101) The HIGHZ instruction places the component in a state in which all of its system logic outputs are placed in an 

Bypass Register inactive drive state (e.g., high impedance). In this state, an in-circuit test system may drive signals onto the 
connections normally driven by a component output without incurring the risk of damage to the component. 
The HighZ instruction also forces the Bypass Register between TDI and TDO. 


Table 4. Low Level ISP Commands 
Instruction Instruction 


Enable 1001 Enables the Erase, Program, and Verify commands. Using the ENABLE instruction before the 
(ISP Shift Register) Erase, Program, and Verify instructions allows the user to specify the outputs of the device using 
the JTAG Boundary-Scan SAMPLE/PRELOAD command. 


Erase 1010 Erases the entire EEPROM array. The outputs during this operation can be defined by the user by 
(ISP Shift Register) using a sample preload command. 

Program ! 1011 | Programs the data in the ISP Shift Register into the addressed EEPROM row. The outputs during 
(ISP Shift Register) this operation can be defined by the user by using a sample preload command. 


Verify 1100 Transfers the data from the addressed row to the ISP Shift Register. The data can then be shifted 
(ISP Shift Register) out and compared with the JEDEC file. The outputs during this operation can be defined by the user 


by using a sample preload command. 
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High-Level JTAG Boundary-Scan and ISP Commands commands are comprised of issuing a sequence of low level 
The High Level ISP commands are given in Table 5. Again, these commands. 
commands are executed on a PC or Workstation environment and 


are not implemented inside the CPLD. Please note that all high level TEN EXAMD Is Ol ev Tigh eve! Cominands sare: /aplementeciusiig 


low level commands are given in Table 6. 


Table 5. High Level JTAG Boundary-Scan and ISP Commands 


VERIFY Verifies that the data programmed into the EEPROM array is correct. 
PR_SECURITY Programs the security cell of the device. 
RD_SECURITY Checks to see the device is secured. 


Table 6. High Level Command Examples 


a 
a 


USERCODE 


Pr_Security 
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PR_USER_ID Programs the User Signature (UES) information. 
USERCODE Reads the User Electronic Signature (UES) information 


Shift in the ENABLE instruction 
Shift in the PROGRAM instruction 

Shift in the address and data for the EEPROM row being programmed. 
Execute the command (Program the data into the selected EEPROM row) 
Repeat steps 3 and 4 until all EEPROM rows have been programmed 


Shift in the ENABLE instruction 

Shift in the VERIFY instruction 

Shift in the address of the EEPROM row being verified. 
Execute the command (this transfers the row data into the ISP Shift Register) 
Shift out the data from the ISP Shift Register 

Compare the shifted-out data to the expected data 

Repeat steps 3 though 6 until all EEPROM rows have been verified 


Shift in the ENABLE instruction 
Shift ina the VERIFY instruction 

Shift in address for Row 41 side A 

Execute the command (transfers the UES data into the ISP Shift Register) 
Shift out the data from the ISP Shift Register 

Shift in address for Row 41 side B 

Execute the command (transfers the UES data into the ISP Shift Register) 
Shift out the data from the ISP Shift Register 


Shift in the ENABLE instruction 
Shift in the PROGRAM instruction 

Shift in the address of the EEPROM row containing the security bit and shift in the data with the corresponding 
security bit set to the programming state and the other bits set to the non-programming state 

Execute the command (Program the data into the selected EEPROM row) 
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JTAG BSDL AND ISP CHAIN DESCRIPTION FILE 
FORMATS 


The following subsections give the BSDL and ISP Chain Description 
Files formats. . 


JTAG Boundary-Scan Description Language File 


Format | 
The JTAG Boundary-Scan Description Language file contains the 
following information: 


® Mapping of Pin names to Pin Types, i.e. Inputs, Outputs, I/O, etc. 
®@ Mapping of Pin names to physical Pin numbers. 

@ TAP Pin Constraints. 

® OPCODES for all supported Instructions. 

® Register Accessed during each Instruction. 


® Boundary Register Description: 
— Sequence of Cells in Boundary Register. 
— Mapping of Cell numbers to Pin name. 
To test a JTAG board, a collection of all of the BSDL files for the 


JTAG ICs is required along with a net list describing how these ICs 
are connected. 


Table 7. ISP Chain Description File Format 


File Revision 


Default Declarations 
(Optional) 


Chain Site Records 


devices. 
program, verify, erase, bypass, etc. 


(optional), Mfr’s Specific Data (optional). 
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FIELD DESCRIPTION 
Begin Marks the beginning of the JC42.1 Chain Description File. 
Identifies the JC42.1 Chain Description File standard revision. | 


Default Path: Specifies a directory on a host computer of where to read and/or write data. 
Default Mfr.: Specifies the default manufacturer’s code for the JEDEC chain. 


Describes the device and the operation to be performed on each device in the JTAG chain. The order of the Chain 
Description File records must correspond to the order of the devices in the chain. In other words, there must be a 

one to one mapping of the device in the Chain Description File and the physical routing of the device on the circuit 
pack. There are two different types of device records: one for programmable devices and one for non-programmable 


Action Codes: Specifies the function to be performed by the appropriate device. Examples of action codes include: 


Device Records: Supports the following information: Mfr's Code, Part Name, Path Name (optional), File Name 


Marks the end of the JC42.1 Chain Description File. 


Generate an ISP File’ 

A JEDEC file format to ISP file format program has to be written. 
The ISP file contains the same information as the JEDEC file but in 
ISP Shift Register format. The ISP file contains the following 
information in the following format: 


® Row O, left side data (D1027 ...... DO) 

® Row 1, left side data (D1027 ...... DO) 

® Row 41, left side data (D1027 ...... DO) 

© Row 42, left side data (D1027 ...... DO) 

® Row 0, right side data (D1027 ...... DO) 

© Row 1, right side data (D1027 ...... DO) 

® Row 41, right side data (D1027 ...... DO) 

® Row 42, right side data (D1027 ...... DO) 

ISP Chain Description File Format | 

This section addresses the issue of programming single or multiple 


ISP devices within the same JTAG chain. The JEDEC committee 
has put together a standard format (LtrB JC-42.1-95-97 Chain 


_ Description File) for programming multiple devices on a single JTAG 


chain. A brief description of this format is given in Table 7. 


It is important to recognize that both programmable and 
non-programmable devices can be placed on the same JTAG chain. 
To program a single device in a JTAG chain, the programming 
software must put all other devices in the JTAG chain in the JTAG 
Boundary Scan BYPASS mode. When in the BYPASS mode, 
devices pass programming data from the TDI pin to the TDO pin 
through a single bypass register without being affected internally, 
thereby enabling the programming software to erase, program, or 
verify the target device. 
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ISP Programming Algorithm Programming Flow Diagram given in Figure 6. A conservative 
EEPROM technology requires a very small amount of current (60 program cycle time of 12 msec was used to estimate the 

nA) but requires a fairly lengthy programming pulse (10 msec) to programming times for the various CPLDs. As predicted above, the 
program each EEPROM cell. Therefore, it is advantageous to total programming times are greatly dependent on the EEPROM 
program multiple EEPROM cells in parallel. The PZ3032/PZ5032 array configuration. The more data bits that are programmed in 
architecture is arranged with columns containing 255 bits of data. parallel (larger data column), the fewer number of required 

These 255 bits are all clocked into the device and then these 255 programming pulses, and thus the shorter the total programming 
data bits are programmed in the EEPROM at the same time (a total interval. 


of 15.3 pA). It is believed that these data bits can be clocked into the 
device at a maximum JTAG frequency of 10 MHz. Figure 6 
illustrates the ISP Programming Flow Diagram is be used with the 
Philips CPLD architecture. 


Please note that these programming times are better than the 
programming times of most CPLD vendors and that the PC or 
Workstation used to execute the high level commands will have a 
large impact on these ISP programming times. 

ISP Programming Times 


Table 8 contains the theoretical programming time required for each 
Philips CPLD. These times were calculated using the /SP 


Appoximate time required for each 
programming state. 


ISP 20 usec 
Overhead (Generate Supervoltage + miscellaneous 
overhead) 


2 usec 
(ENABLE Command) 


Get row 20 psec 
Addr/Data (Load Adrress (7) and Data (1028) bits) 


10 msec 
(PROGRAM Command + Program Pulse) 


1 usec 


Total Programming Time= 10.053x msec 


where x = # of times through the programming loop. 
SP00491 


Figure 6. PZ3128/PZ5128 ISP Programming Flow Diagram 


Table 8. Theoretical Programming Times for Philips CPLDs 


[pesnsereesnse [i SCdTSCSC~“‘“‘“C(C Nee Cd 
[—Pzsnea esos | __ase | 52 | + 20etsec | 10sec | 
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Simultaneous (Parallel) ISP Programming 
Algorithm | 

Programming multiple devices on expensive Automated Testing 
Equipment will take some time and will be very costly. In order to 
keep ISP programming costs reasonable, it is required to be able to 
simultaneously program multiple devices. As illustrated in the 
section “ISP Programming Algorithm,” the number of programming 
pulses required to program a device or devices determines the time 
required to program the device(s). It is therefore advantageous to 
shift in data to multiple devices and then give each device a 
programming pulse at approximately the same time. There is 
approximately a 1% time increase required to simultaneously 
program two devices instead of a single device. Programming two 
devices in series would require twice the programming time than is 
required to program a single device. There is approximately a 22% 
time increase (1.22x)' required to simultaneously program twenty 
devices instead of a single device. Programming twenty devices in 
series would require twenty times (20x)! the programming time than 
is required to program a single device. 


In order to program two devices in parallel, the designer first selects 
a row address for each device, then connects the ISP Shift Register 
through TDI and TDO. The data is then shifted in the order that the 
devices appear on the chain. Next, the instruction register is 
selected and two PROGRAM instructions are shifted in one after 
another. The selected row for both devices is programmed 


1.. Where xis the time required to program 1 device. 


1997 Apr 03 


54 


simultaneously. This algorithm can be expanded to simultaneously 
program multiple devices. These devices being simultaneously 
programmed do not have to be of the same size or type. | 


Simultaneously programming multiple devices requires that a — 
complex file be produced. This file will consist of all ISP files from 
the devices involved with the appropriate low-level commands 
intermixed. 


JTAG and ISP Interfacing 

A number of industry-established methods exist for JTAG/ISP 
interfacing with CPLDs and other integrated circuits. Philips’ CPLDs 
interface with the following methods: 


@ PC Parallel Port 

® Workstation or PC Serial Port 
® Embedded Processor 

® Automated Test Equipment 

@ Third party Programmers 


® High-End JTAG and ISP Tools 


Boundary Scan Description Language (BSDL) descriptions of 
Philips’ CPLDs are also available for use in test program 
development. 
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ISP DOWNLOAD CABLE SPECIFICATION CPLD Complex Programmable Logic Device 
This chapter establishes the requirements for the In—System 

Programmable (ISP) Download Cable (a.k.a. HyperCable) used to HyperCable ISP Download Cable 
program Philips CoolRunner CPLDs. The CoolRunner 128 ISP In—System Programmable 
Macrocell (CR128) device is the first of many Philips CPLD to 


JTAG Joint Test Action Group 
contain ISP functionality. The ISP Download cable will not only 
support the CR128 but will support all Philips ISP CPLDs. PC Personal Computer 
TAP Test Access Port contained within the JTAG inter- 
face 


Figure 1 illustrates the CoolRunner Download Cable. 


Cable length = 6 feet 


_—— 


Figure 1. ISP Download Cable 


Table 1. CoolRunner Download Cable Components 


DB 25 pin male connector 

10 pin female connector (2x5) with plug on connector #10 

10 stran .050” Ribbon Cable (length = 6 feet) 

4 100 ohm resisters (Placed on TCK, TMS, TDI, and TDO near the DB25 Connector) 


Table 2 gives the download cable pin description. 


a 
Test Clock Output Clock pin to shift the serial data and instructions in and out of the TDI and TDO pins, 
TMS Test Mode Select Serial input pin selects the JTAG instruction mode. TMS should be driven high during 
user mode operation. 
Test Data Input Serial input pin for instructions and test data. Data is shifted in on the rising edge of 
TCK. 
TD i 
| | TCK. The signal is tri-stated if data is not being shifted out of the device. 


Table 2. CoolRunner Download Cable Pin Description 
respectively. TCK is also used to clock the TAP Controller state machine. 
Test Data Output Serial output pin for instructions and test data. Data is shifted out on the falling edge of 
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Figure 2 gives the ISP Download Cable connections. 


PC Parallel Port 10 pin Header 
(DB-25 Connector) 
DO (2) 100 ohms TCK (1) 
~\\/ : 
D1 (3) TDI (5) 


SSS 


D2 (4) TMS (3) 
Printer_Busy (11) TDO (7) 


GND (18,19,20) GND (2,4,8) 
No Connect (6,9, 10) 


Figure 2. Download Cable Connections 


Figure 3 gives the 10 pin header pin orientation from a cable header point of view. 


BiB 
4 LH 
Bie 
Bis 


Figure 3. 10 Pin Header Pin Orientation (From a Cable Header Point of View) 
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FEATURES 


® Industry's first TotalCMOS™ PLD — both CMOS design and 
process technologies 


® Fast Zero Power (FZP™) design technique provides ultra-low 
power and very high speed 


® High speed pin-to-pin delays of 8ns 
® Ultra-low static power of less than 35yA 


® Dynamic power that is 70% lower at 50MHz than competing 
devices | 


® 100% routable with 100% utilization while all pins and all 
macrocells are fixed 


® Deterministic timing model that is extremely simple to use 
® 2 clocks with programmable polarity at every macrocell 
® Support for complex asynchronous clocking 


®@ Innovative XPLA™ architecture combines high speed with 
extreme flexibility 


® 1000 erase/program cycles guaranteed 

® 20 years data retention guaranteed 

® Logic expandable to 37 product terms 

® PCI compliant 

® Advanced 0.54 E2CMOS process 

® Security bit prevents unauthorized access 


® Design entry and verification using industry standard and Philips 
CAE tools 


® Reprogrammable using industry standard device programmers 


® innovative Control Term structure provides either sum terms or 
product terms in each logic block for: 
— Programmable 3-State buffer 


- Asynchronous macrocell register preset/reset 


® Programmable global 3-State pin facilitates ‘bed of nails’ testing 
without using logic resources 


® Available in both PLCC and TQFP packages 


Table 1. PZ3032 Features 


Number of macrocells 
1/O macrocells 


Propagation delay (ns) 


PAL is a registered trademark of Advanced Micro Devices, Inc. 
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DESCRIPTION 


The PZ3032 CPLD (Complex Programmable Logic Device) is the 
first in a family of Fast Zero Power (FZP™) CPLDs from Philips 


. Semiconductors. These devices combine high speed and zero 


power in a 32 macrocell CPLD. With the FZP™ design technique, 
the PZ3032 offers true pin-to-pin speeds of 8ns, while 
simultaneously delivering power that is less than 35y,A at standby 
without the need for ‘turbo bits’ or other power down schemes. By 
replacing conventional sense amplifier methods for implementing 
product terms (a technique that has been used in PLDs since the 
bipolar era) with a cascaded chain of pure CMOS gates, the 
dynamic power is also substantially lower than any competing CPLD 
— 70% lower at 50MHz. These devices are the first TotalCMOS™ 
PLDs, as they use both a CMOS process technology and the 
patented full CMOS FZP™ design technique. For 5V applications, 
Philips also offers the high speed PZ5032 CPLD that offers 
pin-to-pin speeds of 6ns. 


The Philips FZP™ CPLDs introduce the new patent-pending XPLA™ 
(eXtended Programmable Logic Array) architecture. The XPLA™ 
architecture combines the best features of both PLA and PAL™ type 
structures to deliver high speed and flexible logic allocation that 
results in superior ability to make design changes with fixed pinouts. 
The XPLA™ structure in each logic block provides a fast 8ns PAL™ 
path with 5 dedicated product terms per output. This PAL™ path is 
joined by an additional PLA structure that deploys a pool of 32 
product terms to a fully programmable OR array that can allocate 
the PLA product terms to any output in the logic block. This 
combination allows logic to be allocated efficiently throughout the 
logic block and supports as many as 37 product terms on an output. 
The speed with which logic is allocated from the PLA array to an 
output is only 2.5ns, regardless of the number of PLA product terms 
used, which results in worst case tpp’s of only 10.5ns from any pin 
to any other pin. In addition, logic that is common to multiple outputs 
can be placed on a single PLA product term and shared across 
multiple outputs via the OR array, effectively increasing design 
density. 


The PZ3032 CPLDs are supported by industry standard CAE tools 
(Cadence, Mentor, Synopsys, Synario, Viewlogic, OrCAD), using 
text (Abel, VHDL, Verilog) and/or schematic entry. Design 
verification uses industry standard simulators for functional and 
timing simulation. Development is supported on personal computer, 
Sparc, and HP platforms. Device fitting uses either Minc or Philips 
Semiconductors-developed tools. 


The PZ3032 CPLD is reprogrammable using industry standard 
device programmers from vendors such as Data I/O, BP 
Microsystems, SMS, and others. 


853-1852 17780 
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ORDERING INFORMATION 


XPLA™ ARCHITECTURE 

Figure 1 shows a high level block diagram of a 64 macrocell device 
implementing the XPLA™ architecture. The XPLA™ architecture 
consists of logic blocks that are interconnected by a Zero-power 
Interconnect Array (ZIA). The ZIA is a virtual crosspoint switch. Each 
logic block is essentially a 36V16 device with 36 inputs from the ZIA 
and 16 macrocells. Each logic block also provides 32 ZIA feedback 
paths from the macrocells and I/O pins. 


From this point of view, this architecture looks like many other CPLD 
architectures. What makes the CoolRunner™ family unique is what 
is inside each logic block and the design technique used to 
implement these logic blocks. The contents of the logic block will be 
described next. 


Logic Block Architecture 

Figure 2 illustrates the logic block architecture. Each logic block 
contains control terms, a PAL array, a PLA array, and 16 macrocells. 
The 6 control terms can individually be configured as either SUM or 
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PRODUCT terms, and are used to control the preset/reset and 
output enables of the 16 macrocells’ flip-flops. The PAL array 
consists of a programmable AND array with a fixed OR array, while 
the PLA array consists of a programmable AND array with a 
programmable OR array. The PAL array provides a high speed path 
through the array, while the PLA array provides increased product © 
term density. 


Each macrocell has 5 dedicated product terms from the PAL array. 
The pin-to-pin tpp of the PZ3032 device through the PAL array is 
8ns. This performance is the fastest 3 volt CPLD available today. If a 
macrocell needs more than 5 product terms, it simply gets the 
additional product terms from the PLA array. The PLA array consists 
of 32 product terms, which are available for use by all 16 
macroceils. The additional propagation delay incurred by a 
macrocell using 1 or all 32 PLA product terms is just 2.5ns. So the 
total pin-to-pin tpp for the PZ3032 using 6 to 37 product terms is 
10.5ns (8ns for the PAL + 2.5ns for the PLA). 


SP00439 


Figure 1. Philips XPLA CPLD Architecture 
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Figure 2. Philips Logic Block Architecture 
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Macrocell Architecture 

Figure 3 shows the architecture of the macrocell used in the 
CoolRunner™ family. The macrocell consists of a flip-flop that can be 
configured as either a D or T type. A D-type flip-flop is generally 
more useful for implementing state machines and data buffering. A 


T-type flip-flop is generally more useful in implementing counters. All | 


CoolRunner™ family members provide both synchronous and 
asynchronous clocking and provide the ability to clock off either the 
falling or rising edges of these clocks. These devices are designed 
such that the skew between the rising and falling edges of a clock 
are minimized for clocking integrity. There are 2 clocks (CLKO and 
CLK1) available on the PZ3032 device. Clock 0 (CLKO) is 
designated as the “synchronous” clock and must be driven by an 
external source. Clock 1 (CLK1) can either be used as a 
synchronous clock (driven by an external source) or as an 
asynchronous clock (driven by a macrocell equation). 


Two of the control terms (CTO and CT1) are used to control the 
Preset/Reset of the macrocell’s flip-flop. The Preset/Reset feature 
for each macrocell can also be disabled. Note that the Power-on 
Reset leaves all macrocells in the “zero” state when power is 
properly applied. The other 4 control terms (CT2—CT5) can be used 
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to control the Output Enable of the macrocell’s output buffers. The 
reason there are as many control terms dedicated for the Output 
Enable of the macrocell is to insure that all CoolRunner™ devices 
are PCI compliant. The macrocell’s output buffers can also be 
always enabled or disabled. All CoolRunner™ devices also provide a 
Global Tri-State (GTS) pin, which, when pulled Low, will 3-State ail 
the outputs of the device. This pin is provided to support “In-Circuit 
Testing” or “Bed-of-Nails Testing”. 


There are two feedback paths to the ZIA: one from the macrocell, 
and one from the 1/O pin. The ZIA feedback path before the output 
buffer is the macrocell feedback path, while the ZIA feedback path 
after the output buffer is the 1/O pin ZIA path. When the macrocell is 
used as an output, the output buffer is enabled, and the macrocell 
feedback path can be used to feedback the logic implemented in the 
macrocell. When the I/O pin is used as an input, the output buffer 
will be 3-Stated and the input signal will be fed into the ZIA via the 
\/O feedback path, and the logic implemented in the buried 
macrocell can be fed back to the ZIA via the macrocell feedback 
path. It should be noted that unused inputs or I/Os should be 
properly terminated. 


SP00440 


Figure 3. PZ3032 Macrocell Architecture 
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Simple Timing Model product terms or less, the tpp = 8ns, the tsy = 6.5ns, and the 

Figure 4 shows the CoolRunner™ Timing Model. The CoolRunner™ tco = 7.5ns. If an output is using 6 to 37 product terms, an additional 
timing model looks very much like a 22V10 timing model in that 2.5ns must be added to the tpp and tgy timing parameters to 

there are three main timing parameters, including tpp, tsy, and too. account for the time to propagate through the PLA array. 


In other competing architectures, the user may be able to fit the 
design into the CPLD, but is not sure whether system timing 


TotalCMOS™ Design Technique 


requirements can be met until after the design has been fit into the for Fast Zero Power 

device. This is because the timing models of competing Philips is the first to offer a TotalCMOS™ CPLD, both in process 
architectures are very complex and include such things as timing technology and design technique. Philips employs a cascade of 
dependencies on the number of parallel expanders borrowed, CMOS gates to implement its Sum of Products instead of the 
sharable expanders, varying number of X and Y routing channels traditional sense amp approach. This CMOS gate implementation 
used, etc. In the XPLA™ architecture, the user knows up front allows Philips to offer CPLDs which are both high performance and 
whether the design will meet system timing requirements. This is low power, breaking the paradigm that to have low power, you must 
due to the simplicity of the timing model. For example, in the have low performance. Refer to Figure 5 and Table 2 showing the Ipp 
PZ3032 device, the user knows up front that if a given output uses 5 vs. Frequency of our PZ3032 TotalCMOS™ CPLD. 


tpp_paL = COMBINATORIAL PAL ONLY 
tpp p_a = COMBINATORIAL PAL + PLA 
INPUT PIN = OUTPUT PIN 


REGISTERED 
tsu_paL = PAL ONLY REGISTERED 
tsu_pLa = PAL + PLA tco 


INPUT PIN | | | | OUTPUT PIN 
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Figure 4. CoolRunner™ Timing Model 


FREQUENCY (MHz) 


SP00443 
Figure 5. Ipp vs. Frequency @ Vpp = 3.3V 


Table 2. Ipp vs Frequency 
Vpp = 3.3V 


Typical 
Ipp (mA) 
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ABSOLUTE MAXIMUM RATINGS! 


NOTES: . 
1. Stresses above those listed may cause malfunction or permanent damage to the device. This is a stress rating only. Functional operation at 
these or any other condition above those indicated in the operational and programming specification is not implied. 


OPERATING RANGE 


| PRODUCT GRADE TEMPERATURE - VOLTAGE 


Industrial —40 to +85°C 3.3 +10% V 
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DC ELECTRICAL CHARACTERISTICS FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb S$ +70°C; 3.0V < Vpp $ 3.6V 
CVn _[inputvoagetow | Cv CTT CC 
PVin | imputvotagerigh S| oon OT 
TV: | Inputclampvottage | V8.0 -toma | | TOV 
[Vor | Outputvotageiow | p80 lor=OmA TiO 

Vor “lon = ae 


[Vou | Ouiputvotiage high | Yoo =8.0V, lon =—8mA 
Voo= 8.6V (except CKO). Vw=0V | 10 uA 


3-Stated output leakage current high Von = 3.6V, Vin = 3.0V 


[tos | Shortcrcutoutputourent | ‘pinata ime forno longer than 1 second | 
[Gn | lnputpin capacitance 
7 pin capacitance Tan = 25°C, fe we | 0 
NOTE: 


1. This parameter measured with a 16-bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 


AC ELECTRICAL CHARACTERISTICS! FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamp S$ +70°C; 3.0V < Vpp < 3.6V 


SYMBOL PARAMETER 


: [=10 
= 0 
Tone _| Stancbycurent | Yo = 86. Tap if 
Poco! | omemiccuent = «Pear mene ae Yas mk 
3 a 
a 
r : od 
: coo 


oe ae | 

aan [AK [wn [ AK [WN [AK | ONT 
Propagation delay time, input (or feedback node) to output through PAL | 2 { 8 | 2 | 10 | 2 | 12 | ns | 
Rep [Coxkwoudsayine ep Pe pe ey ay 
eu, pat_| Setup ie Gro input or osaback node) ough PAL eee es pe 
Testa Setup tino (fom input or eedback node) rough PALS PIA [8 [ts] pgs [re 
FSS FS ANNES NY WE OR I OE SS AO 
Cr (a ST OE EE 
7 (SAS EE (GE BE I 
[a Oc LN OS 
Pie [inputting a 
A a Co 
Ciaxe | Maximumintralrequen—(VRaupal Hg) es 
Phys | Mani eral frequency? (havea too) ea 
Pau —[Ouputbuterdelaytine 
Teor at | it (or fodback node) Torta esdback node Gel ne trough PAL | [6s [Pas | [ros [rs 
Teor x | or feodbac nae) oral edhe ode dy tre trou PAL «PLA [9st [188 [ne 
Ter | Gecko eral fedack node deaytine | [38 [7s | 68 [re] 
Tir | Beay fom aid Vo tovaldreset 080 8 
Ren | rp o outpnisable® i a 
Input to register reset ae Le ee ee ee ee 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 3 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C, = 5pF. 
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DC ELECTRICAL CHARACTERISTICS FOR INDUSTRIAL GRADE DEVICES 
Industrial: © —40°C < Tamb < +85°C; 3.0V < Vpp < 3.6V 


SYMBOL PARAMETER NIT 


[os [| _v_ 
Vin [inputvottagehigh Sd SSS Cd CC 
PV, [Input lamp votags [___Vop=8.0V=—temA——~dt—SSC*dT | 
[Vor Output vottage ow [Vop=30V. gu =@ma_——| «dT 
Vou Outputvottage igh [Woo =3.0Vton=-8ma————id ad 
i Input leakage currentiow [Woo =8.6V (except CKO), Vw=oav | 10] 10 | 4A _] 
input leakage carent high 
i _| Glock inputteakage curent | Voo=86V,Vw=oav | 10] 10 | nA _ 


ova] Standby current | Von = 88, Tap = 400i SSCSCSC~idtC 
[Voo = 8.6, Tany = 40% @ SoZ | ___-[ 18 | _mA_ 

a 

, aaa 

cel 


= 3.6V, T, 
| los _| Short circuit output current | 1 pin at a time for no longer than 1 second 5 
input pn capectance Tapp = 2590 f= 1 eC eed Ma cael 
Clock input capacitance | Tamb = 25°C, f = 1MHz 5 
| Cyo___| VO pin capacitance | Tab = 25°C, f= 1MHz ees ee ee I eet 


NOTE: 
1. This parameter measured with a 16-bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 


AC ELECTRICAL CHARACTERISTICS! FOR INDUSTRIAL GRADE DEVICES 
Industrial: —40°C < Tamb S$ +85°C; 3.0V < Vpp < 3.6V 


| | Sa RR ONT 
R TE UNIT 
a Cr 
iro-pal [Propagation dot tno, npul (ew enbackrode) WoupamogHPAL | 2} 0 | 2 | 2] m1 
Tiso-p.a | Propagation dlay ine, nut orfsedback node) to ouput trough PALA PLA 8 tas] 8 [16 | ns 
sy pat | Setup timo (rem input or eedbaak node) tough PAL [res |e 
eu e1a | Setup tine (rom input or fedbeck nade) traughPAL@ PLA} 108 | [138 [|e] 
tog [tock Heine er 
a 
OY 0 BO 
Ea Rc (ENED OE = 
nase [Manu FF ogg rate? eat) ee 
inne [Maximo intemal requendj?—(Wesypar Flee) as so 
yas [Maximum extemal fequano?”(Wigypa + too) ssa | a7] [wr J 
Caur —[Ouutbuterdcaytne i 
| tppe_pat_| Input (or feedback node) to internal feedback node delay time through PAL P| 8 | | 10.5 | ons | 
roe pu [inp (reecback node) oneal feedback node delay timo trough PAL PCA [ [708 [| 198 [ ne 
Clock to internal feedback delay time | a ee Ee ee 
inar—[Belay fom veld Voo to valdeset 
Cen ——[inputtooupat edie? tr te 
Cen pt utp vai re oe 
Cae [input register preset a os 
| tan _| Inputtoregisterreset_ tt “(isws:s:*sé‘“‘(‘CSNSC*C*C*#*dLSCOCé‘éCN:C TST ($ses sf  [s 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 3 for derating. 
2. This parameter guaranteed by design and characterization, not by test. — 

3. Output C, = 5pF. 
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SWITCHING CHARACTERISTICS 


The test load circuit and load values for the AC Electrical Characteristics are illustrated below. 


MEASUREMENT «|i 
anaes etn ae = 
: 


NOTE: For tp},z and tp,z C = 5pF, and 3-State levels are 
measured 0.5V from steady-state active level. 


SP00477 


VOLTAGE WAVEFORM 


nS Voc =3.3V, 25°C 
9.50 


MEASUREMENTS: 
All circuit delays are measured at the +1.5V level of 
inputs and outputs, unless otherwise specified. 


Input Pulses SP00368 


+4 St} +}. ~ 
ERERUREEE 


SP00449A 


Figure 6. tpp pat vs. Outputs switching 


Table 3. tpp pa. VS. # of Outputs switching 
Vpp = 3.30V 


# of 
Outputs 


Typical 
(ns) 
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PIN DESCRIPTIONS 


PZ3032 — 44-Pin Plastic Leaded Chip Carrier 


Function 
IN4 
IN3 


a 
5 


Vpp 
1/0-A0-CK1 
1/O—A1 
VO-A2 
/O-A3 
1/0-A4 
- VO-A5 
GND 
1/O-A6 
VO-A7 
/O-A8& 
/O-A9 
Vpp 


ONonr wh = 


Function 
VO-A10 
VO-A11 
VO-A12 
1/0-A13 
VO~-A14 
VO-A15 
GND 
Vpp 
VO-B15 
/O-B14 
V/O-B13 
V/O-B12 
/O-B11 
/O-B10 
GND 


Function 
/O-B9 
//O-B8 
/O-B7 
VO-B6 
Vop 
/O-B5 
VO-B4 
/O-B3 
/O-B2 
VO-B1 
/O-BO 
GND 
INO-CKO 
IN2-gtsn 
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PZ3032 — 44-Pin Thin Quad Flat Package 


Function 
O-A3 
/O-A4 
VO-A5 
GND 
/(O-A6 
VO-A7 
VO-A8 
1/O-AQ 
Vpp 
VO-A10 
VO-A114 
VO-A12 
VO-A13 
VO-A14 
VO-A15 


a 
5 


1 
2 
3 
4 
5 
6 
7 
8 
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Function 
GND 
Vpp 
V/O-B15 
//O-B14 
V/O-B13 
VO-B1i2 
V/O-B11 
/O-B10 
GND 
VO-B9 
/O-B8 
V/O-B7 
//O-B6 
Vpp 
//O-B5 


Function — 
1(/O-B4 
1//O-B3 
/O-B2 
“V/O-B1 
1/0-BO 
GND 
INO/CKO 
IN2—gtsn 
IN14 
IN3 
Vop 
VO-A0—CK1 
V/O-A1 
/O-A2 
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Package Thermal Characteristics 

Philips Semiconductors uses the Temperature Sensitive Parameter 
(TSP) method to test thermal resistance. This method meets 
Mil-Std-883C Method 1012.1 and is described in Philips 1995 IC 
Package Databook. Thermal resistance varies slightly as a function 
of input power. As input power increases, thermal resistance 
changes approximately 5% for a 100% change in power. 


Figure 7 is a derating curve for the change in Oj, with airflow based 
on wind tunnel measurements. It should be noted that the wind flow 
dynamics are more complex and turbulent in actual applications 
than in a wind tunnel. Aliso, the test boards used in the wind tunnel 
contribute significantly to forced convection heat transfer, and may 
not be similar to the actual circuit board, especially in size. 


a 
44-pin PLCC 49.8°CW 
44-pin TQFP 66.3°C/W | 


PERCENTAGE 
REDUCTION IN 


OA (%) 


AIR FLOW (m/s) 
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Figure 7. Average Effect of Airflow on Oyj, 
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FEATURES 


® Industry’s first TotalCMOS™ PLD — both CMOS design and 
process technologies 


®@ Fast Zero Power (FZP™) design technique provides ultra-low 
power and very high speed 


® High speed pin-to-pin delays of 6ns 
® Ultra-low static power of less than 75pA 


® Dynamic power that is 70% lower at 50MHz than competing 
devices 


®@ 100% routable with 100% utilization while all pins and all 
macrocells are fixed 


® Deterministic timing model that is extremely simple to use 
® 2 clocks with programmable polarity at every macrocell 
® Support for complex asynchronous clocking 


® Innovative XPLA™ architecture combines high speed with 
extreme flexibility 


® 1000 erase/program cycles guaranteed 
® 20 years data retention guaranteed 


® Logic expandable to 37 product terms 
® PC! compliant 
® Advanced 0.5 E2CMOS process 


® Security bit prevents unauthorized access 


® Design entry and verification using industry standard and Philips 
CAE tools 


® Reprogrammable using industry standard device programmers 


® Innovative Control Term structure provides either sum terms or 
product terms in each logic block for: 
~ Programmable 3-State buffer 


— Asynchronous macrocell register preset/reset 


® Programmable global 3-State pin facilitates ‘bed of nails’ testing 
without using logic resources 


® Available in both PLCC and TQFP packages 


® Available in both Commercial and Industrial grades 


Table 1. PZ5032 Features 


DESCRIPTION 

The PZ5032 CPLD (Complex Programmable Logic Device) is the 
first in a family of Fast Zero Power (FZP™) CPLDs from Philips 
Semiconductors. These devices combine high speed and zero 
power in a 32 macrocell CPLD. With the FZP™ design technique, 
the PZ5032 offers true pin-to-pin speeds of 6ns, while 
simultaneously delivering power that is less than 75uA at standby 
without the need for ‘turbo bits’ or other power down schemes. By 
replacing conventional sense amplifier methods for implementing 
product terms (a technique that has been used in PLDs since the 
bipolar era) with a cascaded chain of pure CMOS gates, the 
dynamic power is also substantially lower than any competing CPLD 
~ 70% lower at 50MHz. These devices are the first TotaltCMOS™ 
PLDs, as they use both a CMOS process technology and the 
patented full CMOS FZP™ design technique. For 3V applications, 
Philips also offers the high speed PZ3032 CPLD that offers these 
features in a full 3V implementation. 


The Philips FZP™ CPLDs introduce the new patent-pending XPLA™ 
(eXtended Programmable Logic Array) architecture. The XPLA™ 
architecture combines the best features of both PLA and PAL™ type 
structures to deliver high speed and flexible logic allocation that 
results in superior ability to make design changes with fixed pinouts. 
The XPLA™ structure in each logic block provides a fast 6ns PAL™ 
path with 5 dedicated product terms per output. This PAL™ path is 
joined by an additional PLA structure that deploys a pool of 32 
product terms to a fully programmable OR array that can allocate 
the PLA product terms to any output in the logic block. This 
combination allows logic to be allocated efficiently throughout the 
logic block and supports as many as 37 product terms on an output. 
The speed with which logic is allocated from the PLA array to an © 
output is only 2ns, regardless of the number of PLA product terms 
used, which results in worst case tpp’s of only 8ns from any pin to 
any other pin. In addition, logic that is common to multiple outputs 
can be placed on a single PLA product term and shared across 
multiple outputs via the OR array, effectively increasing design 
density. 


The PZ5032 CPLDs are supported by industry standard CAE tools 
(Cadence, Mentor, Synopsys, Synario, Viewlogic, OrCAD), using 
text (Abel, VHDL, Verilog) and/or schematic entry. Design 
verification uses industry standard simulators for functional and 
timing simulation. Development is supported on personal computer, 
Sparc, and HP platforms. Device fitting uses either Minc or Philips 
Semiconductors-developed tools. 


The PZ5032 CPLD is reprogrammable using industry standard 
device programmers from vendors such as Data I/O, BP 
Microsystems, SMS, and others. 


Packages 


44-pin PLCC, 44-pin TQFP | 


PAL is a registered trademark of Advanced Micro Devices, Inc. 
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ORDERING INFORMATION 


XPLA™ ARCHITECTURE 

Figure 1 shows a high level block diagram of a 64 macrocell device 
implementing the XPLA™ architecture. The XPLA™ architecture 
consists of logic blocks that are interconnected by a Zero-power 
Interconnect Array (ZIA). The ZIA is a virtual crosspoint switch. Each 
logic block is essentially a 36V16 device with 36 inputs from the ZIA 
and 16 macrocells. Each logic block also provides 32 ZIA feedback 
paths from the macrocells and I/O pins. 


From this point of view, this architecture looks like many other CPLD 
architectures. What makes the CoolRunner™ family unique is what 
is inside each logic block and the design technique used to 
implement these logic blocks. The contents of the logic block will be 
described next. 


Logic Block Architecture 

Figure 2 illustrates the logic block architecture. Each logic block 
contains control terms, a PAL array, a PLA array, and 16 macrocells. 
the 6 control terms can individually be configured as either SUM or 


resaeaiGe6 | epn'TOFP. tone tee | Teal op ange, 5 vor power sini, 2 10m | sOTeres | 
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PRODUCT terms, and are used to control the preset/reset and 
output enables of the 16 macrocells’ flip-flops. The PAL array 
consists of a programmable AND array with a fixed OR array, while 
the PLA array consists of a programmable AND array with a 
programmable OR array. The PAL array provides a high speed path 
through the array, while the PLA array provides increased product 
term density. 


Each macrocell has 5 dedicated product terms from the PAL array. 
The pin-to-pin tpp of the PZ5032 device through the PAL array is 
6ns. This performance is equivalent to the fastest 5 volt CPLD 
available today. If a macrocell needs more than 5 product terms, it 
simply gets the additional product terms from the PLA array. The 
PLA array consists of 32 product terms, which are available for use 
by all 16 macrocells. The additional propagation delay incurred by a 
macrocell using 1 or all 32 PLA product terms is just 2ns. So the 
total pin-to-pin tpp for the PZ5032 using 6 to 37 product terms is 8ns 
(6ns for the PAL + 2ns for the PLA). 
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Figure 1. Philips XPLA CPLD Architecture 
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Figure 2. Philips Logic Block Architecture 


71 


1997 Feb 20 


Philips Semiconductors 


Product specification 


32 macrocell CPLD 


Macrocell Architecture 

Figure 3 shows the architecture of the macrocell used in the 
CoolRunner™ family. The macrocell consists of a flip-flop that can be 
configured as either a D or T type. A D-type flip-flop is generally 
more useful for implementing state machines and data buffering. A 
T-type flip-flop is generally more useful in implementing counters. All 
CoolRunner™ family members provide both synchronous and 
asynchronous clocking and provide the ability to clock off either the 
falling or rising edges of these clocks. These devices are designed 
such that the skew between the rising and falling edges of a clock 
are minimized for clocking integrity. There are 2 clocks (CLKO and 
CLK1) available on the PZ5032 device. Clock 0 (CLKO) is 
designated as the “synchronous” clock and must be driven by an 
external source. Clock 1 (CLK1) can either be used as a 
synchronous clock (driven by an external source) or as an 
asynchronous clock (driven by a macrocell equation). 


Two of the control terms (CTO and CT1) are used to control the 
Preset/Reset of the macrocell’s flip-flop. The Preset/Reset feature 
for each macrocell can also be disabled. Note that the Power-on 
Reset leaves all macrocells in the “zero” state when power is 
properly applied. The other 4 control terms (CT2—CT5) can be used 


Figure 3. 
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to control the Output Enable of the macrocell’s output buffers. The 
reason there are as many control terms dedicated for the Output 
Enable of the macrocell is to insure that all CoolRunner™ devices 
are PCI compliant. The macrocell’s output buffers can also be 
always enabled or disabled. All CoolRunner™ devices also provide a 
Global Tri-State (GTS) pin, which, when pulled Low, will 3-State alll 
the outputs of the device. This pin is provided to support “In-Circuit 
Testing” or “Bed-of-Nails Testing”. 


There are two feedback paths to the ZIA: one from the macrocell, 
and one from the I/O pin. The ZIA feedback path before the output 
buffer is the macrocell feedback path, while the ZIA feedback path 
after the output buffer is the I/O pin ZIA path. When the macrocell is 
used as an output, the output buffer is enabled, and the macrocell 
feedback path can be used to feedback the logic implemented in the 
macrocell. When the I/O pin is used as an input, the output buffer 
will be 3-Stated and the input signal will be fed into the ZIA via the 
i/O feedback path, and the logic implemented in the buried 
macrocell can be fed back to the ZIA via the macrocell feedback 
path. It should be noted that unused inputs or I/Os should be 
properly terminated. 
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Simple Timing Model 

Figure 4 shows the CoolRunner™ Timing Model. The CoolRunner™ 
timing model looks very much like a 22V10 timing model in that 
there are three main timing parameters, including tpp, tsyu, and tco. 
In other competing architectures, the user may be able to fit the 
design into the CPLD, but is not sure whether system timing 
requirements can be met until after the design has been fit into the 
device. This is because the timing models of competing 
architectures are very complex and include such things as timing 
dependencies on the number of parallel expanders borrowed, 
sharable expanders, varying number of X and Y routing channels 
used, etc. In the XPLA™ architecture, the user knows up front 
whether the design will meet system timing requirements. This is 
due to the simplicity of the timing model. For example, in the 
PZ5032 device, the user knows up front that if a given output uses 5 
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product terms or less, the tpp = 6ns, the tsy = 4.5ns, and the 

tco = 5ns. If an output is using 6 to 37 product terms, an additional 
2ns must be added to the tpp and tsy timing parameters to account 
for the time to propagate through the PLA array. 


TotalCMOS™ Design Technique 


for Fast Zero Power 

Philips is the first to offer a Total\CMOS™ CPLD, both in process 
technology and design technique. Philips employs a cascade of 
CMOS gates to implement its Sum of Products instead of the 
traditional sense amp approach. This CMOS gate implementation 
allows Philips to offer CPLDs which are both high performance and 
low power, breaking the paradigm that to have low power, you must 
have low performance. Refer to Figure 5 and Table 2 showing the Ipp 
vs. Frequency of our PZ5032 TotalCMOS™ CPLD. 


tpp_pAL = COMBINATORIAL PAL ONLY 
tpp_pLa = COMBINATORIAL PAL + PLA 


INPUT PIN 


REGISTERED 
tsu_paL = PAL ONLY 
tsu_pLa = PAL + PLA 


INPUT PIN | | 


OUTPUT PIN 


REGISTERED 


t 
=< [] OUTPUT PIN 
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TYPICAL 


FREQUENCY (MHz) 
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Figure 5. Ipp vs. Frequency @ Vpp = 5.0V, 25°C 


Table 2. Ipp vs Frequency 
Vpp = 5.00V 


FREQ 
(MHz) 


Typical 
Ipp( mA) 
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ABSOLUTE MAXIMUM RATINGS! 


[swweor [SSCA SSSCSC~C~C~dCia 
a 
Tai [ mpuotege SSCS‘ 
voor | Oupavotage SSS ors 
0 
00 
=a 


Input current 
Maximum junction temperature 


NOTE: . 
1. Stresses above those listed may cause malfunction or permanent damage to the device. This is a stress rating only. Functional operation at 
these or any other condition above those indicated in the operational and programming specification is not implied. 


OPERATING RANGE 


| PRODUCT GRADE TEMPERATURE VOLTAGE 
Industrial. —40 to +85°C 5.0+10% V 
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DC ELECTRICAL CHARACTERISTICS FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb < +70°C; 4.75V < Vpp < 5.25V 


Vi =a 08 

Vin | mputvoiagenigh———S—SC~d SSCS sev CYST 
Pv; [input clamp votage_————S—~d SSC 5 I= tema iS? Ct 
Vox Outputvottageiow —————*dt SoM =tamA std? dT 
Voo=475V, ion=—tama | 24 |__| _v_| 
Ti Mputleakage currentiow | Vo =525V (excopt CKO), Viw=04V_[ 10 | 10 | uA 
it 


), =U. 
nputleaage curent high Yoo = 525, Vn =80V 


Fiooa | Standbycurent «dV = 5250, Tam iY 
eg en ea 

[Yop = 5250, Tay =0°C @ 50MRZ 
Tos | Shor sreuitoutput caret | Tpinatatime forno longer than 1 second | __-60_| 
[en | Inputpin capacitance i Tamme Te IMR 
Feaux | Glockinputcapacttancs | _Tame=250,t=iMHz «|S 
70 pin capactance [Tan = 25°0, fete 
NOTE: 


1. This parameter measured with a 16—bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 


AC ELECTRICAL CHARACTERISTICS! FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb S$ +70°C; 4.75V S$ Vpp s 5.25V 


| SYMBOL PARAMETER 
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tpp PAL Propagation delay time, input (or feedback node) to output through PAL 


Propagation delay time, input (or feedback node) to output through PAL & PLA 
Htco _ | Clock to out delay time 


Setup time (from input or feedback node) through PAL 


Ta Rodtme OO SOSCSC—CSCSCSCSCSCSCS 
[ta | mputrisetime SSCS 
uae i 


) 
fMaxe Maximum internal frequency? (1/tgupat + tor) . 
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Ten | lnputtooutputaisable® OSC 
[tae | nputtoregisterpresst SSCS 
[tan | inputtoregisterreset_ 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 3 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C_ = 5pF. 
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DC ELECTRICAL CHARACTERISTICS FOR INDUSTRIAL GRADE DEVICES 


Industrial: © —40°C < Tamp S$ +85°C; 4.5V < Vpp < 5.5V _— a ee 
TEST CONDITIONS UNIT 


oN] 
[Vi | Trputvotageiow_————SC~idSCSCSCS~ mn CSCC 
Vin | Input wotage high [__Yoo=sev_—-+| 20] Sid 
vi | tputclamp vottage———SSSS~dSSVo Ve ntoma|C 
[Vor | Outputvotagetow | _Vop=45Vlox=tema {|__| 05 |v __ 
[Vou | Outputvotage high | Voo=45V.lon=—tamA_____| 24 [+t vv 
Ti | Trput leakage curention | _Vop=5.5V (except OKO), Vw=0av | _-10_| 10_| A 
Tiong | Standby curent Sd Vo =8.5V Tar = a0 | dt SO 
woot | Oranccunen == «tame mena owe [an 

[Von =55V, Tamp=—40°0 @ SOMH2 |__| a8 | mA 
Tos | Shor creuttoutput current Tpinatatime fornolonger than 1 second | 60 | 230 | mA __ 
[Cn | Input pin capacitance id Tama t= tM «| dT | 
Cou | Clock input capacitance «| Tampa, t=twz «std 
Gio | WO pin capacitance | Tam = 25°, fete «dS 1 
NOTE: 


1. This parameter measured with a 16-bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 


AC ELECTRICAL CHARACTERISTICS! FOR INDUSTRIAL GRADE DEVICES 
Industrial: © —40°C < Tamb S$ +85°C; 4.5V < Vpp < 5.5V 


SYMBOL PARAMETER 


Propagation delay time, input (or feedback node) to output through PAL 
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Input (or feedback node) to internal feedback node delay time through PAL 
Input (or feedback node) to internal feedback node delay time through PAL + PLA 
Clock to internal feedback node delay time 
Delay from valid Vpp to valid reset 
Input to output disable? 
EA 
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Input to output valid | 
ltap __| Input to register preset | ; , 
|taR _| Input to register reset | 
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NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 3 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C, = 5pF. 
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SWITCHING CHARACTERISTICS 


The test load circuit and load values for the AC Electrical Characteristics are illustrated below. 


aro 
ee ee 


tpzL Closed Closed 


NOTE: For tpyz and tpyz C = 5pF, and 3-State levels are 
measured 0.5V from steady state active level. 


SP00476 | 


VOLTAGE WAVEFORM 
ns Vpp = 5V, 25°C 7 
6.60 


MEASUREMENTS: 
All circuit delays are measured at the +1.5V level of 
inputs and outputs, unless otherwise specified. 


Input Pulses SP00368 


Figure 6. tpp pa. vs Outputs switching 


Table 3. tpp pa_ vs # of Outputs switching 
Vpp = 5.00V 


# of 
Outputs 


pees! 
(ns) 
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PIN DESCRIPTIONS 


PZ5032 - 44-Pin Plastic Leaded Chip Carrier 


2 
5 


Function 
IN1 

IN3 

Vop 
/O0-A0-CK1 
1/0-A1 
1/0-A2 
VO-A3 
VO-A4 
1/0-A5 
GND 
1//O—A6 
V/O-A7 
/0-A8 
1/O-A9 


Vop 


1 
2 
3 
4 
5 
6 
7 
8 


2 
5 


Function 
1//O-A3 
VO-A4 
VO-A5 
GND 
VO-A6 
VO-A7 
/0-A8& 
1/O-A9 
Vpp 
VO-A10 
0-A11 
VO-A12 
VO-A13 
/O-A14 
VO-A15 


1 
2 
3 
4 
5 
6 
7 
8 
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Function 
/O-A10 
VO-A11 
1/O-A12 
VO-A13 
VO-A14 
/O-A15 
GND 
Vpp 
V/O-B15 
/O-B14 
VO-B13 
/O-B12 
V/O-B11 
/O-B10 
GND 


Function 
GND 
Vpp 
VO-B15 
VO-B14 
VO-B13 
VO-B12 
//O-B11 
/O-B10 
GND 
V/O-B9 
VO-B8 
/O-B7 
V/O-B6 
Vpp 
VO-B5 


Function 
V/O-B9 
/O-—B8 
/O-B7 
/O-B6 
Vpp 
V/O-B5 
//O-B4 
/O-B3 
V/O-B2 
/O-B1 
1/O-BO 
GND 
INO-—C KO 
IN2—gtsn 
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Function 
1/O-B4 
/O—-B3 
1/O—B2 
1/O-B1 
/O-—BO 
GND 
INO/CKO 
IN2—gtsn 
IN1 

IN3 

Vpp 
/O—AO0—CK1 
/O—A1 
1/O—A2 
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Package Thermal Characteristics 

Philips Semiconductors uses the Temperature Sensitive Parameter 
(TSP) method to test thermal resistance. This method meets 
Mil-Std-883C Method 1012.1 and is described in Philips 1995 IC 
Package Databook. Thermal resistance varies slightly as a function 
of input power. As input power increases, thermal resistance 
changes approximately 5% for a 100% change in power. 


Figure 7 is a derating curve for the change in ©), with airflow based 
on wind tunnel measurements. It should be noted that the wind flow 
dynamics are more complex and turbulent in actual applications 
than in a wind tunnel. Also, the test boards used in the wind tunnel 
contribute significantly to forced convection heat transfer, and may 
not be similar to the actual circuit board, especially in size. 


44-pin PLCC 49.8°C/W 
44-pin TQFP 66.3°C/W 
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Figure 7. Average Effect of Airflow on Oja 
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FEATURES 


® industry’s first TotaltCMOS™ PLD — both CMOS design and 
process technologies 


® Fast Zero Power (FZP™) design technique provides ultra-low 
power and very high speed 


® High speed pin-to-pin delays of 10ns 
@ Ultra-low static power of less than 50nA 


®@ Dynamic power that is 70% lower at 50MHz than competing 
devices 


® 100% routable with 100% utilization while all pins and all 
macrocells are fixed 


® Deterministic timing model that is extremely simple to use 
® 4 clocks with programmable polarity at every macrocell 
® Support for complex asynchronous clocking 


® Innovative XPLA™ architecture combines high speed with 
extreme flexibility 


® 1000 erase/program cycles guaranteed 
® 20 years data retention guaranteed 

® Logic expandable to 37 product terms 
® PCI compliant 

® Advanced 0.51 E2CMOS process 


® Security bit prevents unauthorized access 


® Design entry and verification using industry standard and Philips 
CAE tools 


® Reprogrammable using industry standard device programmers 


® Innovative Control Term structure provides either sum terms or 
product terms in each logic block for: 
— Programmable 3-State buffer 


— Asynchronous macrocell register preset/reset 


® Programmable global 3-State pin facilitates ‘bed of nails’ testing 
without using logic resources 


® Available in PLCC, TQFP, and PQFP packages 


® Available in both Commercial and Industrial grades 


Table 1. PZ3064 Features 


Usable gates 2000 


[Mavimuminpus | 


Maximum I/Os 


44-pin PLCC, 44-pin TQFP, 
68-pin PLCC, 84-pin PLCC, 
100-pin PQFP 


Packages 


PAL is a registered trademark of Advanced Micro Devices, Inc. 
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DESCRIPTION 

The PZ3064 CPLD (Complex Programmable Logic Device) is the 
second in a family of Fast Zero Power (FZP™) CPLDs from Philips 
Semiconductors. These devices combine high speed and zero 
power in a 64 macrocell CPLD. With the FZP™ design technique, 
the PZ3064 offers true pin-to-pin speeds of 10ns, while 
simultaneously delivering power that is less than 50uA at standby 
without the need for ‘turbo bits’ or other power down schemes. By 
replacing conventional sense amplifier methods for implementing 
product terms (a technique that has been used in PLDs since the 
bipolar era) with a cascaded chain of pure CMOS gates, the 
dynamic power is also substantially lower than any competing CPLD 
— 70% lower at 50MHz. These devices are the first TotalCMOS™ 
PLDs, as they use both a CMOS process technology and the 
patented full CMOS FZP™ design technique. For 5V applications, 
Philips also offers the high speed PZ5064 CPLD that offers these 
features in a full 5V implementation. 


The Philips FZP™ CPLDs introduce the new patent-pending XPLA™ 
(eXtended Programmable Logic Array) architecture. The XPLA™ 
architecture combines the best features of both PLA and PAL™ type 
structures to deliver high speed and flexible logic allocation that 
results in superior ability to make design changes with fixed pinouts. 
The XPLA™ structure in each logic block provides a fast 10ns PAL™ 
path with 5 dedicated product terms per output. This PAL™ path is 
joined by an additional PLA structure that deploys a pool of 32 
product terms to a fully programmable OR array that can allocate 
the PLA product terms to any output in the logic block. This 
combination allows logic to be allocated efficiently throughout the 
logic block and supports as many as 37 product terms on an output. 
The speed with which logic is allocated from the PLA array to an 
output is only 2.5ns, regardless of the number of PLA product terms 
used, which results in worst case tpp’s of only 12.5ns from any pin 
to any other pin. In addition, logic that is common to multiple outputs 
can be placed on a single PLA product term and shared across 
multiple outputs via the OR array, effectively increasing design 
density. 


The PZ3064 CPLDs are supported by industry standard CAE tools 
(Cadence, Mentor, Synopsys, Synario, Viewlogic, MINC), using text 
(Abel, VHDL, Verilog) and/or schematic entry. Design verification 
uses industry standard simulators for functional and timing 
simulation. Development is supported on personal computer, Sparc, 
and HP platforms. Device fitting uses either Minc or Philips 
Semiconductors-developed tools. 


The PZ3064 CPLD is reprogrammable using industry standard 
device programmers from vendors such as Data I/O, BP 
Microsystems, SMS, and others. 
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ORDERING INFORMATION 
[ORDER CODE DESCRIPTION _ 
~PZ3064-10A44 44-pin PLCC, 10ns tpp 

PZ3064-12A44 44-pin PLCC, 12ns tpp 

PZ3064112A44 44-pin PLCC, 12ns tpp 

PZ3064115A44 44-pin PLCC, 15ns tp 

PZ3064-10BC 44-pin TOQFP, 10ns tpp 


DESCRIPTION DRAWING NUMBER | 


Commercial temp range, 3.3 volt power supply, + 10% SOT 187-2 
Commercial temp range, 3.3 volt power supply, + 10% SOT187-2 


SOT 187-2 


SOT187-2 
Commercial temp range, 3.3 volt power supply, + 10% SOT376-1 


PZ3064-12BC 44-pin TQFP, 12ns tpp | Commercial temp range, 3.3 volt power supply, + 10% SOT376-1 
PZ3064112BC 44-pin TQFP, 12ns tpp Industrial temp range, 3.3 volt power supply, + 10% SOT376-1 
PZ3064115BC 44-pin TQFP, 15ns tpp | Industrial temp range, 3.3 volt power supply, + 10% SOT376-1 | 


Industrial temp range, 3.3 volt power supply, + 10% 


Industrial temp range, 3.3 volt power supply, + 10% 


PZ3064-10A68 68-pin PLCC, 10ns tpp Commercial temp range, 3.3 volt power supply, + 10% SOT 188-3 
PZ3064-12A68 68-pin PLCC, 12ns tpp Commercial temp range, 3.3 volt power supply, + 10% SOT 188-3 
PZ3064112A68 68-pin PLCC, 12ns tpp Industrial temp range, 3.3 volt power supply, + 10% SOT 188-3 


PZ3064115A68 68-pin PLCC, 15ns tpp Industrial temp range, 3.3 volt power supply, + 10% SOT188-3 


| PZ3064-10A84 84-pin PLCC, 10ns tpp Commercial temp range, 3.3 volt power supply, + 10% SOT189-3 
PZ3064-12A84 84-pin PLCC, 12ns tpp 


Commercial temp range, 3.3 volt power supply, + 10% SOT 189-3 
| PZ3064112A84 84-pin PLCC, 12ns tpp - 


PZ3064115A84 84-pin PLCC, 15ns tpp 

PZ3064-10BB1 100-pin PQFP, 10ns tpp 
PZ3064-12BB1 100-pin PQFP, 12ns tpp 
PZ3064112BB1 100-pin PQFP, 12ns tpp 
PZ3064115BB1 100-pin POFP, 15ns tep 


Industrial temp range, 3.3 volt power supply, + 10% 
Industrial temp range, 3.3 volt power supply, + 10% 
Commercial temp range, 3.3 volt power supply, + 10% 
Commercial temp range, 3.3 volt power supply, + 10% 
Industrial temp range, 3.3 volt power supply, + 10% 
Industrial temp range, 3.3 volt power supply, + 10% 


XPLA™ ARCHITECTURE Logic Block Architecture 


Figure 1 shows a high level block diagram of a 64 macrocell device Figure 2 illustrates the logic block architecture. Each logic block 
implementing the XPLA™ architecture. The XPLA™ architecture contains control terms, a PAL array, a PLA array, and 16 macrocells. 
consists of logic blocks that are interconnected by a Zero-power the 6 control terms can individually be configured as either SUM or 
Interconnect Array (ZIA). The ZIA is a virtual crosspoint switch. Each PRODUCT terms, and are used to control the preset/reset and 

logic block is essentially a 36V16 device with 36 inputs from the ZIA output enables of the 16 macrocells’ flip-flops. The PAL array 


and 16 macrocells. Each logic block also provides 32 ZIA feedback consists of a programmable AND array with a fixed OR array, while 
paths from the macrocells and I/O pins. 7 the PLA array consists of a programmable AND array with a 
programmable OR array. The PAL array provides a high speed path 
through the array, while the PLA array provides increased product 
term density. : 


From this point of view, this architecture looks like many other CPLD 

architectures. What makes the CoolRunner™ family unique is what 

is inside each logic block and the design technique used to 

implement these logic blocks. The contents of the logic block will be Each macrocell has 5 dedicated product terms from the PAL array. 

described next. The pin-to-pin tpp of the PZ3064 device through the PAL array is 

-10ns. If a macrocell needs more than 5 product terms, it simply gets 

the additional product terms from the PLA array. The PLA array 
consists of 32 product terms, which are available for use by all 16 
macrocells. The additional propagation delay incurred by a 
macrocell using 1 or all 32 PLA product terms is just 2.5ns. So the ~ 
total pin-to-pin tpp for the PZ3064 using 6 to 37 product terms is 
12.5ns (10ns for the PAL + 2.5ns for the PLA). 
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Figure 1. Philips XPLA CPLD Architecture 


36 ZIA INPUTS 


CONTROL 


SP00435 


Figure 2. Philips Logic Block Architecture 
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Macrocell Architecture 

Figure 3 shows the architecture of the macrocell used in the 
CoolRunner™ family. The macrocell consists of a flip-flop that can be 
configured as either a D or T type. A D-type flip-flop is generally 
more useful for implementing state machines and data buffering. A 
T-type flip-flop is generally more useful in implementing counters. All 
CoolRunner™ family members provide both synchronous and 
asynchronous clocking and provide the ability to clock off either the 
falling or rising edges of these clocks. These devices are designed 
such that the skew between the rising and falling edges of a clock 
are minimized for clocking integrity. There are 4 clocks availableon 
the PZ3064 device. Clock 0 (CLKO) is designated as the 
“synchronous” clock and must be driven by an external source. 
Clock 1 (CLK1), Clock 2 (CLK2), and Clock 3 (CLK3) can either be 
used as a synchronous clock (driven by an external source) or as an 
asynchronous clock (driven by a macrocell equation). 


Two of the control terms (CTO and CT1) are used to control the 
Preset/Reset of the macrocell’s flip-flop. The Preset/Reset feature 
for each macrocell can also be disabled. Note that the Power-on 
Reset leaves ail macrocells in the “zero” state when power is 
properly applied. The other 4 control terms (CT2—CT5) can be used 


to control the Output Enable of the macrocell’s output buffers. The 
reason there are as many control terms dedicated for the Output 
Enable of the macrocell is to insure that all CoolRunner™ devices 
are PCI compliant. The macrocell’s output buffers can also be 
always enabled or disabled. All CoolRunner™ devices also provide a 
Global Tri-State (GTS) pin, which, when pulled Low, will 3-State all 
the outputs of the device. This pin is provided to support “In-Circuit 
Testing” or “Bed-of-Nails Testing”. 


There are two feedback paths to the ZIA: one from the macrocell, 
and one from the I/O pin. The ZIA feedback path before the output 
buffer is the macrocell feedback path, while the ZIA feedback path 
after the output buffer is the I/O pin ZIA path. When the macrocell is 
used as an output, the output buffer is enabled, and the macrocell 
feedback path can be used to feedback the logic implemented in the 
macrocell. When the I/O pin is used as an input, the output buffer 


- will be 3-Stated and the input signal will be fed into the ZIA via the 


1/O feedback path, and the logic implemented in the buried 
macrocell can be fed back to the ZIA via the macrocell feedback 
path. It should be noted that unused inputs or I/Os should be 
properly terminated. 


Figure 3. PZ3064 Macrocell Architecture 
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Simple Timing Model 

Figure 4 shows the CoolRunner™ Timing Model. The CoolRunner™ 
timing model looks very much like a 22V10 timing model in that 
there are three main timing parameters, including tpp, tsy, and tco. 
In other competing architectures, the user may be able to fit the 
design into the CPLD, but is not sure whether system timing 
requirements can be met until after the design has been fit into the 
device. This is because the timing models of competing 
architectures are very complex and include such things as timing 
dependencies on the number of parallel expanders borrowed, 
sharable expanders, varying number of X and Y routing channels 
used, etc. In the XPLA™ architecture, the user knows up front 
whether the design will meet system timing requirements. This is 
due to the simplicity of the timing model. For example, in the 
PZ3064 device, the user knows up front that if a given output uses 


5 product terms or less, the tpp = 10ns, the tsy pa = 6ns, and the 
tco = 7ns. If an output is using 6 to 37 product terms, an additional 
2ns must be added to the tpp and tsy timing parameters to account 
for the time to propagate through the PLA array. 


TotalCMOS™ Design Technique 


for Fast Zero Power 

Philips is the first to offer a TotalCMOS™ CPLD, both in process 
technology and design technique. Philips employs a cascade of 
CMOS gates to implement its Sum of Products instead of the 
traditional sense amp approach. This CMOS gate implementation 
allows Philips to offer CPLDs which are both high.performance and 
low power, breaking the paradigm that to have low power, you must 
have low performance. Refer to Figure 5 and Table 2 showing the Ipp 
vs. Frequency of our PZ3064 TotalCMOS™ CPLD. 


tpp_paL = COMBINATORIAL PAL ONLY 
tpp_pLa = COMBINATORIAL PAL + PLA 


INPUT PIN 


REGISTERED 
tsu_paL = PAL ONLY 
t = PAL +PLA 
INPUT PIN [| }_—-="** 


OUTPUT PIN 


REGISTERED 


t 
<e [] output PIN 
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Figure 4. CoolRunner™ Timing Model 
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TYPICAL 


60 


FREQUENCY (MHz) 
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Figure 5. Ipp vs. Frequency @ Vpp = 3.3V, 25°C 


Table 2. Ipp vs. Frequency 
Vpp = 3.3V 


FREQUENCY (MHz) 
Typical Ipp ( mA) 
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ABSOLUTE MAXIMUM RATINGS’ 


Output current — 
ne el Maximum junction emesratire 
Storage preEe 


NOTES: 
1. Stresses above those listed may cause malfunction or permanent damage to the device. This is a stress rating only. Functional operation at 
these or any other condition above those indicated in the operational and programming specification is not implied. 


OPERATING RANGE 


PRODUCT GRADE TEMPERATURE VOLTAGE 
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DC ELECTRICAL CHARACTERISTICS FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamp $ +70°C; 3.0V < Vpp < 3.6V 


rsvmeot [___ PARAMETER ———=«=S=S~*~*~*SESTCONDIMIONS YSN 

C vn | mputvetageiow Sid SCM 

Tv] nputciampvotage id SC 8 0Viw=—toma SC 
v ed 
V 


Output voltage low Vop = 3.0V, lo, = 8MA are Be ae 


lo 
ee ee 
Vpp = 3.6V, Tamb = 0°C @ 1MHz 1 mA 
a eee V, Tamb = ra ae ae et 
7 Vpp = 3.6V, Tamb = 0°C @ 50MHz (ibis 
l los | Short circuit output current 1 pin at a time for no longer than 1 second 
Input pin capacitance Tamb = 25°C, f = 1MHz eet al 
[Co | VOpin capacitance _ Tamp = 25°O, t= 1MHz fee AO f= ope 


NOTE: 


1. This parameter measured with a 16-bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 


AC ELECTRICAL CHARACTERISTICS! FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamp < +70°C; 3.0V < Vpp < 3.6V 


SYMBOL PARAMETER 
t 
t 


<< 

= = =| 
Bt ‘ 

N 


UNIT 


—_hi, 


0 
12.5 


2 


—_ 


” 


Propagation delay time, input (or feedback node) to output through PAL & PLA 3 


“J 


Propagation delay time, input (or feedback node) to output through PAL 
Clock to out delay time 
|_tsu_paL_| 


on 
oO 


Setup time (from input or feedback node) through PAL 
Setup time (from input or feedback node) through PAL + PLA 
Hold time 

Clock High time 

Clock Low time 


Input Rise time 


Nh 
oe) 
ye) 
© 


Input Fall time 


ye) 
(o) 
NO 
© 


Ola) o{o rs 
Oe Fano or 


125 


Maximum FF toggle rate? (1/tcy + to) 100 


fMaxe Maximum internal frequency? (1/tsupaL + tcr) 


oO) 
NJ 


N 2 
LEE ELL Leb lel | feet letteletel 


Maximum external frequency? (1/tsypa + tco) 
Output buffer delay time 


O 
tBUF 
CF 
ER 
EA 


Input (or feedback node) to internal feedback node delay time through PAL : 
Input (or feedback node) to internal feedback node delay time through PAL+PLA 


—_k 
—_ 


| tor | Clock to internal feedback node delay time 
Delay from valid Vpp to valid reset 

| teh Input to output disable? 

| tea | Input to output valid 


Ql 
oO 


= oO; 
on aio 


or 


to 

t 
Cc 

tc 

t 

t 

t 


12.5 
12.5 


1 


—_, 
i 


| 


| tap | Input to register preset 15 16 
| tea | Input to register reset 15 | 16 | ons | 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 3 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C, = 5pF. 


1997 Mar 05 85 


Philips Semiconductors | Product specification 


64 macrocell CPLD , 3 ~ PZ38064 


DC ELECTRICAL CHARACTERISTICS FOR INDUSTRIAL GRADE DEVICES 
Industrial: -40°C < Tamb S$ +85°C; 3.0V < Vpp $ 3.6V 


SYMBOL 


Pescara 
| fe 
pot ne 
Output voltage high | Vp =3.0V Ion=-8mA | 
py | Inputleakage current v= 0t0Vop | =10 
[| loz __| 3Stated outputleakage current | Vin=0t0Vpn | 10 
| long __| Standbycurrent | V0 = 3.6V Tap =—40°C | 
ee 
Dynamic current 

PVop=S.6V,Tary= #0" @ SOMHZ 

[tos _| Shorcrcuitoutputcurrent_ | _tpinatatime fornotongerthant second | 8 | 
[Cw | imputpincapacitance | Tamm 25°C, IH | 
Cou | Clockinputcapactance | Camb 2S, IMHz |S 
aed) 


I/O pin capacitance Tamb = 25°C, f = 1MHz 
NOTE: 


1. This parameter measured with a 16-bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 


AC ELECTRICAL CHARACTERISTICS! FOR INDUSTRIAL GRADE DEVICES — 
industrial: © —40°C < Tamb < +85°C; 3.0V < Vpp < 3.6V 


SYMBOL | . PARAMETER 


tropa | Propagation delay time, input (orfeedback node) to output rough PAL &PLA [3 
Pico | Olocktooutdelaytime 


aa : 
N 


NIT 


12 
14.5 


—_ 
oa 


3 


f —_h, 
a Ni 
on uo 


10.5 


co 

Clock High time 

Clock Low time 

lth | Input Rise time 

| te _| Input Fall time | 
tcr 
tea 
tar 


t 
t 
t 
t 
t 


N 
Oo 


| fMaxt Maximum FF toggle rate2 (1/AtcH + tor) | 
fuaxe Maximum internal frequency? _(1/tgupa + tcr) | 


anh, 


0 


oO 
=a r= 
eae 
NIN 


e7 
Pwr | Delay rom val Voptovaleset SSS 
ten | mputiooutputaisable® OOS 
Mien | mputiooutpatvaid SSCS 
tap | Inputtovegisterpreset! SSCS 
tan | nputto register eset 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 3 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C, = 5pF. 


1.5 


wk 
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ol 
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ALOboni ®t: 


13 


14 
14 


ouch 
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SWITCHING CHARACTERISTICS 


The test load circuit and load values for the AC Electrical Characteristics are illustrated below. 


COMPONENT VALUES 
R1 390Q 


NOTE: For tpyz and tp_z C = 5pF 


SPO0461A 


VOLTAGE WAVEFORM 


Vpp = 3.3V, 25°C 


MEASUREMENTS: 
All circuit delays are measured at the +1.5V level of 
inputs and outputs, unless otherwise specified. 


input Pulses SP00368 


NUMBER OF OUTPUTS SWITCHING 


SP00462 


Figure 6. tpp pat VS. Outputs Switching 


Table 3. tpp pat vS. Number of Outputs Switching 
Vpp = 3.3V 


NUMBER OF 
OUTPUTS 


Typical (ns) | 
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PIN DESCRIPTIONS 
PZ3064 - 44-Pin Plastic Leaded Chip Carrier 


2 
5 


1 
2 
3 
4 
5 
6 
7 
8 


* 


Function 
IN1 

IN3 

Vop 
1/0-A0/CK3 
1/0-A2 
1/0-A5 
/0-A8 (TDI) 
/0-A11 
1/0-A12 
GND 
V/0-A13 
VO-A15 
1/0-B15 (TMS)* 
1/0-B13 
Vpp 


Function 
1/0-B10 
V/O-B8 
/0-B4 
/0-B3 
1/0-B2 
1/0-BO/CK2 
GND 

Vop 
/0-CO/CK1 
1/0-C2 
VO-C3 
/0-C4 
0-C7 
1/0-C8 
GND 


THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


Function 
/0-C13 
V/O-C15 (TCK) 
V/0-D15 
VO-D13 

Vpp 

V/O-D12 
VO-D11 
/0-D8 (TDO) 
/O-D7 
/0-D2 
/0-DO 

GND 
INO-CKO 
IN2-gtsn 


_SP00452A 


BJ 
5 


, 
2 
3 
4 
5 
6 
7 
8 
9 


Function Pin 
IN1 

IN3 

Vpp 
/0-A0/CK3 
V/O-A2 

GND 

/0-A3 
/0-A4 
1/0-A5 
/0-A7 

Vop 

/O-A8 (TDI) 
1/0-A10 
V/O-A11 
/O-A12 
GND 
1/0-A13 
V/O-A15 
/O-B15 (TMS)* 
V/O-B13 
Vpp 
/O-B12 
/O-B11 


Function 
/0-B10 
1/O-B8 
GND 
/O-B7 
/0-B5 
1/0-B4 
/O-B3 
Vpp 
1/0-B2 
1/0-BO/CK2 
GND 
Vop 
/0-CO/CK1 
/0-C2 
GND 
1/0-C3 
VO-C4 
V/0-C5 
/0-C7 
Vop 
V/O-C8 
1/0-C10 
VO-C11 


PZ3064 — 68-Pin Plastic Leaded Chip Carrier 


Function 
V/O-C12 
GND 
/0-D13 
/0-C15 (TCK) 
VO-D15 
V/O-D13 
Vpp 
V/O-D12 
/O-D11 
V/O-D9 
/O-D8 (TDO) 
GND 
/O-D7 
/0-D6 
V/O-D4 
/0-D3 
Vop 
/0-D2 
1/0-DO 
GND 
INO/CKO 
IN2-gtsn 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


SP00454 


Function Function 
1/0-A8 GND 
/0-A11 Vpp 1/O-D8 (TDO) 
/0-A12 /O-CO/CK1 1/0-D7 

GND V/O-C2 VO-D2 
V/0-A13 /0-C3 VO-DO 
V/O-A15 V0-C4 GND 

1/O-B15 (TMS)* \/0-C7 INO/CKO 
/0-B13 1/0-C8 IN2-gtsn 
Vop GND IN1 

V/O-B10 VO-C13 IN3 

1/0-B8 /O-C15 (TCK) Vpp 
1/0-B4 V/O-D15 4 /0-A0/CK3 
/0-B3 VO-D13 /0-A2 
1/0-B2 29. Vpp /O-AS 
1/0-BO/CK2 30 V/0-D12 


= 


Function 
/0-D11 


1 
2 
3 
4 
5 
6 
7 
8 
9 


THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


SP00453 
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PZ3064 — 84-Pin Plastic Leaded Chip Carrier 


x 


2 
5 


1 
2 
3 
4 
5 
6 
7 
8 


Function 
IN1 

IN3 

Vpp 
1/0-A0/CK3 
/0-A1 
1/0-A2 
GND 
/0-A3 
/0-A4 
/0-A5 
1/0-A6 
VO-A7 

Voc 

1/0-A8 (TD!) 
1/0-A9 
/O0-A10 
1/0-A11 
/0-A12 
GND 
1/0-A13 
1/0-A14 
VO-B15 
VO-B15 (TMS)* 
/0-B14 
1/0-B13 
Vpp 
/0-B12 
/0-B11 


THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 
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Function 
/O-B10 
\/O-B9 
/O-B8 
GND 
/O-B7 
/O-B6 
/0-B5 
/O-B4 
/O0-B3 
Vpp 
/0-B2 
/O-B1 
1/0-B0/CK2 
GND 
Vpp 
VO-CO/CK1 
VO-C1 
1/0-C2 
GND 
VO-C3 
VO-C4 
V/O-C5 
/0-C6 
/0-C7 
Vpp 
/0-C8 
VO-C9 
/0-C10 


Pin 


57 
58 
59 
60 
61 
62 
63 
64 
65 
66 
67 
68 
69 
70 
71 
72 
73 
74 
75 
76 
77 
78 
79 
80 
81 
82 
83 
84 


Function 
V/O-C114 
/0-C12 
GND 
V/O-C13 
1/0-C14 
0-015 (TCK) 
V0-D15 
VO-D14 
VO-D13 
Vpp 
V/O0-D12 
V/O-D11 
VO-D10 
1/0-D9 
\/O-D8 (TDO) 
GND 
/O-D7 
V/O-D6 
/O-D5 
1/0-D4 
/0-D3 
Vpp 
V/0-D2 
/O-D1 
1/0-D0O 
GND 
INO/CKO 
IN2-gtsn 


SP00455 


PZ3064 — 100-Pin Plastic Quad Flat Package 


= 
5 


COON AOA fh WDN = 


* 


THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


Function 
NC 

NC 

/O0-A6 
1/O0-A7 

Vop 

I/O-A8 (TDI) 


/0-A10 

V/O-A11 

VO-A12 

GND 

YO-A13 
V/0-A14 
/0-A15 
I/O-B15 (TMS)* 
/0-B14 
1/0-B13 


Function 
1/O-B3 

Vop 

1/0-B2 
/O0-B1 
1/O-BO/CK2 
GND 

Vpp 
/O-CO/CK1 
V/O-C1 
1/0-C2 
GND 
1/0-C3 
/0-C4 
/O-C5 
1/0-C6 
1/O-C7 


VO-C11 
1/0-C12 

GND 

1/0-C13 
/O0-C14 
V¥O-C15 (TCK) 
/0-D15 
/0-D14 
/0-D13 

Vpp 


Function 
/0-D12 
/O-D11 
/0-D10 
NC 
1/O-D9 
NC 
1/0-D8 (TDO) 
GND 
1/0-D7 
1/O-D6 
NC 

NC 
V/O-D5 
V/O-D4 
1/0-D3 
Vop 
/0-D2 
/O-D1 
1/O-DO 
GND 
INO/CKO 
IN2-gtsn 
IN1 

IN3 

Vpp 
I/O-A0/CK3 
/O-A1 
/0-A2 
GND 
/0-A3 
/0-A4 
/O-A5 
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Package Thermal Characteristics 
Philips Semiconductors uses the Temperature Sensitive Parameter PERCENTAGE 
(TSP) method to test thermal resistance. This method meets REDUCTION IN 
Mil-Std-883C Method 1012.1 and is described in Philips 1995 IC Oya (%) 
Package Databook. Thermal resistance varies slightly as a function 
of input power. As input power increases, thermal resistance 
changes approximately 5% for a 100% change in power. 


Figure 7 is a derating curve for the change in Oy, with airflow based 
on wind tunnel measurements. It should be noted that the wind flow 
dynamics are more complex and turbulent in actual applications 
than in a wind tunnel. Also, the test boards used in the wind tunnel 
contribute significantly to forced convection heat transfer, and may 
not be similar to the actual circuit board, especially in size. 


| Package PO 
| 44-pin PLCC 44.8°C/W 
44-pin TQFP 60.8°C/W 


PZ3064 


lie 
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= 
ta 
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x 
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Ee seer eee 


AIR FLOW (m/s) 


SP00419A 


68-pin PLCC 44.9°C/W Figure 7. Average Effect of Airflow on Oja 


84-pin PLCC 34.7°C/W | 


1997 Mar 05 | 90 


Philips Semiconductors 


Product specification 


64 macrocell CPLD 


PZ5064 


FEATURES 


@ industry’s first TotalC MOS™ PLD — both CMOS design and 
process technologies 


® Fast Zero Power (FZP™) design technique provides ultra-low 
power and very high speed 


® High speed pin-to-pin delays of 7.5ns 
® Ultra-low static power of less than 100uUA 


® Dynamic power that is 70% lower at 50MHz than competing 
devices 


® 100% routable with 100% utilization while all pins and all 
macrocells are fixed 


® Deterministic timing model that is extremely simple to use 
® 4 clocks with programmable polarity at every macrocell 
® Support for complex asynchronous clocking 


® Innovative XPLA™ architecture combines high speed with 
extreme flexibility 


® 1000 erase/program cycles guaranteed 

@ 20 years data retention guaranteed 

® Logic expandable to 37 product terms 

@ PCI compliant 

@ Advanced 0.54 E?CMOS process 

® Security bit prevents unauthorized access 


® Design entry and verification using industry standard and Philips 
CAE tools 


@ Reprogrammable using industry standard device programmers 


® innovative Control Term structure provides either sum terms or 
product terms in each logic block for: 
— Programmable 3-State buffer 


— Asynchronous macrocell register preset/reset 


® Programmable global 3-State pin facilitates ‘bed of nails’ testing 
without using logic resources 


® Available in PLCC, TQFP, and PQFP packages 


@ Available in both Commercial and Industrial grades 


Table 1. PZ5064 Features 


PZ5064 


44-pin PLCC, 44-pin TQFP, 
68-pin PLCC, 84-pin PLCC, 
100-pin PQFP 


Packages 


PAL is a registered trademark of Advanced Micro Devices, Inc. 
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DESCRIPTION 

The PZ5064 CPLD (Complex Programmable Logic Device) is the 
second in a family of Fast Zero Power (FZP™) CPLDs from Philips 
Semiconductors. These devices combine high speed and zero 
power in a 64 macrocell CPLD. With the FZP™ design technique, 
the PZ5064 offers true pin-to-pin speeds of 7.5ns, while 
simultaneously delivering power that is less than 100yA at standby 
without the need for ‘turbo bits’ or other power down schemes. By 
replacing conventional sense amplifier methods for implementing 
product terms (a technique that has been used in PLDs since the 
bipolar era) with a cascaded chain of pure CMOS gates, the 
dynamic power is also substantially lower than any competing CPLD 
— 70% lower at 50MHz. These devices are the first TotalCMOS™ 
PLDs, as they use both a CMOS process technology and the 
patented full CMOS FZP™ design technique. For 3V applications, 
Philips also offers the high speed PZ3064 CPLD that offers these 
features in a full 3V implementation. 


The Philips FZP™ CPLDs introduce the new patent-pending XPLA™ 
(eXtended Programmable Logic Array) architecture. The XPLA™ 
architecture combines the best features of both PLA and PAL™ type 
structures to deliver high speed and flexible logic allocation that 
results in superior ability to make design changes with fixed pinouts. 
The XPLA™ structure in each logic block provides a fast 7.5ns 
PAL™ path with 5 dedicated product terms per output. This PAL™ 
path is joined by an additional PLA structure that deploys a pool of 
32 product terms to a fully programmable OR array that can allocate 
the PLA product terms to any output in the logic block. This 
combination allows logic to be allocated efficiently throughout the 
logic block and supports as many as 37 product terms on an output. 
The speed with which logic is allocated from the PLA array to an 
output is only 2.0ns, regardless of the number of PLA product terms 
used, which results in worst case tpp’s of only 9.5ns from any pin to 
any other pin. In addition, logic that is common to multiple outputs 
can be placed on a single PLA product term and shared across 
multiple outputs via the OR array, effectively increasing design 
density. 


The PZ5064 CPLDs are supported by industry standard CAE tools 
(Cadence, Mentor, Synopsys, Synario, Viewlogic, MINC), using text 
(Abel, VHDL, Verilog) and/or schematic entry. Design verification 
uses industry standard simulators for functional and timing 
simulation. Development is supported on personal computer, Sparc, 
and HP platforms. Device fitting uses either Minc or Philips 
Semiconductors-developed tools. 


The PZ5064 CPLD is reprogrammable using industry standard 
device programmers from vendors such as Data I/O, BP 
Microsystems, SMS, and others. 


853-1890 17825 


Philips Semiconductors Product specification 


64 macrocell CPLD PZ5064 


ORDERING INFORMATION 
| ORDER CODE DESCRIPTION 
PZ5064-7A44 —__—|_: 44-pin PLCC, 7.5ns tpp 
PZ5064-10A44 44-pin PLCC, 10ns tpp 
PZ5064110A44. | 
PZ5064112A44 
PZ5064-7BC 
PZ5064-10BC 
PZ5064110BC 
PZ5064112BC 
| PZ5064-7A68 
PZ5064-10A68 
PZ5064110A68 
PZ5064112A68 
PZ5064-7A84 
PZ5064-10A84 
PZ5064110A84 
PZ5064112A84 
PZ5064-7BB1 
PZ5064-10BB1 
PZ5064110BB1 
PZ5064112BB1 


DESCRIPTION | DRAWING NUMBER 
Commercial temp range, 5 volt power supply, + 5% SOT187-2 


Commercial temp range, 5 volt power supply, + 5% _  §$0T187-2 
44-pin PLCC, 10ns tpp Industrial temp range, 5 volt power supply, + 10% SOT 187-2 3 
44-pin PLCC, 12ns tpp Industrial temp range, 5 volt power supply, + 10% SOT187-2 


44-pin TQFP, 10ns tpp Industrial temp range, 5 volt power supply, + 10% SOT376-1 


44-pin TQFP, 7.5ns tpp Commercial temp range, 5 volt power supply, + 5% | SOT376-1 
44-pin TQFP, 12ns roe Industrial temp range, 5 volt power supply, + 10% | SOT376-1 


44-pin TQFP, 10ns tpp Commercial temp range, 5 volt power supply, + 5% SOT376-1 


68-pin PLCC, 7.5ns tpp Commercial temp range, 5 volt power supply, + 5% SOT 188-3 
68-pin PLCC, 10ns tpp Commercial temp range, 5 volt power supply, + 5% SOT188-3 
Industrial temp range, 5 volt power supply, + 10% .$OT 188-3 


68-pin PLCC, 10ns tpp 


68-pin PLCC, 12ns tpp Industrial temp range, 5 volt power supply, + 10% SOT 188-3 


100-pin PQFP, 10ns tpp Industrial temp range, 5 volt power supply, + 10% SOT382-1 


100-pin PQFP, 12ns tpp Industrial temp range, 5 volt power supply, + 10% SOT382-1 


XPLA™ ARCHITECTURE Logic Block Architecture 

Figure 1 shows a high level block diagram of a 64 macrocell device Figure 2 illustrates the logic block architecture. Each logic block 
implementing the XPLA™ architecture. The XPLA™ architecture contains control terms, a PAL array, a PLA array, and 16 macrocells. 
consists of logic blocks that are interconnected by a Zero-power the 6 control terms can individually be configured as either SUM or 
Interconnect Array (ZIA). The ZIA is a virtual crosspoint switch. Each PRODUCT terms, and are used to control the preset/reset and 

logic block is essentially a 36V16 device with 36 inputs from the ZIA output enables of the 16 macrocells’ flip-flops. The PAL array 

and 16 macrocells. Each logic block also provides 32 ZIA feedback consists of a programmable AND array with a fixed OR array, while 
paths from the macrocells and |/O pins. the PLA array consists of a programmable AND array with a 


programmable OR array. The PAL array provides a high speed path 
through the array, while the PLA array provides increased product 
term density. 


From this point of view, this architecture looks like many other CPLD 

architectures. What makes the CoolRunner™ family unique is what 

is inside each logic block and the design technique used to 

implement these logic blocks. The contents of the logic block will be Each macrocell has 5 dedicated product terms from the PAL array. 

described next. The pin-to-pin tpp of the PZ5064 device through the PAL array is 
7.5ns. If a macrocell needs more than 5 product terms, it simply gets 
the additional product terms from the PLA array. The PLA array 
consists of 32 product terms, which are available for use by all 16 
macrocells. The additional propagation delay incurred by a 
macrocell using 1 or all 32 PLA product terms is just 2.0ns. So the 
total pin-to-pin tpp for the PZ5064 using 6 to 37 product terms is 
9.5ns (7.5ns for the PAL + 2.0ns for the PLA). 
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Figure 1. Philips XPLA CPLD Architecture 
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Figure 2. Philips Logic Block Architecture 


93 


1997 Mar 05 


Philips Semiconductors 


_ Product specification 


64 macrocell CPLD 


-PZ5064 


Macrocell Architecture 

Figure 3 shows the architecture of the macrocell used in the 
CoolRunner™ family. The macrocell consists of a flip-flop that can be 
configured as either a D or T type. A D-type flip-flop is generally 
more useful for implementing state machines and data buffering. A 
T-type flip-flop is generally more useful in implementing counters. All 
CoolRunner™ family members provide both synchronous and 
asynchronous clocking and provide the ability to clock off either the 
falling or rising edges of these clocks. These devices are designed 
such that the skew between the rising and falling edges of a clock 
are minimized for clocking integrity. There are 4 clocks available on 
the PZ5064 device. Clock 0 (CLKO) is designated as the 
“synchronous” clock and must be driven by an external source. 
Clock 1 (CLK1), Clock 2 (CLK2), and Clock 3 (CLK3) can either be 


used as a synchronous clock (driven by an external source) or as an 


asynchronous clock (driven by a macrocell equation). 


Two of the control terms (CTO and CT1) are used to control the 
Preset/Reset of the macrocell’s flip-flop. The Preset/Reset feature 
for each macrocell can also be disabled. Note that the Power-on 
Reset leaves all macrocells in the “zero” state when power is 
properly applied. The other 4 control terms (CT2—CT5) can be used 


to control the Output Enable of the macrocell’s output buffers. The 


reason there are as many control terms dedicated for the Output 


Enable of the macrocell is to insure that all CoolRunner™ devices 
are PCl compliant. The macrocell’s output buffers can also be 
always enabled or disabled. All CoolRunner™ devices also provide a 
Global Tri-State (GTS) pin, which, when pulled Low, will 3-State all 
the outputs of the device. This pin is provided to support “In-Circuit 
Testing” or “Bed-of-Nails Testing’. ; 


There are two feedback paths to the ZIA: one from the macrocell, 
and one from the I/O pin. The ZIA feedback path before the output 
buffer is the macrocell feedback path, while the ZIA feedback path 
after the output buffer is the I/O pin ZIA path. When the macrocell is 
used as an output, the output buffer is enabled, and the macrocell 
feedback path can be used to feedback the logic implemented in the 
macrocell. When the I/O pin is used as an input, the output buffer 
will be 3-Stated and the input signal will be fed into the ZIA via the 
\/O feedback path, and the logic implemented in the buried 
macrocell can be fed back to the ZIA via the macrocell feedback 
path. It should be noted that unused inputs or I/Os should be 
properly terminated. 


Figure 3. PZ5064 Macrocell Architecture 
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Simple Timing Model 

Figure 4 shows the CoolRunner™ Timing Model. The CoolRunner™ 
timing model looks very much like a 22V10 timing model in that 
there are three main timing parameters, including tpp, tsy, and tco. 
In other competing architectures, the user may be able to fit the 
design into the CPLD, but is not sure whether system timing 
requirements can be met until after the design has been fit into the 
device. This is because the timing models of competing 
architectures are very complex and include such things as timing 
dependencies on the number of parallel expanders borrowed, 
sharable expanders, varying number of X and Y routing channels 
used, etc. In the XPLA™ architecture, the user knows up front 
whether the design will meet system timing requirements. This is 
due to the simplicity of the timing model. For example, in the 
PZ5064 device, the user knows up front that if a given output uses 


5 product terms or less, the tpp = 7.5ns, the tsy_ pa = 4ns, and the 
tco = 5.5ns. If an output is using 6 to 37 product terms, an additional 
2ns must be added to the tpp and tgy timing parameters to account 
for the time to propagate through the PLA array. 


TotalCMOS™ Design Technique 


for Fast Zero Power 

Philips is the first to offer a TotalCMOS™ CPLD, both in process 
technology and design technique. Philips employs a cascade of 
CMOS gates to implement its Sum of Products instead of the 
traditional sense amp approach. This CMOS gate implementation 
allows Philips to offer CPLDs which are both high performance and 
low power, breaking the paradigm that to have low power, you must 
have low performance. Refer to Figure 5 and Table 2 showing the Ipp 
vs. Frequency of our PZ5064 TotalCMOS™ CPLD. 


tpp_paL = COMBINATORIAL PAL ONLY 
tpp_pLa = COMBINATORIAL PAL + PLA 


INPUT PIN 


REGISTERED 
tsu_paL = PAL ONLY 


t = PAL + PLA 
INPUT PIN [| }——"** 


OUTPUT PIN 


REGISTERED 


t 
— [| OUTPUT PIN 
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Figure 4. CoolRunner™ Timing Model 


TYPICAL 


FREQUENCY (MHz) 
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Figure 5. Ipp vs. Frequency @ Vpp = 5.0V, 25°C 


Table 2. Ipp vs. Frequency 
Vpp = 5.00V 
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ABSOLUTE MAXIMUM RATINGS" 


Tsmmeor[—SSSSSSCSC*RANETERSSSSCSCSC~*~*dtCi YW 
Tvoo | Simeivotage SSCSCSCS~CSCSCSCSCSS ts to 
OO 


Pw | rowtowretSOSCSCSOSOSOCOCOCCC~‘iSC tm 
Output current 
NOTE: 


1. Stresses above those listed may cause malfunction or permanent damage to the device. This is a stress rating only. Functional operation at 
these or any other condition above those indicated in the operational and programming specification is not implied. 


OPERATING RANGE 


PRODUCT GRADE TEMPERATURE VOLTAGE 
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DC ELECTRICAL CHARACTERISTICS FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb S$ +70°C; 4.75V < Vpp < 5.25V 


SYMBOL PARAMETER TEST CONDITIONS | MIN. | 
Vi | Input voltage low Vpp = 4.75V a 
Input voltage high Vpp = 5.25V 
Input clamp voltage Vpp = 4.75V, lin = -18MA See a a a oe 
ee 


in 
rw 

[vor | Output wotagetow i Yo = A75V log Tama 

[Von | Outputvotage nigh __———+| —Vo=476Vilon=—TamA—«d_ ee | 
ae 

“toe | 


[input Teakage curent [= Vw=0t0Vep_——SSS«d Sd] 
Vicz | # Stated ouputieakage corent | n=O Von ———+| -10_| 70 | wa 
[Standby curent «do = 5260 Tay 
ae ae ee Be 

[Voo =825V, Tany= 0°06 SoMH2 | ——+| | ma 
Ties | Shor Great output curent | pinata mo forno ongerthan 1 second_[ -50__| -200 | ma 
Fey put 
Peo 


Input pin capacitance Tamb = 25°C, f = 1MHz fon, teaall 
Cok Clock input capacitance Tamb = 25°C, f = 1MHz ae eee ee ee 
I/O pin capacitance Tamb = 25°C, f = 1MHz a 


NOTE: 


1. This parameter measured with a 16-bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 


AC ELECTRICAL CHARACTERISTICS! FOR COMMERCIAL GRADE DEVICES 


Commercial: 0°C < Tamb S$ +70°C; 4.75V < Vpp < 5.25V 


SYMBOL PARAMETER CoN. 
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ee 
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CH 
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Input (or feedback node) to internal feedback node delay time through PAL 


N} © 
FE 
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Tien | Iputtooutputaisabie® SSCS 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 3 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C_ = 5pF. 
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DC ELECTRICAL CHARACTERISTICS FOR INDUSTRIAL GRADE DEVICES 
Industrial: —40°C < Tamp < +85°C; 4.5V < Vpp < 5.5V 


SYMBOL TEST CONDITIONS 
Finputvotagerigh Si Vo 
Finputclamp votags iY Von = SV I= TOA 


; 
ple 
| tooo 
: Vpp = 5.5V, Tamb =—40°C @ 1MHz 
| SouK 


Short circuit output current 1 pin at a time for no longer than 1 second 
Input pin capacitance Tamb = 25°C, f = 1MHz 


CcLk | Clock input capacitance Tamb = 25°C, f = 1MHz 
\/O pin capacitance Tamb = 25°C, f = 1MHz 


NOTE: 
1. This parameter measured with a 16—bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. | 


AC ELECTRICAL CHARACTERISTICS! FOR INDUSTRIAL GRADE DEVICES 
Industrial: —40°C < Tamb < +85°C; 4.5V < Vpp < 5.5V 


| SYMBOL PARAMETER 


UNIT 
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| tap | Input to register preset | 12.5 | 13.5 
| tar | input to register reset | 13.5 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 3 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C, = 5pF. 
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SWITCHING CHARACTERISTICS 


The test load circuit and load values for the AC Electrical Characteristics are illustrated below. 


Vop = SV, 25°C 


tpD_PAL 
(ns) 


NUMBER OF OUTPUTS SWITCHING 


SPO0451A 


Figure 6. tpp pat vs. Outputs Switching 


Table 3. tpp pat vS. Number of Outputs Switching 
Vpp = 5.00V 


NUMBER OF 
OUTPUTS 


Typical (ns) 


P2Z5064 


tpzL Closed 


NOTE: For tpyz and tp_z C = 5pF 


Closed 


Closed 


SP00458A 


VOLTAGE WAVEFORM 


MEASUREMENTS: 
All circuit delays are measured at the +1.5V level of 
inputs and outputs, unless otherwise specified. 


Input Pulses 
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PIN DESCRIPTIONS 
PZ5064 — 44-Pin Plastic Leaded Chip Carrier 


a 
3 


1 
2 
3 
4 
5 
6 
7 
8 


* THE TEST MODE SELECT (TMS) FUNCTION IS 


Function 
IN4 

INS 

Vpp 
/O0-A0/CK3 
V/O-A2 
V/O-A5 
V/O-A8 (TDI) 
/O-A11 
V/O-A12 
GND 
/0-A13 
VO-A15 
/O-B15 (TMS)* 
/0-B13 
Vpp 


Function 
/0-B10 
/0-B8 
1/0-B4 
1/0-B3 
\/0-B2 
/0-BO/CK2 
GND 

Vpp 
1/0-CO/CK1 
/0-C2 
1/0-C3 
1/0-C4 
1/0-C7 
1/0-C8 
GND 


INACTIVE ON NON-ISR ARCHITECTURES. 


2 
5 


1 
2 
3 
4 
5 
6 
7 
8 


Function 
V/O-A8 
V/O0-A11 
1//0-A12 
GND 
/0-A13 
1/0-A15 
/O-B15 (TMS)* 
/0-B13 
Vpp 
(/O-B10 
V/O-B8 
/O-B4 
VO-B3 
/0-B2 
1/0-BO/CK2 


Function 
GND 

Vpp 
1/0-CO/CK1 
/0-C2 
V/0-C3 
/0-C4 
/0-C7 
/O-C8 
GND 
/0-C13 
/0-C15 (TCK) 
VO-D15 
1/0-D13 
Vpp 
/O-D12 


Function 
/0-C13 
1/0-C15 (TCK) 
/O-D15 
/0-D13 

Vpp 

V/O-D12 
V/O-D114 
/O-D8 (TDO) 
\/O-D7 
VO-D2 
VO-DO 

GND 
INO-CKO 
IN2-gtsn 


SP00452A | 


Function 
V/O-D11 
1/O-D8 (TDO) 
/O-D7 
/O-D2 
/O-DO 
GND 
INO/CKO 
IN2-gtsn 
IN1 

IN3 

Vop 
/0-A0/CK3 
/O-A2 
/0-A5 


2 
5 


, 
2 
3 
4 
5 
6 
7 
8 
9 

10 


= 
_ 


pave Ce Se Cee Ce ee Ce 
OON OO OP WD NY 


MN ND PD 
On © 


THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


Function 
IN1 

IN3 

Vpp 
1/O-A0/CK3 
/O-A2 
GND 
/0-A3 
/O-A4 
/0-A5 
\/O-A7 

Vpp 

/O-A8 (TDI) 
1/0-A10 
V/O0-Ai1 
1/0-A12 
GND 
/0-A13 
V/O-A15 
(/O-B15 (TMS)* 
/O-B13 
Vpp 
/O-B12 
/O0-B11 


Function 
/O-B10 
//O-B8 
GND 
//0-B7 
1/O-B5 
1/0-B4 
/0-B3 
Vpp 
\/O-B2 
V/O-BO/CK2 
GND 
Vpp 
/O-CO/CK1 
//0-C2 
GND 
/0-C3 
/0-C4 
V/O-C5 
/O-C7 
Vpp 
/O-C8 
VO-C10 
V/O-C11 
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PZ5064 — 68-Pin Plastic Leaded Chip Carrier 


Function 
VO-C12 
GND 
V/O-D13 © 
/O-C15 (TCK) 
V/O-D15 
V/O-D13 
Vpp 
V/O0-D12 
/O-D11 
/O-D9 
1//O0-D8 (TDO) 
GND 
1/O-D7 
1/O-D6 
/0-D4 
//0-D3 
Vpp 
/O-D2 
1/0-DO 
GND 
INO/CKO 
IN2-gtsn 


SP00454 


THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


SP00453 } 
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PZ5064 — 84-Pin Plastic Leaded Chip Carrier PZ5064 — 100-Pin Plastic Quad Flat Package 


a} 
5 


Function Function i Function 
NC VO-B3 VO-D12 
NC Vop /O-D11 
/O-A6 /O-B2 1/0-D10 
/O-A7 /O-B1 NC 
Vop 1/O-BO/CK2 VO-D9 
1/0-A8 (TDI) GND NC 
NC Vop 
1/0-A9 /O-CO/CK1 Pope IO) 
NC V/0-C1 GND — 
V/0-A10 V/0-C2 VO-D7 
VO-A11 GND VO-D6 
VO-A12 VO-C3 NC 
GND VO-C4 NC 
1/0-A13 1/0-C5 /0-D5 
VO-A14 1/0-C6 /0-D4 
VO-A15 VO-C7 /0-D3 
1/O-B15 (TMS)* NC Vpp 
VO-B14 NC VO-D2 
/O-B13 Vpp VO-D1 
Vpp /O-C8 1/0-DO 
/O-B12 NC GND 
/O-B11 /0-C9 INO/CKO 
NC 
/0-C10 Hs a 
VO-C11 ina 
VO-C12 
GND Vop 
Voce 1/0-AO/CK3 
O-C14 VO-A1 
1/0-C15 (TCK) VO-A2 
65 1/0-D15 9 GND 
66 1/0-D14 1/0-A3 
67 WVO-D13 VO-A4 
68 Vpp O-A5 


Function Function Function 
IN1 /O-B10 1/0-C11 
IN3 1/0-B9 1/0-C12 
Vpp 1/0-B8 GND 
1/0-A0/CK3 GND VO-C13 
1/0-A1 1/0-B7 VO-C14 
1/0-A2 1/O-B6 1/0-C15 (TCK) 
GND 1/0-B5 /O0-D15 
1/0-A3 /0-B4 /0-D14 
/0-A4 1/0-B3 1/0-D13 
/0-A5 Vop Vpp 
V/O-A6 1/0-B2 /0-D12 
VO-A7 /O-B1 VO-D11 
Voc /O-B0/CK2 /O-D10 
1/0-A8 (TDI) GND 1/O-D9 
1/0-AQ Vpp 1/O-D8 (TDO) 
1/0-A10 1/O-CO/CK1 GND 
1/0-A11 0-C1 VO-D7 
VO-A12 VO-C2 1/0-D6 
GND GND /O-D5 
VO-A13 1/0-C3 /0-D4 
VO-A14 1/0-C4 /O-D3 
/O-B15 1/0-C5 Vop 
1/O-B15 (TMS)* 1/0-C6 1/0-D2 
/0-B14 1/0-C7 /0-D1 
//0-B13 Vop 1/O-DO 
Vpp 1/0-C8 GND 
/O-B12 1/0-C9 INO/CKO 
O-B11 1/O-C10 IN2-gtsn 


3 


AN oO nr WDM — 


1 
2 
3 
4 
5 
6 
7 
8 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


SP00455 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


SP00456 
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Package Thermal Characteristics 
Philips Semiconductors uses the Temperature Sensitive Parameter PERCENTAGE 
(TSP) method to test thermal resistance. This method meets REDUCTION IN 
Mil-Std-883C Method 1012.1 and is described in Philips 1995 IC | Oya (%) 
Package Databook. Thermal resistance varies slightly as a function 
of input power. As input power increases, thermal resistance 
changes approximately 5% for a 100% change in power. 


Figure 7 is a derating curve for the change in Oj, with airflow based 
on wind tunnel measurements. It should be noted that the wind flow 
dynamics are more complex and turbulent in actual applications 
than in a wind tunnel. Also, the test boards used in the wind tunnel 
contribute significantly to forced convection heat transfer, and may 
not be similar to the actual circuit board, especially in size. 
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Figure 7. Average Effect of Airflow on Oya 
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FEATURES 


® Industry’s first TotalCMOS™ PLD — both CMOS design and 
process technologies 


® Fast Zero Power (FZP™) design technique provides ultra-low 
power and very high speed 


@ |EEE 1149.1-compliant, JTAG Testing Capability 
— 4pin JTAG interface (TCK, TMS, TDI, TDO) 
— IEEE 1149.1 TAP Controller 
~ JTAG commands include: Bypass, Sample/Preload, Extest, 
Usercode, Idcode, HighZ . 
® 3.3 Volt, In—System Programmable (ISP) using the JTAG interface 
— On-chip supervoltage generation 
— ISP commands include: Enable, Erase, Program, Verify 
— Supported by multiple ISP programming platforms 
@ High speed pin-to-pin delays of 12ns 
® Ultra-low static power of less than 100A 


® Dynamic power that is 70% lower at 50MHz than competing 
devices 


® 100% routable with 100% utilization while all pins and all 
macrocells are fixed 


® Deterministic timing model that is extremely simple to use 
® 4 clocks with programmable polarity at every macrocell 
® Support for complex asynchronous clocking 


@ Innovative XPLA™ architecture combines high speed with 
extreme flexibility 


® 1000 erase/program cycles guaranteed 

® 20 years data retention guaranteed 

® Logic expandable to 37 product terms 

®@ PCI compliant 

® Advanced 0.51 E2CMOS process 

® Security bit prevents unauthorized access 


® Design entry and verification using industry standard and Philips 
CAE tools 


© Reprogrammable using industry standard device programmers 


® innovative Control Term structure provides either sum terms or 
product terms in each logic block for: 
~ Programmable 3-State buffer 


-~ Asynchronous macrocell register preset/reset 


© Programmable global 3-State pin facilitates ‘bed of nails’ testing 
without using logic resources 


® Available in PLCC, TQFP, and PQFP packages 
® Available in both Commercial and Industrial grades 


PAL is a registered trademark of Advanced Micro Devices, Inc. 


1997 Apr 28 


103 


Table 1. PZ3128 Features 


4000 
a ae 


| Usable gates 


Maximum inputs 
Maximum I/Os 


Number of macrocells 


84-pin PLCC, 100-pin PQFP, 
100-pin TQFP, 128-pin LQFP, 
160-pin PQFP 


Propagation delay (ns) 


Packages 


DESCRIPTION 

The PZ3128 CPLD (Complex Programmable Logic Device) is the 
third in a family of Fast Zero Power (FZP™) CPLDs from Philips 
Semiconductors. These devices combine high speed and zero 
power in a 128 macrocell CPLD. With the FZP™ design technique, 
the PZ3128 offers true pin-to-pin speeds of 12ns, while 
simultaneously delivering power that is less than 100A at standby 
without the need for ‘turbo bits’ or other power down schemes. By 
replacing conventional sense amplifier methods for implementing 
product terms (a technique that has been used in PLDs since the 
bipolar era) with a cascaded chain of pure CMOS gates, the 
dynamic power is also substantially lower than any competing CPLD 
~ 70% lower at 5}0MHz. These devices are the first TotaltCMOS™ 
PLDs, as they use both a CMOS process technology and the 
patented full CMOS FZP™ design technique. For 5V applications, 
Philips also offers the high speed PZ5128 CPLD that offers these 
features in a full 5V implementation. 


The Philips FZP™ CPLDs introduce the new patent-pending XPLA™ 
(eXtended Programmable Logic Array) architecture. The XPLA™ 
architecture combines the best features of both PLA and PAL™ type 
structures to deliver high speed and flexible logic allocation that 
results in superior ability to make design changes with fixed pinouts. 
The XPLA™ structure in each logic block provides a fast 12ns PAL™ 
path with 5 dedicated product terms per output. This PAL™ path is 
joined by an additional PLA structure that deploys a pool of 32 
product terms to a fully programmable OR array that can allocate 
the PLA product terms to any output in the logic block. This 
combination allows logic to be allocated efficiently throughout the 
logic block and supports as many as 37 product terms on an output. 
The speed with which logic is allocated from the PLA array to an 
output is only 2.5ns, regardless of the number of PLA product terms 
used, which results in worst case tpp’s of only 14.5ns from any pin 
to any other pin. In addition, logic that is common to multiple outputs 
can be placed on a single PLA product term and shared across 
multiple outputs via the OR array, effectively increasing design 
density. 


The PZ3128 CPLDs are supported by industry standard CAE tools 
(Cadence, Mentor, Synopsys, Synario, Viewlogic, MINC), using text 
(Abel, VHDL, Verilog) and/or schematic entry. Design verification 
uses industry standard simulators for functional and timing 
simulation. Development is supported on personal computer, Sparc, 
and HP platforms. Device fitting uses either MINC or Philips 
Semiconductors-developed tools. 


The PZ3128 CPLD is electrically reprogrammable using industry 
standard device programmers from vendors such as Data I/O, BP 
Microsystems, SMS, and others. The PZ3128 also includes an 
industry-standard, IEEE 1149.1, JTAG interface through which 
in-system programming (ISP) and reprogramming of the device is 
supported. 


853-1971 17995 
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XPLA™ ARCHITECTURE 

Figure 1 shows a high level block diagram of a 128 macrocell device 
implementing the XPLA™ architecture. The XPLA™ architecture 
consists of logic biocks that are interconnected by a Zero-power 
Interconnect Array (ZIA). The ZIA is a virtual crosspoint switch. Each 
logic block is essentially a 36V16 device with 36 inputs from the ZIA 
and 16 macrocells. Each logic block also provides 32 ZIA feedback 
paths from the macrocells and I/O pins. 


From this point of view, this architecture looks like many other CPLD 
architectures. What makes the CoolRunner™ family unique is what 
is inside each logic block and the design technique used to 
implement these logic blocks. The contents of the logic block will be 
described next. 


SP00464 


Figure 1. Philips XPLA CPLD Architecture 
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Logic Block Architecture 
Figure 2 illustrates the logic block architecture. Each logic block 


contains control terms, a PAL array, a PLA array, and 16 macrocells. 


the 6 control terms can individually be configured as either SUM or 
PRODUCT terms, and are used to control the preset/reset and 
output enables of the 16 macrocells’ flip-flops. The PAL array 
consists of a programmable AND array with a fixed OR array, while 
the PLA array consists of a programmable AND array with a 
programmable OR array. The PAL array provides a high speed path 
through the array, while the PLA array provides increased product 
term density. 


36 ZIA INPUTS 


YOY 


SS 
= 
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Each macrocell has 5 dedicated product terms from the PAL array. 
The pin-to-pin tpp of the PZ3128 device through the PAL array is 
12ns. If a macrocell needs more than 5 product terms, it simply gets 
the additional product terms from the PLA array. The PLA array 
consists of 32 product terms, which are available for use by all 16 
macrocells. The additional propagation delay incurred by a 
macrocell using 1 or all 32 PLA product terms is just 2.5ns. So the 
total pin-to-pin tpp for the PZ3128 using 6 to 37 product terms is 
14.5ns (12ns for the PAL + 2.5ns for the PLA). 


TO 16 MACROCELLS 


SP00435 


Figure 2. Philips Logic Block Architecture 
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Macrocell Architecture 

Figure 3 shows the architecture of the macrocell used in the 
CoolRunner™ family. The macrocell consists of a flip-flop that can be 
configured as either a D or T type. A D-type flip-flop is generally 
more useful for implementing state machines and data buffering. A 
T-type flip-flop is generally more useful in implementing counters. All 
CoolRunner™ family members provide both synchronous and 
asynchronous clocking and provide the ability to clock off either the 
falling or rising edges of these clocks. These devices are designed 
such that the skew between the rising and falling edges of a clock 
are minimized for clocking integrity. There are 4 clocks available on 
the PZ3128 device. Clock 0 (CLKO) is designated as the 
“synchronous” clock and must be driven by an external source. 
Clock 1 (CLK1), Clock 2 (CLK2), and Clock 3 (CLK3) can either be 
used as a synchronous clock (driven by an external source) or as an 
asynchronous clock (driven by a macrocell equation). 


Two of the control terms (CTO and CT1) are used to control the 
Preset/Reset of the macrocell’s flip-flop. The Preset/Reset feature 
for each macrocell can also be disabled. Note that the Power-on 
Reset leaves all macrocells in the “zero” state when power is 
properly applied. The other 4 control terms (CT2—CT5) can be used 


to control the Output Enable of the macrocell’s output buffers. The 
reason there are as many control terms dedicated for the Output 
Enable of the macrocell is to insure that all CoolRunner™ devices 
are PCI compliant. The macrocell’s output buffers can also be 
always enabled or disabled. All CoolRunner™ devices also provide a 
Global Tri-State (GTS) pin, which, when pulled Low, will 3-State all 
the outputs of the device. This pin is provided to support “In-Circuit 
Testing” or “Bed-of-Nails Testing”. 


There are two feedback paths to the ZIA: one from the macrocell, 
and one from the I/O pin. The ZIA feedback path before the output 
buffer is the macrocell feedback path, while the ZIA feedback path 
after the output buffer is the 1/O pin ZIA path. When the macrocell is 
used as an output, the output buffer is enabled, and the macrocell 
feedback path can be used to feedback the logic implemented in the 
macrocell. When the I/O pin is used as an input, the output buffer 
will be 3-Stated and the input signal will be fed into the ZIA via the 
I/O feedback path, and the logic implemented in the buried 
macrocell can be fed back to the ZIA via the macrocell feedback 
path. It should be noted that unused inputs or I/Os should be 
properly terminated. 


Figure 3. PZ3128 Macrocell Architecture 
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Simple Timing Model 

Figure 4 shows the CoolRunner™ Timing Model. The CoolRunner™ 
timing model looks very much like a 22V10 timing model in that 
there are three main timing parameters, including tpp, tsy, and tco. 
In other competing architectures, the user may be able to fit the 
design into the CPLD, but is not sure whether system timing 
requirements can be met until after the design has been fit into the 
device. This is because the timing models of competing 
architectures are very complex and include such things as timing 
dependencies on the number of parallel expanders borrowed, 
sharable expanders, varying number of X and Y routing channels 
used, etc. In the XPLA™ architecture, the user knows up front 
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whether the design will meet system timing requirements. This is 
due to the simplicity of the timing model. 


TotalCMOS™ Design Technique 


for Fast Zero Power 

Philips is the first to offer a TotalCMOS™ CPLD, both in process 
technology and design technique. Philips employs a cascade of 
CMOS gates to implement its Sum of Products instead of the 
traditional sense amp approach. This CMOS gate implementation 
allows Philips to offer CPLDs which are both high performance and 
low power, breaking the paradigm that to have low power, you must 
have low performance. Refer to Figure 5 and Table 2 showing the Ipp 
vs. Frequency of our PZ3128 TotalCMOS™ CPLD. 


tpp_pat = COMBINATORIAL PAL ONLY 
tpp_pLa = COMBINATORIAL PAL + PLA 


INPUT PIN 


REGISTERED 
tsu_PaL = PAL ONLY 
tsu_pta = PAL + PLA 


INPUT PIN | | 


OUTPUT PIN 


REGISTERED 


t 
— [~] output PIN 


SP00441 


TYPICAL 


FREQUENCY (MHz) 


SP00471 


Figure 5. Ipp vs. Frequency @ Vpp = 3.3V, 25°C 


Table 2. Ipp vs. Frequency 
Vop = 3.3V 


FREQUENCY (MHz) 


Typical Ipp (mA) 0.10 
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JTAG Testing Capability 
JTAG is the commonly-used acronym for the Boundary Scan Test 
(BST) feature defined for integrated circuits by IEEE Standard 
1149.1. This standard defines input/output pins, logic control 
functions, and commands which facilitate both board and device 
level testing without the use of specialized test equipment. BST 
provides the ability to test the external connections of a device, test 
the internal logic of the device, and capture data from the device 
during normal operation. BST provides a number of benefits in each 
of the following areas: 
® Testability 
— Allows testing of an unlimited number of interconnects on the 
printed circuit board 
— Testability is designed in at the component level 
— Enables desired signal levels to be set at specific pins (Preload) 
~ Data from pin or core logic signals can be examined during 
normal operation 


® Reliability 
— Eliminates physical contacts common to existing test fixtures 
(e.g., “bed-of-nails”) 
— Degradation of test equipment is no longer a concern 
- Facilitates the handling of smaller, surface-mount components 
— Allows for testing when components exist on both sides of the 
printed circuit board 
® Cost 
— Reduces/eliminates the need for expensive test equipment 
— Reduces test preparation time 
— Reduces spare board inventories 


The Philips PZ3128’s JTAG interface includes a TAP Port and a TAP 
Controller, both of which are defined by the IEEE 1149.1 JTAG 
Specification. As implemented in the Philips PZ3128, the TAP Port 
includes four of the five pins (refer to Table 3) described in the JTAG 


Table 3. JTAG Pin Description 


Test Data Output 


Table 4. PZ3128 JTAG Pinout by Package Type 


DEVICE 
TCK 


Test Clock Output Clock pin to shift the serial data and instructions in and out of the TDI and TDO pins, respectively. 
TCK is also used to clock the TAP Controller state machine. 


oe 
| TMS Test Mode Select Serial input pin selects the JTAG instruction mode. TMS should be driven high during user mode 
| operation. 


Test Data Input Serial input pin for instructions and test data. Data is shifted in on the rising edge of TCK. 


Serial output pin for instructions and test data. Data is shifted out on the falling edge of TCK. The 
signal is tri-stated if data is not being shifted out of the device. 


(PIN NUMBER / MACROCELL #) 
TMS TDI TDO 


specification: TCK, TMS, TDI, and TDO. The fifth signal defined by 
the JTAG specification is TRST* (Test Reset). TRST* is considered 
an optional signal, since it is not actually required to perform BST or 
ISP. The Philips PZ3128 saves an I/O pin for general purpose use 
by not implementing the optional TRST* signal in the JTAG 
interface. Instead, the Philips PZ3128 supports the test reset 
functionality through the use of its power up reset circuit, which is 
included in all Philips CPLDs. The pins associated with the power up 
reset circuit should connect to an external pull-up resistor to keep 
the JTAG signals from floating when they are not being used. 


In the Philips PZ3128, the four mandatory JTAG pins each require a 
unique, dedicated pin on the device. However, if JTAG and ISP are 
not desired in the end-application, these pins may instead be used 
as additional general I/O pins. The decision as to whether these pins 
are used for JTAG/ISP or as general I/O is made when the JEDEC 
file is generated. If the use of JTAG/ISP is selected, the dedicated 
pins are not available for general purpose use. However, unlike 
competing CPLD’s, the Philips PZ3128 does allow the macrocell 
logic associated with these dedicated pins to be used as buried logic 
even when JTAG/ISP is selected. Table 4 defines the dedicated pins 
used by the four mandatory JTAG signals for each of the PZ3128 
package types. 


The JTAG specifications defines two sets of commands to support 
boundary-scan testing: high-level commands and low-level 
commands. High-level commands are executed via board test 
software on an a user test station such as automated test 
equipment, a PC, or an engineering workstation (EWS). Each 
high-level command comprises a sequence of low level commands. 
These low-level commands are executed within the component 
under test, and therefore must be implemented as part of the TAP 
Controller design. The set of low-level boundary-scan commands 
implemented in the Philips PZ3128 is defined in Table 5. By 
supporting this set of low-level commands, the PZ3128 allows 
execution of all high-level boundary-scan commands. 


PZ3128 
84-pin PLCC 62 / 96 (F15) 23 / 48 (C15) 14/32 (B15) 71/112 (G15) 
100-pin PQFP 64 / 96 (F15) 17/48 (C15) 6 / 32 (B15) 75 / 112 (G15) 
100-pin TQFP 62 / 96 (F15) 15/48 (C15) 4 / 32 (B15) 73 / 112 (G15) 
128-pin LQFP 82 / 96 (F15) 21/48 (C15) 8 / 32 (B15) 95 / 112 (G15) 


160-pin PQFP 99 / 96 (F15) 22 / 48 (C15) 9 / 32 (B15) 112/ 112 (G15) 
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Table 5. PZ3128 Low-Level JTAG Boundary-Scan Commands 


INSTRUCTION 
(instruction Code) 
Register Used 


DESCRIPTION 


Sample/Preload 
(0010) 
Boundary—Scan Register 


The mandatory SAMPLE/PRELOAD instruction allows a snapshot of the normal operation of the component 
to be taken and examined. It also allows data values to be loaded onto the latched parallel outputs of the 
Boundary-Scan Shift-Register prior to selection of the other boundary-scan test instructions. 


Extest 
(0000) 
Boundary-Scan Register 


The mandatory EXTEST instruction allows testing of off-chip circuitry and board level interconnections. Data 
would typically be loaded onto the latched parallel outputs of Boundary-Scan Shift-Register using the 
Sample/Preload instruction prior to selection of the EXTEST instruction. 


Bypass 
(1111) 
Bypass Register 


Idcode 
(0001) 
Boundary-Scan Register 


Places the 1 bit bypass register between the TDI and TDO pins, which allows the BST data to pass 
synchronously through the selected device to adjacent devices during normal device operation. The Bypass 
instruction can be entered by holding TDI at a constant high value and completing an Instruction-Scan cycle. 


Selects the IDCODE register and places it between TDI and TDO, allowing the IDCODE to be serially shifted 
out of TDO. The IDCODE instruction permits blind interrogation of the components assembled onto a printed 
circuit board. Thus, in circumstances where the component population may vary, it is possible to determine 

what components exist in a product. 


HighZ 
(0101) 
Bypass Register 


The HIGHZ instruction places the component in a state in which all of its system logic outputs are placed in 
an inactive drive state (e.g., high impedance). In this state, an in-circuit test system may drive signals onto 
the connections normally driven by a component output without incurring the risk of damage to the 

component. The HighZ instruction also forces the Bypass Register between TDI and TDO. 


3.3-Volt, In-System Programming (ISP) ; © Field Support 
ISP is the ability to reconfigure the logic and functionality of a — Easy remote upgrades and repair 
device, printed circuit board, or complete electronic system before, 
during, and after its manufacture and shipment to the end customer. 
ISP provides substantial benefits in each of the following areas: 
© Design The Philips PZ3128 allows for 3.3-Volt, in-system 

— Faster time-to-market programming/reprogramming of its EEPROM cells via its JTAG 
interface. An on-chip charge pump eliminates the need for 
externally-provided supervoltages, so that the PZ3128 may be 
easily programmed on the circuit board using only the 3.3-volt 

— Better device and board level testing supply required by the device for normal operation. A set of low-level 
® Manufacturing ISP basic commands implemented in the PZ3128 enable this 
feature. The ISP commands implemented in the Philips PZ3128 are 
specified in Table 6. Please note that an ENABLE command must 
precede all ISP commands unless an ENABLE command has 
— Eliminates handling of “fine lead-pitch” components for already been given for a preceding ISP command and the device 

programming | has not gone through a Test-Logic/Rest TAP Controller State. 
— Reduced Inventory and manufacturing costs 


— Improved quality and reliability 


— Support for field configuration, re-configuration, and 
customization 


— Debug partitioning and simplified prototyping 
— Printed circuit board reconfiguration during debug 


— Multi-Functional hardware 
— Reconfiguarability for Test 


Table 6. Low Level ISP Commands 


INSTRUCTION INSTRUCTION 
(Register Used) CODE DESCRIPTION 


Enable 1001 Enables the Erase, Program, and Verify commands. Using the ENABLE instruction before the 
Erase, Program, and Verify instructions allows the user to specify the outputs the device using 


(ISP Shift Register) 
the JTAG Boundary—Scan SAMPLE/PRELOAD command. 


Erase | 1010 Erases the entire EEPROM array. The outputs during this operation can be defined by user by 
(ISP Shift Register) using the JTAG SAMPLE/PRELOAD command. 


Program 1011 | Programs the data in the ISP Shift Register into the addressed EEPROM row. The outputs 
(ISP Shift Register) | during this operation can be defined by user by using the JTAG SAMPLE/PRELOAD command. 
; 1100 | 
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Verify 
(ISP Shift Register) 


Transfers the data from the addressed row to the ISP Shift Register. The data can then be 
shifted out and compared with the JEDEC file. The outputs during this operation can be defined 
by user by using the JTAG SAMPLE/PRELOAD command. 
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JTAG and ISP Interfacing ®@ Automated Test Equipment 
A number of industry-established methods exist for JTAG/ISP 


e Thi 
interfacing with CPLD’s and other integrated circuits. The Philips THI pal F egrammnets 


PZ3128 supports the following methods: ® High-End JTAG and ISP Tools 

@ PC Parallel Port A Boundary-Scan Description Language (BSDL) description of the 

® Workstation or PC Serial Port PZ3128 is also available from Philips for use in test program 

; p development. For more details on JTAG and ISP for the PZ3128, 
Embedded Processor refer to the related application note: JTAG and ISP in Philips CPLDs. 


Table 7. Programming Specifications 
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OPERATING RANGE 


PRODUCT GRADE TEMPERATURE VOLTAGE 
Industrial ~—40 to +85°C 3.3 +10% V 
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DC ELECTRICAL CHARACTERISTICS FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb $ +70°C; 3.0V < Vpp < 3.6V 


5 


in capacitance? Tame = 25°C, f= MHZ Samaras ane (ae ST 


1. This parameter measured with a 16-bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 


NOTES: 


Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 
2. Typical values, not tested. 
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DC ELECTRICAL CHARACTERISTICS FOR INDUSTRIAL GRADE DEVICES 
Industrial: © —40°C < Tamb S$ +85°C; 3.0V < Vpp < 3.6V 
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NOTES: 

1. This parameter measured with a 16~bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 

2. Typical values, not tested. 


AC ELECTRICAL CHARACTERISTICS! FOR INDUSTRIAL GRADE DEVICES 
Industrial: | —40°C < Tamb < +85°C; 3.0V < Vpp $ 3.6V 
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NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 8 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C, = 5pF. 
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Vpp = 3.3V, 25°C 
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Figure 6. tpp pa_ VS. Outputs Switching 


Table 8. tpp pa VS. Number of Outputs Switching 
Vop = 3.3V 


NUMBER OF 
OUTPUTS 


Typical (ns) 
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PIN DESCRIPTIONS 
84-Pin Plastic Leaded Chip Carrier 


2 
5 


Function Function Pin Function 
IN1 /0-C5 57 ~=WO-F7 
IN3 1/0-C4 58 = 1/0-F10 
Vop /0-C2 59 GND 
1/0-A15/CLK3 GND 60 WO-F12 
1/0-A13 1/0-D15 61 /0-F13 
V/0-A12 V/O-D12 62 1/O-F15 (TCK) 
GND 1/0-D10 63 1/0-GO 
/0-A10 /0-D8 64 WO-G2 
/0-A7 1/0-D7 65 W/0-G4 
V/O-A5 Vpp 66 Vpp 
/0-A4 /0-D4 67 ~=W/0-G7 
/0-A2 1/0-D2 68 =I/0-G8 
Vpp /O0-D0/CLK2 69 1/0-G10 
1/0-B15 (TDI) GND 70 =6/0-G12 
/0-B12 Vop 71 /0-G15 (TDO) 
1/O-B10 1/O-E0/CLK1 72 GND 
1/O-B8 1/0-E2 73. ~=1/0-H2 
\/0-B7 1/0-E4 74 ~=/0-H4 
GND 47 GND 75 ~=—« WO-H5 
/O-B4 48 = W/0-E7 76 ~=—«1/0-H7 
1/O-B2 49 /O-E8 77 1/O-H10 
1/O-BO 50 1/O-E10 78 Vpp 
1/0-C15 (TMS)"* 51 V/O-E12 79 ~=—s«1/0-H12 
1/0-C13 52 /O-E15 80 VO-H13 
/0-C12 53. =Vpp 81 V/O-H15 
Vpp 54 /0-F2 82 GND 
/0-C10 55 I/0-F4 83 INO/CLKO 
1/0-C7 56 /O-F5 84 IN2-gtsn 


, 
2 
3 
4 
5 
6 
7 
8 
9 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 
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Function 
/0-A5 
/0-A4 
1/0-A2 
1/0-A0 
Vop 
1/0-B15 (TDI) 
VO-B13 
/O-B12 
1/0-B10 
/O-B8 
/O-B7 
/O-B5 
GND 
/O-B4 
1/0-B2 
/O-BO 
1/0-C15 (TMS)* 
V/0-C13 
/O-C12 
Vpp 
1/0-C10 
/0-C8 
1/0-C7 
V/O-C5 
/0-B9 
1/0-C2 
1/0-CO 
GND 
1/0-D15 
1/0-D13 
/0-D12 
/0-D10 
/0-D8 
/0-D7 


100-Pin Plastic Quad Flat Package 


Function 
/O-D5 
Vop 
1//0-D4 
1/0-D2 
1/0-BO/CLK2 
GND 
Vpp 
1/O-E0/CLK1 
V/O0-E2 
1/O0-E4 
GND 
/O-E5 
1/O-E7 
1/0-E8 
1/0-E10 
/0-E12 
1/0-E13 
VO-E15 
Vpp 
1/O-FO 
/O0-F2 
1/0-F4 
1/0-F5 
1/O-F7 
/O-F8 
1/0-F10 
GND 
VO-F12 
/0-F13 
1/O-F15 (TCK) 
1/0-GO 
VO-G2 
1/0-G4 
Vop 


THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


Product specification 


PZ3128 


Function 
V/O-G5 
/O-G7 
/O-G8 
/0-G10 
VO-G12 
V/O-G13 
/O-G15 (TDO) 
GND 
/O-HO 
V/O-H2 
/O-H4 
V/O-H5 
/O-H7 
/O-H8 
O-H10 
Vpop 
VO-H12 
VO-H13 
/O-H15 
GND 
INO/CLKO 
IN2-gtsn 
IN1 

IN3 

Vpp 
/0-A15/CLK3 
/0-A13 
V0-Ai2 
GND 
1/0-A10 
/O-A8 
1/0-A7 
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100-Pin Thin Quad Flat Package 128-Pin Low Profile Quad Flat Package 


Function Function Function 
V/O-A2 VO-D4 1/0-G8 

V/O-AO /O0-D2 1/0-G10 

Vop V/O-DO/CLK2 0-G12 
V/O-B15 (TDI) GND 0-G13 
YO-B13 Vop 73 VO-G15 (TDO) 
V/O-B12 1/O-EO/CLK1 GND 

V/0-B10 V/O-E2 1Osio 

V/0-B8 V/0-E4 ion. 

/Q-B7 GND 

V0-B5 V/0-E5 ieee ba 


) 
3 
=) 


Function Pin Function Pin Function 
44 1/0-D7 87 Vpp 
45 /0-D5 88 I/0-G5 
Vop 89 WVO-G7 
VO-D4 90 @6/0-G8 
/0-D3 /0-G10 
/0-D2 VO-G11 
/O-DO/CLK2 V0-G12 
/O-B15 (TDI) GND V/0-G13 
VO-B13 Vpp 9 1/0-G15 (TDO) 
1/0-B12 /0-EO/CLK1 GND 
/O-B11 /O-E2 NC 
/O-B10 /O-E3 NC 
//O-B8 /0-E4 NC 
1/O-B7 GND VO-HO 
/O-B5 /O-E5 VO-H2 
GND O-E7 VO-H3 
VO-B4 1//0-E8 VO-H4 
/0-B3 1/0-E10 VO-H5 
1/0-B2 VO-E11 V/0-H7 
1/O-BO /0-E12 V/0-H8 
/0-C15 (TMS)* /O-E13 VO-H10 
V/O-C13 VO-E15 


i Vpp 
HO-G12 VO-H11 
/0-C11 
V /O-H12 

DD 


VvO-C10 VO-H13 
V0-C8 VO-H15 
V/0-C7 GND 
VO-C5 INO/CLKO 
VO-C4 IN2-gtsn 
VO-C3 | IN1 
VO-C2 IN3 

NC Vpp 

NC VO-A15/CLK3 
NC VO-A13 
V0-Co VO-A12 
GND VO-A11 
VO-D15 GND 
/O-D13 VO-F15(TCK) VO-A10 
VO-D12 VO-GO V0-A8 
VO-D11 /0-G2 VO-A7 
VO-D10 VO-G3 VO-A5 
VO-D8 VO-G4 V/0-A4 


OMNOnRWNH a TD 


OON OAR WN — 


GND VO-E7 VO-H5 


/0-B4 /O-E8 VO-H7 
/0-B2 V/O-E10 VO-H8 
/0-BO V/O-E12 /0-H10 
\/O-C15 (TMS)* VO-E13 Vpp 
0-C13 VO-E15 VO-H12 
VO0-C12 Vpp VO-H13 
Vop \/O-FO /O-H15 
VO-C10 VO-F2 GND 
1/0-C8 V/O-F4 INO/CLKO 
/0-C7 VO-F5 IN2-gtsn 
VO-C5 O-F7 iN1 
0-C4 /0-F8 IN3 
/0-C2 VO-F10 Vo 
ees pee VO-A15/CLK3 
GND VO-F12 

VO-D15 VO-F13 VO-A13 
VO-D13 VO-F15 (TCK) VO-A12 
VO-D12 VO-GO 95 GND 
/0-D10 V/0-G2 V/O-A10 
/0-D8 /O-G4 V/0-A8 
VO-D7 Vpp VO-A7 
1/0-D5 VO-G5 O-A5 
Vpp /O-G7 VO-A4 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


SP00485 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 
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160-Pin Plastic Quad Flat Package 


a] 
5 


Function Function Function 

NC /O-D5 1/0-G8 

NC Vpp 1/0-G10 

NC /0-D4 /0-G11 

NC 1/0-D3 /O-G12 

NC /O-D2 /0-G13 

NC 1/0-DO/CLK2 /0-G15 (TDO) 
NC GND 

Vop Vpop 
1/O-B15 (TDI) (/O-EO/CLK1 
/0-B13 V/O-E2 
VO-B12 1/0-E3 
1/O-B11 /0-E4 
1/0-B10 GND 
/O-B8 /O-E5 
1/0-B7 VO-E7 
/0-B5 V/0-E8 
GND 1/0-E10 
/0-B4 VO-E11 
1/O-B3 /O-E12 
/0-B2 VO-E13 
1/O-BO NC 
1/O-C15 (TMS) NC 
/0-C13 NC 
/0-C12 NC 

1/0-C 11 1/0-E15 
Vop Vpp 
/0-C10 1/O0-FO 
/0-C8 NC 

\/0-C7 NC 

/0-C5 NC 

1/0-C4 NC 

VO-C3 NG INO/CLKO 
/0-C2 NC IN2-gtsn 
NC NC IN4 

NC 1/O-F2 IN3 

NC 1/0-F3 Van 


NC VO-F4 1/O-A15/CLK3 
VO-FS 0-A13 
VO-F7 1/0-A12 


V/O-F8 1/0-A11 
/0-F10 


GND 
VO-F 11 
V/O-F12 
98 = =1/0-F13 
99 1/O-F 15 (TCK) 
100 1/0-GO 
/0-D13 101 W/0-G2 
1/0-D12 102 /0-G3 
V/O-D11 103 I/0-G4 
1/0-D10 104. Vpp 
/0-D8 105 /0-G5 
/0-D7 106 I/0-G7 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


OMAN A aoah WN — 


VO-H12 
/0-H13 
VO-H15 
GND 
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Package Thermal Characteristics | 
Philips Semiconductors uses the Temperature Sensitive Parameter 
(TSP) method to test thermal resistance. This method meets 
Mil-Std-883C Method 1012.1 and is described in Philips 1995 IC 
Package Databook. Thermal resistance varies slightly as a function 
of input power. As input power increases, thermal resistance 
changes approximately 5% for a 100% change in power. 


Figure 7 is a derating curve for the change in Oj, with airflow based 
on wind tunnel measurements. It should be noted that the wind flow 
dynamics are more complex and turbulent in actual applications 
than in a wind tunnel. Also, the test boards used in the wind tunnel 
contribute significantly to forced convection heat transfer, and may 
not be similar to the actual circuit board, especially in size. 


128-pin LQFP 45.0°C/W 
160-pin PQFP 31.9°C/W 


PERCENTAGE 
REDUCTION IN 


AIR FLOW (m/s) 
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Figure 7. Average Effect of Airflow on Oj, 
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FEATURES 


® Industry’s first TotalCMOS™ PLD — both CMOS design and 
process technologies 


© Fast Zero Power (FZP™) design technique provides ultra-low 
power and very high speed 


© [EEE 1149.1—compliant, JTAG Testing Capability 
— 4 pin JTAG interface (TCK, TMS, TDI, TDO) 


— IEEE 1149.1 TAP Controller 


-— JTAG commands include: Bypass, Sample/Preload, Extest, 
Usercode, Idcode, HighZ 


@ 5 Volt, In-System Programmable (ISP) using the JTAG interface 
~ On-chip supervoitage generation 
— ISP commands include: Enable, Erase, Program, Verify 
- Supported by multiple ISP programming platforms 

® High speed pin-to-pin delays of 10ns 

® Ultra-low static power of less than 100A 


® Dynamic power that is 70% lower at 50MHz than competing 
devices 


© 100% routable with 100% utilization while alll pins and all 
macrocells are fixed 


® Deterministic timing model that is extremely simple to use 
® 4 clocks with programmable polarity at every macrocell 
® Support for complex asynchronous clocking 


® Innovative XPLA™ architecture combines high speed with 
extreme flexibility 


® 1000 erase/program cycles guaranteed 

® 20 years data retention guaranteed 

® Logic expandable to 37 product terms 

® PCI compliant | 

@ Advanced 0.51 E2CMOS process 

® Security bit prevents unauthorized access 


® Design entry and verification using industry standard and Philips 
CAE tools 


® Reprogrammable using industry standard device programmers 


® Innovative Control Term structure provides either sum terms or 
product terms in each logic block for: 
— Programmable 3-State buffer 


~- Asynchronous macrocell register preset/reset 


®@ Programmable global 3-State pin facilitates ‘bed of nails’ testing 
without using logic resources 


® Available in PLCC, TQFP, and PQFP packages 
® Available in both Commercial and Industrial grades 


_PAL is a registered trademark of Advanced Micro Devices, Inc. 
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Table 1. PZ5128 Features 


84-pin PLCC, 100-pin PQFP, 
100-pin TQFP 128-pin LOFP, 
160-pin PQFP 


Packages 


DESCRIPTION 

The PZ5128 CPLD (Complex Programmable Logic Device) is the 
third in a family of Fast Zero Power (FZP™) CPLDs from Philips 
Semiconductors. These devices combine high speed and zero 
power in a 128 macrocell CPLD. With the FZP™ design technique, 
the PZ5128 offers true pin-to-pin speeds of 10ns, while 
simultaneously delivering power that is less than 100A at standby 
without the need for ‘turbo bits’ or other power down schemes. By 
replacing conventional sense amplifier methods for implementing 
product terms (a technique that has been used in PLDs since the 
bipolar era) with a cascaded chain of pure CMOS gates, the 
dynamic power is also substantially lower than any competing CPLD 
— 70% lower at 50MHz. These devices are the first TotaltCMOS™ 
PLDs, as they use both a CMOS process technology and the 
patented full CMOS FZP™ design technique. For 3V applications, 
Philips also offers the high speed PZ3128 CPLD that offers these 
features in a full 3V implementation. 


The Philips FZP™ CPLDs introduce the new patent-pending XPLA™ 
(eXtended Programmable Logic Array) architecture. The XPLA™ 
architecture combines the best features of both PLA and PAL™ type 
structures to deliver high speed and flexible logic allocation that 
results in superior ability to make design changes with fixed pinouts. 
The XPLA™ structure in each logic block provides a fast 10ns PAL™ 
path with 5 dedicated product terms per output. This PAL™ path is 
joined by an additional PLA structure that deploys a pool of 32 
product terms to a fully programmable OR array that can allocate 
the PLA product terms to any output in the logic block. This 
combination allows logic to be allocated efficiently throughout the 
logic block and supports as many as 37 product terms on an output. 
The speed with which logic is allocated from the PLA array to an 
output is only 2ns, regardless of the number of PLA product terms 
used, which results in worst case tpp’s of only 12ns from any pin to 
any other pin. In addition, logic that is common to multiple outputs 
can be placed on a single PLA product term and shared across 
multiple outputs via the OR array, effectively increasing design 
density. 


The PZ5128 CPLDs are supported by industry standard CAE tools 
(Cadence, Mentor, Synopsys, Synario, Viewlogic, MINC), using text 
(Abel, VHDL, Verilog) and/or schematic entry. Design verification 
uses industry standard simulators for functional and timing 
simulation. Development is supported on personal computer, Sparc, 
and HP platforms. Device fitting uses either MINC or Philips 
Semiconductors-developed tools. 


The PZ5128 CPLD is electrically reprogrammable using industry 
standard device programmers from vendors such as Data I/O, BP 
Microsystems, SMS, and others. The PZ5128 also includes an 
industry-standard, IEEE 1149.1, JTAG interface through which 
in-system programming (ISP) and reprogramming of the device is 
supported. 


853-1972 17996 
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ORDERING INFORMATION 
ORDER CODE DESCRIPTION 

PZ5128-S10A84 84-pin PLCC, 10ns tpp 
PZ5128-S12A84 84-pin PLCC, 12ns tpp 
PZ51281S15A84 84-pin PLCC, 15ns tpp 
PZ5128-S10BB1 100-pin PQFP, 10ns tpp 
PZ5128-S12BB1 100-pin PQFP, 12ns tpp 
PZ5128!1S15BB1 100-pin PQFP, 15ns tpp 
PZ5128-S10BP 100-pin TQFP, 10ns tpp 
PZ5128-S12BP 100-pin TQFP, 12ns tpp 
PZ51281S15BP 100-pin TQFP, 15ns tpp 
PZ5128-S10BE 128-pin LQFP, 10ns tpp 
PZ5128-S12BE 128-pin LQFP, 12ns tpp 

| PZ51281S15BE 128-pin LQFP, 15ns tpp 
PZ5128-S10BB2 160-pin PQFP, 10ns tpp 
PZ5128-S12BB2 160-pin PQFP, 12ns tpp 
PZ51281S15BB2 160-pin PQFP, 15ns tpp 
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DESCRIPTION 
Commercial temp range, 5 volt power supply, + 5% 
Commercial temp range, 5 volt power supply, + 5% 
Industrial temp range, 5 volt power supply, + 10% 
Commercial temp range, 5 volt power supply, + 5% 
Commercial temp range, 5 volt power supply, + 5% 
Industrial temp range, 5 volt power supply, + 10% — 


Commercial temp range, 5 volt power supply, + 5% 


Commercial temp range, 5 volt power supply, + 5% 


Industrial temp range, 5 volt power supply, + 10% 
Commercial temp range, 5 volt power supply, + 5% 
Commercial temp range, 5 volt power supply, + 5% 
Industrial temp range, 5 volt power supply, + 10% 
Commercial temp range, 5 volt power supply, + 5% 
Commercial temp range, 5 volt power supply, + 5% 


Industrial temp range, 5 volt power supply, + 10% 
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XPLA™ ARCHITECTURE 

Figure 1 shows a high level block diagram of a 128 macrocell device 
implementing the XPLA™ architecture. The XPLA™ architecture 
consists of logic blocks that are interconnected by a Zero-power 
Interconnect Array (ZIA). The ZIA is a virtual crosspoint switch. Each 
logic block is essentially a 36V16 device with 36 inputs from the ZIA 
and 16 macrocells. Each logic block also provides 32 ZIA feedback 
paths from the macrocells and I/O pins. 


From this point of view, this architecture looks like many other CPLD 
architectures. What makes the CoolRunner™ family unique is what 
is inside each logic block and the design technique used to 
implement these logic blocks. The contents of the logic block will be 
described next. 


SP00464 


Figure 1. Philips XPLA CPLD Architecture 
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Logic Block Architecture Each macrocell has 5 dedicated product terms from the PAL array. 
Figure 2 illustrates the logic block architecture. Each logic block The pin-to-pin tpp of the PZ5128 device through the PAL array is 
contains control terms, a PAL array, a PLA array, and 16 macrocells. 10ns. If a macrocell needs more than 5 product terms, it simply gets 
the 6 control terms can individually be configured as either SUM or the additional product terms from the PLA array. The PLA array 
PRODUCT terms, and are used to control the preset/reset and consists of 32 product terms, which are available for use by all 16 
output enables of the 16 macrocells’ flip-flops. The PAL array macrocells. The additional propagation delay incurred by a 
consists of a programmable AND array with a fixed OR array, while macrocell using 1 or all 32 PLA product terms is just 2ns. So the 
the PLA array consists of a programmable AND array with a total pin-to-pin tpp for the PZ5128 using 6 to 37 product terms is 
programmable OR array. The PAL array provides a high speed path 12ns (10ns for the PAL + 2ns for the PLA). 

through the array, while the PLA array provides increased product 

term density. 
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Figure 2. Philips Logic Block Architecture 
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Macrocell Architecture 

Figure 3 shows the architecture of the macrocell used in the 
CoolRunner™ family. The macrocell consists of a flip-flop that can be 
configured as either a D or T type. A D-type flip-flop is generally 
more useful for implementing state machines and data buffering. A 
T-type flip-flop is generally more useful in implementing counters. All 
CoolRunner™ family members provide both synchronous and 
asynchronous clocking and provide the ability to clock off either the 
falling or rising edges of these clocks. These devices are designed 
such that the skew between the rising and falling edges of a clock 
are minimized for clocking integrity. There are 4 clocks available on 
the PZ5128 device. Clock 0 (CLKO) is designated as the 
“synchronous” clock and must be driven by an external source. 
Clock 1 (CLK1), Clock 2 (CLK2), and Clock 3 (CLK3) can either be 
used as a synchronous clock (driven by an external source) or as an 
asynchronous clock (driven by a macrocell equation). 


Two of the control terms (CTO and CT1) are used to control the 
Preset/Reset of the macrocell’s flip-flop. The Preset/Reset feature 
for each macrocell can also be disabled. Note that the Power-on 
Reset leaves all macrocells in the “zero” state when power is 
properly applied. The other 4 control terms (CT2—CT5) can be used 


to control the Output Enable of the macrocell’s output buffers. The 
reason there are as many control terms dedicated for the Output 
Enable of the macrocell is to insure that all CoolRunner™ devices 
are PCI compliant. The macrocell’s output buffers can also be 
always enabled or disabled. All CoolRunner™ devices also provide a 
Global Tri-State (GTS) pin, which, when pulled Low, will 3-State all 
the outputs of the device. This pin is provided to support “In-Circuit 
Testing” or “Bed-of-Nails Testing”. 


There are two feedback paths to the ZIA: one from the macrocell, 
and one from the |/O pin. The ZIA feedback path before the output 
buffer is the macrocell feedback path, while the ZIA feedback path 
after the output buffer is the 1/O pin ZIA path. When the macrocell is 
used as an output, the output buffer is enabled, and the macrocell 
feedback path can be used to feedback the logic implemented in the 
macrocell. When the 1/O pin is used as an input, the output buffer 
will be 3-Stated and the input signal will be fed into the ZIA via the 
I/O feedback path, and the logic implemented in the buried 
macrocell can be fed back to the ZIA via the macrocell feedback 
path. It should be noted that unused inputs or I/Os should be 
properly terminated. 


Figure 3. PZ5128 Macrocell Architecture 


1997 Apr 28 


Philips Semiconductors 


128 macrocell CPLD 


Simple Timing Model 

Figure 4 shows the CoolRunner™ Timing Model. The CoolRunner™ 
timing model looks very much like a 22V10 timing model in that 
there are three main timing parameters, including tpp, tsy, and tco. 
In other competing architectures, the user may be able to fit the 
design into the CPLD, but is not sure whether system timing 
requirements can be met until after the design has been fit into the 
device. This is because the timing models of competing 
architectures are very complex and include such things as timing 
dependencies on the number of parallel expanders borrowed, 
sharable expanders, varying number of X and Y routing channels 
used, etc. In the XPLA™ architecture, the user knows up front 
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whether the design will meet system timing requirements. This is 
due to the simplicity of the timing model. 


TotalCMOS™ Design Technique 


for Fast Zero Power 

Philips is the first to offer a TotalCMOS™ CPLD, both in process 
technology and design technique. Philips employs a cascade of 
CMOS gates to implement its Sum of Products instead of the 
traditional sense amp approach. This CMOS gate implementation 
allows Philips to offer CPLDs which are both high performance and 
low power, breaking the paradigm that to have low power, you must 
have low performance. Refer to Figure 5 and Table 2 showing the Ipp 
vs. Frequency of our PZ5128 TotalCMOS™ CPLD. 


tpp_paL = COMBINATORIAL PAL ONLY 
tpp_pLa = COMBINATORIAL PAL + PLA 


INPUT PIN 


REGISTERED 
tsu_paL = PAL ONLY 
tsu_PLa = PAL + PLA 


INPUT PIN | | 


OUTPUT PIN 


REGISTERED 


t 
= [] OuTPUT PIN 
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TYPICAL 


FREQUENCY (MHz) 
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Figure 5. Ipp vs. Frequency @ Vpp = 5.0V, 25°C 


Table 2. Ipp vs. Frequency 
Vop = 5.00V 


FREQUENCY (MHz) 


Typical Ipp (mA) 
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JTAG Testing Capability 
JTAG is the commonly-used acronym for the Boundary Scan Test 
(BST) feature defined for integrated circuits by IEEE Standard 
1149.1. This standard defines input/output pins, logic control 
functions, and commands which facilitate both board and device 
level testing without the use of specialized test equipment. BST 
provides the ability to test the external connections of a device, test 
the internal logic of the device, and capture data from the device 
during normal operation. BST provides a number of benefits in each 
of the following areas: 
® Testability 
— Allows testing of an unlimited number of interconnects on the 
printed circuit board 
— Testability is designed in at the component level 
— Enables desired signal levels to be set at specific pins (Preload) 
— Data from pin or core logic signals can be examined during 
normal operation 


© Reliability 
— Eliminates physical contacts common to existing test fixtures 
(e.g., “bed-of-nails”) 
- Degradation of test equipment is no longer a concern 
— Facilitates the handling of smaller, surface-mount components 
— Allows for testing when components exist on both sides of the 
printed circuit board 
® Cost 
— Reduces/eliminates the need for expensive test equipment 
— Reduces test preparation time 
— Reduces spare board inventories 
The Philips PZ5128’s JTAG interface includes a TAP Port and a TAP 
Controller, both of which are defined by the IEEE 1149.1 JTAG 


Specification. As implemented in the Philips PZ5128, the TAP Port 
includes four of the five pins (refer to Table 3) described in the JTAG 


Table 3. JTAG Pin Description 


Test Data Output 


Table 4. PZ5128 JTAG Pinout by Package Type 


DEVICE 


TCK 


ae a ee DESCRIPTION 
Test Clock Output Clock pin to shift the serial data and instructions in and out of the TDI and TDO pins, respectively. 
TCK is also used to clock the TAP Controller state machine. 
ars Test Mode Select Serial input pin selects the JTAG instruction mode. TMS should be driven high during user mode 
operation. 


Test Data Input Serial input pin for instructions and test data. Data is shifted in on the rising edge of TCK. 


Serial output pin for instructions and test data. Data is shifted out on the falling edge of TCK. The 
signal is tri-stated if data is not being shifted out of the device. 


| (PIN NUMBER / MACROCELL #) 


TMS TDI TDO 


specification: TCK, TMS, TDI, and TDO. The fifth signal defined by 
the JTAG specification is TRST* (Test Reset). TRST* is considered 
an optional signal, since it is not actually required to perform BST or 
ISP. The Philips PZ5128 saves an |/O pin for general purpose use 
by not implementing the optional TRST* signal in the JTAG 
interface. Instead, the Philips PZ5128 supports the test reset 
functionality through the use of its power up reset circuit, which is 
included in all Philips CPLDs. The pins associated with the power up 
reset circuit should connect to an external pull-up resistor to keep 
the JTAG signals from floating when they are not being used. 


In the Philips PZ5128, the four mandatory JTAG pins each require a 
unique, dedicated pin on the device. However, if JTAG and ISP are 
not desired in the end-application, these pins may instead be used 
as additional general !/O pins. The decision as to whether these pins 
are used for JTAG/ISP or as general I/O is made when the JEDEC 
file is generated. If the use of JTAG/ISP is selected, the dedicated 
pins are not available for general purpose use. However, unlike 
competing CPLD’s, the Philips PZ5128 does allow the macrocell 
logic associated with these dedicated pins to be used as buried logic 
even when JTAG/ISP is selected. Table 4 defines the dedicated pins 
used by the four mandatory JTAG signals for each of the PZ5128 
package types. 


The JTAG specifications defines two sets of commands to support 
boundary-scan testing: high-level commands and low-level 
commands. High-level commands are executed via board test 
software on an a user test station such as automated test 
equipment, a PC, or an engineering workstation (EWS). Each 
high-level command comprises a sequence of low level commands. 
These low-level commands are executed within the component 
under test, and therefore must be implemented as part of the TAP 
Controller design. The set of low-level boundary-scan commands 
implemented in the Philips PZ5128 is defined in Table 5. By 
supporting this set of low-level commands, the PZ5128 allows 
execution of all high-level boundary-scan commands. 


PZ5128 
84-pin PLCC 62 / 96 (F15) 23 / 48 (C15) 14/32 (B15) 71/112 (G15) - 
100-pin PQFP 64 / 96 (F15) 17 / 48 (C15) 6 / 32 (B15) 75 / 112 (G15) 
100-pin TQFP 62 / 96 (F15) 15 / 48 (C15) 4/32 (B15) 73 / 112 (G15) 
128-pin LQFP 82 / 96 (F15) 21/48 (C15) 8 / 32 (B15) 95 / 112 (G15) 
160-pin PQFP 99 / 96 (F15) 22 / 48 (C15) 9 / 32 (B15) 112/ 112 (G15) 
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Table 5. PZ5128 Low-Level JTAG Boundary-Scan Commands 


INSTRUCTION 
(Instruction Code) DESCRIPTION 
Register Used 


Sample/Preload The mandatory SAMPLE/PRELOAD instruction allows a snapshot of the normal operation of the component 
(0010) to be taken and examined. It also allows data values to be loaded onto the latched parallel outputs of the 
Boundary-Scan Shift-Register prior to selection of the other boundary-scan test instructions. 


Boundary—Scan Register 


Extest The mandatory EXTEST instruction allows testing of off-chip circuitry and board level interconnections. Data 
(0000) would typically be loaded onto the latched parallel outputs of Boundary-Scan Shift-Register using the 


Boundary-Scan Register Sample/Preload instruction prior to selection of the EXTEST instruction. 


Bypass Places the 1 bit bypass register between the TDI and TDO pins, which allows the BST data to pass 
(1111) synchronously through the selected device to adjacent devices during normal device operation. The Bypass 
Bypass Register instruction can be entered by holding TDI at a constant high value and completing an Instruction-Scan cycle. 


Idcode Selects the IDCODE register and places it between TDI and TDO, allowing the IDCODE to be serially shifted 

(0001) out of TDO. The IDCODE instruction permits blind interrogation of the components assembled onto a printed 

Boundary-Scan Register circuit board. Thus, in circumstances where the component population may vary, it is possible to determine 
what components exist in a product. 


HighZ The HIGHZ instruction places the component in a state in which all of its system logic outputs are placed in 

(0101) an inactive drive state (e.g., high impedance). In this state, an in-circuit test system may drive signals onto 

Bypass Register the connections normally driven by a component output without incurring the risk of damage to the 
component. The HighZ instruction also forces the Bypass Register between TDI and TDO. 


5-Volt, In-System Programming (ISP) ® Field Support 
ISP is the ability to reconfigure the logic and functionality of a — Easy remote upgrades and repair 
device, printed circuit board, or complete electronic system before, 


— Support for field configuration, re-configuration, and 
during, and after its manufacture and shipment to the end customer. a 9 : 


customization 
ISP provides substantial benefits in each of the following areas: 
® Design The Philips PZ5128 allows for 5-Volt, in-system 
— Faster time-to-market programming/reprogramming of its EEPROM cells via its JTAG 


— Debug partitioning and simplified prototyping interface. An on-chip charge pump eliminates the need for 

; ced , ; externally-provided supervoltages, so that the PZ5128 may be 
~ Printed circuit board reconfiguration during debug easily programmed on the circuit board using only the 5-volt supply 
— Better device and board level testing required by the device for normal operation. A set of low-level ISP 
basic commands implemented in the PZ5128 enable this feature. 
; The ISP commands implemented in the Philips PZ5128 are 
7 Mui unenenal nerewate specified in Table 6. Please note that an ENABLE command must 
~ Recontiguarability for Test precede all ISP commands unless an ENABLE command has 
~ Eliminates handling of “fine lead-pitch” components for already been given for a preceding ISP command and the device 

programming has not gone through a Test-Logic/Rest TAP Controller State. 

— Reduced Inventory and manufacturing costs 


— Improved quality and reliability 


® Manufacturing 


Table 6. Low Level ISP Commands 


INSTRUCTION INSTRUCTION 
(Register Used) CODE DESCRIPTION 


Enable 1001 Enables the Erase, Program, and Verify commands. Using the ENABLE instruction before the 
(ISP Shift Register) Erase, Program, and Verify instructions allows the user to specify the outputs the device using 


the JTAG Boundary—Scan SAMPLE/PRELOAD command. 


Erase 1010 Erases the entire EEPROM array. The outputs during this operation can be defined by user by 

(ISP Shift Register) using the JTAG SAMPLE/PRELOAD command. 

Program 1011 Programs the data in the ISP Shift Register into the addressed EEPROM row. The outputs 

(ISP Shift Register) during this operation can be defined by user by using the JTAG SAMPLE/PRELOAD command. 
Verify 1100 Transfers the data from the addressed row to the ISP Shift Register. The data can then be 


(ISP Shift Register) shifted out and compared with the JEDEC file. The outputs during this operation can be defined 
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JTAG and ISP Interfacing ® Automated Test Equipment 
A number of industry-established methods exist for JTAG/ISP 


pens 
interfacing with CPLD’s and other integrated circuits. The Philips Third party Programmers 


PZ5128 supports the following methods: ® High-End JTAG and ISP Tools 
® PC Parallel Port A Boundary-Scan Description Language (BSDL) description of the 
® Workstation or PC Serial Port PZ5128 is also available from Philips for use in test program 


development. For more details on JTAG and ISP for the PZ5128, 


© Embedded Processor refer to the related application note: JTAG and ISP in Philips CPLDs. 


Table 7. Programming Specifications 


| DC Parameters 


Voc supply program/verify 


oO 
da 
on 


Vecp 
lccp | 
H 


loc limit program/verify 


i) 
=) 
ro) 
3 
> 


< 


input voltage (High) 


L Input voltage (Low) 


Vso. | Output voltage (Low) 


VsoH 7 Output voltage (High) 2.4 


tk 


aa 
nm 


=| 
> 


| TDO_Io, | Output current (Low) 


TDO_loy | Output current (High) 
AC Parameters 


= 


un 
i) 


— 
oO 


= 
— 
N 


fuax 
PWE Pulse width erase 


CLK maximum frequency 


PWP Pulse width program 
PWV | Pulse width verify 
INIT 
TMS_SU 
TDI_SU 
| TMS_H 
TDI_H 
TDO_CO 


= 


Initialization time 
TMS setup time before TCK T 


eee 
800 | 
po 
eos 
| 100 
=e 
TDI setup time before TCK T 
poets A 
| 20 
eel 
| MIN, 
ae 
| 12 | 
Paeoes.. | 


100 


TMS hold time after TCK T 
TDI hold time after TCK T 
TDO valid after TCK Ag 


NO 
oO 


QQ 
© 


nn 


ABSOLUTE MAXIMUM RATINGS! 


PARAMETER 


ce ee 


Vpp+0.5 
Vpp+0.5 


Supply voltage 


[Yoo _| 
PV | Input voltage 
| Your 


Vout | Output voltage 


| | 
—_ oO 
Nee ea 


Pin | Input current 


_Vpp Vv 
vi 
| mA 
fie. | Maximum junction temperature | 
ae 


—30 
Ts: Storage temperature -65 
NOTE: 


1. Stresses above those listed may cause malfunction or permanent damage to the device. This is a stress rating only. Functional operation at 
these or any other condition above those indicated in the operational and programming specification is not implied. 


OPERATING RANGE 


PRODUCT GRADE TEMPERATURE 


VOLTAGE 
5.0 +5% V 
5.0 410% V 
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DC ELECTRICAL CHARACTERISTICS FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb S$ +70°C; 4.75V < Vpp < 5.25V 


SYMBOL PARAMETER TEST CONDITIONS | MIN, 
PV Input voltage low Vpp = 4.75V Ie avin cal 


VIL 

TVvor | 

feline 

Tioog | Stansbycurent dV = 5 25V Tarp 
Ss ee 
| Vpp = 5.25V, Tamb = 0°C @ 50MHz ey 120 
| Souk 


Coik Clock input capacitance? Tamb = 25°C, f = 1MHz 
/0 pin capacitance? Tamp = 25°0, f= 1MH2 Ee oe oe 
NOTES: 


1. This parameter measured with a 16-bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 
2. Typical values, not tested. 


AC ELECTRICAL CHARACTERISTICS! FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb S$ +70°C; 4.75V < Vpp < 5.25V 


SYMBOL PARAMETER 


Pico | Clockiooutdelaytime SS SSCSC~SCSCS 
ion | Oookrightime——SSCSCSCSCSCSCSCSC“‘CSSSS~*dS 


pa 
n 


> 
n 


” 


Maximum FF toggle rate? 1/(toy + toy) 125 Li 125 
Maximum internal frequency? 1/(tgypat + tcr) 
Maximum external frequency? —1/(tgyupaL + tco) 71 


- 
5 
QO 

7 
U 
> 
| as 
= 
TD 

c 

= 
i) 

= 

—* 

© 

© 

Q 

oy 

0) 

i?) 

x 

=) 

1e) 
jos 

i) 
— 

~ 

eo) 
= 
= 

@ 

3 

> 

2 

=, 

@ 

© 

jek 

oO 

seh) 

i?) 

x 

=) 

OQ 

jor 

© 

Q. 

oy 

je) 
< 
fon gl 

3 

@ 

Pom 

> 

x 

9° 

Cc 

io} 

a 

Uv 

> 

— 

ine) 

a 

oO 

| 
—_ 
Oo 
OT 
=) 
” 


or] & 
Olan 
5 


| trp | Input to register preset 
| tr _|_ Input to register reset 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 8 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C, = 5pF. 
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DC ELECTRICAL CHARACTERISTICS FOR INDUSTRIAL GRADE DEVICES 
Industrial: © —40°C < Tamp $ +85°C; 4.5V < Vpp $ 5.5V 


SYMBOL PARAMETER TEST CONDITIONS | MIN, | 
PV | Input voltage low | Vpp = 4.5V 
Input voltage high Vpp = 5.5V | 2.0 | 

EM Input clamp voltage Vop = 4.5V, lin = -18MA Po ae —1.2 
encanta 


IL 

ViH igh _ 

VI 

Output voltage low Vop = 4.5V, lo. = 12mA 

Vou Output voltage high Vop = 4.5V, loq = —12MA | 24 fo | 

inputieakage current Vin= 010 Voo 

loz _3-Stated output leakage current Vin = 0 to Vop 
F 

Cin i 


Standby current Vo = 5.5V, Tamb = 40°C 125 


Vpp = 5.5V, Tamb = 40°C @ 1MHz mA 
rey bere ee bp amb es a a 
| los | Short circuit output current? 1 pin at a time for no longer than 1 second 
| Cn | Input pin capacitance? Tamb = 25°C, f = 1MHz a a 

Clock input capacitance? Tan = 25°O, f= 1MH2 
Opin capacitance? Tamp = 25°C, f= 1MHZ Ree eee | 


NOTES: 

1. This parameter measured with a 16—bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 

2. Typical values, not tested. 


AC ELECTRICAL CHARACTERISTICS! FOR INDUSTRIAL GRADE DEVICES 
Industrial: -40°C < Tamb < +85°C; 4.5V < Vpp < 5.5V 


PARAMETER 


Propagation delay time, input (or feedback node) to output through PAL 
Propagation delay time, input (or feedback node) to output through PAL & PLA 
Clock to out delay time | 


Clock High time 
Clock Low time 
Input Rise time 

Input Fall time 


Maximum FF toggle rate? = 1/(tcy + tot) 

Maximum internal frequency? —1/(tgsypaL + tcr) | 
Maximum external frequency? 1/(tgypa + tco) 
Output buffer delay time 


tor | Clock to internal feedback node delay time 
tinIT Delay from valid Vpp to valid reset 


i 


ER 
tea 


trR Input to register reset 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 8 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C. = 5pF. 
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Vop = 5V, 25°C 


1 tpp_PAL 
(ns) 


NUMBER OF OUTPUTS SWITCHING 


SP00472 


Figure 6. tpp pat VS. Outputs Switching 


Table 8. tpp pat vS. Number of Outputs Switching 
Vpp = 5.00V 
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PIN DESCRIPTIONS 
100-Pin Plastic Quad Flat Package 


= 


ON OAR WD = 


Function 

IN14 

IN3 

Vpp 
/0-A15/CLK3 
V/0-A13 
/0-A12 

GND 

V/O-A10 
VO-A7 

/O-A5 

VO-A4 

/0-A2 

Vpp 

V/0-B15 (TDI) 
VO-B12 
/O-B10 
V/O-B8 

V/O-B7 

GND 

/0-B4 

/0-B2 

1/O-BO 
VO-C15 (TMS)* 
VO-C13 
VO-C12 

Vpp 

VO-C10 
V/0-C7 


84-Pin Plastic Leaded Chip Carrier 


Function 
VO-C5 
VO-C4 
/0-C2 
GND 
1/0-D15 
1//0-D12 
1/0-D10 
/0-D8 
/O-D7 
Vop 
1/0-D4 
/0-D2 
/0-D0/CLK2 
GND 
Vpp 
1/0-EO/CLK1 
/0-E2 
/0-E4 
GND 
/0-E7 
/0-E8 
/0-E10 
/0-E12 
VO-E15 
Vpp 
\/O-F2 
1/0-F4 
/O-F5 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 
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Function 
/O-F7 
/0-F10 
GND 
/0-F12 
/0-F13 
V/O-F15 (TCK) 
/0-GO 
/0-G2 
1/0-G4 
Vpp 
VO-G7 
1/0-G8 
/0-G10 
1/0-G12 
/0-G15 (TDO) 
GND 
/0-H2 
1/0-H4 
/O-H5 
/0-H7 
/O-H10 
Vpp 
VO-H12 
V/O-H13 
/O-H15 
GND 
INO/CLKO 
IN2-gtsn 
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* 


= 
5 


OMON OA AWN = 


THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


Function 
1/0-A5 
/0-A4 
/0-A2 
/0-AO 
Vpp 
1//0-B15 (TDI) 
V/O-B13 
/O-B12 
/O-B10 
1/O-B8 
/O-B7 
/O-B5 
GND 
1/0-B4 
/O-B2 
\/O-BO 
/O-C15 (TMS)* 
V/0-C13 
/0-C12 
Vpp 
/0-C10 
/0-C8 
/O-C7 
VO-C5 
/O-B9 
1/0-C2 
0-CO 
GND 
1/0-D15 
VO-D13 
1/O-D12 
1/0-D10 
1/O-D8 
/O-D7 


Function 
1/0-D5 
Vpp 
/O-D4 
1//O-D2 
1/O-BO/CLK2 
GND 
Vop 
1/O-E0/CLK1 
1/0-E2 
/O-E4 
GND 
1/0-E5 
/O-E7 
/O-E8 
1//O-E10 
VO-E12 
/0-E13 
/O-E15 
Vop 
1/0-FO 
\/0-F2 
1/0-F4 
VO-F5 
\/O-F7 
/O-F8 
/O-F10 
GND 
\/O0-F12 
/0-F13 
1/O-F15 (TCK) 
/0-GO 
/0-G2 
1/0-G4 
Vop 


Function 
V/O-G5 
/0-G7 
/0-G8 
/0-G10 
/0-G12 
/0-G13 
/0-G15 (TDO) 
GND 
/O-HO 
1/0-H2 
/O-H4 
V/O-H5 
VO-H7 
V/O-H8 
V/O-H10 
Vpp 
V/O-H12 
VO-H13 
VO-H15 
GND 
INO/CLKO 
IN2-gtsn 
IN1 

IN3 

Vpp 
0-A15/CLK3 
V/O-A13 
VO-A12 
GND 
0-A10 
1/0-A8 
VO-A7 
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100-Pin Thin Quad Flat Package 128-Pin Low Profile Quad Flat Package 


Pin Function Function Pin Function 
/0-A2 1/0-D4 69 /0-G8 

1/0-AO (/0-D2 /0-G10 

Vop /0-DO/CLK2 VO-G12 
1/O-B15 (TDI) GND VO-G13 
ues Vop /0-G15 (TDO) 
/O-B12 1/O-EO/CLK1 GND 

1/O-B10 /0-E2 

/0-B8 V/0-E4 fae 

1/O-B7 GND 

V0-B5 V0-E5 VO-H4 


ay 
5 


Function Function Function 
\/O-D7 Vpp 
/0-D5 /0-G5 
Vop 1/0-G7 
/0-D4 /0-G8 
1/0-D3 1/0-G10 
\/O-D2 1/0-G11 
1/0-DO/CLK2 /O-G12 
/O-B15 (TDI) GND /0-G13 
/O-B13 Vpp 9 /0-G15 (TDO) 
1//O-B12 1/O-E0/CLK1 GND 
/O-B11 /O-E2 NC 
1/O-B10 /0-E3 NC 
/O-B8 /O-E4 NC 
\/O-B7 GND 1/O-HO 
/0-B5 VO-ES VO-H2 


ON OO AWD a 
DONOR WN — 


GND VO-E7 VO-HS 


/0-B4 VO-E8 VO-H7 
/0-B2 VO-E10 VO-H8 
1/0-BO V/O-E12 /O-H10 
1/O-C15 (TMS)* /0-E13 Vpp 
VO-C13 » VO-E15 VO-H12 
VO-C12 Vpp V/O-H13 
Vop /O-FO VO-H15 
/0-C10 1/0-F2 GND 
V/O0-C8 /O-F4 INO/CLKO 
/0-C7 1/O-F5 IN2-gtsn 
/0-C5 /O-F7 IN1 
0-C4 1/O-F8 IN3 
VO-C2 /O-F10 Ven 
mee ° oe ‘6 V/O-A15/CLK3 
V/0-D15 V/O-F13 UO-ATS 
/0-D13 VO-F 15 (TCK) VO-A12 
/0-D12 V/0-GO 95 GND 
1/0-D10 /0-G2 VO-A10 
1/0-D8 1/0-G4 /O-A8 
VO-D7 Vop VO-A7 
1/0-D5 /0-G5 /0-A5 
Vop VO-G7 100 1/0-A4 


VO-B4 VO-E8 
0-83 VO-E10 
VO-B2 VO-E11 
V0-B0 VO-E12 
VO-C15 (TMS)* VO-E13 ae 
VO-C13 , 
VO-C12 oP 


/O-H11 
/0-C11 

/0-H12 
Vop C 


VO-C10 ees 
/0-C8 VO-H15 
V/0-C7 eND 
V/0-C5 INO/CLKO 
VO-C4 IN2-gtsn 
V/0-C3 IN1 
/O-C2 IN3 

NC Vop 

NC 1/0-A15/CLK3 
NC 1/0-A13 
/0-Co V/O-A12 
GND VO-A11 
/O-D15 GND 
/0-D13 V/O-F15(TCK) /0-A10 
VO-D12 V/0-GO /0-A8 
VO-D11 /0-G2 V/0-A7 
VO-D10 V/0-G3 VO-A5 
V/0-D8 V/0-G4 VO-A4 


VO-H4 
1/O-H5 
/O-H7 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 
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* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


SP00469A 
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160-Pin Plastic Quad Flat Package 7 Package Thermal Characteristics , 8 
Philips Semiconductors uses the Temperature Sensitive Parameter 
(TSP) method to test thermal resistance. This method meets 
Mil-Std-883C Method 1012.1 and is described in Philips 1995 IC 
Package Databook. Thermal resistance varies slightly as a function 
of input power. As input power increases, thermal resistance 
changes approximately 5% for a 100% change in power. 


Figure 7 is a derating curve for the change in Oj, with airflow based 
on wind tunnel measurements. It should be noted that the wind flow 
dynamics are more complex and turbulent in actual applications 
than in a wind tunnel. Also, the test boards used in the wind tunnel 
contribute significantly to forced convection heat transfer, and may 
Function Pin Function Function not be similar to the actual circuit board, especially in size. 


NC 54 1/0-D5 /0-G8 
NC 55 Vpp /0-G10 
NC /0-D3 VO-G12 
NC 1/0-D2 VO-G13 84-pin PLCC 32.8 °C/W 
NC /0-DO/CLK2 /0-G15 (TDO) : 

| 100-pin PQFP 41.2 °C/W 

100-pin TQFP 47.4 °CIW 
| 12epinLarP | 45.0 °C/W | 


NC GND GND 
| 31.4 °C/W 


Vpp Vpp NC 
1/O-B15 (TDI) \/O-EO/CLK1 NC 
/0-B13 /0-E2 

VO-B12 /0-E3 

¥O-B11 V/O-E4 

1//O-B10 GND 

V/0-B8 V/O-E5 

V/O-B7 /O-E7 

V/O-B5 /0-E8 

GND /0-E10 

V/0-B4 /O-E11 

1/0-B3 /O0-E12 

V/0-B2 1/0-E13 

V/O-Bo NC 

VO-C15.(TMS) NC 

V/O0-C13 NC 

VO-C12 NC 

VO-C11 VO-E15 

Vpp Vpp 

V/O-C10 /0-FO 

V/O-C8 NC 

VO-C7 NC 

/0-C5 NC 

V/O-C4 NC 

yee be INO/CLKO 
VO-C2 NC IN2-gtsn 
NC NC Nd 
NC V/0-F2 IN3 
NC V0-F3 Veo 
NC vO-r4 V/0-A15/CLK3 
NC VO-F5 V/O-A13 
NC /0-F7 VO-A12 
NC /0-F8 /0-A11 
/0-CO \/O-F10 GND 
GND ~ GND V0-A10 
V/O-D15 /O-F 11 /0-A8 
NC VO-F12 VO-A7 
NC 1/0-F13 1/0-AS 
NC /O-F15 (TCK) /0O-A4 
NC 100 1/0-Go NC 
/0-D13 101 WO-G2 NC 
/0-D12 102 1/0-G3 NC 
/0-D11 103 1/0-G4 NC 
1/0-D10 104 Vpp /0-A3 
/0-D8 105 1/0-G5 /0-A2 
/0-D7 106 WV/0-G7 /0-A0 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 
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Figure 7. Average Effect of Airflow on Oja 
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FEATURES 


® |ndustry’s first TotalCMOS™ PLD — both CMOS design and 
process technologies 


® Fast Zero Power (FZP™) design technique provides ultra-low 
power and very high speed 


® [EEE 1149.1-—compliant, JTAG Testing Capability 
- 4 pin JTAG interface (TCK, TMS, TDI, TDO) 


— |JEEE 1149.1 TAP Controller 


— JTAG commands include: Bypass, Sample/Preload, Extest, 
Usercode, Idcode, HighZ . 


® 3.3 Volt, In—System Programmable (ISP) using the JTAG interface 
— On-chip supervoltage generation 
— ISP commands include: Enable, Erase, Program; Verify 
~ Supported by multiple ISP programming platforms 

® High speed pin-to-pin delays of 10ns 

® Ultra-low static power of less than 100nA 


® Dynamic power that is 70% lower at 50MHz than competing 
devices 


® 100% routable with 100% utilization while all pins and all 
macrocells are fixed 


® Deterministic timing model that is extremely simple to use 
@ 4 clocks with programmable polarity at every macrocell 
©@ Support for complex asynchronous clocking 


® Innovative XPLA™ architecture combines high speed with 
extreme flexibility 


® 1000 erase/program cycles guaranteed 

® 20 years data retention guaranteed 

® Logic expandable to 37 product terms 

® PCI compliant 

® Advanced 0.51 E2CMOS process 

® Security bit prevents unauthorized access 


® Design entry and verification using industry standard and Philips 
CAE tools 


®@ Reprogrammable using industry standard device programmers 


@ |nnovative Control Term structure provides either sum terms or 
product terms in each logic block for: 
~ Programmable 3-State buffer 


- Asynchronous macrocell register preset/reset 


® Programmable global 3-State pin facilitates ‘bed of nails’ testing 
without using logic resources 


® Available in PLCC, TQFP, and PQFP packages 
® Available in both Commercial and Industrial grades 


PAL is a registered trademark of Advanced Micro Devices, Inc. 
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Table 1. PZ3128 Features 


4000 


84-pin PLCC, 100-pin PQFP, 
100-pin TQFP, 128-pin LQFP, 
160-pin PQFP 


DESCRIPTION 

The PZ3128 CPLD (Complex Programmable Logic Device) is the 
third in a family of Fast Zero Power (FZP™) CPLDs from Philips 
Semiconductors. These devices combine high speed and zero 
power in a 128 macrocell CPLD. With the FZP™ design technique, 
the PZ3128 offers true pin-to-pin speeds of 10ns, while 
simultaneously delivering power that is less than 100,A at standby 
without the need for ‘turbo bits’ or other power down schemes. By 
replacing conventional sense amplifier methods for implementing 
product terms (a technique that has been used in PLDs since the 
bipolar era) with a cascaded chain of pure CMOS gates, the 
dynamic power is also substantially lower than any competing CPLD 
— 70% lower at 50MHz. These devices are the first TotalCMOS™ 
PLDs, as they use both a CMOS process technology and the 
patented full CMOS FZP™ design technique. For 5V applications, 
Philips also offers the high speed PZ5128 CPLD that offers these 
features in a full 5V implementation. 


The Philips FZP™ CPLDs introduce the new patent-pending XPLA™ 
(eXtended Programmable Logic Array) architecture. The XPLA™ 
architecture combines the best features of both PLA and PAL™ type 
structures to deliver high speed and flexible logic allocation that 
results in superior ability to make design changes with fixed pinouts. 
The XPLA™ structure in each logic block provides a fast 12ns PAL™ 
path with 5 dedicated product terms per output. This PAL™ path is 
joined by an additional PLA structure that deploys a pool of 32 
product terms to a fully programmable OR array that can allocate 
the PLA product terms to any output in the logic block. This 
combination allows logic to be allocated efficiently throughout the 
logic block and supports as many as 37 product terms on an output. 
The speed with which logic is allocated from the PLA array to an 
output is only 2.5ns, regardless of the number of PLA product terms 
used, which results in worst case tpp’s of only 12.5ns from any pin 
to any other pin. In addition, logic that is common to multiple outputs 
can be placed on a single PLA product term and shared across 
multiple outputs via the OR array, effectively increasing design 
density. 


The PZ3128 CPLDs are supported by industry standard CAE tools 
(Cadence, Mentor, Synopsys, Synario, Viewlogic, MINC), using text 
(Abel, VHDL, Verilog) and/or schematic entry. Design verification 
uses industry standard simulators for functional and timing 
simulation. Development is supported on personal computer, Sparc, 
and HP platforms. Device fitting uses either MINC or Philips 
Semiconductors-developed tools. 


The PZ3128 CPLD is electrically reprogrammable using industry 
standard device programmers from vendors such as Data I/O, BP 
Microsystems, SMS, and others. The PZ3128 also includes an 
industry-standard, IEEE 1149.1, JTAG interface through which 
in-system programming (ISP) and reprogramming of the device is 
supported. 
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ORDERING INFORMATION 


DESCRIPTION DESCRIPTION DRAWING NUMBER 
PZ3128-S10A84 84-pin PLCC, 10ns tpp - Commercial temp range, 3.3 volt power supply, + 10% SOT189-3 


[ORDER CODE 
[rasr26 si0aes 

[rzsrzasr2nse | op PLCO. Yneina | hal onp ange, Svat poner supayeto% | sora | 
[rasi2est26P | 100-inTOFR.i2neteo | nastier renee 3S vetpowerswpy.2 10% | _SoTsees | 
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XPLA™ ARCHITECTURE 

Figure 1 shows a high level block diagram of a 128 macrocell device 
implementing the XPLA™ architecture. The XPLA™ architecture 
consists of logic blocks that are interconnected by a Zero-power 
Interconnect Array (ZIA). The ZIA is a virtual crosspoint switch. Each 
logic block is essentially a 36V16 device with 36 inputs from the ZIA 
and 16 macrocells. Each logic block also provides 32 ZIA feedback 
paths from the macrocells and I/O pins. 


PZ3128—-10 


From this point of view, this architecture looks like many other CPLD 
architectures. What makes the CoolRunner™ family unique is what 
is inside each logic block and the design technique used to 
implement these logic blocks. The contents of the logic block will be 
described next. 


SP00464 


Figure 1. Philips XPLA CPLD Architecture 
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Logic Block Architecture : 
Figure 2 illustrates the logic block architecture. Each logic block 


contains control terms, a PAL array, a PLA array, and 16 macrocells. 


the 6 control terms can individually be configured as either SUM or 
PRODUCT terms, and are used to control the preset/reset and 
output enables of the 16 macrocells’ flip-flops. The PAL array 
consists of a programmable AND array with a fixed OR array, while 
the PLA array consists of a programmable AND array with a 
programmable OR array. The PAL array provides a high speed path 
through the array, while the PLA array provides increased product 
term density. 
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Each macrocell has 5 dedicated product terms from the PAL array. 
The pin-to-pin tpp of the PZ3128 device through the PAL array is 
12ns. If a macrocell needs more than 5 product terms, it simply gets 
the additional product terms from the PLA array. The PLA array 
consists of 32 product terms, which are available for use by all 16 
macrocells. The additional propagation delay incurred by a . 
macrocell using 1 or all 32 PLA product terms is just 2.5ns. So the 
total pin-to-pin tpp for the PZ3128 using 6 to 37 product terms is 
12.5ns (10ns for the PAL + 2.5ns for the PLA). 


| 
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Figure 2. Philips Logic Block Architecture 
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Macrocell Architecture 

Figure 3 shows the architecture of the macrocell used in the 
CoolRunner™ family. The macrocell consists of a flip-flop that can be 
configured as either a D or T type. A D-type flip-flop is generally 
more useful for implementing state machines and data buffering. A 
T-type flip-flop is generally more useful in implementing counters. All 
CoolRunner™ family members provide both synchronous and 
asynchronous clocking and provide the ability to clock off either the 
falling or rising edges of these clocks. These devices are designed 
such that the skew between the rising and falling edges of a clock 
are minimized for clocking integrity. There are 4 clocks available on 
the PZ3128 device. Clock 0 (CLKO) is designated as the 
“synchronous” clock and must be driven by an external source. 
Clock 1 (CLK1), Clock 2 (CLK2), and Clock 3 (CLK3) can either be 
used as a synchronous clock (driven by an external source) or as an 
asynchronous clock (driven by a macrocell equation). 


Two of the control terms (CTO and CT1) are used to control the 
Preset/Reset of the macrocell’s flip-flop. The Preset/Reset feature 
for each macrocell can also be disabled. Note that the Power-on 
Reset leaves all macrocells in the “zero” state when power is 
properly applied. The other 4 control terms (CT2—CT5) can be used 


to control the Output Enable of the macrocell’s output buffers. The 
reason there are as many control terms dedicated for the Output 
Enable of the macrocell is to insure that all CoolRunner™ devices 
are PCI compliant. The macrocell’s output buffers can also be 
always enabled or disabled. All CoolRunner™ devices also provide a 
Global Tri-State (GTS) pin, which, when pulled Low, will 3-State all 
the outputs of the device. This pin is provided to support “In-Circuit 
Testing” or “Bed-of-Nails Testing”. 


There are two feedback paths to the ZIA: one from the macrocell, 
and one from the I/O pin. The ZIA feedback path before the output 
buffer is the macrocell feedback path, while the ZIA feedback path 
after the output buffer is the 1/O pin ZIA path. When the macrocell is 
used as an output, the output buffer is enabled, and the macrocell 
feedback path can be used to feedback the logic implemented in the 
macrocell. When the I/O pin is used as an input, the output buffer 
will be 3-Stated and the input signal will be fed into the ZIA via the 
I/O feedback path, and the logic implemented in the buried 
macrocell can be fed back to the ZIA via the macrocell feedback 
path. It should be noted that unused inputs or I/Os should be 
properly terminated. 


Figure 3. PZ3128 Macrocell Architecture 
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Simple Timing Model 

Figure 4 shows the CooiRunner™ Timing Model. The CoolRunner™ 
timing model looks very much like a 22V10 timing model in that 
there are three main timing parameters, including tpp, tsy, and tco. 
In other competing architectures, the user may be able to fit the 
design into the CPLD, but is not sure whether system timing . 
requirements can be met until after the design has been fit into the 
device. This is because the timing models of competing 
architectures are very complex and include such things as timing 
dependencies on the number of parallel expanders borrowed, 
sharable expanders, varying number of X and Y routing channels 
used, etc. In the XPLA™ architecture, the user knows up front 
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whether the design will meet system timing requirements. This is 
due to the simplicity of the timing model. 


TotalCMOS™ Design Technique 

for Fast Zero Power 

Philips is the first to offer a TotalOCMOS™ CPLD, both in process 
technology and design technique. Philips employs a cascade of 
CMOS gates to implement its Sum of Products instead of the 
traditional sense amp approach. This CMOS gate implementation 
allows Philips to offer CPLDs which are both high performance and 
low power, breaking the paradigm that to have low power, you must 
have low performance. Refer to Figure 5 and Table 2 showing the Ipp 
vs. Frequency of our PZ3128 TotalCMOS™ CPLD. 


tpp_pat = COMBINATORIAL PAL ONLY 
tpp_pLa = COMBINATORIAL PAL + PLA 


INPUT PIN 


REGISTERED 
tsu_paL = PAL ONLY 
tsu_pLa = PAL + PLA 


INPUT PIN | | 


Table 2. Ipp vs. Frequency 
Vpp = 3.3V 


| FREQUENCY (MHz) | 


OUTPUT PIN 


REGISTERED 


t 
<e [] OUTPUT PIN 


SP00441 


| TYPICAL 


SP00471 


Typical Ipp (mA) 0.10 
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JTAG Testing Capability 
JTAG is the commonly-used acronym for the Boundary Scan Test 
(BST) feature defined for integrated circuits by IEEE Standard 
1149.1. This standard defines input/output pins, logic control 
functions, and commands which facilitate both board and device 
level testing without the use of specialized test equipment. BST 
provides the ability to test the external connections of a device, test 
the internal logic of the device, and capture data from the device 
during normal operation. BST provides a number of benefits in each 
of the following areas: 
® Testability 
— Allows testing of an unlimited number of interconnects on the 
printed circuit board 
— Testability is designed in at the component level 
— Enables desired signal levels to be set at specific pins (Preload) 
— Data from pin or core logic signals can be examined during 
normal operation 


® Reliability 
— Eliminates physical contacts common to existing test fixtures 
(e.g., “bed-of-nails”) 
— Degradation of test equipment is no longer a concern 
- Facilitates the handling of smaller, surface-mount components 
— Allows for testing when components exist on both sides of the 
printed circuit board 
® Cost 
— Reduces/eliminates the need for expensive test equipment 
~— Reduces test preparation time 
— Reduces spare board inventories 


The Philips PZ3128’s JTAG interface includes a TAP Port and a TAP 
Controller, both of which are defined by the IEEE 1149.1 JTAG 
Specification. As implemented in the Philips PZ3128, the TAP Port 
includes four of the five pins (refer to Table 3) described in the JTAG 


Table 3. JTAG Pin Description 


Test Data Output 


Table 4. PZ3128 JTAG Pinout by Package Type 


Test Clock Output Clock pin to shift the serial data and instructions in and out of the TDI and TDO pins, respectively. 

TCK is also used to clock the TAP Controller state machine. 

Test Mode Select Serial input pin selects the JTAG instruction mode. TMS should be driven high during user mode 
operation. 


Test Data Input Serial input pin for instructions and test data. Data is shifted in on the rising edge of TCK. 


Serial output pin for instructions and test data. Data is shifted out on the falling edge of TCK. The 
signal is tri-stated if data is not being shifted out of the device. 


specification: TCK, TMS, TDI, and TDO. The fifth signal defined by 
the JTAG specification is TRST* (Test Reset). TRST* is considered 
an optional signal, since it is not actually required to perform BST or 
ISP. The Philips PZ3128 saves an I/O pin for general purpose use 
by not implementing the optional TRST* signal in the JTAG 
interface. Instead, the Philips PZ3128 supports the test reset 
functionality through the use of its power up reset circuit, which is 
included in all Philips CPLDs. The pins associated with the power up 
reset circuit should connect to an external pull-up resistor to keep 
the JTAG signals from floating when they are not being used. 


in the Philips PZ3128, the four mandatory JTAG pins each require a 
unique, dedicated pin on the device. However, if JTAG and ISP are 
not desired in the end-application, these pins may instead be used 
as additional general I/O pins. The decision as to whether these pins 
are used for JTAG/ISP or as general I/O is made when the JEDEC 
file is generated. If the use of JTAG/ISP is selected, the dedicated 
pins are not available for general purpose use. However, unlike 
competing CPLD’s, the Philips PZ3128 does allow the macrocell 
logic associated with these dedicated pins to be used as buried logic 
even when JTAG/ISP is selected. Table 4 defines the dedicated pins 
used by the four mandatory JTAG signals for each of the PZ3128 
package types. 


The JTAG specifications defines two sets of commands to support 
boundary-scan testing: high-level commands and low-level 
commands. High-level commands are executed via board test 
software on an a user test station such as automated test 
equipment, a PC, or an engineering workstation (EWS). Each 
high-level command comprises a sequence of low level commands. 
These low-level commands are executed within the component 
under test, and therefore must be implemented as part of the TAP 
Controller design. The set of low-level boundary-scan commands 
implemented in the Philips PZ3128 is defined in Table 5. By 
supporting this set of low-level commands, the PZ3128 allows 
execution of all high-level boundary-scan commands. 


(PIN NUMBER / MACROCELL #) 


DEVICE 


PZ3128 


84-pin PLCC 

100-pin PQFP 
100-pin TQFP 
128-pin LQFP 
160-pin PQFP 
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62 / 96 (F15) 
64 / 96 (F15) 
62 / 96 (F15) 
82 / 96 (F15) 
99 / 96 (F15) 


23 / 48 (C15) 
17 / 48 (C15) 
15/48 (C15) 
21/48 (C15) 
22 / 48 (C15) 


139 


14/32 (B15) 
6 / 32 (B15) 
4/32 (B15) 
8 / 32 (B15) 
9 / 32 (B15) 


71/112 (G15) 
75/112 (G15) 
73 / 112 (G15) 
95 / 112 (G15) 
112/ 112 (G15) 
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Table 5. PZ3128 Low-Level JTAG Boundary-Scan Commands 


INSTRUCTION | 
(Instruction Code) DESCRIPTION 
Register Used 


Sample/Preload The mandatory SAMPLE/PRELOAD instruction allows a snapshot of the normal operation of the component . 
(0010) to be taken and examined. It also allows data values to be loaded onto the latched parallel outputs of the 
Boundary—Scan Register Boundary-Scan Shift-Register prior to selection of the other boundary-scan test instructions. 


Extest The mandatory EXTEST instruction allows testing of off-chip circuitry and board level interconnections. Data | 
(0000) would typically be loaded onto the latched parailel outputs of Boundary-Scan Shift-Register using the 
Boundary-Scan Register Sample/Preload instruction prior to selection of the EXTEST instruction. 


Bypass Places the 1 bit bypass register between the TDI and TDO pins, which allows the BST data to pass — 
(1111) synchronously through the selected device to adjacent devices during normal device operation. The Bypass 
Bypass Register instruction can be entered by holding TDI at a constant high value and completing an Instruction-Scan cycle. 


Idcode Selects the IDCODE register and places it between TDI and TDO, allowing the IDCODE to be serially shifted 

(0001) ; out of TDO. The IDCODE instruction permits blind interrogation of the components assembled onto a printed 

Boundary-Scan Register circuit board. Thus, in circumstances where the component population may vary, it is possible to determine 
what components exist in a product. 


HighZ The HIGHZ instruction places the component in a state in which all of its system logic outputs are placed in 

(0101) an inactive drive state (e.g., high impedance). In this state, an in-circuit test system may drive signals onto 

Bypass Register the connections normaily driven by a component output without incurring the risk of damage to the 
component. The HighZ instruction also forces the Bypass Register between TDI and TDO. 


3.3-Volt, In-System Programming (ISP) © Field Support 

ISP is the ability to reconfigure the logic and functionality of a — Easy remote upgrades and repair 
device, printed circuit board, or complete electronic system before, 
during, and after its manufacture and shipment to the end customer. 
ISP provides substantial benefits in each of the following areas: 


® Design The Philips PZ3128 allows for 3.3-Volt, in-system 

— Faster time-to-market programming/reprogramming of its EEPROM cells via its JTAG 
interface. An on-chip charge pump eliminates the need for 
externally-provided supervoltages, so that the PZ3128 may be 
easily programmed on the circuit board using only the 3.3-voit 

— Better device and board level testing supply required by the device for normal operation. A set of low-level 
®@ Manufacturing ; ISP basic commands implemented in the PZ3128 enable this 

= Wik: Punchenal haware feature. The ISP commands implemented in the Philips PZ3128 are 

_ specified in Table 6. Please note that an ENABLE command must 

— Reconfiguarability for Test | precede all ISP commands unless an ENABLE command has 
~ Eliminates handling of “fine lead-pitch” components for already been given for a preceding ISP command and the device 

programming | has not gone through a Test-Logic/Rest TAP Controller State. 
— Reduced Inventory and manufacturing costs 


— Improved quality and reliability 


— Support for field configuration, re-configuration, and 
customization 


~ Debug partitioning and simplified prototyping 
— Printed circuit board reconfiguration during debug 


Table 6. Low Level ISP Commands | 


INSTRUCTION INSTRUCTION = 
(Register Used) _ CODE DESCRIPTION 


Enable 1001 Enables the Erase, Program, and Verify commands. Using the ENABLE instruction before the 

(ISP Shift Register) Erase, Program, and Verify instructions allows the user to specify the outputs the device using 
| the JTAG Boundary—Scan SAMPLE/PRELOAD command. 

Erase 1010 Erases the entire EEPROM array. The outputs during this operation can be defined by user by 

(ISP Shift Register) | using the JTAG SAMPLE/PRELOAD command. 


Programs the data in the ISP Shift Register into the addressed EEPROM row. The outputs 
during this operation can be defined by user by using the JTAG SAMPLE/PRELOAD command. 


Transfers the data from.the addressed row to the ISP Shift Register. The data can then be 
shifted out and compared with the JEDEC file. The outputs during this operation can be defined 
by user by using the JTAG SAMPLE/PRELOAD command. 


| Program / 1011 — 
(ISP Shift Register) 
Verify 1100 | 


(ISP Shift Register) 
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JTAG and ISP Interfacing ® Automated Test Equipment 
A number of industry-established methods exist for JTAG/ISP 


eth 
interfacing with CPLD’s and other integrated circuits. The Philips Tinie’ patty Programmers 


PZ3128 supports the following methods: ® High-End JTAG and ISP Tools 
© PC Parallel Port A Boundary-Scan Description Language (BSDL) description of the 
® Workstation or PC Serial Port PZ3128 is also available from Philips for use in test program 


development. For more details on JTAG and ISP for the PZ3128, 


© Embedded Processor refer to the related application note: JTAG and /SP in Philips CPLDs. 


PROGRAMMING SPECIFICATIONS 
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ABSOLUTE MAXIMUM RATINGS! 


SYMBOL PARAMETER 


[et 
v 
TVoor | Oupavotags SSCS oo 
Pin | mputcurent SSS 
tour | Outputcuret———*dt00f900 mk 
NOTE: 


1. Stresses above those listed may cause malfunction or permanent damage to the device. This is a stress rating only. Functional operation at 
these or any other condition above those indicated in the operational and programming specification is not implied. 


OPERATING RANGE 


| PRODUCT GRADE | | TEMPERATURE VOLTAGE 


0 to +70°C | 3.3+10% V ‘ 
| Industrial —40 to +85°C 33410%V | 
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DC ELECTRICAL CHARACTERISTICS FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb S$ +70°C; 3.0V < Vpp < 3.6V 


syMeoL | PARAMETER _—~‘[___TESTCONDTTIONS—_—=«T|~—swN 
Tv [teputvotagetow ————SS*dTSSSC~CS Cd 
Vin | taputvotagerigh ‘| —Voo=sev_——SSCSC~*dSCi 
“Input damp votags [Wop =80V,i=—tema 
i 

ae 


[SYMBOL _ 

Tv | taputcamp vonage 

Vor | Outputvotageiow ‘| Von = 80Vi Ion = mA 
Ti | taputleakage curent’ «| —SVw=010Vo9 ——SS*dSC 
Toa 
Vis 


Vpp = 3-6V, Tamb = 0°C @ 1MHz 


Vit 
Vin 
V| 
VoL 
VOH 
oz a 
oot See [Vp=86V, Tanv=0 @ some | 
Fin | Inputpincapacitance® | Tamm 2 MH2 | 


NOTES: 

1. This parameter measured with a 16-bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 

2. Typical values, not tested. 


AC ELECTRICAL CHARACTERISTICS! FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tampb S$ +70°C; 3.0V < Vpp $ 3.6V 


SYMBOL PARAMETER 


2 [10 | 
Tteo_pa | Propagation delay time, input or feedback node) to ouiputtough PALAPLA | 
[teu sux | Setup time (rom input or feedback node) through PAL*PLA 
Pion | Goarightine ——SSSCSCSCSCSCSCSCSCSCSCSCSCSC‘“‘“‘“‘“‘“‘“‘CSSdYS 
a 
Cie J inputFatime SSS id 
ee ee Cae 
— 


Maximum external frequency? 1/(tsypat + tco) 
a 
| tar | Inputtoregisterreset_ ss CC‘“‘“C;S™™C*zC 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 8 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C, = 5pF. 


~ 
aN 


or 
on 


[50 | us 


1997 May 01 142 


Philips Semiconductors Preliminary specification 


128 macrocell CPLD PZ3128-—10 


DC ELECTRICAL CHARACTERISTICS FOR INDUSTRIAL GRADE DEVICES 
Industrial: | —40°C < Tamb < +85°C; 3.0V < Vpp < 3.6V 


SYMBOL PARAMETER TEST CONDITIONS 
r Vi | Input voltage low Vpp = 3.0V ma 
| Vin | Input voltage high Vpp = 3.6V 


Input clamp voltage Vpp = 3.0V, lin = -18MA _i:| —1.2 
Output voltage low Vop = 3.0V, lot = 8MA Fe cial 
Output voltage high Vop = 3.0V, lon = —-8mA | 24 | 

Z 

4 

Ss 

N 


2.0 
ov C2 | 
3 Tes 
Pi | tmputleakagecurrent | n= 0t0Von SSCS Ci 
Ttooa | Standbycurent | Vow = 80V, Tam = 00 | STS 
ey a ee 
Ippp Dynamic current 
: Vpp = 3.6V, Tamb=—40°C @ 50MHz | 
[Cw | inputpincapactance® | Tamm 25°G, t= IMRT 
V0 pin capacitance? P Tam = 25°C, fa MHZ 


NOTES: 

1. This parameter measured with a 16-bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 

2. Typical values, not tested. 


—130 
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10 
10 
75 
2 


AC ELECTRICAL CHARACTERISTICS! FOR INDUSTRIAL GRADE DEVICES 
Industrial: © —40°C < Tamb < +85°C; 3.0V < Vpp < 3.6V 


| SYMBOL PARAMETER 


Propagation delay time, input (or feedback node) to output through PAL & PLA 
Fico [Clocktooutdelaytime —COC“C~CSCSCSCSC‘C~S~*™ 
[ teupar | Setuptime (rom input orfesdbacknode)through PAL 


Clock Low time 
Input Rise time 
F 


UNIT 


= 
Nh 


ns 
14.5 ns 


a) 
” 


n 


ee ee ee ee) 
AITNIENDITD 


2 
2 


9 
| 4 
4 
| 0 
2 
[ teorpa._| Input (or feedback node) to internal feedback node delay tne ough PAL 
Input (or feedback node) to internal feedback node delay time through PAL+PLA 3 


| tee Clock to internal feedback node delay time 
Delay from valid Vpp to valid reset 


Oo | 
5 

7 

2 10.5 ns 


—. 


—_h 

wo ul 
~~ 
n” 


=) 
n 


” nro 


ten _[Toputtooutputdsabie® SSCS 
inp | iputtoregistorpreset——SSSCSCSCSCSCSCSCSCSCSCSCSCSCSC“CS~‘“S*s‘“‘*~s*s*~*Y 
[tha | Inputtoregisterreset ss CCs—‘“‘“CSC*sSCSC‘idzC 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 8 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C, = 5pF. 
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Vpp = 3.3V, 25°C 


12.8 


Ck Poet Fe 


NUMBER OF OUTPUTS SWITCHING 
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Figure 6. tpp pa. vs. Outputs Switching 


Table 7. tpp pat VS. Number of Outputs Switching 
Vpp = 3.3V 


NUMBER OF 
OUTPUTS 


| Typical (ns) 


1997 May 01 | 144 


Philips Semiconductors 


128 macrocell CPLD 


PIN DESCRIPTIONS 


84-Pin Plastic Leaded Chip Carrier 


Pin 


1 
2 
3 
4 
5 
6 
7 
8 


Function 

IN1 

IN3 

Vpp 
1/0-A15/CLK3 
/0-A13 
VO-A12 

GND 

1/0-A10 
/O-A7 
1/O-A5 
/0-A4 
VO-A2 

Vpp 

/O-B15 (TDI) 
1/0-Bi2 
1/O0-B10 
1/O-B8 

VO-B7 

GND 

/0-B4 

VO-B2 

1/O-BO 
/O-C15 (TMS)* 
//0-C13 
(/0-C12 

Vop 

1/0-C10 
VO-C7 


49 
50 
51 
52 
53 
54 
55 
56 


Function 
1/0-C5 
1/0-C4 
/0-C2 
GND 
/O-D15 
VO-D12 
1/0-D10 
1/0-D8 
VO-D7 
Vpop 
/0-D4 
/0-D2 
1/O-D0/CLK2 
GND 
Vpp 
/O-EO/CLK1 
/O-E2 
/0-E4 
GND 
VO-E7 
/0-E8 
1/O-E10 
/0-E12 
/0-E15 
Vpp 
VO-F2 
\/0-F4 
/0-F5 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


Function 
1/0-F7 
/O-F10 
GND 
VO-F12 
V/O-F13 
V/O-F15 (TCK) 
1/0-GO 
1/0-G2 
V/0-G4 
Vpp 
V/O-G7 
//0-G8 
V/O-G10 
VO-G12 
/0-G15 (TDO) 
GND 
1/O-H2 
1/0O-H4 
VO-H5 
/O-H7 
/0-H10 
Vpp 
VO-H12 
VO-H13 
VO-H15 
GND 
INO/CLKO 
IN2-gtsn 
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Function 
VO-A5 
VO-A4 
VO-A2 
/0-AO 
Vop 
/O-B15 (TDI) 
/O-B13 
/0-B12 
/0-B10 
/O-B8 
/O-B7 
VO-B5 
GND 
1/O-B4 
/O-B2 
/O-BO 
/O-C15 (TMS)* 
V/O-C13 
V/0-C12 
Vpp 
/0-C10 
/0-C8 
/0-C7 
/O-C5 
1/O-B9 
V/O-C2 
/0-CO 
GND 
V/0-D15 
V/O-D13 
/0-D12 
/O-D10 
1/O-D8 
/0-D7 


100-Pin Plastic Quad Flat Package 


Function 
VO-D5 
Vop 
V/O-D4 
1/0-D2 
/O-BO/CLK2 
GND 
Vop 
/O-EO/CLK1 
/O-E2 
VO-E4 
GND 
VO-E5 
/O-E7 
/O-E8 
/O-E10 
/O-E12 
VO-E13 
VO-E15 
Vpp 
1/0-FO 
/0-F2 
/O-F4 
/O-F5 
/O-F7 
/0-F8 
1/0-F10 
GND 
V/O-F12 
/0-F13 
VO-F15 (TCK) 
/0-GO 
1/0-G2 
/0-G4 
Vpp 
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Function 
/0-G5 
V/O-G7 
/0-G8 
/0-G10 
/0-G12 
/0-G13 
/0-G15 (TDO) 
GND 
I/O-HO 
V/O-H2 
/O-H4 
/O-H5 
\/O-H7 
/O-H8 
/O-H10 
Vpp 
VO-H12 
/0-H13 
VO-H15 
GND 
INO/CLKO 
IN2-gtsn 
IN1 

IN3 

Vpp 
/0-A15/CLK3 
VO-A13 
VO-A12 
GND 
1/0-A10 
/0-A8 
/O-A7 


* THE TEST MODE SELECT (TMS) FUNCTION iS 
INACTIVE ON NON-ISR ARCHITECTURES. 
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100-Pin Thin Quad Flat Package 128-Pin Low Profile Quad Flat Package 


Function i Function i Function 
1/0-A2 1/0-D4 /0-G8 

1/0-A0 VO-D2 /0-G10 

Vpp 1/0-DO/CLK2 V/O-G12 
VO-B15 (TDI) GND /0-G13 
VO-B13 Vpp /0-G15 (TDO) 
1//O-B12 VO-EO/CLK1 GND 

V/O-B10 VO-E2 vO-HO 


V/0-H2 
V/O-H4 


GND V/O-E7 VO-HS 
VO-B4 /O-E8 VO-H7 
/0-B2 1/0-E10 V0-H8 
/O-BO VO-E12 VO-H10 
\/O-C15 (TMS)* VO-E13 Vpp 
VO-C13 VO-E15 VO-H12 
/0-C12 Vpp VO-H13 
Vpp 1/O-FO V/O-H15 
/O-C10 VO-F2 GND 
1/0-C8 1/0-F4 INO/CLKO 
V/O-C7 VO-F5 IN2-gtsn 
V/0-C5 i/O-F7 IN4 
V/O-C4 V/O-F8 ing 
VO-C2 V/O-F10 Vop 
phgicea GND 1/0-A15/CLK3 
GND V/O-F12 

VO-D15 V/0-F13 VO-A13 
/0-D13 V/O-F15 (TCK) VO-A12 
VO-D12 VO-GO GND 
VO-D10 i/0-G2 1/0-A10 
/0-D8 V/0-G4 /0-A8 
/O-D7 Vop 1/0-A7 
VO-D5 V/O-G5 /0-A5 
Vpop /O-G7 /0-A4 


a 
5 


Function Function Function 
V/O-D7 Vpp 
/O-D5 /O-G5 
Vpp /0-G7 
/0-D4 1/0-G8 
V/O-D3 1/0-G10 
/0-D2 /O-G11 
V/O-DO/CLK2 /0-G12 
/O-B15 (TDI) GND /0-G13 
VO-B13 Vpp 9 V/O-G15 (TDO) 
/O-B12 1/O-EO/CLK1 GND 
/O-B11 \/O-E2 NC 
/O-B10 V/O-E3 NC 
1/0-B8 /0-E4 NC 
/O-B7 GND /0-HO 
VO-B5 /O-E5 VO-H2 
GND /O-E7 V/O-H3 
/0-B4 \/O0-E8 VO-H4 
V/O-B3 1/0-E10 VO-H5 
/0-B2 VO-E11 VO-H7 
1/O-BO /0-E12. V/O-H8 
1/O-C15 (TMS)* VO-E13 VO-H10 
/0-C13 /O-E15 Ga 
Ne VOHT 
wen VO-H12 
Vpop 


/0-C10 VO-H13 
ree VO-H15 


V/O-C7 GND 
V/O-C5 INO/CLKO 
V/0-C4 iN2-gtsn 
V/0-C3 IN1 
/0-C2 IN3 

NC Vpp 

NC /O-A15/CLK3 
NC : VO-A13 
/O0-CO VO-A12 
GND VO-F12 /O-A11 
V/0-D15 /O-F13 GND 
V/0-D13 1/O-F15(TCK) 1/0-A10 
/O-D12 V/0-GO /0-A8 
/0-D11 /0-G2 VO-A7 
1/0-D10 /0-G3 /O-A5 
/O-D8 /0-G4 /0-A4 


V/0-B8 VO-E4 
/O-B7 GND 
VO-B5. /0-E5 


OnN Oak WMD = 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 
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* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 
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160-Pin Plastic Quad Flat Package 


Function Function Function 
1/0-D5 1/0-G8 
Vop 1/0-G10 
1/0-D4 /0-G11 
VO-D3 VO-G12 
VO-D2 1/0-G13 
/0-DO/CLK2 /0-G15 (TDO) 
GND GND 
Vop NC 

/O-B15 (TDI) 1/O-E0/CLK1 

/0-B13 VO-E2 

/0-B12 /0-E3 

/0O-B11 VO-E4 

V/O-B10 GND 

/0-B8 VO-E5 

/0-B7 1/0-E7 

/0-B5 1/0-E8 

GND 1/0-E10 

1/0-B4 

V/0-B3 

1/0-B2 

1/0-BO 


/0-C15 (TMS) 
V/0-C13 
V/0-C12 


/0-C11 VO-H10 
Vopp 


Vpp 
1/0-C10 
Pee VO-H11 


tee VO-H12 
VO-H13 
/0-C5 
VO-H15 
0-C4 
V/0-C one 
. 3 INO/CLKO 
VO-C2 IN2-gtsn 
NC IN 
IN3 
Vpp 
VO-A15/CLK3 
V0-A13 
O-A12 
VO-A11 


V/O-F 11 

VO-F12 
98 WVO-F13 
99 =1/0-F 15 (TCK) 
100 /0-GO 
101 W/O0-G2 
102. /0-G3 
103 1/0-G4 
104 Vop 
105 1/0-G5 
106 /O-G7 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 
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Package Thermal Characteristics 

Philips Semiconductors uses the Temperature Sensitive Parameter 
(TSP) method to test thermal resistance. This method meets 
Mil-Std-883C Method 1012.1 and is described in Philips 1995 IC 
Package Databook. Thermal resistance varies slightly as a function 
of input power. As input power increases, thermal resistance 
changes approximately 5% for a 100% change in power. 


Figure 7 is a derating curve for the change in Oj, with airflow based 
on wind tunnel measurements. It should be noted that the wind flow 
dynamics are more complex and turbulent in actual applications 
than in a wind tunnel. Also, the test boards used in the wind tunnel 
contribute significantly to forced convection heat transfer, and may 
not be similar to the actual circuit board, especially in size. 


45.0°C/W 
31.9°C/W 


PERCENTAGE 
REDUCTION IN 


AIR FLOW (m/s) 
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Figure 7. Average Effect of Airflow on Oj, 
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FEATURES 


© Industry’s first TotalCMOS™ PLD — both CMOS design and 
process technologies 


© Fast Zero Power (FZP™) design technique provides ultra-low — 
power and very high speed 


® IEEE 1149.1-compliant, JTAG Testing Capability 
— 4pin JTAG interface (TCK, TMS, TDI, TDO) 
— IEEE 1149.1 TAP Controller 


~— JTAG commands include: Bypass, Sample/Preload, Extest, 
Usercode, Idcode, HighZ 7 


@ 5 Volt, In-System Programmable (ISP) using the JTAG interface 
— On-chip supervoltage generation 
— ISP commands include: Enable, Erase, Program, Verify 
~ Supported by multiple ISP programming platforms 

® High speed pin-to-pin delays of 7.5ns 

® Ultra-low static power of less than 100UA 


® Dynamic power that is 70% lower at 50MHz than competing 
devices 


® 100% routable with 100% utilization while all pins and all 
macrocells are fixed 


® Deterministic timing model that is extremely simple to use 
® 4 clocks with programmable polarity at every macrocell 
® Support for complex asynchronous clocking 


® Innovative XPLA™ architecture combines high speed with 
extreme flexibility 


® 1000 erase/program cycles guaranteed 

® 20 years data retention guaranteed 

® Logic expandable to 37 product terms 

© PClcompliant 

® Advanced 0.5 E?CMOS process 

® Security bit prevents unauthorized access 


® Design entry and verification using industry standard and Philips 
CAE tools 


@ Reprogrammable using industry standard device programmers 


@ Innovative Control Term structure provides either sum terms or 
product terms in each logic block for: 
— Programmable 3-State buffer 


— Asynchronous macrocell register preset/reset 


®@ Programmable global 3-State pin facilitates ‘bed of nails’ testing 
without using logic resources 


@ Available in PLCC, TQFP, and PQFP packages 
® Available in both Commercial and Industrial grades 


PAL is a registered trademark of Advanced Micro Devices, Inc. 
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Table 1. PZ5128 Features 


Usable gates 4000 


Maximum inputs 100 | 


Maximum 10s id 
Number of macrooel 


DESCRIPTION 

The PZ5128 CPLD (Complex Programmable Logic Device) is the 
third in a family of Fast Zero Power (FZP™) CPLDs from Philips 
Semiconductors. These devices combine high speed and zero 
power in a 128 macrocell CPLD. With the FZP™ design technique, 
the PZ5128 offers true pin-to-pin speeds of 7.5ns, while 
simultaneously delivering power that is less than 100A at standby 
without the need for ‘turbo bits’ or other power down schemes. By 
replacing conventional sense amplifier methods for implementing 
product terms (a technique that has been used in PLDs since the 
bipolar era) with a cascaded chain of pure CMOS gates, the 
dynamic power is also substantially lower than any competing CPLD 
— 70% lower at SOMHz. These devices are the first TotalCMOS™ 
PLDs, as they use both a CMOS process technology and the 
patented full CMOS FZP™ design technique. For 3V applications, 
Philips also offers the high speed PZ3128 CPLD that offers these 
features in a full 3V implementation. 


84-pin PLCC, 100-pin PQFP, 
100-pin TQFP 128-pin LQFP, 
160-pin PQFP 


The Philips FZP™ CPLDs introduce the new patent-pending XPLA™ 
(eXtended Programmable Logic Array) architecture. The XPLA™ 
architecture combines the best features of both PLA and PAL™ type 
structures to deliver high speed and flexible logic allocation that 
results in superior ability to make design changes with fixed pinouts. 
The XPLA™ structure in each logic block provides a fast 7.5ns 
PAL™ path with 5 dedicated product terms per output. This PAL™ 
path is joined by an additional PLA structure that deploys a pool of 
32 product terms to a fully programmable OR array that can allocate 
the PLA product terms to any output in the logic block. This 
combination allows logic to be allocated efficiently throughout the 
logic block and supports as many as 37 product terms on an output. 
The speed with which logic is allocated from the PLA array to an 
output is only 2ns, regardless of the number of PLA product terms 
used, which results in worst case tpp’s of only 9.5ns from any pin to 
any other pin. In addition, logic that is common to multiple outputs 
can be placed on a single PLA product term and shared across 
multiple outputs via the OR array, effectively increasing design 
density. 


The PZ5128 CPLDs are supported by industry standard CAE tools 
(Cadence, Mentor, Synopsys, Synario, Viewlogic, MINC), using text 
(Abel, VHDL, Verilog) and/or schematic entry. Design verification 
uses industry standard simulators for functional and timing 
simulation. Development is supported on personal computer, Sparc, 
and HP platforms. Device fitting uses either MINC or Philips 
Semiconductors-developed tools. 


The PZ5128 CPLD is electrically reprogrammable using industry 
standard device programmers from vendors such as Data I/O, BP 
Microsystems, SMS, and others. The PZ5128 also includes an 
industry-standard, IEEE 1149.1, JTAG interface through which 
in-system programming (ISP) and reprogramming of the device is 
supported. 
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ORDERING INFORMATION 
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XPLA™ ARCHITECTURE From this point of view, this architecture. looks like many other CPLD 
Figure 1 shows a high level block diagram of a 128 macrocell device architectures. What makes the CoolRunner™ family unique is what 
implementing the XPLA™ architecture. The XPLA™ architecture is inside each logic block and the design technique used to 

consists of logic blocks that are interconnected by a Zero-power __ implement these logic blocks. The contents of the logic block will be 
Interconnect Array (ZIA). The ZIA is a virtual crosspoint switch. Each - described next. 


logic block is essentially a 36V16 device with 36 inputs from the ZIA 
and 16 macrocells. Each logic block also provides 32 ZIA feedback 
paths from the macrocells and I/O pins. 
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Figure 1. Philips XPLA CPLD Architecture 
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Logic Block Architecture 


- Figure 2 illustrates the logic block architecture. Each logic block 
contains control terms, a PAL array, a PLA array, and 16 macrocells. 


the 6 control terms can individually be configured as either SUM or 
PRODUCT terms, and are used to control the preset/reset and 
output enables of the 16 macrocells’ flip-flops. The PAL array 
consists of a programmable AND array with a fixed OR array, while 
the PLA array consists of a programmable AND array with a 
programmable OR array. The PAL array provides a high speed path 
through the array, while the PLA array provides increased product 
term density. 
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Each macroceil has 5 dedicated product terms from the PAL array. 
The pin-to-pin tpp of the PZ5128 device through the PAL array is 
7.5ns. If a macrocell needs more than 5 product terms, it simply gets 
the additional product terms from the PLA array. The PLA array 
consists of 32 product terms, which are available for use by all 16 
macrocells. The additional propagation delay incurred by a 
macrocell using 1 or all 32 PLA product terms is just 2ns. So the 
total pin-to-pin tpp for the PZ5128 using 6 to 37 product terms is 
9.5ns (7.5ns for the PAL + 2ns for the PLA). 


TO 16 MACROCELLS 


a a i a i a al a ea ae i 


i 
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Figure 2. Philips Logic Block Architecture 
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Macrocell Architecture © 

Figure 3 shows the architecture of the macrocell used in the 
CoolRunner™ family. The macrocell consists of a flip-flop that can be 
configured as either a D or T type. A D-type flip-flop is generally 
more useful for implementing state machines and data buffering. A 
T-type flip-flop is generally more useful in implementing counters. All 
CoolRunner™ family members provide both synchronous and 
asynchronous clocking and provide the ability to clock off either the 
falling or rising edges of these clocks. These devices are designed 
such that the skew between the rising and falling edges of a clock 
are minimized for clocking integrity. There are 4 clocks available on 
the PZ5128 device. Clock 0 (CLKO) is designated as the | 
“synchronous” clock and must be driven by an external source. 
Clock 1 (CLK1), Clock 2 (CLK2), and Clock 3 (CLK3) can either be 
used as a synchronous clock (driven by an external source) or as an 
asynchronous clock (driven by a macrocell equation). 


Two of the control terms (CTO and CT1) are used to control the 
Preset/Reset of the macrocell’s flip-flop. The Preset/Reset feature 
for each macrocell can also be disabled. Note that the Power-on 
Reset leaves all macrocells in the “zero” state when power is 
properly applied. The other 4 control terms (CT2—CT5) can be used 


to control the Output Enable of the macrocell’s output buffers. The 
reason there are as many control terms dedicated for the Output 
Enable of the macrocell is to insure that all CoolRunner™ devices 
are PCI compliant. The macrocell’s output buffers can also be 
always enabled or disabled. All CoolRunner™ devices also provide a 
Global Tri-State (GTS) pin, which, when pulled Low, will 3-State all 
the outputs of the device. This pin is provided to support “In-Circuit 
Testing” or “Bed-of-Nails Testing”. 


There are two feedback paths to the ZIA: one from the macrocell, 
and one from the I/O pin. The ZIA feedback path before the output 
buffer is the macrocell feedback path, while the ZIA feedback path 
after the output buffer is the I/O pin ZIA path. When the macrocell is 
used as an output, the output buffer is enabled, and the macrocell 
feedback path can be used to feedback the logic implemented in the 
macrocell. When the I/O pin is used as an input, the output buffer 
will be 3-Stated and the input signal will be fed into the ZIA via the 
\/O feedback path, and the logic implemented in the buried 
macrocell can be fed back to the ZIA via the macrocell feedback 
path. It should be noted that unused inputs or 1/Os should be 
properly terminated. 


Figure 3. PZ5128 Macrocell Architecture 
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Simple Timing Model 

Figure 4 shows the CoolRunner™ Timing Model. The CoolRunner™ 
timing model looks very much like a 22V10 timing model in that 
there are three main timing parameters, including tpp, tsy, and tco. 
In other competing architectures, the user may be able to fit the 
design into the CPLD, but is not sure whether system timing 
requirements can be met until after the design has been fit into the 
device. This is because the timing models of competing 
architectures are very complex and include such things as timing 
dependencies on the number of parallel expanders borrowed, 
sharable expanders, varying number of X and Y routing channels 
used, etc. In the XPLA™ architecture, the user knows up front 
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whether the design will meet system timing requirements. This is 
due to the simplicity of the timing model. 


TotalCMOS™ Design Technique 


for Fast Zero Power 

Philips is the first to offer a TotalCMOS™ CPLD, both in process 
technology and design technique. Philips employs a cascade of 
CMOS gates to implement its Sum of Products instead of the 
traditional sense amp approach. This CMOS gate implementation 
allows Philips to offer CPLDs which are both high performance and 
low power, breaking the paradigm that to have low power, you must 
have low performance. Refer to Figure 5 and Table 2 showing the Ipp 
vs. Frequency of our PZ5128 Total\CMOS™ CPLD. 


tpp_paL = COMBINATORIAL PAL ONLY 
tpp_pLa = COMBINATORIAL PAL + PLA 


INPUT PIN 


REGISTERED 
tsu_pat = PAL ONLY 
tsu_pLa = PAL + PLA 


Table 2. Ipp vs. Frequency 
Vpp = 5.00V 
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JTAG Testing Capability | 
JTAG is the commonly-used acronym for the Boundary Scan Test 
(BST) feature defined for integrated circuits by IEEE Standard 
1149.1. This standard defines input/output pins, logic control 
functions, and commands which facilitate both board and device 
level testing without the use of specialized test equipment. BST 
provides the ability to test the external connections of a device, test 
the internal logic of the device, and capture data from the device 
during normal operation. BST provides a number of benefits in each 
of the following areas: 
® Testability : 
~ Allows testing of an unlimited number of interconnects on the 
printed circuit board 
— Testability is designed in at the component level 
— Enables desired signal levels to be set at specific pins (Preload) 
— Data from pin or core logic signals can be examined during 
normal operation 


® Reliability 
— Eliminates physical contacts common to existing test fixtures 
(e.g., “bed-of-nails”) 
— Degradation of test equipment is no longer a concern 
— Facilitates the handling of smaller, surface-mount components 
— Allows for testing when components exist on both sides of the 
printed circuit board 
® Cost 
— Reduces/eliminates the need for expensive test equipment 
— Reduces test preparation time 
— Reduces spare board inventories 


The Philips PZ5128’s JTAG interface includes a TAP Port and a TAP 
Controller, both of which are defined by the IEEE 1149.1 JTAG 
Specification. As implemented in the Philips PZ5128, the TAP Port 

. includes four of the five pins (refer to Table 3) described in the JTAG 


Table 3. JTAG Pin Description 


Test Clock Output 


Test Data Input | 


Test Data Output 


Table 4. PZ5128 JTAG Pinout by Package Type 


DEVICE 


TCK 


| PIN | | DESCRIPTION 
TCK Clock pin to shift the serial data and instructions in and out of the TDI and TDO pins, respectively. 
TCK is also used to clock the TAP Controller state machine. 
TMS Test Mode Select Serial input pin selects the JTAG instruction mode. TMS should be driven high during user mode 
| operation. 


Serial input pin for instructions and test data. Data is shifted in on the rising edge of TCK. 


Serial output pin for instructions and test data. Data is shifted out on the falling edge of TCK. The 
signal is tri-stated if data is not being shifted out of the device. 


(PIN NUMBER / MACROCELL #) 


TMS TDI . TDO 


specification: TCK, TMS, TDI, and TDO. The fifth signal defined by 
the JTAG specification is TRST* (Test Reset). TRST™* is considered 
an optional signal, since it is not actually required to perform BST or 
ISP. The Philips PZ5128 saves an I/O pin for general purpose use 
by not implementing the optional TRST* signal in the JTAG 
interface. Instead, the Philips PZ5128 supports the test reset 
functionality through the use of its power up reset circuit, which is 
included in all Philips CPLDs. The pins associated with the power up 
reset circuit should connect to an external pull-up resistor to keep 
the JTAG signals from floating when they are not being used. 


In the Philips PZ5128, the four mandatory JTAG pins each require a 
unique, dedicated pin on the device. However, if JTAG and ISP are 
not desired in the end-application, these pins may instead be used 
as additional general I/O pins. The decision as to whether these pins 
are used for JTAG/ISP or as general I/O is made when the JEDEC 
file is generated. If the use of JTAG/ISP is selected, the dedicated 
pins are not available for general purpose use. However, unlike 
competing CPLD’s, the Philips PZ5128 does allow the macrocell 
logic associated with these dedicated pins to be used as buried logic 
even when JTAG/ISP is selected. Table 4 defines the dedicated pins 
used by the four mandatory JTAG signals for each of the PZ5128 
package types. 


The JTAG specifications defines two sets of commands to support 
boundary-scan testing: high-level commands and low-level 
commands. High-level commands are executed via board test 
software on an a user test station such as automated test 
equipment, a PC, or an engineering workstation (EWS). Each 
high-level command comprises a sequence of low level commands. 
These low-level commands are executed within the component 
under test, and therefore must be implemented as part of the TAP 
Controller design. The set of low-level boundary-scan commands 
implemented in the Philips PZ5128 is defined in Table 5. By 
supporting this set of low-level commands, the PZ5128 allows 
execution of all high-level boundary-scan commands. 


PZ5128 
84-pin PLCC 62 / 96 (F15) 23 / 48 (C15) 14/32 (B15) 71/112 (G15) 
100-pin PQFP 64 / 96 (F15) 17/48 (C15) 6 / 32 (B15) 75 / 112 (G15) 
100-pin TQFP 62 / 96 (F15) 15/48 (C15) 4/32 (B15) 73 / 112 (G15) 
128-pin LQFP 82 / 96 (F15) 21 / 48 (C15) 8 / 32 (B15) 95 / 112 (G15) 


160-pin PQFP 99 / 96 (F15) 22 / 48 (C15) 9 / 32 (B15) 112/ 112 (G15) 
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Table 5. PZ5128 Low-Level JTAG Boundary-Scan Commands 


INSTRUCTION 
(Instruction Code) 
Register Used 


DESCRIPTION 


The mandatory SAMPLE/PRELOAD instruction allows a snapshot of the normal operation of the component 
to be taken and examined. It also allows data values to be loaded onto the latched parallel outputs of the 
Boundary-Scan Shift-Register prior to selection of the other boundary-scan test instructions. 


Sample/Preload 
(0010) 
Boundary—Scan Register 


Extest 
(0000) 
Boundary-Scan Register 


The mandatory EXTEST instruction allows testing of off-chip circuitry and board level interconnections. Data 
would typically be loaded onto the latched parallel outputs of Boundary-Scan Shift-Register using the 
Sample/Preload instruction prior to selection of the EXTEST instruction. 


Places the 1 bit bypass register between the TDI and TDO pins, which allows the BST data to pass 
synchronously through the selected device to adjacent devices during normal device operation. The Bypass 
instruction can be entered by holding TDi at a constant high value and completing an Instruction-Scan cycle. 


Bypass 
(1111) 
Bypass Register 


Idcode 
(0001) 
Boundary-Scan Register 


Selects the IDCODE register and places it between TDI and TDO, allowing the IDCODE to be serially shifted 
out of TDO. The IDCODE instruction permits blind interrogation of the components assembled onto a printed 
circuit board. Thus, in circumstances where the component population may vary, it is possible to determine 
what components exist in a product. 


The HIGHZ instruction places the component in a state in which all of its system logic outputs are placed in 
an inactive drive state (e.g., high impedance). In this state, an in-circuit test system may drive signals onto 
the connections normally driven by a component output without incurring the risk of damage to the 
component. The HighZ instruction also forces the Bypass Register between TDI and TDO. 


HighZ 
(0101) 
Bypass Register 


5-Volt, In-System Programming (ISP) @ Field Support 
ISP is the ability to reconfigure the logic and functionality of a — Easy remote upgrades and repair 
device, printed circuit board, or complete electronic system before, 


— Support for field configuration, re-configuration, and 
during, and after its manufacture and shipment to the end customer. i : 7 


customization 
ISP provides substantial benefits in each of the following areas: : 
© Design The Philips PZ5128 allows for 5-Volt, in-system 
— Faster time-to-market programming/reprogramming of its EEPROM cells via its JTAG 


ee: ene es interface. An on-chip charge pump eliminates the need for 
= Rebug Painoning ang ais nee prototyping externally-provided supervoltages, so that the PZ5128 may be 
— Printed circuit board reconfiguration during debug easily programmed on the circuit board using only the 5-volt supply 
- Better device and board level testing required by the device for normal operation. A set of low-level ISP 
® Manufacturing basic commands implemented in the P25128 enable this feature. 
The ISP commands implemented in the Philips PZ5128 are 
specified in Table 6. Please note that an ENABLE command must 
precede all ISP commands unless an ENABLE command has 
— Eliminates handling of “fine lead-pitch” components for already been given for a preceding ISP command and the device 
programming has not gone through a Test-Logic/Rest TAP Controller State. 
- Reduced Inventory and manufacturing costs 


— Improved quality and reliability 


— Multi-Functional hardware 
~ Reconfiguarability for Test 


Table 6. Low Level ISP Commands 


INSTRUCTION INSTRUCTION | 
(Register Used) CODE DESCRIPTION 


Enable 1001 | Enables the Erase, Program, and Verify commands. Using the ENABLE instruction before the 
(ISP Shift Register) Erase, Program, and Verify instructions allows the user to specify the outputs the device using 
the JTAG Boundary—Scan SAMPLE/PRELOAD command. 


Erase 1010 Erases the entire EEPROM array. The outputs during this operation can be defined by user by 
(ISP Shift Register) using the JTAG SAMPLE/PRELOAD command. 


Program | 1011 Programs the data in the ISP Shift Register into the addressed EEPROM row. The outputs 
(ISP Shift Register) during this operation can be defined by user by using the JTAG SAMPLE/PRELOAD command. 


Verify } | 


1100 | 
(ISP Shift Register) 
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JTAG and ISP Interfacing ® Automated Test Equipment 
A number of industry-established methods exist for JTAG/ISP 


ony 
interfacing with CPLD’s and other integrated circuits. The Philips Third party Programmers 


PZ5128 supports the following methods: ®@ High-End JTAG and ISP Tools 

© PC Parallel Port A Boundary-Scan Description Language (BSDL) description of the 

® Workstation or PC Serial Port PZ5128 is also available from Philips for use in test program 
development. For more details on JTAG and ISP for the PZ5128, 

SETS COR RIDES SOF refer to the related application note: JTAG and ISP in Philips CPLDs. 


Programming Specifications 


PARAMETER [MIN [MAX [UNIT 
DC Parameters 

| Voce | Vec supply program/verify 

Ioc limit program/verify 
Input voltage (High) 

| Input voltage (Low) 

| Vsov Output voltage (Low) 

Output voltage (High) 

Output current (Low) 

Output current (High) 


AC Parameters 


= 
> 


— 


) a 
ol ol 
Pi lef 


3 
> 


3 


< 
Fz. 
! N aS 


=~ 
= 
> 
x< 


CLK maximum frequency 


Pulse width erase | 100 | 
Pulse width program Lt. 40. | 
Pulse width verify | 10 | 
| 100 
10: | 
Ltr 


mM 


INIT _|__ Initialization time 


TMS_SU | TMS setup time before TCK T 


MHz 
S$ 
us 
TDI_SU | TDisetup time before TCK T | 
TMS_H | TMS hold time after TCK T | 20 | 
| TDILH | TDIhold time after TCK T = eeon. ~ I 
| TDO_CO | TDO valid after TCK J le ee 


ABSOLUTE MAXIMUM RATINGS" 


30 


10 

100 
10 
10 

100 
10 
10 
20 

—0.5 

Input current 30 


UNIT 
Vop v 
7 

IS fC rnamceret a eee o ae 
Tin | mputeurent ———SSCSCSCSCSCSCSCSC“‘“SCSC~S 30 | ma 
100 | mA 
~65 150 : 
NOTE: 


1. Stresses above those listed may cause malfunction or permanent damage to the device. This is a stress rating only. Functional operation at 
these or any other condition above those indicated in the operational and programming specification is not implied. 


OPERATING RANGE 


PRODUCT GRADE 


TEMPERATURE 


VOLTAGE 


Commercial 0 to +70°C 5.0 +5% V 
industrial —40 to +85°C 


5.0 +10% V 
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DC ELECTRICAL CHARACTERISTICS FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb S$ +70°C; 4.75V < Vpp $ 5.25V 


Tsymso. | ___-PARAMETER ———=«|—~=S*~C*TEST'CONDITIONS ——=«d?;=COWIN ‘MAK, 
| rputvotagetow —_———SC~idCSCSC~*~*~ oe SSSC~dESSC“C*‘“RSCwSS 
'z__[ mputwotagenigh «dt SSS asev SSC«d CdS CO 
(_[inputlampvottags——S—S—*dtSSSC a = 75 ntema——~—SS*dS te | 
or | Outputvotiageion | _Voo=478Vilq.=12ma_—‘| | 08 |v __ 
[inputleakage curent +d SCS =O) ——SSC*dtC YOY 
eS | 
a 
a 
Gn ane] ee a 
eC 
Eo es ee 


Standby current Vop = 5.25V, Tamb = 0°C 
Vop = 5.25V, Tamb = 0°C @ 1MHz 
Dynamic current 
Vop = 5.25V, Tamb = 0°C @ 50MHz 
Short circuit output current2 1 pin at a time for no longer than 1 second —50 
| CN Input pin capacitance2 Tamb = 25°C, f = 1MHz 
Clock input capacitance2 Tamb = 25°C, f = 1MHz 5 


(/O pin capacitance? Tamb = 25°C, f = 1MHz 
NOTES: 


1. This parameter measured with a 16-bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 
Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 
2. Typical values, not tested. 


AC ELECTRICAL CHARACTERISTICS! FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamp $ +70°C; 4.75V < Vpp < 5.25V 


SYMBOL PARAMETER 


—7 


Propagation delay time, input (or feedback node) to output through PAL 

tpD_PLA Propagation delay time, input (or feedback node) to output through PAL & PLA 3 
| tco Clock to out delay time 
Setup time (from input or feedback node) through PAL : 
Setup time (from input or feedback node) through PAL + PLA 


tco 

tcH Clock High time 

Clock Low time 4 

tr Input Rise time 

2 

Maximum FF toggle rate? 1/(toy + tot) 12 
tor 
tEA 
RP 


faxe Maximum internal frequency? —1/(tsypat + tcr) 100 


Maximum external frequency? 1/(tgypat + tco) 


= 
a 


c 
af = 
N Sj 


Zz 


Input Fall time 


Ss 


MHz 


: OTN 
oO ania 


oOo 


Tic | lock internal feedback nodedelaytme 
ten | tnputtoouiputdisabie® OOS 
Fe 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 8 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C, = 5pF. 


87 
1 
3 
5 
1 


1 
1 


oO 


NY] Oo 
ol oro 


oO 
” 


—_ 
(>) oO 


oO 
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DC ELECTRICAL CHARACTERISTICS FOR INDUSTRIAL GRADE DEVICES 
industrial: © —40°C < Tamb $ +85°C; 4.5V < Vpp < 5.5V 


[SYMBOL | PARAMETER ——=«|—~—~=~S*~*EST'CONDITIONS —_—=S«|_—SIN | WAX UNT_ 
ie (a a SR 


[Vin | taputvotagerigh ————SSidtSSSCSCSC oC] 
Tv | teputlamp votage Sid Vato ——idtSSSC*dS SP 
[Vor | Outputvotageiow «dV = 48V. gee tema iS] mT 
Pinputleakage curent ‘| _—Vw=00Vpp + _—10_~—~f 0 | aa 

7 

S 
N 


Vpp = 5.5V, Tamb = —40°C 


Standby current S| 
| Dynamic current a 
Vop=5.5V, Tamp=—40°C @50MHz [| __—«|_—'t25_—=«d|~sma—_—i 


Vpp = 5.5V, Tamb = 40°C @ 1MHz. 


Input pin capacitance? Tamb = 25°C, f = 1MHz 

Clock input capacitance? Tamb = 25°C, f = 1MHz | 
VO pin capacitance? Tamb = 25°C, f= 1MHz eee ae ee ee 
NOTES: 

1. This parameter measured with a 16—bit, loadable up/down counter loaded into every logic block, with all outputs enabled and unloaded. 


Inputs are tied to Vpp or ground. This parameter guaranteed by design and characterization, not testing. 
2. Typical values, not tested. 


O 
Short circuit output current? 1 pin at a time for no longer than 1 second | -50 
5 


AC ELECTRICAL CHARACTERISTICS! FOR INDUSTRIAL GRADE DEVICES 
Industrial: © —40°C < Tamb < +85°C; 4.5V < Vpp < 5.5V 


| SYMBOL PARAMETER 


Propagation delay time, input (or feedback node) to output through PAL 
Propagation delay time, input (or feedback node) to output through PAL & PLA 


Cc 
< 
= 


— 
oO 


| tco _ | Clock to out delay time 
Setup time (from input or feedback node) through PAL + PLA 


Setup time (from input or feedback node) through PAL 


ia 

a aes wee eee ee 
Fear 10 eee 
[te 
| faxt 


2 

3 12 
2 7 
10 

5 

5 
20 


Input Fall time 


fMaxt Maximum FF toggle rate? 1/(toy + to) 
Maximum internal frequency* —1/(tgypaL + tcr) 


Maximum external frequency? 1/(tgypat + tco) 
Output buffer delay time 


Hold time 


— 
N 


tppF paL j{ !nput (or feedback node) to internal feedback node delay time through PAL 2 
Input (or feedback node) to internal feedback node delay time through PAL+PLA 


10.5 


| tor | Clock to internal feedback node delay time 


“NJ 

—_—, 
co; we) 
olor Oo 

= 

Tr 

N 


tco 
ty 

tCH 
to 
te 

tcr 
ter 
tea 


50 
Tien | Wputtooutputdsabe® SOS rE 
inp | inputtoregistorpresst SSCS rE 


n” 


NOTES: 

1. Specifications measured with one output switching. See Figure 6 and Table 8 for derating. 
2. This parameter guaranteed by design and characterization, not by test. 

3. Output C, = 5pF. 
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Vop = 5V, 25°C 


NUMBER OF OUTPUTS SWITCHING 


SP00472 


Figure 6. tpp par vs. Outputs Switching 


Table 7. tpp pat vS. Number of Outputs Switching 
Vpp = 5.00V 


NUMBER OF 
OUTPUTS 


Typical (ns) 
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PIN DESCRIPTIONS 


84-Pin Plastic Leaded Chip Carrier 


aS 
5 


1 
2 
3 
4 
5 
6 
7 
8 


Function 

IN4 

IN3 

Vpp 
VO-A15/CLK3 
VO-A13 
V/O-A12 

GND 

VO-A10 
\/O-A7 

/0-A5 

/0-A4 

/0-A2 

Vpp 

V/O-B15 (TDI) 
/O-B12 
V/O-B10 
/O-B8 

/0-B7 

GND 

V/O-B4 

VO-B2 

/O-BO 
VO-C15 (TMS)* 
VO-C13 
VO-C1i2 

Vop 

/0-C10 
/0-C7 


45 
46 
47 
48 
49 
50 
51 
52 
53 
54 
55 
56 


Function 
1/0-C5 
/0-C4 
1/0-C2 
GND 
/0-D15 
/0-D12 
/0-D10 
1/O-D8 
1/0-D7 
Vop 
/O-D4 
/O-D2 
1/O0-DO/CLK2 
GND 
Vpp 
/O-EO/CLK1 
(/O-E2 
1/0-E4 
GND 
/0-E7 
/0-E8 
/O-E10 
VO-E12 
/0-E15 
Vpp 
/0-F2 
/0-F4 
1/O-F5 


Function 
/O-F7 
1/0-F10 
GND 
/0-F12 
/0-F13 
/O-F15 (TCK) 
/0-GO 
/0-G2 
/0-G4 
Vpp 
/0-G7 
/0-G8 
1/0-G10 
//0-G12 
/O-G15 (TDO) 
GND 
1/0-H2 
1/0-H4 
/O-H5 
/O-H7 
1/0-H10 
Vpp 
V/O-H12 
VO-H13 
VO-H15 
GND 
INO/CLKO 
IN2-gtsn 


100-Pin Plastic Quad Flat Package 


2 
5 


COON OA RWND = 


Function 
VO-A5 
V/0-A4 
1/0-A2 
1/0-AO 
Vpp 
1/0-B15 (TDI) 
/0-B13 
1/0-B12 
/0-B10 
1//O-B8 
\/O-B7 
1/O-B5 
GND 
/O-B4 
1/O-B2 
/O-BO 
/O-C15 (TMS)* 
/0-C13 
/0-C12 
Vpp 
V/0-C10 
1/0-C8 
/0-C7 
/0-C5 
1/O-B9 
/0-C2 
1/0-CO 
GND 
/0-D15 
/0-D13 


Function 
1/0-D5 
Vpp 
/0-D4 
1/0-D2 
1/0-BO/CLK2 
GND 
Vop 
1/O-E0/CLK1 
1/0-E2 
/0-E4 
GND 
/O-E5 
i/O-E7 
1/O-E8 
/0-E10 
V/O-E12 
/0-E13 
/0-E15 
Vpp 
\/O-FO 
1/O-F2 
1/0-F4 
1/0-F5 
1/O-F7 
1/O-F8 
V/O-F10 
GND 
/O-F12 
VO-F13 
/O-F15 (TCK) 
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Function 
/0-G5 
/O-G7 
/0-G8 
/0-G10 
/0-G12 
/0-G13 
/0-G15 (TDO) 
GND 
/0-HO 
/O-H2 
/O-H4 
/O-H5 
/O-H7 
/O-H8 
/O-H10 
Vop 
/O-H12 
/O-H13 
/O-H15 
GND 
INO/CLKO 
IN2-gtsn 
IN1 

IN3 

Vpp 
1/0-A15/CLK3 
1/0-A13 
/O-A12 


* THE TEST MODE SELECT (TMS) FUNCTION IS 


1/0-GO GND 
INACTIVE ON NON-ISR ARCHITECTURES. 


/0-D10 /0-G2 V/0-A10 
1/0-D8 /0-G4 /0-A8 
1/0-D7 Vop « /O-A7 


/0-D12 


SP00467 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


SP00468 
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100-Pin Thin Quad Flat Package 128-Pin Low Profile Quad Flat Package 


Function Function Pin Function 
/0-A2 /0-D4 /0-G8 

/0-A0 /0-D2 /O-G10 

Vpp 1/0-D0/CLK2 /O-G12 
/O-B15 (TDI) GND /0-G13 
coda Vop V/0-G15 (TDO) 
V/0-B12 1/O-E0/CLK1 GND 

/O-B10 1/0-E2 V/O-HO 


io ae VO-H2 /O-DO/CLK2 ew 
VO-H4 1/0-B15 (TDI) GND 0-G13 
1/0-B5 V/O-E5 
GND /0-E7 VO-H5 VO-B13 Vpop 95  /0-G15 (TDO) 
0-B4 V/0-E8 VO-H7 V0-B12 VO-EO/CLK1 AND 
V/0-B2 V/O-E10 V/0-H8 VO-B11 VO-E2 NC 
/0-B10 /0-E3 ic 


a] 
5 
z 
5 


Function Function Function 
1/O-D7 Vpp 
1/0-D5 /O-G5 
Vop /0-G7 
/0-D4 1//0-G8 
/0-D3 1/0-G10 
/0-D2 /O-G11 


OOnN ODOR WND = 
ON Ooh WD = 


VO-BO V/O-E12 V/O-H10 

1/O-B8 /O-E4 
/0-C15 (TMS)* /0-E13 Vpp /0-B7 pes : . 
/0-C13 /0-E15 /O-H12 /O-B5 V/O-E5 


VO-C12 Vpp VO-H13 GND VO-E7 oie 
Vpp /O0-FO VO-H15 /O-B4 /0-E8 VO-H4 
1/0-C10 V/O-F2 GND 1/0-B3 (/0-E10 V/O-H5 
/0-C8 VO-F4 INO/CLKO /0-B2 VO-E11 

VO-C7 VO-F5 IN2-gtsn V/0-Bo VO-E12 pate 


YO-C5 VO-F7 IN1 VO-C15 (TMS)* VO-E13 pated 
pel pen IN3 VO-C13 VO-E15 


/0-C2 1/0-F10 Vpp 
Vop VO-C12 
VO-CO GND VO-H11 
GND VO-F12 oe CS wa /O-H12 
V/O-D15 VO-F13 0-C10 VO-H13 
/0-D13 VO-F15 (TCK) VO-At2 vO-C8 VO-H15 
V/0-D12 /0-GO 95 GND V0-C7 : GND 
V/0-D10 /0-G2 VO-A10 /0-C5 INO/CLKO 
/0-D8 /0-G4 V/0-A8 IN2-gtsn 
1/O-D7 Vpop VO-A7 IN4 
/0-D5 VO-G5 VO-A5 IN3 
Vop /0-G7 100 I/O-A4 Vpp 


/0-A15/CLK3 


| V/0-A13 
* THE TEST MODE SELECT (TMS) FUNCTION IS VO-F11 V/O-A12 
INACTIVE ON NON-ISR ARCHITECTURES. ae VO-A11 


SP00485 V/0-D15 /O-F13 GND 
/0-D13 /0-F15(TCK) V/0-A10 
/0-D12 VO-GO 1/0-A8 
VO-D11 /0-G2 V/0-A7 
VO-D10 /0-G3 /0-A5 
/0-D8 /0-G4 V/0-A4 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


SPO0469A 
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Function 
NC 

NC 

NC 

NC 

NC 

NC 

NC 

Vop 
1/0-B15 (TDI) 
1//0-B13 
/0-B12 
1//0-B11 
1//0-B10 
/0-B8 
/0-B7 
/0-B5 
GND 
1/0-B4 
1/0-B3 
/0-B2 
//O-BO 
/0-C15 (TMS) 
/0-C13 
/0-C12 
/0-C11 
Vpp 
1/0-C10 
//0-C8 
1/O0-C7 
1/0-C5 
1/0-C4 
1/0-C3 
/0-C2 
NC 

NC 

NC 

NC 

NC 

NC 

NC 
1//0-Co 
GND 
/0-D15 
NC 

NC 

NC 

NC 
/0-D13 
/0-D12 
1/0-D11 
1/O-D10 
/O-D8 
1/0-D7 


97 

98 

99 

100 
101 
102 
103 
104 
105 
106 


160-Pin Plastic Quad Flat Package 


Function 
/0-D5 
Vop 
/O-D4 
/O-D3 
1/0O-D2 
1/0-DO/CLK2 
GND 
Vpp 
1/0-E0/CLK1 
/O0-E2 
/O-E3 
1/0-E4 
GND 
/O-E5 
/O-E7 
/O-E8 
1/O-E10 
1/0-E11 
//0-E12 
/0-E13 
NC 

NC 

NC 

NC 
(/O-E15 
Vpp 
1/0-FO 
NC 

NC 

NC 

NC 

NC 

NC 

NC 
/O-F2 
/O-F3 
/0-F4 
/O-F5 
/O-F7 
/O-F8 
1/O-F10 
GND 
/O-F 11 
1/O-F12 
VO-F13 


/O-F15 (TCK) 


1/0-GO 
/0-G2 
/0-G3 
1/0-G4 
Vpp 

/0-G5 
1/0-G7 


Function 
1/0-G8 
\/0-G10 
/0-G11 
/0-G12 
/0-G13 
1/0-G15 (TDO) 


/O-H4 
/O-H5 
V/O-H7 
/O-H8 
1/0-H10 
Vpp 
1/O-H11 
1/0-H12 
VO-H13 
VO-H15 
GND 
INO/CLKO 
IN2-gtsn 
IN14 

IN3 

Vpp 
/0-A15/CLK3 
1/0-A13 
V/O-A12 
1/0-A11 
GND 
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Package Thermal Characteristics 

Philips Semiconductors uses the Temperature Sensitive Parameter 
(TSP) method to test thermal resistance. This method meets 
Mil-Std-883C Method 1012.1 and is described in Philips 1995 IC 
Package Databook. Thermal resistance varies slightly as a function 
of input power. As input power increases, thermal resistance 
changes approximately 5% for a 100% change in power. 


Figure 7 is a derating curve for the change in Oya with airflow based 
on wind tunnel measurements. !t should be noted that the wind flow | 
dynamics are more complex and turbulent in actual applications 

than in a wind tunnel. Also, the test boards used in the wind tunnel . 
contribute significantly to forced convection heat transfer, and may 
not be similar to the actual circuit board, especially in size. 


Toon Tare ao 


PERCENTAGE 
REDUCTION IN 


AIR FLOW (m/s) 


SP00419A 


Figure 7. Average Effect of Airflow on Oyj, 


* THE TEST MODE SELECT (TMS) FUNCTION IS 
INACTIVE ON NON-ISR ARCHITECTURES. 


SP00470A } 
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Section 5 
Related Products 


CONTENTS 
P3Z22V10 3V zero power, TotalCMOS™, universal PLD device 
P5Z22V10 5V zero power, TotalCMOS™, universal PLD device 


Philips Semiconductors Preliminary specification 
SARIS a a ar Naa PO 9 ce a RTA) 


3V zero power, TotalCMOS™, universal PLD device P3Z22V10 


FEATURES ® Programmable output polarity 
® |Industry’s first TotalCMOS™ 22V10 — both CMOS design and 


isenBIGal ® Synchronous preset/asynchronous reset capability 
process technologies 


F : . ® Security bit prevents unauthorized access 
® Fast Zero Power (FZP™) design technique provides ultra-low 


power and high speed ® Electronic signature for identification 
— Static current of less than 45yA 

— Dynamic current 1/10 to 1/1000 that of competitive devices 
— Pin-to-pin delay of only 10ns 


® Design entry and verification using industry standard CAE tools 


- ® Reprogrammable using industry standard device programmers 


® True Zero Power device with no turbo bits or power down 


schemes DESCRIPTION 
® Function/JEDEC map compatible with The P3Z22V 10 is the first SPLD to combine high performance with 
Bipolar UVCMOS EECMOS 22V10s low power, without the need for “turbo bits” or other power down 


schemes. To achieve this, Philips Semiconductors has used their 


pinouts (SOL and TSSOP) amplifier methods for implementing product terms (a technique that 
— 24-pin TSSOP—uses 93% less in-system space than a 28-pin has been used in PLDs since the bipolar era) with a cascaded chain 
PLCC of pure CMOS gates. This results in the combination of low power 
~— 24-pin SOL and high speed that has previously been unattainable in the PLD 
_ 28-pin PLCC with standard JEDEC pin-out arena. For 5V operation, Philips Semiconductors offers the 
P5Z22V 10 that offers high speed and low power in a 5V 
® Available in commercial and industrial operating ranges implementation. 
® Supports mixed voltage systems—5V tolerant I/Os The P3Z22V10 uses the familiar AND/OR logic array structure, 


which allows direct implementation of sum-of-products equations. 


2 
® Advanced 0.54 E“GCMOS process This device has a programmable AND array which drives a fixed OR 


® 1000 erase/program cycles guaranteed ; array. The OR sum of products feeds an “Output Macro Cell” 
(OMC), which can be individually configured as a dedicated input, a 
® 20 years data retention guaranteed combinatorial output, or a registered output with internal feedback. 


® Varied product term distribution with up to 16 product terms per 
output for complex functions 


ORDERING INFORMATION 


| | | PROPAGATION TEMPERATURE ) 
P3Z22V10-DA 28-pin PLCC 0 to +70°C Voc = 3.3V+10% — | 
24-pin SOL 0 to +70°C Voc = 3.3V +10% SOT137-1 


DRAWING 
NUMBER 


SOT261-3 


P3Z22V10-DD 
SOT355-1_ | 


P3Z22V10-DDH | 24-pin TSSOP 0 to +70°C Voc = 3.3V 10% 


| P3Z22V10-BA | SOT261-3 


24-pin SOL |} tsns_ 0 to +70°C Voc = 3.3V +10% SOT137-1 


P3Z22V10-BD 
P3Z22V10-BDH 


| P3Z22V101BA 28-pin PLCC 15ns ~40 to +85°C Voc = 3.3V £10% SOT261-3 
P3Z22V10IBD 24-pin SOL 40 to +85°C Voc = 3.3V £10% SOT137-1 | 
P3Z22V10IBDH 24-pin TSSOP —40 to +85°C Veo =3.3V+10% | SOT355-1 


24-pin TSSOP 0 to +70°C Voc = 3.3V 110% SOT355-1 
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3V zero power, TotalICMOS™, universal PLD device _ P3Z22V10 


PIN CONFIGURATIONS 
28-Pin PLCC PIN DESCRIPTIONS 


SP00474 
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3V zero power, TotalCMOS™, universal PLD device P3Z22V10 


LOGIC DIAGRAM 
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3V zero power, TotalCMOS™, universal PLD device 


Preliminary specification 


P3Z22V10 


PROGRAMMABLE AND ARRAY 
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Figure 1. Functional Diagram 


FUNCTIONAL DESCRIPTION 

The P3Z22V10 implements logic functions as sum-of-products 
expressions in a programmable-AND/fixed-OR logic array. 
User-defined functions are created by programming the connections 
of input signals into the array. User-configurable output structures in 
the form of I/O macrocells further increase logic flexibility. 


ARCHITECTURE OVERVIEW 

The P3Z22V 10 architecture is illustrated in Figure 1. Twelve 
dedicated inputs and 10 1/Os provide up to 22 inputs and 10 outputs 
for creation of logic functions. At the core of the device is a 
programmable electrically-erasable AND array which drives a 
fixed-OR array. With this structure, the P3Z22V10 can implement up 
to 10 sum-of-products logic expressions. 


Associated with each of the 10 OR functions is an I/O macrocell 
which can be independently programmed to one of 4 different 
configurations. The programmable macrocells allow each 1/O to 
create sequential or combinatorial logic functions with either 
Active-High or Active-Low polarity. 


AND/OR Logic Array 

The programmable AND array of the P3Z22V10 (shown in the Logic 
Diagram) is formed by input lines intersecting product terms. The 
input lines and product terms are used as follows: 


44 input lines: 
— 24 input lines carry the True and Complement of the signals 
applied to the 12 input pins 


— 20 additional lines carry the True and Complement values of 
feedback or input signals from the 10 I/Os 
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132 product terms: 
— 120 product terms (arranged in 2 groups of 8, 10, 12, 14, and 16) 
used to form logical sums 


— 10 output enable terms (one for each {/O) 
— 1 global synchronous preset product term 
— 1 global asynchronous clear product term 


At each input-line/product-term intersection there is an EEPROM 
memory cell which determines whether or not there is a logical 
connection at that intersection. Each product term is essentially a 
44-input AND gate. A product term which is connected to both the 
True and Complement of an input signal will always be FALSE, and 
thus will not affect the OR function that it drives. When all the 
connections on a product term are opened, a Don’t Care state exists 
and that term will always be TRUE. 


Variable Product Term Distribution 

The P3Z22V10 provides 120 product terms to drive the 10 OR 
functions. These product terms are distributed among the outputs in 
groups of 8, 10, 12, 14, and 16 to form logical sums (see Logic 
Diagram). This distribution allows optimum use of device resources. 
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P3Z22V10 


0 = Unprogrammed fuse 
1 = Programmed fuse 


SP00484 


Figure 2. Output Macro Cell Logic Diagram 


b. Registered/Active-HIGH 


d. Combinatorial/Active-HIGH 
SP00376 


Figure 3. Output Macro Cell Configurations 


Programmable I/O Macrocell 

The output macrocell provides complete control over the 
architecture of each output. the ability to configure each output 
independently permits users to tailor the configuration of the 
P3Z22V 10 to the precise requirements of their designs. 


Macrocell Architecture 

Each I/O macrocell, as shown in Figure 2, consists of a D-type 
flip-flop and two signal-select multiplexers. The configuration of each 
macrocell of the P83Z22V10 is determined by the two EEPROM bits 
controlling these multiplexers. These bits determine output polarity, 
and output type (registered or non-registered). Equivalent circuits for 
the macrocell configurations are illustrated in Figure 3. 
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Output type 

The signal from the OR array can be fed directly to the output pin 
(combinatorial function) or latched in the D-type flip-flop (registered 
function). The D-type flip-flop latches data on the rising edge of the 
clock and is controlled by the global preset and clear terms. When 
the synchronous preset term is satisfied, the Q output of the register 
will be set HIGH at the next rising edge of the clock input. Satisfying 
the asynchronous clear term will set Q LOW, regardless of the clock 
state. If both terms are satisfied simultaneously, the clear will 
override the preset. 
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3V zero power, TotalCMOS™, universal PLD device 


P3Z22V10 


Program/Erase Cycles 
The P3Z22V10 is 100% testable, erases/programs in seconds, and 
guarantees 1000 program/erase cycles. 


Output Polarity 

Each macrocell can be configured to implement Active-High or 
Active-Low logic. Programmable polarity eliminates the need for 
external inverters. 


Output Enable 

The output of each I/O macrocell can be enabled or disabled under 
the control of its associated programmable output enable product 
term. When the logical conditions programmed on the output enable 
term are satisfied, the output signal is propagated to the I/O pin. 
Otherwise, the output buffer is driven into the high-impedance state. 


Under the control of the output enable term, the I/O pin can function 
as a dedicated input, a dedicated output, or a bi-directional I/O. 
Opening every connection on the output enable term will 
permanently enable the output buffer and yield a dedicated output. 
Conversely, if every connection is intact, the enable term will always 
be logically FALSE and the 1/O will function as a dedicated input. 


Register Feedback Select 

When the 1/O macrocell is configured to implement a registered 
function (S1 = 0) (Figures 3a or 3b), the feedback signal to the AND 
array is taken from the Q output. 


Bi-directional I/O Select 
When configuring an I/O macrocell to implement a combinatorial 
function (S1 = 1) (Figures 3c or 3d), the feedback signal is taken 


Vop = 3.3V 


from the I/O pin. In this case, the pin can be used as a dedicated 
input, a dedicated output, or a bi-directional I/O. 


Power-On Reset 

To ease system initialization, all flip-flops will power-up to a reset 
condition and the Q output will be low. The actual output of the 
P3Z22V 10 will depend on the programmed output polarity. The Vcc 
rise must be monotonic. 


Design Security 

The P3Z22V10 provides a special EEPROM security bit that 
prevents unauthorized reading or copying of designs programmed 
into the device. The security bit is set by the PLD programmer, 
either at the conclusion of the programming cycle or as a separate 
step, after the device has been programmed. Once the security bit is 
set, itis impossible to verify (read) or program the P38Z22V 10 until 
the entire device has first been erased with the bulk-erase function. 


TotalCMOS™ Design Technique 


for Fast Zero Power 

Philips is the first to offer a TotalCMOS™ SPLD, both in process 
technology and design technique. Philips employs a cascade of 
CMOS gates to implement its Sum of Products instead of the 
traditional sense amp approach. This CMOS gate implementation 
allows Philips to offer SPLDs which are both high performance and low 
power, breaking the paradigm that to have low power, you must accept 
low performance. Refer to Figure 4 and Table 1 showing the Ipp vs. 
Frequency of our P3Z22V10 TotalCMOS™ SPLD. 


SP00443 | 


Typical Ipp (mA) | 
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3V zero power, TotalCMOS™, universal PLD device P3Z22V10 


ABSOLUTE MAXIMUM RATINGS! 


Supply voltage 


Input voltage : : 


Input current —30 
ia __| Mowatt teal isoambientiomnaion————SSSSCSCSC~C~—~i | 
ts | duncionterperaurerange —SSSCSC~“‘~‘“‘*~‘—‘“‘~‘dTCSC*dY=CwSdYC CS 


NOTES: 

1. Stresses above those listed may cause malfunction or permanent damage to the device. This is a stress rating only. Functional operation at 
these or any other condition above those indicated in the operational and programming specification of the device is not implied. 

2. Except F7, where max = Vpp + 0.5V. 


OPERATING RANGE 


VOLTAGE 


3.3 + 10% V 
3.3 + 10% V 
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3V zero power, TotalCMOS™, universal PLD device — —  P3Z22V10 


DC ELECTRICAL CHARACTERISTICS FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb S$ +70°C; 3.0 S$ Vpp < 3.6V | 


Vic nputvotageiow ————SSC~ SSC CCS 

CV Inputlamp voltage Vo 80st 

Vor] Outputvottageiow dT Vo 8 0V log mA 
Vou | Output voltage high ; 


| Civ _|_ Input pin capacitance Tamb = 25°C; f = 1MHz 


TC 
a] 


| Outputvoltage high 
Vin = V —10 10 
ip lgakeoecurent PC in=9t0Vpp | rt 
Viv= Von 58 al 
| Vin = 0 to V ~10 

is 3-Stated output leakage current pT CVN=0tOVop | 10 

Vin= Woo 05.5V al 
Standby current Vpp = 3.6V; Tamb = 0°C PY ea cael 45 A 
Vop = 3.6V; Tamp = O°C @ 1MH mA 

eee, Dynarile current | Vpp=3.6V; Tamb=0°C @ IMHz | 

Vpp = 3.6V; Tamb = 0°C @ SOMHz . as mA | 

Short circuit output current 1 pin/time for no longer than 1 second —100 mA 


= _ J 
= NO 


| Cok __| Clock input capacitance _ Tamb = 25°C; f = 1MHz | } 12 F 
1/0 pin capacitance _ Tamb = 25°C; f = 1MHz eee 0 pF 


NOTES: 

1. These parameters measured with a 10-bit up counter, with all outputs enabled and unloaded. Inputs are tied to Vpp or ground. These 
parameters are not 100% tested, but are calculated at initial characterization and at any time the design is modified where current may be 
affected. 

2. Does not apply to F7. 


AC ELECTRICAL CHARACTERISTICS FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb $ +70°C; 3.0 < Vpp < 3.6V 


Es 
isy | Setup tine from input feedback orSPtoGiock ——Ss«dY 8 | Cd CTs 
ing __| Asynchronous Resettoregsteredoupat SCS SSS id 
[sen | Synchronous Preset recovery tims eo oe | oe 
Tiwi | Width of CockHIGH ——SSSCSCSCSCSCSSSSCC‘dT'3~'| id 8 Cd ts 
Me | tnputfattime CSCC id Cd sd 
Mivaxe | Maximum extemal frequency” (Wtsy +too) [68 |_| =3_| | Wz _| 
Ctivaxs | Maximum clock frequency” (Ww. + twa) | _te7_| | _te7_| | Wr 


Capacitance 


[Gn | laputpincapactance SSCS. sd Cd Od 
Cour] Ouiput capacitance id SY | 


NOTES: 

1. These parameters are not 100% tested, but are calculated at initial characterization and at any time the design is modified where frequency 
may be affected. 

2. These parameters measured with a 10-bit up counter, with all outputs enabled and unloaded. Inputs are tied to Vpp or ground. These 


parameters are not 100% tested, but are calculated at initial characterization and at any time the design is modified where frequency may be 
affected. 
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3V zero power, TotalCMOS™, universal PLD device P3Z22V 10 


DC ELECTRICAL CHARACTERISTICS FOR INDUSTRIAL GRADE DEVICES 
Industrial: -40°C < Tamb < +85°C; 3.0 < Vpp < 3.6V 


LIMITS 
PARAMETER TEST CONDITIONS ER UNITS 
input voWage Tow Vop= SOV es 
input votage high Voo=36V Cee 
input lamp voltage Vop= S0Viiy=—TemA |i 
Ouiputvotage iow Vop=SOVilg sama |_| 08 fv 
Guiput votage Fgh Vop=80ViIg.=—ama | 24] [|v 
Vin =0 to V -10 10 A 
iaput leakage earront PVN 0tOVpp tt 
Vin = Von 05.5V Sd 
Vin =0 to V -10 10 A 
eS aigiod Sumut leakage curent Pp Vin=0toVpp 
Vin = Vop 105.5V aa ieee nae 
Standby curren Vop = 38V; Tanp = 40° [a 
Vpp = 3.6V; Tamb = —40°C @ 1MH mA 
Byniarnle erat | Von = 3.6V; Tam = 40°C @ IMHz TTA 
Voo = 3.6V; Temp = 40° © SoMa || | ma 
Short circuit output current 1 pin/time for no longer than 1 second 
Input pin capacitance Tamb = 25°C; f = 1MHz ee eee 
Clock input capacitance Tamb = 25°C; f = 1MHz Ee eee ee ee 
7 pin capacitance Temp = 25°C T= TMH 0 YF 


NOTES: 

1. These parameters measured with a 10-bit up counter, with all outputs enabled and unloaded. Inputs are tied to Vpp or ground. These 
parameters are not 100% tested, but are calculated at initial characterization and at any time the design is modified where current may be 
affected. 

2. Does not apply to F7. 


AC ELECTRICAL CHARACTERISTICS FOR INDUSTRIAL GRADE DEVICES 
Industrial: -40°C < Tamp < +85°C; 3.0 < Vpp < 3.6V 


ep | nput or feedback tonon-regitered output SSCS i 
isu | Setup time rom input, feedback or SP to Clodk 
rico | Giocktoouput Bs 
ior | Crock toTeedback ts 
Pe Home Si 
tas | Asynchronous Reset to regateredoupat Sid 
Ciwaw | Asynchronous Resetwidh 
tan | Asynchronous Reset recoveytime ts 
tse | Synchronous Preset ecoveyy times 
im | Width of ocktOW 8s 
iw | Width of lock HIGH 8s 
Cig | Wnputrisetime 8s 
ie inpattatime 80s 
Maximum internal frequency (1/tgy + tcf) a ee a: 

tuaKe | Maximum external frequency" (Igy too) 88 
Maximum clock frequency’ (4/tw. + tw) | 167, [ss Mz 

tex | WnputtoQuiputenabie ts 
en | tnputto Output Bisable tots 


Capacitance 


[Gn | inputpincapactance——SSSCSCSCSCSCSCCCC Sid Od 
[Cour | Output capacitance a 


NOTES: 

1. These parameters are not 100% tested, but are calculated at initial characterization and at any time the design is modified where frequency 
may be affected. 

2. These parameters measured with a 10-bit up counter, with all outputs enabled and unloaded. Inputs are tied to Vpp or ground. These 
sortie are not 100% tested, but are calculated at initial characterization and at any time the design is modified where frequency may be 
affected. 
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3V zero power, TotalCMOS™, universal PLD device P3Z22V 10 


TEST LOAD CIRCUIT 


NOTE: 
C, and Co are to bypass Voc to GND. 


Ry = 300Q, Re = 3002, C. = 35pF. SP00478 


THEVENIN EQUIVALENT 


VL = 1.65V 


DUT OUTPUT 


SP00479A 


VOLTAGE WAVEFORM 


MEASUREMENTS: 
All circuit delays are measured at the +1.5V level of 
inputs and outputs, unless otherwise specified. 


Input Pulses SP00368 
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SWITCHING WAVEFORMS 


INPUT OR INPUT OR 
FEEDBACK FEEDBACK 


COMBINATORIAL 
OUTPUT 


REGISTERED 
Combinatorial Output OUTPUT 


Registered Output 


OUTPUT 


Clock Width 


INPUT ASSERTING INPUT ASSERTING 
ASYNCHRONOUS SYNCHRONOUS 
RESET PRESET 


REGISTERED 
OUTPUT 


REGISTERED 
OUTPUT 


Asynchronous Reset Synchronous Preset 


NOTES: 
1. V7 = 1.5V. 
2. Input pulse amplitude OV to 3.0V. 


3. Input rise and fall times 2.0ns max. 
SP00065 


“AND” ARRAY - (I, B) 


STATE CODE | STATE CODE | 
COMPLEMENT DONTCARE | — | 


SP00008 


NOTE: 
1. This is the initial state. 
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5V zero power, TotalCMOS™, universal PLD device ~ P5Z22V10 


FEATURES | ® Programmable output polarity 
® Industry’s first TotalCMOS™ 22V10 — both CMOS design and 


® Synchronous preset/asynchronous reset capability 
process technologies 


t : aad ® Security bit prevents unauthorized access 
® Fast Zero Power (FZP™) design technique provides ultra-low : 


power and high speed ® Electronic signature for identification 


~ Static current of less than 75pA ® Design entry and verification using industry standard CAE tools 
— Dynamic current 1/10 to 1/1000 that of competing devices . 


. sets : 
~ Pin-to-pin delay of only 7.5ns Reprogrammable using industry standard device programmers 


® True Zero Power device with no turbo bits or power down 


schemes | DESCRIPTION 
® Function/JEDEC map compatible with The P5Z22V 10 is the first SPLD to combine high performance with 
Bipolar UVCMOS EECMOS 22V10s low power, without the need for “turbo bits” or other power down 
schemes. To achieve this, Philips Semiconductors has used their 
® Multiple packaging options featuring PCB-friendly flow-through FZP™ design technique, which replaces conventional sense 
pinouts (SOL and TSSOP) amplifier methods for implementing product terms (a technique that 
— 24-pin TSSOP—uses 93% less in-system space than a 28-pin has been used in PLDs since the bipolar era) with a cascaded chain 
PLCC of pure CMOS gates. This results in the combination of low power 
— 24-pin SOL and high speed that has previously been unattainable in the PLD 
_ 9n-nI ae arena. For 3V operation, Philips Semiconductors offers the 
26 PIN REGS wihistendala yEEC pin-out P3Z22V 10 that offers high speed and low power in a 3V 
® Available in commercial and industrial operating ranges implementation. 
® Advanced 0.54 E2CMOS process The P5Z22V10 uses the familiar AND/OR logic array structure, 


which allows direct implementation of sum-of-products equations. 


= 1000 erase progiatn eyeres guaranteed This device has a programmable AND array which drives a fixed OR 


® 20 years data retention guaranteed array. The OR sum of products feeds an “Output Macro Cell” 
eee (OMC), which can be individually configured as a dedicated input, a 
® Varied product term distribution with up to 16 product terms per combinatorial output, or a registered output with internal feedback. 


output for complex functions 


ORDERING INFORMATION 


PROPAGATION TEMPERATURE DRAWING 
ORDER CODE | PACKAGE | Seay RAGE OPERATING RANGE | ‘Numpcr 
P5Z22V10-7A 28-pin PLCC 0 to +70°C Voc = 5.0V 45% SOT261-3 
P5Z22V/10-7D 24-pin SOL 0 to +70°C Voc = 5.0V +5% SOT137-1 


P5Z22V10IDDH 24-pin TSSOP SOT355-1 
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PIN CONFIGURATIONS 
28-Pin PLCC PIN DESCRIPTIONS 
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Figure 1. Functional Diagram 


FUNCTIONAL DESCRIPTION 

The P5Z22V10 implements logic functions as sum-of-products 
expressions in a programmable-AND/fixed-OR logic array. 
User-defined functions are created by programming the connections 
of input signals into the array. User-configurable output structures in 
the form of I/O macrocells further increase logic flexibility. 


ARCHITECTURE OVERVIEW 

The P5Z22V 10 architecture is illustrated in Figure 1. Twelve 
dedicated inputs and 10 I/Os provide up to 22 inputs and 10 outputs 
for creation of logic functions. At the core of the device is a 
programmable electrically-erasable AND array which drives a 
fixed-OR array. With this structure, the P5Z22V10 can implement up 
to 10 sum-of-products logic expressions. 


Associated with each of the 10 OR functions is an I/O macrocell 
which can be independently programmed to one of 4 different 
configurations. The programmable macrocells allow each I/O to 
create sequential or combinatorial logic functions with either 
Active-High or Active-Low polarity. 


AND/OR Logic Array 

The programmable AND array of the P5Z22V10 (shown in the Logic 
Diagram) is formed by input lines intersecting product terms. The 
input lines and product terms are used as follows: 


44 input lines: 

— 24 input lines carry the True and Complement of the signals 
applied to the 12 input pins 

~ 20 additional lines carry the True and Complement values of 
feedback or input signals from the 10 I/Os 


1997 May 02 


132 product terms: 
— 120 product terms (arranged in 2 groups of 8, 10, 12, 14, and 16) 
used to form logical sums 


— 10 output enable terms (one for each I/O) 
— 1 global synchronous preset product term 
— 1 global asynchronous clear product term 


At each input-line/product-term intersection there is an EEPROM 
memory cell which determines whether or not there is a logical 
connection at that intersection. Each product term is essentially a 
44-input AND gate. A product term which is connected to both the 
True and Complement of an input signal will always be FALSE, and 
thus will not affect the OR function that it drives. When all the 
connections on a product term are opened, a Don’t Care state exists 
and that term will always be TRUE. 


Variable Product Term Distribution 

The P5Z22V 10 provides 120 product terms to drive the 10 OR 
functions. These product terms are distributed among the outputs in 
groups of 8, 10, 12, 14, and 16 to form logical sums (see Logic 
Diagram). This distribution allows optimum use of device resources. 
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0 = Unprogrammed fuse 
1 = Programmed fuse 


b. Registered/Active-HIGH 


Figure 2. Output Macro Cell Logic Diagram 


SP00484 


d. Combinatorial/Active-HIGH 


SP00376 


Figure 3. Output Macro Cell Configurations 


Programmable I/O Macrocell 

The output macrocell provides complete control over the 
architecture of each output. the ability to configure each output 
independently permits users to tailor the configuration of the 
P5Z22V 10 to the precise requirements of their designs. 


Macrocell Architecture 

Each I/O macrocell, as shown in Figure 2, consists of a D-type 
flip-flop and two signal-select multiplexers. The configuration of each 
macrocell of the P5Z22V10 is determined by the two EEPROM bits 
controlling these multiplexers. These bits determine output polarity, 
and output type (registered or non-registered). Equivalent circuits for 
the macrocell configurations are illustrated in Figure 3. 


1997 May 02 


Output type 

The signal from the OR array can be fed directly to the output pin 
(combinatorial function) or latched in the D-type flip-flop (registered 
function). The D-type flip-flop latches data on the rising edge of the 
clock and is controlled by the global preset and clear terms. When 
the synchronous preset term is satisfied, the Q output of the register 
will be set HIGH at the next rising edge of the clock input. Satisfying 
the asynchronous clear term will set Q LOW, regardless of the clock 
state. If both terms are satisfied simultaneously, the clear will 
override the preset. 
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Program/Erase Cycles 
The P5Z22V10 is 100% testable, erases/programs in seconds, and 
guarantees 1000 program/erase erase cycles. 


Output Polarity 

Each macrocell can be configured to implement Active-High or 
Active-Low logic. Programmable polarity eliminates the need for 
external inverters. 


Output Enable 

The output of each 1/O macrocell can be enabled or disabled under 
the control of its associated programmable output enable product 
term. When the logical conditions programmed on the output enable 
term are satisfied, the output signal is propagated to the I/O pin. 
Otherwise, the output buffer is driven into the high-impedance state. 


Under the control of the output enable term, the I/O pin can function 
as a dedicated input, a dedicated output, or a bi-directional I/O. 
Opening every connection on the output enable term will 
permanently enable the output buffer and yield a dedicated output. 
Conversely, if every connection is intact, the enable term will always 
be logically FALSE and the I/O will function as a dedicated input. 


Register Feedback Select 

When the I/O macrocell is configured to implement a registered 
function (S1 = 0) (Figures 3a or 3b), the feedback signal to the AND 
array is taken from the Q output. 


Bi-directional I/O Select 

When configuring an I/O macrocell to implement a combinatorial 
function (S1 = 1) (Figures 3c or 3d), the feedback signal is taken 
from the 1/O pin. In this case, the pin can be used as a dedicated 
input, a dedicated output, or a bi-directional I/O. 


Power-On Reset 

To ease system initialization, all flip-flops will power-up to a reset 
condition and the Q output will be low. The actual output of the 
P5Z22V 10 will depend on the programmed output polarity. The Voc 
rise must be monotonic. 


Design Security 

The P5Z22V10 provides a special EEPROM security bit that 
prevents unauthorized reading or copying of designs programmed 
into the device. The security bit is set by the PLD programmer, 
either at the conclusion of the programming cycle or as a separate 
step, after the device has been programmed. Once the security bit is 
set, it is impossible to verify (read) or program the P5Z22V10 until 
the entire device has first been erased with the bulk-erase function. 


0 
0 20 30 40 50 60 #70 80 


TotalCMOS™ Design Technique 

for Fast Zero Power 

Philips is the first to offer a TotaltCMOS™ SPLD, both in process 
technology and design technique. Philips employs a cascade of CMOS 
gates to implement its Sum of Products instead of the traditional sense 
amp approach. This CMOS gate implementation allows Philips to offer 
SPLDs which are both high performance and low power, breaking the 
paradigm that to have low power, you must accept low performance. 
Refer to Figure 4 and Table 1 showing the Ipp vs. Frequency of our 
P5Z22V10 TotalCMOS™ SPLD. 


Table 1. Typical Ipp vs. Frequency 


Vpp = 5V @ 25°C 
TYPICAL Ipp (mA) 


FREQUENCY (MHz) 


100 110 120 130 140 150 -160 


FREQUENCY (MHz) 


SP00486 


Figure 4. Typical Ipp vs. Frequency @ Vpp = 5V, 25°C (10-bit counter) 
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ABSOLUTE MAXIMUM RATINGS! 


| SYMBOL ‘PARAMETER 


Peso | Site dacargevotage (uranbowy 


NOTE: 
1. Stresses above those listed may cause malfunction or permanent damage to the device. This is a stress rating only. Functional operation at 
these or any other condition above those indicated in the operational and programming specification of the device is not implied. 


OPERATING RANGE 


PRODUCT GRADE TEMPERATURE . VOLTAGE 
Industrial —40 to +85°C 5.0+10% V 
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DC ELECTRICAL CHARACTERISTICS FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb $ +70°C; 4.75 < Vpp < 5.25V 


/O pin capacitance 


jswaot | paraweren | tesreowomons ag ea 
Wa putvoragetow ———SSCSC~iSC“‘“‘CSS™CVoo=evCTSCdTC*dSC 
Vin | trputvotage righ Sid ~SCSCSSSC ov Cd] TCC] dT 
Tw | tnputelamp voltage ———S—*dt SC = 475Viiw=—tema | ——~i| —S«d(—~ 2 (| Vt 
Von | Outputvottage high [| Voo=475Vilo=ama | 24 | | —_+| Vv _ 
Ti inputteakage curent ine 000Vop iY tT | 
igz | 2-Stated outputleakage current | Vn=010Vp0__—-‘| 10 |_| 10 | ma _ 
icpa | Standbycurent Sia = 525V Tow | «dS 
| Von = 525V; Tamp =0°0 @ SoMHz | | 10 | 15 | _ma_ 
iso | Shor creult ouput ourent | pinto for no longer thant second_| 0 | —100_| mA 
Cw | Imputpincapactance +t Tam =2ercif=twrz | |_| 10 | oF 
TCaux | lock input capactancs | Tamp=a5Git=imnz | 5 [|_| @ | oF 


Tam = 25°C; f = 1MHz 
NOTE: 


1. These parameters measured with a 10-bit up counter, with all outputs enabled and unloaded. Inputs are tied to Vpp or ground. These 
parameters are not 100% tested, but are calculated at initial characterization and at any time the design is modified where current may be 
affected. 


AC ELECTRICAL CHARACTERISTICS FOR COMMERCIAL GRADE DEVICES 
Commercial: 0°C < Tamb S$ +70°C; 4.75 < Vpp < 5.25V 


SYMBOL PARAMETER 


i 
| 


ee ee 
ico | Tnputorfecdbacktononvegmterdoupat ———S—S~—SSCSC‘d S| dT 
Tigy | Setup te from input, feadback orSPtoGiook ————s«dt 3 || |_| ms 
cr | Grocktofeesback ———SOSCS~—SCSSSSSCSCS] ST i ds 
Ta Hodtime SOS ds 
ian | Asynchronous Resetwisth ———SSSSCSCSCSCSCS] | id 
ana | Asynchronous Resetrecoveytme SC‘ TSC | dT 
ise | Synchronous Presetrecoveytime ———S—~—S TSC‘ Cs 
im | WiathofGoatow—SOCSCS—CSCSTTCY[ 3 | 8 ds 
iw | Wath ofGoaiGH SSCS—SSSTCCCCCY. 3 | [8] | rs 
Ta | inputeisetime SSCS Tid 2 Cd 2 
rie | nputialtime ———SSSCSCSCSSSSCSCS Sd 2 id 2 
Pwo | Maximum intemal requenoy® isu tto) ———SSC—~iC «Ce 
iuaxs | Maximum dock requency’ ii +twa) ——+|_te7_ |__| _te7_| | Mme 


Capacitance 


Input pin capacitance 


Output capacitance 
NOTES: : 


1. These parameters are not 100% tested, but are calculated at initial characterization and at any time the design is modified where frequency 
may be affected. 

2. These parameters measured with a 10-bit up counter, with all outputs enabled and unloaded. Inputs are tied to Vpp or ground. These 
parameters are not 100% tested, but are calculated at initial characterization and at any time the design is modified where frequency may be 
affected. 
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DC ELECTRICAL CHARACTERISTICS FOR INDUSTRIAL GRADE DEVICES 
Industrial: -40°C < Tamb S$ +85°C; 4.5 < Vpp $ 5.5V 


in eed a 
aoe] «nee > | ee ee ee 
[| inputteatage curent Ww 0t0Vop 0 
[cz | SStated ouputieatagecurent —[Yw=0tVoo | tf TA 
Toca | Standby curent Von = 550 Tomo [0 [98a 
Se eee 
[isc | Short Sct output cunent [7 pitime forno tongerthan second [-80 [= 100 [ma 
[Cio | WO pin capacitance [ane = 25°; Fe we 900 


NOTE: 
1. These parameters measured with a 10-bit up counter, with all outputs enabled and unloaded. Inputs are tied to Vpp or ground. These 


parameters are not 100% tested, but are calculated at initial characterization and at any time the design is modified where current may be 
affected. 


AC ELECTRICAL CHARACTERISTICS FOR INDUSTRIAL GRADE DEVICES 
Industrial: -40°C < Tamp < +85°C; 4.5 < Vpp $ 5.5V 


Car | Mania neat enueney? Mey To) 7 ee oe 
| fuaxe | Maximum external frequency! 1/(tgu + tco) ‘ | 74 | | MHz 


Pex | InputtoOutputenabieSC~C—~s—CSsSsSCSssSSSTSSC‘!SSsd os 
Pen | InputtoOutputDisableCSC~C—“‘“CSS*S*S*SSCSsYSC(SSCSdY S&S —=*dY is _ 
Capacitance 

[Gn | inputpincapacttance SS SSCSC~—“—~‘“‘~*s*~C—*~*~‘“‘“*~*s*~séidCSCSC‘“‘dRSC*dOC*dSCO 


NOTES: 

1. These parameters are not 100% tested, but are calculated at initial characterization and at any time the design is modified where frequency 
may be affected. 

2. These parameters measured with a 10-bit up counter, with all outputs enabled and unloaded. Inputs are tied to Vpp or ground. These 


parameters are not 100% tested, but are calculated at initial characterization and at any time the design is modified where frequency may be 
affected. ; 
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TEST LOAD CIRCUIT 


NOTE: 
C and Cp» are to bypass Vcc to GND. 
R; = 3000, Re = 390, Cy = 35pF. 


sPoose1 | 


THEVENIN EQUIVALENT 


Vi = 2.83V 


DUT OUTPUT 


SP00482 


VOLTAGE WAVEFORM 


_ 


MEASUREMENTS: 
All circuit delays are measured at the +1.5V level of 
inputs and outputs, unless otherwise specified. 


Input Pulses SP00368 
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SWITCHING WAVEFORMS 


INPUT OR INPUT OR 
FEEDBACK FEEDBACK 


COMBINATORIAL 
OUTPUT 


REGISTERED 
Combinatorial Output OUTPUT 


Registered Output 


OUTPUT 


Clock Width 


INPUT ASSERTING INPUT ASSERTING 
ASYNCHRONOUS SYNCHRONOUS 
RESET PRESET 


REGISTERED 
OUTPUT 


REGISTERED 
OUTPUT 


Asynchronous Reset Synchronous Preset 


NOTES: 
1. Vr = 1.5V. 
2. Input pulse amplitude OV to 3.0V. 


3. Input rise and fall times 2.0ns max. 
SP00065 


“AND” ARRAY - (1, B) 


[state [cone] 
[—wacve? [0 [—sowr cane | — | 


SP00008 


NOTE: 
1. This is the initial state. 
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introduction 

When using a latch or flip-flop in normal circumstances (i.e., when 
the devices set-up and hold times are not being violated) the outputs 
will respond to a latch enable or clock pulse within some specified 
time. These are the propagation delays found in the data sheets. If, 
however, the set-up and hold times are violated so that the data 
input is not a clear one or zero, there is a finite chance that the 
flip-flop will not immediately latch a high or low but get caught half 
way in between. This is the metastable state and it is manifested in 
a bistable device by the outputs glitching, going into an undefined 
state somewhere between a high and low, oscillating, or by the 
output transition being delayed for an indeterminable time. 


Once the flip-flop has entered the metastable state, the probability 
that it will still be metastable some time later has been shown to be 
an exponentially decreasing function. Because of this property, a 
designer can simply wait for some added time after the specified 
propagation delay before sampling the flip-flop output so that he can 
be assured that the likelihood of metastable failure is remote enough 
to be tolerable. On the other hand, one consequence of this is that 
there is some probability (albeit vanishingly small) that the device 
will remain in a metastable state forever. The designer needs to 
know the characteristics of metastability so that he can determine 
how long he must wait to achieve his design goals. The following 
information on the PZ3032 is provided to fill this basic need to know 
how the device operates in situations where metastability may be a 
problem. It is important in evaluating the reliability of your system 
that you obtain and evaluate this information from any 
programmable logic supplier you may be using. Also note that 
metastable characteristics are different at operating corners of 
supply voltage and temperature ranges—be wary of data that is 
presented only at room temperature and nominal Voc. For more 
detailed background information on metastability, refer to application 
note AN219, ‘A Metastability Primer’. For applications where 
metastability is a critical concern, the designer may want to 
investigate Philips ABT22V10-7, which employs patented 
‘metastable-immune’ flip-flops. 


PZ3032 Metastable Characteristics 
Table 1 presents the metastability data for Philips PZ3032 
CoolRunner CPLD. 


As shown, Philips provides complete data on the PZ3032’s 
metastable characteristics. While the PZ3032 does not employ 
Philips patented metastable immune flip-flops, its metastable 
characteristics are still quite favorable relative to competitive 
devices. For information on metastable immune PLDs, refer to the 
datasheet for the ABT22V 10-7. 


Table 1. PZ3032 — data 


86.70ps 


Design Example 

Suppose a designer wants to use the PZ3032 for synchronizing 
asynchronous data that is arriving at 1OMHz (as measured by a 
frequency counter), in a 3.3V system that has a clock frequency of 
50MHz, at an ambient temperature of 25°C. The next device in the 
system samples the output of the PZ3032 8ns after the clock edge 
to ensure that any metastable conditions that occur have time to 
resolve to the correct state. The MTBF for this situation can be 
calculated by using equation below: 


e (t’/) 
MTBF (TEs F) 
In this formula, F, is the frequency of the clock, F1 is the average 
input event frequency, and t’ is the time after the clock pulse that the 
output is sampled (t’ > Tco). To and t are device parameters 
provided by the semiconductor manufacturer (refer to the previous 
table for the PZ3032 metastability specifications). Tp and t are 
derived from tests and can be most nearly defined as follows: t is a 
function of the rate at which a latch in a metastable state resolves 
that condition. To is a function of the measurement of the propensity 
of a latch to enter a metastable state. To is also a normalization 
constant which is a very strong function of the normal propagation 
delay of the device. 


In this situation the F, will be twice the data frequency, or 20 MHz, 
because input events consist of both low and high transitions. Thus 
in this case F, is 50MHz, Fy is 20Mhz, t is 90.3ps, t is 8ns, and Tg 
is 1.98x1013 seconds. Using the above formula the actual MTBF for 
this situation is 1.51 x 101° seconds or 478.6 years for the PZ3032. 


1.53E+13 90.30PS 1.98E+13 103.0ps 1.41E+12 


80.70ps 2.50E+17 84.10ps 1.17E+15 93.70ps 7.75E+12 
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Metastability Characteristics for Philips CPLDs — 
PZ5032 piece 


Introduction Design Example 


When using a latch or flip-flop in normal circumstances (i.e., when Suppose a designer wants to use the PZ5032 for synchronizing 

the devices set-up and hold times are not being violated) the outputs asynchronous data that is arriving at 1OMHz (as measured by a 

will respond to a latch enable or clock. pulse within some specified frequency counter), in a 5V system that has a clock frequency of 
time. These are the propagation delays found in the data sheets. If, 50MHz, at an ambient temperature of 25°C. The next device in the 
however, the set-up and hold times are violated so that the data system samples the output of the PZ5032 6.5ns after the clock edge 
input is not a clear one or zero, there is a finite chance that the to ensure that any metastable conditions that occur have time to 
flip-flop will not immediately latch a high or low but get caught half resolve to the correct state. The MTBF for this situation can be 

way in between. This is the metastable state and it is manifested in calculated by using equation below: 

a bistable device by the outputs glitching, going into an undefined 

state somewhere between a high and low, oscillating, or by the mTpr = —e 

output transition being delayed for an indeterminable time. (To Fe Fy) 

Once the flip-flop has entered the metastable state, the probability In this formula, F, is the frequency of the clock, F; is the average 
that it will still be metastable some time later has been shown to be input event frequency, and t’ is the time after the clock pulse that the 
an exponentially decreasing function. Because of this property, a output is sampled (t’ > Teo). TO and t are device parameters 
designer can simply wait for some added time after the specified provided by the semiconductor manufacturer (refer to the previous 
propagation delay before sampling the flip-flop output so that he can table for the PZ5032 metastability specifications). To and t are 

be assured that the likelihood of metastable failure is remote enough derived from tests and can be most nearly defined as follows: tis a 
to be tolerable. On the other hand, one consequence of this is that function of the rate at which a latch in a metastable state resolves 
there is some probability (albeit vanishing small) that the device will that condition. To is a function of the measurement of the propensity 
remain in a metastable state forever. The designer needs to know of a latch to enter a metastable state. To is also a normalization 

the characteristics of metastability so that he can determine how constant which is a very strong function of the normal propagation 
long he must wait to achieve his design goals. The following delay of the device. 

information on the PZ5032 is provided to fill this basic need to know 

how the device operates in situations where metastability may be a In this situation the F, will be twice the data frequency, or 20 MHz, 
problem. It is important in evaluating the reliability of your system because input events consist of both low and high transitions. Thus 
that you obtain and evaluate this information from any in this case F, is 5SOMHz, Fy is 20Mhz, t is 69.9ps, t is 6.5ns, and To 
programmable logic supplier you may be using. Also note that is 3.75 x 1014 seconds. Using the above formula the actual MTBF 
metastable characteristics are different at operating corners of for this situation is 6.47 x 10'° seconds or 2050 years for the 
supply voltage and temperature ranges—be wary of data that is PZ5032. 


presented only at room temperature and nominal Vcc. For more 
detailed background information on metastability, refer to application 
note AN219, ‘A Metastability Primer’. For applications where 
metastability is a critical concern, the designer may want to 
investigate Philips ABT22V10-7, which employs patented 
‘metastable-immune’ flip-flops. 


PZ5032 Metastable Characteristics 
Table 1 presents the metastability data for Philips PZ5032 
CoolRunner CPLD. 


As shown, Philips provides complete data on the PZ5032’s 
metastable characteristics. While the PZ5032 does not employ 
Philips patented metastable immune flip-flops, its metastable 
characteristics are still quite favorable relative to competitive 
devices. For information on metastable immune PLDs, refer to the 
datasheet for the ABT22V 10-7. 


Table 1. PZ5032 metastability data 


4.75 68.40ps 2.87E+14 71.30ps 3.11E+14 76.60ps 2.45E+14 
66.60ps 8.47E+14 69.90ps _ 3.75E+14 74.80ps 4.90E+14 
5.25V 66.20ps 9.07E+14 68.50ps 1.08E+15 73.70ps 8.38E+14 
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Pe hg ne I ec aN a Sg ee a bee 
Author: Reno Sanchez, Senior CPLD Applications Specialist 


DOCUMENT SCOPE 

This document provides information required to translate an Altera 
Hardware Description Language (AHDL) based design into a Philips 
Hardware Description Language (PHDL) based design. Designs 
which should be targeted for conversions are ones in which the 
customer system needs require one of Philips CoolRunner CPLD 
advanced features including: dramatic power savings, increased 
routability with fixed pins, and higher logic density, etc. 

This memorandum first gives the key conversion factors which 
determine if the conversion is feasible. Next, the structural and 
language syntax differences between the AHDL and PHDL 
languages are given. Finally, a design example written in both AHDL 
and PHDL is given. 


Terminology 


AHDL Altera Hardware Description Language 
CPLD Complex Programmable Logic Device 
CR32 CoolRunner 32 Macrocell CPLD 

CR64 CoolRunner 64 Macrocell CPLD 
CR128 CoolRunner 128 Macrocell CPLD 

DFF D type Flip—Flop 

DFFE D-type Flip—Flop with Clock Enable 
JKFF JK type Flip—Flop 

JKFFE JK-type Flip—Flop with Clock Enable 
OE Output Enable 

PHDL Philips Hardware Description Language 
SRFFE SR-type Flip-Flop with Clock Enable 
TFF T type Flip-Flop 

TFFE T-type Flip-Flop with Clock Enable 


KEY CONVERSION FACTORS 

This section gives the key conversion factors which must be 
addressed before the design conversion is attempted. If these key 
conversion factors are not met, the design conversion has no 


Table 1. Philips CoolRunner™ Clock Pinouts 


eS (ST 


feukT | Syethayne 
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Package/ Clock Clock 44 68 84 100 128 160 
Device Number Type Bcce TQFP PLCC PLCC PQFP LQFP PQFP 
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possibility of success and the designer should not attempt the 
conversion. In other words, the factors given in this section must be 
satisfied or the design conversion is not possible (with fixed pins). If 
these factors are satisfied, then the designer should attempt the 
design conversion. 


Number of Macrocells 

First and foremost, one must ensure that the number of macrocells 
between an Altera CPLD and a Philips CPLD are equivalent. One 
should attempt to convert a 32 macrocell Altera CPLD (EPM7032) 
into a 32 macrocell Philips CPLD (PZ5032). In some cases however, 
it may be possible to fit a larger macrocell Altera CPLD (i.e. 
EPM7064) into a smaller Philips CPLD (i.e. PZ5032) if the design is 
logic (product term) constrained and not macrocell constrained. 


Clocking 

Before starting the design conversion, one must ensure that all 
clocks used in the design conform to the Philips CoolRunner pinout. 
Table 1 gives the Philips CoolRunner clock pinout for the CR32, 
CR64, and CR128 CPLDs. Please note that CLKO is a Synchronous 
clock (must be driven by an external source) while CLK1, CLK2, and 
CLK3 can be used as either Synchronous clocks (driven by an 
external source) or Asynchronous clocks (driven by a macrocell 
equation). 


If the design uses any pin as a clock that is different than the ones 
specified in Table 1, the design will not be pin compatible with the 
CoolRunner CPLD. However, as long as the number of clocks in the 
design does not exceed the number of clocks offered by the specific 
CoolRunner CPLD, the design will probably still fit. What you lose in 
this case is pin compatibility with the corresponding Altera MAX7000 
CPLD. Your decision on whether or not to proceed with the design 
conversion depends on whether pin compatibility is important. If pin 
compatibility is a requirement, then there is no reason to convert the 
design. However, if pin compatibility is not a requirement, then you 
should convert the design. 


if the number of clocks used in the design exceeds the number of 
clocks contained within the targeted Philips CPLD, then the design 
will not fit. It may be possible to convert asynchronous clocks in an 
Altera design to synchronous clocks by modifying the original 
design. Of course, any design modifications must be tested to insure 
functionality. 
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Reset / Preset / Output Enable 

The final restriction is reset/preset/oe functionality. The Philips . 
CoolRunner CPLDs have the ability to provide either 36 AND terms 
or 36 SUM terms (control terms) for each preset/reset/oe function 
without using any of the macrocells. For example: 


signalar =A&B&C&... 
signaloe =A#B#C#... 


However, if a combination of AND and SUM terms are needed to 
control reset/preset/oe, then a macrocell must be used as an 
internal node to generate the sum of product signal. For example: 


= (A & B) # (C&D); 


signal.ar = node; 


—up to 36 terms 


— up to 36 terms 


node 


In the Altera MAX7000 family, a macrocell is not needed for a very ~ 
limited set of combination of AND and SUM terms which control the 
reset/preset/oe function. 


STRUCTURE TRANSLATION 


This section describes the structural differences between the AHDL 
and PHDL languages. 


AHDL Structure 

An AHDL file is broken into several sections including: a Header 

section, a Design Section, a Subdesign section, a Variable section, 

and a Logic section. An example of the AHDL structure is given in 

Figure 1. Listed below is a brief description of each section: 

®@ The Header section can contain the following items: Title 
Statement, a Constant Statement, a Function Prototype 
Statement, an Include Statement, and an Options Statement. 


® The optional Design Section specifies pin, buried logic cell, chip, 
clique, logic option, and device assignments. 


® The Subdesign Section declares the input, output, and 
bi—directional ports of the file. 


® The Variable Section is used to declare any variable used in the 
Logic Sections. These variables include both extemal and internal 
logic. 
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® The Logic Section specifies the logical operations of the design 
file and is the body of the Subdesign Section. 


PHDL Structure 

A PHDL file is broken into four distinct sections: the Header, the 
Declarations, the Logic Description, and the End. An example of the 
PHDL structure is given in Figure 2. Listed below is a brief 
description of each section: 


© The Header section contains descriptive information about the 
design. This section must contain a name for the PHDL file and it 
can contain title and property statements. 


® The Declaration section is where constants, variables, signals, 
and macro functions are declared and initialized. The start of the 
declaration section is indicated by the reserved word - 
“Declarations” placed by itself on one line and the declarations 
that follow. 


® The Logic section is where the design is defined by establishing 
relationships between the inputs and outputs created in the 
Declaration section. The design may be defined using equations, 
state machines, or truth tables. 


® All PHDL files must close with the reserved word “end”. 


Key Structural Differences 

The key differences between the PHDL and AHDL design file 
structure is the way pins and outputs of logic functions are defined. 
In PHDL, if the output of the logic function drives an external pin, the 
name of function can be the same as the pin name and only needs 
to be declared once. In AHDL, if the output of the logic function 
drives an external pin, the name of function must be different from 
the pin name and the two must be equated in the Logic section. This 
can be confusing in AHDL because it is not obvious which logic will 
drive external pins and which are used as buried logic until you 
examine the entire AHDL file. In PHDL, all node and pin declarations 
are made in the Declaration section near the front of the PHDL file 
where the user can easily distinguish between logic which drives 
external pins and logic which drives internal nodes. 
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LANGUAGE TRANSLATION 


The following subsections give the PHDL equivalent for keywords, 
operators, and ports for primary inputs. These subsections can 
serve as a quick reference as you begin creating designs with 
PHDL. 


Keyword cross-reference 
Table 2 lists AHDL keywords in the first column and gives the PHDL 
equivalents in the second column. 


Table 2. AHDL—PHDL Keyword Cross Reference 


paerremert | Ere irence 
Cross Reference 


[None 

ar Snen Sasen 
OPE Oe ea 
Oe 
ere 
a 
AHDL State Machine Section 


Operator Equivalents 

Table 3 shows AHDL operators and their PHDL equivalents. Each 
operator’s priority is listed in parentheses beside the symbol for both 
AHDL and PHDL operators. The operators are similar in AHDL and 
PHDL. 
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Table 3. AHDL—PHDL Operator Equivalents 


[ARDC [PHO Operon 
= regaten 
a 
8 
ae 
= 8 
= 

a 
=O [== © _fiestanorenae | 


S_@_[S_@_WoRexuenenow | 
CS 


Dot Extensions 

In both AHDL and PHDL, dot extensions are used to connect the 
features of the macrocell. The ports of an instance of a function are 
declared in the following format: 


<macrocell>.<dot extension> 
Table 4 shows the AHDL and PHDL dot extension notations for 
connections to macrocell logic. 


Table 4. AHDL—PHDL Dot Extensions 


[ant [PHBL] 
ca 
cael 


D input to D flip-flop 


Lae i a 
[a |__| Reiter sana 
EN 
Dk [R__[Rutto a pcfor 
=| [Rpt Stop 
| [Rinpoto Sp-fop 


clrn 


«kK 
clk 
TRI 
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AHDL has active—low Preset and Clear signals to all flip—flop types: 
DFF, DFFE, TFF, TFFE, JKFF, JKFFE, and SRFFE. You must 
explicitly use the TRI primitive when you create a tri-state output. If 
no port is explicitly used in AHDL and PHDL, the default port on the 
left-hand side of an equation is the primary data input to the 
instance of the primitive; the default port on the right-hand side of 
the equation is the primary output. JK and SR flip-flops oe 
require an explicit port for al inputs. 


PITFALLS 
This section describes potential pitfalls (language differences) when 
converting between AHDL and PHDL. 


Logic Synthesis | 

Both PHDL and AHDL do not need to represent a physical “poiarity 
control” for an output. Both compilers automatically apply De 
Morgan’s inversion to all functions as part of logic synthesis. These 
compilers then compute the most appropriate configuration to obtain 
the logical behavior that has been defined. 


identifiers 
Identifiers are case-sensitive in PHDL designs, while AHDL 
identifiers (symbolic names) are case insensitive. 


Groups | 

You declare a set of signals in PHDL with an identifier followed by 
square brackets that enclose a comma-separated list of set 
members. Subsequent references to the set are made using the 
identifier only. AHDL notation is slightly different. In AHDL, you 
declare a group of signals with an identifier followed by an empty 
pair of square brackets. 


The following examples show how a group a seven associated D 
flip—flops are declared and used in AHDL and PHDL. 


AHDL Declaration: 
countq[6..0] : DFF 
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AHDL Reference: 
countq[] = countq[] & incadr & clrqdr & !carryq 
# counta|] & fincadr & clrard 
PHDL Declaration: 
= [q6..q0]; 
PHDL Reference: 


countq := countg &incadr & clradr & carryq 


countq 


# countq & lincadr & clradr 


Equations 

All flip-flops must be explicitly specified before being used in AHDL. 
Equations in AHDL are used only to describe combinatorial logic. 
The explicit declaration of flip—flops in AHDL is somewhat analogous 
to PHDL’s ISTYPE declaration and makes registered assignment 
operators superfluous. 


Comments 

Comments in AHDL can span multiple lines and a comment must . 
begin and end with a percent character (%). Comments in PHDL 
begin with either a quotation mark (“) or double slash (//) and 
continue to the end of the line. Comments in PHDL can span 
multiple lines witha /* */ enclosing the comments. 


Active—Low Specification 

The exclamation mark (!) in PHDL is used to declare active-low 
ports. In AHDL, however, you cannot create active—low ports in the 
Subdesign Section with the NOT (!) operator. in AHDL, the Logic — 
Section may refer to signals that are either actual device pins or 
ports that connect to the next higher level of hierarchy. Therefore, 
the names of ports and their logical sense must agree for the design 
to compile without errors. — 
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DESIGN CONVERSION EXAMPLE AHDL Design Example 

This section contains a Counter design witch is implemented in Figure 1 gives a Counter implemented in AHDL. 


AHDL and then re—implemented using PHDL. This should give the 
reader an idea of how to convert other designs. 


TITLE “Arbitrary—length counter with Carry Out’; 
CONSTANT PENULTIMATE_COUNT = 109 


DESIGN IS “count110” 
BEGIN 
DEVICE IS EPM5032” 
BEGIN 
clradr @ 28, incadr @ 27, osc @ 16 > INPUT 
a0 @3,a1 @ 4,a2 @5,a3 @6 :;OUTPUT 
a4 @ 9, a5 @ 10, a6 @ 11 -OUTPUT 
carrya @ 12 :OUTPUT 
END; 
END; 
% 
This counter uses registered look-ahead carry to implement an arbitrary length count. 
The input to the carryq register will be high at the 109 count. On the next Clock 
with incadr high, the carryq will be set and the count will advance to 110. The 
counter keeps incrementing as long as carryq is low, so the counter will return to 0 
on the next Clock with incadr high. 


SUBDESIGN Count110 
( 


osc, incadr, clradr “INPUT 
a[6..0], carrya :OUTPUT 


) 
VARIABLE 
carryq, count([6..0] :DFF 


BEGIN 

countq[].clk = osc; 

countq[] = (count[] + 1) & incadr & clradr & !carryq 
# countq[] & !incadr & clradr; 

a{] = counta[]; 

carryg = (countq[] == PENULTIMATE_COUNT) & incadr & clradr 
# carryq & lincadr & clradr; 

Carrya = Carryq; 


Figure 1. AHDL Counter Design 
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PHDL Design Example 


Figure 2 gives a Counter implemented in PHDL. . . 


Module Count110 
TITLE ‘Arbitrary—length counter with Carry Out’ 


Declarations 
osc, incadr, clradr pin 16, 27, 28; 
AO, Al, A2, A3, A4, A5, A6 pin 3, 4, 5, 6, 9, 10, 11 istype ‘reg_d’; 
carrya pini2 = istype ‘reg_d’; 
counta = [A6, A5, A4, A3, A2, A1, AQ}; 
PENULTIMATE_COUNT = 109; 


“This counter uses registered look—ahead carry to implement an arbitrary length count. 
“The input to the carryq register will be high at the 109 count. On the next Clock 


“with incadr high, the carryq will be set and the count will advance to 110. The 
“counter keeps incrementing as long as carryq is low, so the counter will return to 0 
“on the next Clock with incadr high. 


Equations 
counta.clk = osc; 
counta.d := ((counta.q+1)&incadr &clradr & !carrya 
# counta & !incadr & clradr); 


carrya := (counta == PENULTIMATE_COUNT) & incadr & clradr 
# carrya & lincadr & clradr; 


SP00515 
Figure 2. PHDL Counter Design 


TECHNICAL SUPPORT This document was authored by Reno Sanchez, Sr. CPLD 


With these guidelines, you should be well on your way to converting Applications Specialist. If you need more information, please 
designs written in AHDL into design utilizing the PHDL language. contact me at 505-858-2790 or call the Philips CPLD Technical 
This will enable you to take advantage of all the great features the Support Line at 1-888-COOLPLD (1-888-—2665753) or 

Philips CoolRunner CPLDs offer. If you wish to learn more about 505-858-2996; or send email to coolpid@scs.philips.com. 


PHDL, please refer to the XPLA Designer Users Manual. 
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Author Lester Sanders, CPLD Applications Engineer 


INTRODUCTION 


The Programmable Logic Group of Philips Semiconductor is developing a family of advanced 
3-volt and 5-volt complex programmable logic devices(CPLDs). The XPLA series, designated as 
the PZ5000 - (5-volt) and PZ3000 (3-volt) series devices, is footprint compatible with the Altera 
7000 series devices. The principle advantage of Philips CPLDs over all existing CPLDs is that 
they consume zero static power. The other advantages are 25% higher logic capacity and a 
better ability to fit logic with fixed pinouts. The PZ5128/PZ3128 are in-system programmable. All 
devices are all programmable on Data I/O and BP Microsystems programmers. 


Minc Inc has developed fitters for the PZ5000/PZ3000 series for up to 128 macrocells. This 
allows workstation users to target Philips CPLDs within workstation environents. The software is 
capable of automatically partitioning across multiple CPLDs. Verilog and VHDL models are 
generated for timing simulation and post fit board-level simulation. 


This note provides scripts for using this capability. The Minc fitter can be used with most 
workstation flows which use VHDL or Verilog from Cadence, Synopsys, Mentor Graphics, and 
Exemplar Logic. It can be used with Composer and Concept schematic editors from Cadence 
and Design Architect from Mentor. In this application note, an example of a design flow for 
simulation with Verilog-XL and synthesis with Synergy and Synopsys is given. This flow can be 
used with minor edits for VHDL synthesis. 


For additional information, telephone Philips Applications Support at 888-coolpld or browse 
http://www.coolpld.com.The following documentation is available either through the web server 
or calling (888) coolpld. 


PlLDesigner-XL User’s Guide 

Cadence Openbook 

Synopsys Online Doc 

Synopsys Library Interface for PLDesigner-XL 
PZ5000/PZ3000 Series Data Sheets 


Design Flows 


The software required to target Philips CPLDs depends on the design flow. The software should 
be installed as provided in Chapter 1 in the PLDesigner-XL User’s Guide. 
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In the steps listed below, $1 is used to represent the design name, and $_tf the testfixture 
name.Generally there are a number of different methods to design with each set of CAE tools, 
and scripts will usually vary based on the design. 3 


Synthesis using Synopsys HDL Compiler/Design Compiler 
The steps given below do the following: 

Setup environment 

Generate an edif file using Synopsys 


Compile the edif file to a jedec file anp produce a delay-annotated verilog model from the jedec 
file. 


To use Synopsys for Philips CPLDs, the .synopsys_dc.setup in the user’s home or project 
directory should contain the following : 


designer = “Lester Sanders” 
company = “Philips Semiconductors” 


search_path = {., /cadappl/packages/synopsys/3.3b/libraries/syn, ~} ; 


link_library = {minc.db} ; 

target_library = {minc.db}; 

symbol_library = {generic.sdb} ; 
bussing_no_ladder = “true”; 

edifout_netlist_only = “true”; 

edifout_no_array = “true”; 
edifout_power_and_ground_representetion = “cell”; 
edifout_power_name = “POWER_1”; | 
edifout_ground_name = “POWER_0”: 
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edifout_power_pin_name = “POWER_1”; 


To use Design Compiler, enter dc_shell -f $1.script) where $1.script is in the project directory. 
The contents of $1.script are: 


read -format verilog $1.v 
check_design 

set_structure false 

set_flatten true 

current_design 

compile -map_effort low 

write -format edif -output $1.edf 


exit 


When this script is complete, the project directory should contain a $1.edf file. The next step is 
to enter 


minc.script $1. 


The contents of minc.script are 


cp $MINC_PATH/default.pi . 
cp $MINC_PATH/default.cst . 
mv default.pi $1.pi 

mv default.cst $1.cst 
make_src $1.edf 

plcomp $1.src 

#plsim $1.stm 

plopt $1.afb 

plscan $1 


(1) At the Albuquerque site, this is done with q.script $1, where q.script is qsh -t 1000 -p synopsys -j dc_shell dc_shell -f $1.script | tee 
$1.log 
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olfit $1 

plfuse $1 

pldoc $1 | 

modgen $1.j1 pz3032-8-qfp44 -verilog 


This produces a jedec file ($1.j1) and a delay annotated verilog model ($1.vo). The jedec file can 
be used to program a PZ3000 or PZ5000 series device. 


As an alternative to the compilation flow above, the minc script verilog2dsl can be used. If this is 
used, comment the make_src line in minc.script. The details of this flow are provided in Synopsys 
Library Interface for PLDesigner-XL. 


To use verilog2dsi enter 
verilog2dsl ad_decoder.v -d ad_decoder 
Design Flow within the Cadence Environment 


If Synergy is used to synthesize the design, PIC Designer licenses are needed for Cadence. The 
pic_lib library is used as the target library. This design flow used below uses a Verilog description 
of the design.Synergy is used to generate a schematic. This means that the flow cannot be 
executed (without x routines) using scripts only. The schematic can be either Composer or 
Concept based, and its generation is automatic. 


The flow is as follows: 
Enter synergy -verilog -text 
Within Synergy, enter the following commands. 


add_path ~/.caddata/cadence/share/library/minc/data/cds/ 
add_path ~/.caddata/cadence/share/library/minc/data/verilog/ 
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select_design $1.v 
library -target pic_lib 
run_synthesizer 
generate -schematic 
generate -edif $1 -net 
exit 


steps 2, 3, and 5 can be put in .cdsinit. 


The following section is used to produce a Composer schematic and to write an edif file in temps 
of pic_lib primitives. 


At the shell prompt, enter cd synthesis.run1 

At the shell prompt, enter icds & 

From CIW, select Design Manager -> Design Flow -> PIC Design to open the pic design flow. 
Click Setup and browse to opt library $1 

Open schematic by left clicking on Edit Schematic 

Check and save the schematic 


From PIC Designer, select Edit Schematic -> Translate Schematic in pic designer to produce a 
$.src file. 


At this stage, run minc.script to produce a jedec file. Sinc $1.src has been created, the make_src 
line in minc.script must be commented. 
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Selecting a specific Philips CPLD 


The Philips CPLD used is specified in the <design>.pi and <design>.cst files. This allows a user 
to direct PLDesigner to either target a specific device as the PZ3032 or to scan all devices and 
provide multiple solutions. The use of these files is described in detail in Chapters 14-16 of the 
PLDesigner-XL User's Guide. To target the PZ3032, the following can be used . 


<design>.cst 

TEMPLATE = XPLA32_32; 

<design>.pi 

DEVICE 

TARGET “TEMPLATE XPLA32_32 TQFP-44-P32’; 
default ; 

END DEVICE; 


Post Fitting Simulation 


The output of modgen command is used to simulate the design after compilation. If the port order 
of the modgen-created verilog file ($1.vo) and testfixturedo not match, replace the module record 
in the $1.vo file with module record from the testfixture file. The post-fit verilog model breaks 
busses into discrete signals, so some edits may be required so that the signals correlate. . Using 
the revised testfixture, enter 


verilog $1_tf.v $1.vo 
Example 


An example of a flow using Synopsys dc_shell and the Cadence eae -XL simulator is given 
below. The example is an address decoder. 
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The verilog source is 


// address decoder 
// lester sanders 

// 1/4/96 

module ad_decoder (a,io1, mem1,mem2,mems) ; 
input [15:0] a ; 
output i017; 

output mem1 ; 
output meme ; 
output mems ; 
wire mem1 ; 

wire meme ; 


wire mems ; 


assign io1 = (a <= 16’hdfff ) ; 

assign mem1 = ((a >= 16’he000) && (a <= 16’he7ff)) ; 
assign mem2 = ((a >= 16’°hf000) && (a <= 16’hf6Ff)) ; 
assign mems = (a >= 16’hf800) ; 


endmodule 


The code for testfixture ad_decoder_ttf.v is 


module ad_decoder_tf; 
reg [15:0] a; 

wire io1 ; 

wire mem1 ; 


wire mem2 ; 
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wire mems ; 

ad_decoder ui (a,io1,mem1,mem2,mems) ; 
initial begin 

a = 16’h0000 ; 


end 


integer ad_decoder_chann ; 

initial begin 

ad_decoder_chann= $fopen (“ad_decoder.rpt”) ; 
end 

initial begin 


$fmonitor (ad_decoder_chann,”time %d a=%h io1=%b mem1=%b mem2=%b mem3=%b”, 
$time, a,io1, mem1,mem2,memsg) ; 


#10a= 16’h0000; 

#10a= 16°hffff; 

#10 a= 16’hc000 ; 

#10a= 16’he010; 

#10a= 16’hf600 ; 

#10a= 16’h0000 ; 

Sfdisplay (ad_decoder_chann,”\nSimulation of address decoder is complete.”) ; 
$finish ; 

end 


endmodule 


Using this test fixture and source, a functional simulation in Verilog-XL is done by entering 
verilog ad_decoder_tf.v ad_decoder.v 


Tho output report file ad_decoder.rpt is 
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time. 0 a=0000 io1=1 mem1=0 mem2=0 mem3=0 

time 20 a=ffff io1=0 mem1=0 mem2=0 mem3=1 

time 30 a=c000 io1=1 mem1=0 mem2=0 mem3=0 

time 40 a=e010 io1=0 mem1=1 mem2=0 mem3=0 

time 50 a=f600 io1=0 mem1=0 mem2=1 mem3=0 


Simulation of address decoder is complete. 


Users of cWaves can view waveforms of the simulation output by adding thefjollowing lines in 
ad_decoder_tf.v. 


$shm_open(“ad_decoder.shm’); 
$shm_probe(“AS’); 


The cWaves output resembles the figure below. 


| t£.ul.a[15:0] 0000 000 YFFFF ¥ cOO0 Y E010 YF60L 


der tf.ul.iols Stl 


er tf.ul.meml< 5t0 
er tf.ul.mem2¢ St0 


ex tf.ul.mem3 St0 


ime in sec 0 


~ on 


20 40 
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To compile this design, Synopsys is used to generate an edif file, and then Minc’s PLD Designer 
is used to produce an jedec file This is done by 


dc_shell -f ad_decoder.script 


minc.script ad_decoder 


The first few lines of the fitter report file is given below. There is also ad_decoder.doc and 
otherdesign related files in the project directory. 


DATE: Tue May 21 09:11:29 1996 
DESIGN: ad_decoder.afb 
DEVICE: XPLA32_32:1 
SUMMARY STATISTICS: 

8 Inputs 

4 Outputs 

O Tri-states 

O Nodes 
Functions by block: 

A: 4 

B: 0 
D Register Macrocells 0 
T Register Macrocells 0 
Combinatorial Macrocells 4 
Single-Pterm Equations 3 
Total Pterms Required 6 
DEVICE RESOURCE UTILIZATION: 


Resource Available Used Remaining % 
DEVICE 

Input/Clock Pins: 4 1 3 25 
/O Pins: 32 8 24 25 
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Macrocells: 32 4 28 12 
Control Pterms: 12 0 12 0 
PAL Pterms: 160 6 154 3 
PLA Pterms: 64 0 64 0 
Signal Sources: 64 5 59 7 
Array Inputs: 80 5 75 6 
CONTROL BLOCK ‘A’ 
Clock Pins: 4 1 3 25 
Blk Clocks: 4 1 3 25 
Enable Pterms: 4 0 : 4 0 
SR Pterms: 2 0 2 0 
MACROCELL BLOCK ‘A’ 
I/O Pins: 16 8 8 50 
Macrocells: 16 4 12 25 
AL Pterms: 80 6 74 7 
PLA Pterms: 32 0 32 0 
Signal Sources: 32 5 27 15 
Array Inputs: 40 5 35 12 


Post-Route Simulation 


The verilog model generated from the jedec map of the ad_decoder is given below. It can be — 
used to re-simulate the CPLD with timing delays and/or as a module in a PCB simulation. The 
first section of the verilog model of the address decoder is given below. 


// Verilog Timing Model 
// Converted from JEDEC file 
// Created by Philips Semiconductors 
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// Design Name = ad_decoder 
// Device Name = pz3032-8-qfp44 
// May 22 08:55:02 1996 
| eee RE ae aoe OEE SPAT a Ra OE Pe AE ae 
/f timescale 1 ns / 100 ps 
module ad_decoder(io1, a_i1_,a_10_,a9,a8,a15,a13,a14 ,a12, 
mems3, mem2, mem1); 
inputa_11_,a_10_,a_9 ,a 8 ,a_15_,a_13.,a_14 ,a_12 ; 
inout 101, Mem3, mem2, mem1; 
wire io1_D, iol _OE, mem3_D, mem3_OE, mem2_D, mem2_OE, mem1_D, mem1_OE:;: 
parameter tpdO = 0.0; 
parameter tpd1 = 6.5; 
parameter tpd2 = 9.0; 


parameter tclk = 0.0; 
// Equations: 


es A aaa 
assign #tpdi io1_D=!(a_15_ &&a_14_ && a_13_); 

assign #tpd0 io1_OE = (1); 

pxa_bufif1 io1_buf(io1, io1_D, io1_ OE); 

[]~---( MOMS )-------------------- nnn nn nnn nn nnn nnn n ene n enn n nnn cnc nn ee cnee 
assign #tpd1 mem3_D = (!io1_D && a_12_ && a_11_); 
assign #tpd0 mem3_OE = (1): 

pxa_bufif1 mem3_buf(mem3, mem3_D, mem3_OE); 

|]----( MOM 2. )~---------n- neem nnn nn nnn nn nnn nnn nn nn nnn neem nn ence ences 
assign #tpd1 mem2_D = (!ioi1_D && a_12_ && !a_11_ && !a_10_ 
Il tio1_D && a_12_ && !a_11_ && !a_8_ 

assign #tpd0 mem2_OE = (1); 
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pxa_bufif1 mem2_buf(mem2, mem2_D, mem2_OE); — 

[}----( MOM1 )--------nnnnn nnn nnn ne nnn nnn nn nnn nn ern n en n nn nn nen enennen 
assign #tpd1 mem1_D = (!io1_D && !a_12_ && !a_11_); 
assign #tpdO mem1_OE = (1); 

pxa_bufif1 mem1_buf(mem1, mem1_D, mem1_OE); 


endmodule 


Generating a schematic 


Application note 


ANO58 


lf Synergy is used for synthesis rather than HDL Compiler/Design Compiler, the schematic 


produced from the Verilog source resembles that below. 


a<15:0> ppeo:2> 


o<12 p> 


A schematic can also be generated based on the modgen-generted verilog model. 
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Author Lester Sanders, CPLD Applications Engineer 
INTRODUCTION 


The Programmable Logic Group of Philips Semiconductor is developing a family of advanced 3-volt and 5-volt complex 
programmable logic devices(CPLDs). The XPLA series, designated as the PZ5000 - (5-volt) and PZ3000 (3-volt) series 
devices, is footprint compatible with the Altera 7000 series devices. The principle advantage of Philips CPLDs over all 
existing CPLDs is that they consume zero static power. The other advantages are 25% higher logic capacity and a better 
ability to fit logic with fixed pinouts. The first devices, the 32-macrocell PZ3032 and PZ5032, began sampling in Feb 1996. 
The PZ3064/PZ5064 iand the PZ5128/PZ3128 are scheduled to sample in Q4 1996. The PZ5128/PZ3128 are in-system 
programmable. All devices are all programmable on Data I/O and BP Microsystems programmers. 


Minc Inc has developed fitters for the PZ5000/PZ3000 series for up to 128 macrocells. This allows workstation users to 
target Philips CPLDs within workstation environments. The software is capable of automatically partitioning across. 
multiple CPLDs. Verilog and VHDL models are generated for timing simulation and post fit board-level simulation. 


This note provides scripts for using this capability. The Minc fitter can be used with most workstation flows which use 

VHDL or Verilog from Cadence, Synopsys, Mentor Graphics, and Exemplar Logic. It can be used with Composer and 
Concept schematic editors from Cadence and Design Architect from Mentor. In this application note, an example of a 
design flow for using Mentor Graphics softwarefor simulation and compilation of VHDL designs is given. This flow can 
be used with minor edits for Verilog synthesis. 


For additional information, telephone Philips Applications Support at 888-coolpld or browse http://www.coolpld.com.The 
following documentation is available either through the web server or telephoning 888 coolpld. 


PLDesigner-XL User’s Guide 
PLDSynthesis I] User’s Manual 
PZ5000/PZ3000 Series Data Sheets 


DESIGN FLOWS 


The software needed to target Philips CPLDs is available from Mentor Graphics. The software required depends on the 
design flow. This software should be installed as provided in Chapter 1 in the PLDSII User’s Manual. 


In the steps listed below, $1 is used to represent the design name, and $_tbthe testbench name. Generally, there are a 
number of different methods to design using Mentor tools , and scripts will usually vary based on the design. 


Mentor Graphics may have access to different tools, including 
Synthesis 

Autologic - VHDL or Verilog 

Synopsys - VHDL or Verilog 

Exemplar - VHDL or Verilog 


Simulation 
Quicksim 
Quick VHDL 


This note provides a design flow for using the Autologic synthesis tool. The flow and examples for both Quicksim and 
QuickVHDL simulators are given. 
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Synthesis using the Autologic Flow 


The steps given below do the following: 


Setup environment 

Create library and compile VHDL source. 

Synthesize using Autologic. 

Open and check the schematic in Design Architect. 

Generate and check the symbol. 

Export to PDSII to generate a $1.src file 

Compile the edif file to a jedec file and produce a delay-annotated VHDL model from the jedec file. 


ee a ON a ee a 


Simulate using Quicksim or Quickvhdl. 


To use Autologic for Philips CPLDs, the mgc_location_map in the user’s home or project directory should contain the 
following : 


MGC_LOCATION_MAP_2 

#MGC Synlib 

$MGC_SYNLIB 
/export/home2/lib/synlib 
/tmp_mnt/export/home2/lib/synlib 
$MGC_GENLIB 
/export/home2/lib/gen_lib 
/tmp_mnt/export/home2/lib/gen_lib 
$MINC_PATH 
#$PLDS2_SYN_LIB 


The flow for Mentor tools is as follows, broken down into Quickvhdl, Autologic, Design Architect, PLDSII, and Quicksim 
functions.: 


Quickvhdl steps 

mkdir src 

cp $1.vhd sre 

export MGC_LOCATION_MAP=/export/home/Iss/designs/mgc/mgc_location_map 

qvlib work 

qvmap work“<project_directory>/work” 

qvcom src/$1.vhd -work work -synth 

In some cases, testbenches do not compile with the -synth option to the qvcom command. 


The flow for a functional simulation in Quickvhdl is as follows. Although recommended, a test bench is not required. 
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qvcom $1_tb.vhd -work designs 
qvsim -lib <library> <entity> 
File-Load testbench 


view wave signals list 


Autologic steps 
To invoke Autologic to use the command line intrface, enter 


alui -nodisplay 

The autologic session will include the following steps. 

opn design -vhdl <path>/src/$1.vhd 

env dst gen_lib 

syn vhdl <library> <entity> -arch <architecture> 

opt area -low 

sav design -eddm -model <entity> -map <library> eddm -schematic 


quit -f 


Design Architect steps 


To invoke Design Architect, enter 
da & 

The steps in Design Architect are : 
open sheet in eddm 

check schematic 

generate and check symbol — 
re-open schematic 


export to pldsll produces *.src in eddm/design/minc directory 


PLDSIl steps 


Application note 
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Either the PLDesigner graphical user interface or a script can be used. For use ot the PLDesigner GUI, see the 
PLDesigner User Manual. As of this writing, Philips CPLDs are not released with PLDSII. Below is a script for compiling 
to Philips CPLDs which requires release of only Philips device files. These are available through Mentor Graphics. To | 


run the script, enter 


minc.script $1 


The contents of minc.script are 
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cp $MINC_PATH/default.pi . 
cp $MINC_PATH/default.cst . 
mv default.pi $1.pi 

mv default.cst $1.cst 
make_src $1.edf 

plcomp $1.src 

#plsim $1.stm 

plopt $1.afb 

plscan $1 

plfit $1 

plfuse $1 

pldoc $1 

modgen $1.j1 pz3032-8-qfp44 -vhdl 
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This produces a jedec file ($1.j1) and a delay annotated vhdl model ($1.vho). The jedec file can be used to program a 
PZ3000 or PZ5000 series device"). This file can be read into Quickvhdl but there may be modifications to the toriginal 


testbench for a simulation. 
Selecting a Philips CPLD 


The Philips CPLD used is specified in the <design>.pi and <design>.cst files. This allows a user to direct PLDesigner to 
either target a specific device as the PZ3032 or to scan all devices and provide multiple solutions. The use of these files 
is described in detail in Chapters 14-16 of the PLDesigner-XL User’s Guide. To target the PZ3032, the following can be 


used . 

<design>.cst 

TEMPLATE = XPLA32_32 or XPLA64_64 ; 
<design>.pi 

DEVICE 

TARGET ‘TEMPLATE XPLA32_32 TQFP-44-P32’; 
default ; 


END DEVICE; 


Quicksim II simulation steps 


From the <design>/eddm/<design> directory, enter quicksim -timing_mode typ plds2_vpt 


File-Open design_sheet 
Select signals to be monitored in schematic 


Invoke Trace, List 


(1) Depending on the .pi file, PLDesigner can partition a design across multiple devices, so that $1.j1, $1 j2,... are produced. 
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Run 


DESIGN FLOW EXAMPLE 


An example of a flow using Autologic, Design Architect, and either Quicksim II or the Quickvhdl simulator is given below. 
The example is an 4 to 1 multiplexer of 6-bit busses. 


The vhdl source is 

-- Philips CPLD Applications 

-- 6-bit 4 to 1 multiplexer 

-- August 20, 1995 

library ieee ; 

use ieee.std_logic_1164.all ; 

entity m41 is 

port (a,b,c,d: in std_logic_vector (5 downto 0); 
sel: in std_logic_vector (1 downto 0); 
z : out std_logic_vector (5 downto 0)); 
end m41 ; 

architecture v1 of m41 is 

begin | 

Z <= a when sel = “OO” else 

b when sel = “01” else 

c when sel = “10” else 

d; 


end v1; 
The testbench for Quickvhdl is 


-- Philips CPLD Applications 
-- m41_tb.vhd 

-- 17 oct 1995 

library ieee ; 

use ieee.std_logic_1164.all ; 
entity testbench is end : 
architecture tb of testbench is 


component m41 
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port (a: in std_logic_vector (5 downto 0); 
b: in std_logic_vector (5 downto 0); 

c: in std_logic_vector (5 downto 0); 

d: in std_logic_vector (5 downto 0); 

sel: in std_logic_vector (1 downto 0); 


z: out std_logic_vector (5 downto 0)); 


end component ; 

signal a : std_logic_vector (5 downto 0) ; 

signal b : std_logic_vector (5 downto 0) ; 

signal c : std_logic_vector (5 downto 0) ; 

signal d : std_logic_vector (5 downto 0) ; 

signal sel : std_logic_vector (1 downto 0) ; 

signal z : std_logic_vector (5 downto 0) ; 

signal vector_cnt : integer := 1 ; 

signaltype test_record is record 

a : std_logic_vector (5 downto 0) ; 

b : std_logic_vector (5 downto 0) ; 

c : std_logic_vector (5 downto 0) ; 

d : std_logic_vector (5 downto 0) ; 

sel : std_logic_vector (1 downto 0) ; 

z : std_logic_vector (5 downto 0) ; 

end record ; 

type test_array is array(positive range<>) of test_record ; 
constant test_vectors : test_array := ( 

-- a, b, c, d, Sel, z 

(“O00000”, “000111”, “111000”, “111111”, “00”, “O00000”), 
(“O000000”, “000111”, “111000”, “111111”, “O01”, “000111”), 
(“000000”, “000111”, “111000”, “111111”, “10”, “111000”), 
(“000000”, “000111”, “111000”, “111111”, “11”, “111111”) 
); 

begin 

dut: m41 port map (a => a, 

b => b, 


C=>C, 
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d=>d, 

sel => sel, 

Z=>Z); 

testrun: process 

variable vector : test_record ; 
begin 

for index in test_vectors’range loop 
vector_cnt <= index ; 

vector := test_vectors(index); 
a <= vector.a ; 

b <= vector.b ; 

c <= vector.c ; 

d <= vector.d ; 

sel <= vector.sel ; 

wait for 50 ns ; 

if (z /= vector.z) then 
error_flag <= ‘1’; 

assert false 

report “Output did not match.” ; 
else 

error_flag <= ‘0’ ; 

end if ; 

end loop ; 

wait ; 

end process ; 


end; 


To begin the design flow, from the project directory enter 
mkdir src 

cp <path>/m41.vhd sre 

cp <path>/m41_tb.vhd src 


Then create and map the llibrary 


qvlib work 


qvmap work “<path>/work” 
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Now compile the files 
qvcom src/m41.vhd -work work -synth 


qvcom src/m41_tb.vhd -work work -synth 
Now start autologic for synthesis by entering alui -nodisplay. 
/export/nome/Iss/designs/mgc/vhdl/practice3->alui -nodisplay 


This will cause the following to be displayed. The Autologic session is given in the next three pages. A prompt precedes 
user input. Lines without a prompt are Autologic output. 


AutoLogic I! Optimizer v8.4_3.2 Tue Jun 27 10:34:53 PDT 1995 

Autologic idea license granted 

GENIE version 9.16 

Loading library -- /export/home2/mgc/pkgs/se_any/userware/default/ipc.ma 
Loading library -- /export/home2/mgc/pkgs/syn_any/userware/default/autologic.ma 
Loading AutoLogic Timing Driven Layout Library. 

Loading library -- /export/home2/mgc/pkgs/syn_any/userware/default/opt_cli.ma 
Loading library -- /expor/home2/mgc/pkgs/syn_any/userware/default/complib.ma 
Loading library -- /exporl/home2/mgc/pkgs/np_any/userware/default/gc_util.ma_ 
Loading file -- /export/home2/mgc/pkgs/syn_any/userware/default/lo.m 


loading /expor/home2/mgc/pkgs/np_any/userware/default/synre.m 


Copyright (c) Mentor Graphics Corporation, 1990-1995 
All Rights Reserved. 
UNPUBLISHED, LICENSED SOFTWARE 
CONFIDENTIAL AND PROPRIETARY INFORMATION 
PROPERTY OF MENTOR GRAPHICS CORPORATION OR ITS LICENSORS 


Loading Generic Technology 

loading /export/home2/mgc/pkgs/aui_any/userware/default/opt.m 
Redefinition of function update_all_vhdl_library_browser 
Redefinition of function env_INI 

Redefinition of function read_vhdl 

> 

> opn design -vhdl src/m41.vhd 

# opn design -vhdl src/m41.vhd 
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Messages will be logged to file '/export/home2/mgc/tmp/gn842537606.log' 

-- Reading file /export/home2/mgc/pkgs/qvhdl_libs/data/standard.vhd 

-- Loading package STANDARD into library STD 

-- Reading root vhdi file src/m41.vhd 

-- Reading file /export/home2/mgc/pkgs/qvhdl_libs/data/std_1164.vhd 

-- Loading package STD_LOGIC_1164 into library IEEE 

-- Loading entity M41 into library MGC_WORK 

-- Loading architecture V1 of M41 into library MGC_WORK 

-- Compiling root entity M41(V1) 


-- VHDL source successfully analyzed 


## Loading $MGC_HOME/lib/autologic. ini 
Warning: Overwriting netlist mgc_operators.eq_2u_2u(INTERFACE) 
Warning: Overwriting netlist mgc_work.m41(v1) | 
0 
> > env dst gen_lib 
# env dst gen_lib 
Loading Technology -- /export/home2/ib/synlib/gen_lib : 
*** gen_lib Library - Version 1.3 - 01Nov93 | 
Loading Cell Definition -- bin/celldef.ma 
Loading Database -- /export/home2/lib/synlib/gen_lib/celldb 
Warning: Cannot find auxiliary rules 
Consider creation of auxiliary rules using "do_aux_rules <libname>" 
. | 
> syn vhdl work m41 -arch v1 
Synthesizing .... 
alx-hdl - v8.4_1.22 
Messages will be logged to file '/export/home2/mgc/tmp/synth842537685.log' 
-- Reading file /export/home2/mgc/pkgs/qvhdl_libs/data/standard.vhd 
-- Loading package STANDARD into library STD 
-- Reading file /export/home/iss/designs/mgc/vhdl/practice3/work/m41/m41__alx.vhd into library work 
-- Reading file /export/home2/mgc/pkgs/qvhdl_libs/data/std_1164.vhd 
-- Loading package STD_LOGIC_1164 into library IEEE 
-- Loading entity M41 into library work 
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-- Reading root vhdl file /expor/home/|ss/designs/mgc/vhdl/practice3/work/m41/v1__arch__alx.vhd 
-- Loading architecture V1 of M41 into library work | 
-- Compiling root entity M41(V1) 


-- VHDL source successfully analyzed 


## Loading $MGC_HOME/Aib/autologic. ini 
Warning: Overwriting netlist mgc_operators.eq_2u_2u(INTERFACE) 
Warning: Overwriting netlist work.m41(v1) 


netlist:work:m41.v1 


> opt area -low 
> opt area -low 
# opt area -low 
DMAG library version 1.0 installed 
Creating new view (mgc_operators eq_2u_2u_Zd6dc662 INTERFACE) 
Creating new view (mgc_operators eq_2u_2u_Z1fb8c43 INTERFACE) 
Starting top-level cell: m41 v1 


Optimizing /v1 
Netlist Count 1 of 1 
Starting area optimization, effort: low, factoring option: factor 
original area litweight current area litweight 
top: 0 890 ==> 0 890 
Starting combinational optimization 
Original area litweight current area litweight 
top: 0 890 ==> 0 890 
local: 0 570 ==> 0 570 
End of combinational optimization 
Original area litweight current area litweight 
top: 0 890 ==> 34000 320 
local: 0 570 ==> 34000 0 
End of area optimization, effort low 
original area litweight current area litweight 


top: 0 890 ==> 34000 320 
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>Sav design -eddm -model m41 -map eddm -schematic 
This step produces alot of output and indicates that a schematic has been written. 


> quit -f | bia 


Invoke Design Architect steps by entering | 
da & 


Figure 1. Opening a schematic in Design Architect.. 


Open the schemaitc by selecting Open Sheet in the palette window and selecting m41_s as shown. 
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Figure 2. m41_s schematic 
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Figure 3. Electrical rules check results | | a 3 


With the schematic open, use the pull down menus from the Menu bar Check to ensure that there are no electrical rule. 
violations. — | | oo 4 
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Figure 4. Generating a symbol 


After the schematic is checked without errors, use the Menu bar to select Miscellaneous-Generate Symbol, and change 
the radio buttons in the dialog box to Replace Existing, Save, and Activare the symbol. 
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Figure 5. Check the symbol 


Close the schematic (upper right corner). Use the palette to Open Symbol. From the Menu bar, check the symbol with 
default registration. 
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Figure 6. Export to PLDSII 
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Figure 7. Invoking pids2 


This shows that PLDSII ha successfully written a.src file which can be compiled to a Philips CPLD. The PLDesigner GUI 
is shown in the lower part of the screen shot. 
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Figure 8. Using Quicksim I 


To simulate with Quicksim II, enter quicksim -timing_mode typ plds2_vpt. From the palette menu, select Open Sheet. 
Using the mouse, elect the nets to monitor in the schematic. Invoke Trace and List from the palette. 
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Figure 9. Schematic, Trace, and List windows displayed. 


To run a simulation, from the palette menu, enter Stimulus and provide the input stimuli. Enter run 500 to run a simulation. 
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Figure 10. Simulation results 
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INTRODUCTION 


This note provides the steps for using the Data I/O-Model Technology VHDL tools to simulate 
and compile a digital design into either Philips’ complex Programable Logic Device (PLDs). This 
design is generated using schematic and VHDL tools from Data I/O. The need is simulated 
using the VHDL simulatior from Model Technology. | 


This note uses VHDL text entry and VHDL simulation. Other methods of design entry include 
Abel and Verilog text entry and a variety of Verilog and VHDL simulators. Support for Philips: 
PLDs is available on workstaions as well as PCs. 


Technical Assistance 

Telephone no. 888-coolplid 

email - support @coolpid.com | 
web site - http:/Awww.coolpld.com _ 
Fax on Demand - 800 282-2000 


REFERENCES 


VHDL User Manual - Synario Universal FPGA Design System Schematic Entry Reference - 
Synario Capture and ECS Schematic Entry User Manual Project Navigator User Manual 


V-System/VHDL Windows User’s Manual 


INSTALLATION REQUIREMENTS 

This design requires the following PC-based CAE tools: 

synario with ECS v 2.1 

Synario VHDL Simulator v 2.1 or Model Technology V-System v 4.3g 


This design targets the Philips PZ3032 complex programmable logic device. This requires the 
XPLA fitter, which is available from Data I/O. 
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To begin, from the Windows Program Manager (Figure 1), double-click on the Synario icon to 
invoke the Project Navigator. The Project Navigator (Figure 2) window is split into two halves. 
The left half is associated with sources and the right half is associated with processes. A source 
is an object such ad a project, a schematic, or a symbol. A process is an action that is performed 
on a source (compiling, simulating, etc.). When a source in the left window is selected by clicking 
on it once, the processes that may be performed on that source are listed in the right window. To 
edit a source or to execute a process, place the cursor on the text and double-click. 
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Figure 2: Project Navigator window 


This design is a state machine for controlling the tail lights on a 1964 Thunderbird. This car had 
six tail lights. The driver provides turn left (tl), turn right (tr), and brake inputs. When turning, the 
tail lights are lit sequentially. 


Figure 3 Project Navigator Dialog Box 
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In the dialog box provided, title the project. Double-click on Untitled in the source window and 
enter “Tbird Tail Lights” for the title. 


Select File/New Project and create a directory “c:\designs\vhdl where your project will reside. 
Use “tb.syn” for the title. 


To select a device, double click on Virtual Device, select Philips XPLA CPLDs, then PZ3032, and 
then OK. Respond Yes when prompted to confirm that you wish to change device kits Schematic 
Creation 


As seen in Figure 2, the Project Navigator menu bar includes File, View, Source, Process, 
Options, Tools, Windows, Help entries. Create a new schematic by selecting 
Source/New/Schematic from the Project Navigator 


RRA Ae RRR RRR RRs RRR R Rn n AARC RRR R RRA RARER ARERR RAR RR RR RRR RRR RE RRR R RARER RRR CEREAL! 


ABEL Test Yectors 
ABEL-HDL Module 


chematic 
User Document 
Verilog Test Fixturc 
VHDL Module 
YHDL Test Bench 
Waveform Stimulus 


Figure 4: Creating a schematic 


As shown in Figure 4, electing New Source causes a dialog box to be displayed. In the dialog 
box, name the schematic “top.sch” and select OK when finished. A blank schematic page with a 
sheet border is generated and opened for editing. 
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Figure 5 5: ‘Adainenal a title b hen in ‘hae schomatte editor. 


To draw the schematic, refer to Figure 5. This example uses the pull-down menus for all actions. 


The actions may also be performed oy selecting the appropriate icon from the Fixed Menu shown 
on the screen. 


Add the title box by selecting Add/SymboV/C:\...\GENERIC\MISC/pstitle from the Schematic 
editor menu. Position the box in the lower right corner of the screen and click the left mouse 
button once to place the object. It may be necessary to move the Symbol/Miscellaneous window 
to properly place the title box. Close the Add/Symbol window. 


Select Add/Text from the schematic editor menu and enter your name, which appears at the 
bottom left corner of the screen. Press Enter when finished typing, position the text in the title 
box, and click the left mouse button once. 
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Figure 6: Schematic Editor - Creating a symbol 


To create the top level symbol, select Add/New Block Symbol from the Schematic Editor menu. 
Fill in the fields as shown in Figure 6. Use the tab key or the mouse to move between fields and 
select Run. 


Position the symbol near the center of the schematic and click the left mouse button once to 
place the object. 


Add wires to the symbol by selecting Add/Wire from the Schematic Editor menu It is easier to 
connect the wires when zoom in on the symbol. To do this, select View/Zoom from the menu to 
make the cursor turn into a Z. Place the Z in the center of the symbol and click the left mouse 
button to zoom in around the image. To return to normal view, select Zoom/Full Fit from the menu 
and click the left button with the cursor anywhere in the schematic. 


To draw a wire, position the cursor on the symbol pin and click the left mouse button once. 


Drag the wire to the destination and double-click the left button. 
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Repeat steps 1 and 2 for each new wire. It is not necessary to select Add/Wire from the menu 
for each new wire as long as the screen reads “Wire--Click or Drag to Begin Wire” in the bottom 
left corner. When finished, proceed to the next step. | | 


"Schematic Editor - TOP - Sheet 1 of 1 
Edit View Add Object Options Help 


mntn Onn Lamm me ne Bm Phew m li nnd 


Figure 7: Adding wires on a schematic 


Label the wires as shown in Figure 8 by selecting Add/Net Name from the Schematic Editor 
menu: Type in the text to label each wire, position the cursor over the red pad of the wire, and 
click the left button once. The name is placed near the wire. 


1997 May 24 | 236 


Philips Semiconductors Application note 


Using Data I/O-Model Technology VHDL tools 


to target Philips Semiconductors CPLDs ANO60 


a Drawing 


2 


\ 


\S 
tailite[5:0 - 


Le 


Lo 


= 


Lees 


~ 


xy 


iii i 


INO Marker - Select Net Name Flaa on End of Wire 
Figure 8: Labeling nets and adding I/O markers 


Repeat this procedure for each wire. As with placing wires, it is not necessary to select Add/Net 
Name from the menu each time as long as the screen reads “Net Name--Enter Net Name = “ in 
the bottom left corner. 


Add the input and output markers. Select Add I/O Marker from the Schematic Editor menu. A 
small box listing the marker types will appear on the screen. Verily that “input” is selected in the 
box. 


By holding down the left mouse button, move the mouse to draw a box around all the input wire 
labels on the left side of the symbol and release the button. Input markers will be added to each 
wire on the left. 


In the dialog box, change the marker type to “output” and draw a box around all the output wire 
labels on the right. After releasing the button, output markers are added to each wire on the right. 


Close the I/O Markers window. 
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At this point, the schematic should very closely resemble Figure 8. Save the design by selecting 
File/Save from the Schematic Editor menu. When a schematic is saved, Synario automatically 
performs an Electrical Rule Check (ERC). An ERC checks that all pins are driven and that all 
nets have sources and loads. To perform an ERC without saving your work, select = ? 
File/Consistency Check from the menu. 


If no errors are reported, close the Schematic Editor window. 
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LS JEDEC File 
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Figure $ 9: } Project Navigator After Schematic and Symbol Creation. 


Associate VHDL Code With the Symbol 


The Project Navigator window should now look like Figure 9. The sources window (left side) 
shows the “top.sch” schematic with the tbird source underneath. Notice that the icons to the left 
of “top.sch” and “tbird” indicate that the schematic is complete but the symbol is not. This is 
because the functionality of the symbol is not defined. Ordinarily at this point, a designer would 
either construct a schematic or a textual description of the functionality of the symbol. For this 
design, an existing VHDL model for the “tbird” symbol is | imported into the design. 


1997 May 24 238 


Philips Semiconductors Application note 


Using Data I/O-Model Technology VHDL tools ANO6O 
to target Philips Semiconductors CPLDs 


From the Project Navigator menu bar, select Source/Import, and use the menus to navigate to 
the “c:\designs\vhdl” directory. Select the file “tbird.vhd” and press OK. The VHDL text will now 
be loaded into the tbird symbol, and the icon should now show that the symbol design is 
complete. 


Save the project by selecting File/Save from the Project Navigator menu. 


AAI AANA AAA AN AA 


Synario Text Editor - [tbird.vhd] 
tions Window Help 


erm nh 


use Lleee.std logic _1164.al1; 


entity tbird is 
port (clk, rst : in std_logic; 
tl, tr, brake : in std logic; 
tailite : out std logic vector (5 downto 6)); 


Sn AAR ATP ROAD DRAPER ANPP D IAP APAAAAPE APPAR AARPIPAPARAADPIPPPPSIPPETANPPP PAAR 


end tbird; 


architecture u1 of tbird is 
begin 
process(clk,rst) 
type state_type is (start,sa,sb,sc,sd,se,sf,sq); 
Variable current_state : state type; 
begin 
if rst = ‘1° then 
current_state := start; 
tailite <= "6606096"; 


elsif rising edge(clk) then 
case current state is 
when start => 
if tl = '1" then 
current_state := sa; 
tailite <= "661666"; 
elsif tr = "1" then 
current state := sd; 
tailite <= "606166"; 
Be ASSESS 


Figure 10: VHDL Source 


ARABS SAD IDPS IP PPA PEAS IDA AD DSP DI IIs 
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The VHDL code may be viewed in either of two different methods. One is to double-click on the 
icon to the right of the tbird symbol in the source window. A text editor displaying the VHDL code 
(Figure 10) will appear. 


The second method is to invoke the Hierarchical Navigator and display the model by pushing into 
the tbird symbol. Highlight the top.sch entry in the source window. The process window should 
show several actions that may be performed on top.sch. 
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Double-click on “Navigate Hierarchy” in the process window. The Hierarchy Navigator (Figure 8) 
displays the “tbird” symbol. Select View/Push/Pop from the Hierarchical Navigator menu, 
position the cross-hairs in the “tbird” symbol, and click the left button once. The VHDL code is 
displayed. 


Note: There are short cut keys that can be used to execute menu functions without having to go 
to the menu. These keys are displayed to the right of the menu command when the menu is 
pulled down. Select View from the Hierarchical Navigator and note that pushing F2 would do the 
same thing as selecting View/Push. To close the menu without taking any action, click on View 
again. 7 ? : 


Link the Design 


From the Project Navigator, select “PZ3032” in the source window and double-click on “Link 
Design” in the process window. The software will link the symbol and the VHDL code If the linking 
is successful, a green check will appear in the process window to the left of “Link Design”. A red 
“X” will appear if the linking fails 


FUNCTIONAL SIMULATION 


To verify operation of the design, a functional simulation is done. For this example, the VHDL 
test bench “tb_sim.vhd” is provided for the simulation. Load the test bench by selecting | 
Source/Import from the Project Navigator window. Navigate to the “C:\designs\vhdl” directory, 
select the file “tb_sim.vhd” and press OK. An “Associate VHDL Test Bench” window prompting 
you to associate the test bench with a particular source will appear. 


Select “PZ3032” and press OK. The file to_sim.vhd should now be displayed in the source 
window underneath PZ3032. 


1997 May 24 240 


Philips Semiconductors Application note 


Using Data I/O-Model Technology VHDL tools 
to target Philips Semiconductors CPLDs 


ANO60 


AANA RADIAA APPAR AAAAL INDIANA WMA POPPA APO NAPP IPP PPA IAP WAAR ARABAIAY 


Synario Text Editor - |[tbird_tb.vhd] 


| File Edit View Templates Tools Optio Window Help 


end; 


library IEEE; 

fuse IEEE.std_ logic _1164-.al1; 

t 

t 

architecture v1 of testbench is I 


component tbird 


port (tl : in std_logic ; 
tr : in std_logic ; 
brake : in std logic ; 
rst : in std_logic ; 
clk : in std logic ; 


tailite : out std_logic_vector (5 downto §)); 
end component; 


Signal tl : std_logic ; 

Signal tr : std_logic ; 

Signal brake : std logic ; 

Signal clk : std_logic ; 

Signal rst : std_logic ; 

Signal tailite =: std_logic_vector (5 downto 6) ; 


PSA DRIP PAP PPS PAR RA ZO PP AAD IEPA POPP POP DOOR DPR PPPOE PP DRPA PAP RPAAPPPOPP PAOD PAD PRRPDPA PDEA PAPA PE PPPAPRAPAPPOAPPAPR 


begin 
-- instantiate the component 


ecantn A 


Figure 11 VHDL test bench tb_sim.vhd 


Highlight source “tb_sim.vhd” and verify that VHDL Functional Simulation and VHDL Post-Route 
Simulation appear in the process window. 


Double-click “VHDL Functional Simulation”. A VHDL Simulation Model is created and Synario 
invokes the Model Technology simulator (Figure 12). 
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Figure 11: Simulation window 


Commands are entered using either the pull down menus from the menu bar, fixed menus, or by 
entering commands in the transcript window. Using the transcript window shown in Figure 12, 
change directory to the design directory by entering cd \designs\vhdil\. 
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Figure 12 Entering commands in the transcript window 


Create a library by entering 
viib work 


Select the Compile fixed menu and ompile tbird.vhd, top.vhd, and tb_sim.vhd design units This 
can be done through the transcript window or the dialog box. The dialog box is shown in Figure 
13. 
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Compile VHDL Source | 
Directories: 


c:\designs\whdl 


tbird_tb. vhd 


&] Load STD 


List Files of Type: [<] Compile More 


VHDL source files (“.vhd € aA 
Target Library: Start compiling on line: | 


Figure 13 Compiling files 


Application note 


ANO60 


After compilation, select Simulate and simulate the design. Then run the design for 1000 ns. To 
display all nine Model Technology windows shown in Figure 14, select Windows- Restore All 


followed by Windows-Tile Vertically from the menu bar. 
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Figure 14 Simulation windows 


Minimize all but the Sources, Transcript, and Wave windows. To display all of the signals in the 
waveform window, enter 


wave * 


in the transcript window. 


View the display as in Figure 15, and move the cursor to various times in the waveform window 
and verify that the logical values change as expected when different times are viewed. Select a 
time when brake is high and notice that all the bulbs (outputs) are lit. Do the same for the turn 
left and turn right signals. 
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COMPILING THE DESIGN AND PROGRAMMING THE PZ3032 


Select the PZ3032 device in the source window and double-click on “Jedec File” in the process 
window (Figure 16). This causes all processes listed in the process window to be executed on 
the PZ3032 source. Processes that were successfully executed are indicated by a green check 
mark to the left of the process. Processes that fail are indicated by a red “X”. 
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Figure 16:Compilation the design 


As seen in Figure 16, compilation options can be entered by selecting a source and clicking on 
the Properties fixed menu. Change the maximum P-terms node per node to 21.’,Change 
Generate Clock Enable logic to false. 
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Three report files are generated upon compilation. The “top.fit” file contains the fitter report 
(figure 17) which indicates the CPLD utilization and pinout. The “top.tim” file contains timing 
information. The “top.jed” file can be used with a device programmer such as Data I/O’s 
Unisite/2900/3900 or BP Microsystems to configure the CPLD. 


Figure 17 Partial display of fitter report 
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INTRODUCTION 


The workstation based XPLA Designer provides a cost effective means for designing Philips CPLDs on Sparcand 
Hewlett-Packard workstations. XPLA Designer provides a graphical user interface (GUI) and can be run from the 
command line. The GUI uses the Motif window interface. This note provides a script for running XPLA Designer on 
workstations. It also provides a method for simulation using the Verilog simulator. XPLA Designer uses the Philips 
Hardware Description Language as the source description of a design. It is used to compile to a jedec file. It also 
generates Verilog and/or VHDL models from the jedec file. These can be used for timing simulation. This note describes 
a flow using the Verilog-XL simulator. Some designs have been tested using the Veriwell simulator, which for simulation 
of CPLDs up to approximately 128 macrocells is available at no charge. For many functions, it is compatible with 
Verilog-XL and VCS. 


The Programmable Logic Group of Philips Semiconductor is developing a family of advanced 3-volt and 5-volt complex 
programmable logic devices(CPLDs). The XPLA series, designated as the PZ5000 - (5-volt) and PZ3000 (3-volt) series 
devices, is footprint compatible with the Altera 7000 series devices. The principle advantage of Philips CPLDs over all 
existing CPLDs is that they consume zero static power. The other advantages are 25% higher logic capacity and a better 
ability to fit logic with fixed pinouts. The first devices, the 32-macrocell PZ3032 and PZ5032, began sampling in Feb 1996. 
The PZ3064/PZ5064 is scheduled to sample in November and the PZ5128/PZ3128 is scheduled to sample in December. 
The PZ5128/PZ3128 are in-system programmable. All devices are all programmable on Data |/O and BP Microsystems 
programmers. 


For additional information, telephone Philips Applications Support at 888-coolpld or browse http://www.coolpld.com.The 
following documentation is available either through the web server or calling 888 coolpld. 


XPLA Designer User’s Manual 
Philips Hardware Description Language (PHDL) models of commonly used digital functions 
PZ5000/PZ3000 Series Data Sheets 


DESIGN FLOWS 


The design flow differs from that of a typical workstation flow using VHDL or Verilog. The steps are as follows: 


1. Generate the description of the design using Philips Hardware Description Language (PHDL) using any text editor 
2. Compile using the xsh script or GUI. 
3. Write the testfixture and simulate 


This is different from the standard Verilog/VHDL design methodogy of simulating and then synthesizing, but is not too 
different from the flow used for many PLD designs. If the testfixture is written at the design outset, it may require 
significant edits. By using the template in this application note, the edits can be avoided. 


After generating the PHDL source, the GUI is invoked by entering 


xplayer 
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“| DESIGN genté 

| DEVICE -p23032-8-plec44 

| FITTER xplafit 

| DATE * Sep: 30 14349357. 1996 
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A command line script xsh is invoked using either of two methods. The compile and fit functions can be done using 
xplaopt and xplafit commands respectively. entering teh command with a -help argument provides usage of the 
command. Alternately, a script such as xsh given below can be used. 


xsh $1 
where $1 is the design name without the .phd extension. 


This will compile to a jedec file in th $1.run1 directory. The device is specified in this script, which is located in 
<path>/xpla/bin. Entering xsh without any arguments will provide a usage message. The user can edit xsh to change 


options such as the number product terms used, the device targeted, and ensure that each run is placed in its own run 
directory. 


The contents of xsh are editable and given below. 


# This is an editable xsh script for running XPLA designer at the command line 
# This is an editable xsh script for running XPLA designer at the command lint 
# Sept 12, 1996 
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if [ $# -eq 0 ] 
then 

echo "Usage - " 
echo “" 

echo "Compilation and fitting options are assigned in the xsh script." 
echo "Valid devices are:" | 


echo "PS3032-8-plec44 | ~ PS5032-7-plec44" 


echo "PS3032-8-qfp44 PS5032-7-qfp44" 
echo "PS3032-10-picc44 | PS5032-7-plec44" 
echo "PS3032-10-qfp44 ~ PS5032-7-qfp44" 
echo "PS3032-7-plcc44 PS5032-7-picc44" 
echo "" 


echo "-vo - generates Verilog model from jedec file 

echo "-vhdl - generatei VHDL model from jedec file 

echo "-pre try - Directs fitter to attempt to keep pin assignments 
echo "-pre ignore - Directs fitter to ignore pin assignments 

echo "-pre keep - Directs fitter to keep pin assignments. 

echo "" | 

echo "-max # - Directs fitter to use a maximum of # PTs; # ranges from 5 to 37 
fi 

echo *" 

echo "Philips Semiconductor" 

echo "XPLA Designer - Version 1.0" 

echo "" 

echo "Targeting PZ5032-7-plcc44" 

mkdir $1.run1 

cp $1.phd $1.run1 

cd $1.run1 

xplaopt -! $1.phd -it phd -0 $1 .pla -ot tt2 -reg -co none 

echo "$?" 

xplafit $1.pla -dev pz5032-7-plcc44 -pre try -max 36 -vo 

echo "$?" 


cd .. 
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After completing design compilation, the user should analyze the <design>.fit to verify that the design fit and that the 
correct resources were used. 


To simulate using the XPLA Designer click on the Functional Simulation radio button. 
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Use Change Values and Change Event to input reset and select Run. 
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The results are displayed. 


Simulation from the command line. The steps for simulationg from the command line are given below. 


pla2net $1.net 

simchk $1.scl $1.net 

simnet $XPLA_PATH/bin/ $1 .net # produces $1.bin and $1.log 
simscl $1.bin $1.scl # procuces $1.scr 

simrun $1.bin $1.scr # produces $1.res 


simprt $1.res # get simprt.txt 
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To simulate using Veriwell or another Verilog simulator, the next step is to complete a test fixture from the template listed 
below.  .- —. [Me 2 > 3 _ 


Verilog testfixture template 


module $_tf; 

reg <input_variables> ; 

wire <outout_variables> 

$1 ul (<module_ports_from $1.vo>) ; 

initial begin 

<input_variables> = <initial_value> ; 

end 

integer $1_chann ; 

initial begin 

$1_chann= $fopen ("$1r.rpt’) ; 

end 

initial begin 

// $shm_open("$1.shm") ; Not supported by Veriwell 
// $shm_probe("AS") ; Not supported by Veriwell 
$fmonitor ($1_chann,"time %d <variables_to monitor>=format_specifier>", $time, <variables_to_monitor>) 


#<time> <input_stimuli> = <value>; 
$fdisplay ($1_chann,"\nSimulation of comparator is complete.") ; 
$finish ; 


end 


endmodule 


Design Flow example 


Using an 4-bit comparator, a design flow example is as follows. 


The source PHDL file is 


MODULE comparator 


TITLE '4-bit equality comparator - high level implementation’ 
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a3..a0 pin ; 
b3..b0 pin ; 
equal pin ; 

a = [a3..a0] ; 

b = [b3..b0] ; 
equations 
equal = (a==b) ; 


end 
The verilog model output from XPLA Designer is 


‘timescale 1 ns / 100 ps 

module comp4(a0, a1, a2, a3, bO, b1, b2, b3, eq); 
input a0, a1, a2, a3, bO, b1, b2, b3; 

inout eq; 

wire eq_D, eq_OE; 

parameter tpd0 = 0.0; 

parameter topd1 = 6.0; 

parameter tpd2 = 8.5; 

parameter tclk = 0.5; 


// Equations: 


assign #tpd2 eq_D = !(a1 && !b1 

Il !a2 && b2 

Ila2 && !b2 

Il !a3 && b3 

Il a3 && !b3 

Il !a0 && bO 

1 a0 && !bO 

Il !a1 && b1); 
assign #tpd0 eq_OE = (1); 
pxa_bufif1 eq_buf(eq, eq_D, eq_OE); 
endmodule 


module pxa_bufif1(out, in, oe); 
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output out; 
input in, oe; 
bufif1 (out, in, oe); 
/* specify 
specparam tbuf = 1.5; 
specparam toe = 12.5; 
(in => out) = tbuf; 
(oe => out) = toe; 
endspecify 
*/ 
endmodule // pxa_bufif1 


To use the $1.vo with the Veriwell simulator, comment the specify block. This isn’t necessary with Verilog-XL. 


The test fixture is given below. To simulate with the verilog model generated from XPLA Designer, the bus must be 
broken into discrete signals. Also, the module port order in the testfixture must match that or comp4.vo, not comp4.v. 


‘timescale 1 ns / 100 ps 

module comp4_tt ; 

reg a0; 

reg al; 

reg a2; 

reg a3; 

reg bO; 

reg b1; 

reg b2; 

reg b3; 

wire eq ; 

comp4 ul (a0,a1,a2,a3,b0,b1,b2,b3,eq) ; 
initial begin 

a0=1'bO ; ai=1'b0 ; a2=1'bO ; a3=1'b0 ; 
b0=1'bO ; b1=1'bO ; b2=1'bO ; b3=1'bO ; 
end 

integer comp4_chann ; 

initial begin 
comp4_chann=$fopen("comp4.rpt’) ; 


end 
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initial begin 

$fmonitor(comp4_chann, "time=“%t,a0=%b,a1=%b,a2=%b,a3=%b,b0=%b,b1=%b,b2=%b,b3=%b,eq=%b" $time,a0,at, 
a2,a3,b0,b1,b2,b3,eq) ; 

#10 a0=1'b0; a1=1'bO ; a2=1'b1 ; a3=1'b1 ; 

#10 b0=1'b0O; b1=1'bO ; b2=1'b1 ; b3=1'b1 ; 

#10 a0=1'b0; al=1'b1 ; a2=1'b1 ; a3=1'b1 ; 

#10 bO=1'b0; b1=1'b1 ; b2=1'b1 ; b38=1'b1 ; 

#10 a0=1'b0; a1=1'bO ; a2=1'b0 ; a3=1'b1 ; 

#10 b0=1'b0; b1=1'bO ; b2=1'bO ; b3=1'b1 ; 

#10 a0=1'b0; a1=1'b0 ; a2=1'b1 ; a3=1'b1 ; 

#10 bO=1'b0; b1=1'bO ; b2=1'b1 ; b3=1'b1 ; 

$fdisplay (cComp4_chann,"\nSimulation of comp4 is complete."); 
$finish ; 

end 


endmodule 
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Old guys like me can remember the days when, as designers, we 
didn’t have to worry a bit about power consumption. Everything 
consumed enormous amounts of energy and ‘low power’ meant 
something around 100 watts. As we all know, those days are gone! 
Even if you are building systems that run from the wall socket, you 
still have to consider power as a part of your design check-off. 


CPLDs are enjoying ever-increasing use as the requirement for 
smaller and smaller packaging rises. It makes sense to use CPLDs 
in your design because you can combine many of the functions that 
were once discrete into one package. CPLDs are also the only parts 
that make sense for things like state machines, address decoders, 
high speed data path controllers, etc. As packaging size decreases, 
energy density increases. Thermal issues are now a major concern 
that every designer must heed. 


You would think that the CPLD you chose to fit into your small form 
factor design will consume less power than the total of the discrete 
parts it replaced, but this is not always the case. Our competitor’s 
CPLDs consume power in the miliwatts while sitting idly by, doing 
nothing. This is their ‘ow power’ mode. When you actually start 
clocking the part, watch out, you just might start consuming watts of 
power! The obvious thing to do with a part that consumes so much 
power is attach a heat sink. If you are already experiencing board 
space budget problems, this will not work. Heat sinks require some 
movement of air to work properly, and if your design is tight and fully 
enclosed you will have problems. You could always add a fan but... 
now you have EMI problems, air flow calculation issues, and a large 
form factor to deal with. You could get exotic and use heat pipes ora 
peltier effect heat pump, but you would really be disguising the same 
problems as mentioned above in ‘new’ clothes. 


Let’s say you don’t have board space problems, your design is ina 
big rack. You run from wall power and there is plenty of it. There is a 
big honking power supply with a fan at the bottom of your rack and it 
will be nee regardless of what you do. So you're thinking, “Why 
should Igo to the trouble of switching from my old reliable CPLD 
manufacturer to the Philips Semiconductors’ CoolRunner™ CPLD? 
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| already know how to use my proprietary tool set to design my parts 
and everything is great.” Just for fun, let’s say you have 10 to 20 
CPLDs in your system. This is not an uncommon amount. Let’s say 
the mix is 32, 64 and 128 macrocell parts. If the average quiescent 
current consumption for each CPLD is 150 mA, (a conservative 
number if you use our competitors’ parts), then you are burning 

3 Amperes for nothing in return. At 5 volts that comes to 15 watts 
down the drain, so to speak. Of course, it only gets worse when the 
system is actually clocked. Fifteen watts of heat load is significant. 
You will probably need to have a fan at the top of your rack to 
handle waste heat removal. What about the power supply? You may 
be able to go with a less robust one if you remove 15 watts from 
your power requirements. If you can save $2.00 per system in 
power supply costs and you sell 10,000 systems a year—won’t your 
boss love you for that! You might even get a medal for thinking 
outside the box! What if you want to sell in the European market? 
Cooling fans are not a great thing to have when dealing with the 
very strict European emission standards. Lose the cooling fans and 
you're talking about approximately $20.00 per system in cost 
reduction! What about a battery powered portable unit? You cannot 
even think about it using our competitors’ CPLDs. 


Maybe your competitor is thinking about it and has decided to go 
with a truly low power solution... If, in the above example, you had — 
used Philips Semiconductors’ CoolRunner™ CPLDs your worst case 
quiescent current drain would have been 1 mA—that’s right 1 mA! 
Our worst case quiescent current requirement for the entire family is 
0.00005 Amperes per device! At idle your CPLDs would be 
consuming 5 miliwatts! That is 3000 times less current at idle! It 
boggles the mind! At fyax we will be, at the very least, 1/3rd of our 


‘competitors’ current requirements. 


_In order to stay ahead of the competition, you must manufacturer 


products of superior quality at a lower cost. Philips Semiconductors’ 
CoolRunner™ CPLDs can help you accomplish your goal. Reducing 
system current requirements allows you to increase reliability, 
reduce component count, increase battery life, and shrink your 
packaging size. 
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Many times, when using a simulator to explore the dynamics of your 
latest CPLD design, you would like to be able to see what is going 
on between the inputs and outputs. The Philips XPLA Designer 
Simulator allows you to do just that by providing a method of 
displaying internal nodes directly as part of the waveform viewer. 
This application note describes how to accomplish this task. 


XPLA Designer allows you to do both functional and timing 
simulations. The functional simulation does not include part specific 
information since it is a generic check of your work and could be 
applied to any part in the Philips Coolrunner family. The timing 
simulation contains part specific information based upon the 
particular device you selected before your design was fitted. 


The XPLA Simulator constructs a simulation of your design’s logic 
based upon a binary netlist (.bin) file created by the simulator and an 
input stimulus (.scl) file created when you manipulate the voltage 
levels for the input signals displayed on the waveform viewer 
window. When the simulator is commanded to run in the functional 
mode it combines the .bin file with the .scl file and creates a net 


Input File 
Output File 


: d:\xpla\example\demo\demo.pla 
: d:\xpla\example\demo\demo.net 


+ *  F 


NETSTART 

* 

CLOCK_P AND I (CLOCK) 
RESET_P AND I (RESET) 
bitO_N AND I(bit0_Q) O(bit0O_N) 
bit1_N AND I(bit1_Q) O(bit1_N) 
PTO AND I(CLOCK_P) O(PTO) 
PT1 AND I(RESET_P) O(PT1) 
PT2 AND I(bitO_N) O(PT2) 
PT3 AND I(bitO_N, bit1_N) 


O (CLOCK_P) 
O(RESET_P) 


OC PLS) 


bitO_AR OR I(PT1) O(bit0O_AR) 
bitl_AR OR I(PT1) O(bit1_AR) 
bit2_AR OR I(PT1) O(bit2_AR) 
bitO_C OR I(PTO) O(bit0_C) 
Biti-c ° -O8 (PTO) -O(bat1.c) 
bit2.Cc OR I(PTO} O(bit2_C) 
bitO_T NOR I(GND) O(bit0_T) 
bitlut “OR I(PT2Z) Otbi tl) 
bit2-f. OR L(PTS) O(bit2_7T) 


B. Wade Baker, Philips Semiconductors 


pla2net.exe Created on:Mon Mar 03 12:54:10 1997 


(.net) file. The net file generates the voltage levels of the outputs 
based upon your logic’s design parameters. Figure 1 displays the 
Net file for the 3 bit counter demo design that comes with XPLA 
Designer. 


As you can see from Figure 1, there are not any internal nodes to 
check because this is the functional simulation file. Any signal you 
picked to display in the waveform viewer would already be present, 
therefore the idea of probing internal nodes does not apply to 
functional simulations. 


For timing simulations the simulator combines the .scl and .bin files 
with a .mod file. The .mod file combines part specific information 
such as; package type, voltage level, speed, and density with design 
specific information such as how many levels of logic, PAL or 
PAL/PLA delay, and anything else that is applicable in accurately 
simulating the design. Figure 2 is the .mod file for the Demo design 
using a PZ3032-8 PLCC44. In Figure 3 we have a schematic 
representation of the internal workings of the Coolrunner family of 
parts. This schematic can be used to interpret the .mod file contents. 


bitO_Q TFFSR I(bitO_T, bitO_C, GND, bitO_AR) O(bit0_Q) 
bit1_Q TFFSR I(bit1_T, bit1_C, GND, bit1_AR) O(bit1_Q) 
bit2_Q TFFSR I(bit2_T, bit2_C, GND, bit2_AR) O(bit2_Q) 


bitO: TRIBUF I{VCC,. bit0.0) O( bit) 
bitl TRIBUF I(VCC, bit1_Q) O(bit1) 
bit2 TRIBUF I(VCC, bit2_Q) O(bit2) 


* 


NETEND 


* 


NETIN VCC, GND, RESET, CLOCK 
NETOUT bitO, bit1l, bit2 


Figure 1. 
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Created on:Wed Mar 05 10:39:56 1997 
Input File : demo.jed- 
Output File : demo.mod 


+ + &€ HF € 


NETSTART 

* : 
XCTA__4 AND | I(XPIN1_B)  — O(XCTA__4) 
bit2 XOUTBUF15 I(vCC, XFF__AO) | O(bit2) 
XFF__AO XDFF3032_8 I(XSUM__AO, VCC, XCLK__0 , GND, XCTA__4) O(XFF__AO) 
XPALAO__0 AND. I (XNODEA2__B, XNODEA1__B) O(XPALAO__0) 
XSUM__AO OR I (XPALAO__0) O(XSUM__AO) 
bith. 4 XOUTBUF15 I(VCC, XFF__A1) O(bit1) 
XFF__Al XDFF3032_8 I(XSUM__Al, VCC, XCLK__O , GND, XCTA__4) O(XFF__A1) 
XPALA1__0 AND | I (XNODEA2__B) 7 O(XPALA1__0) 
XSUM__A1 OR I (XPALA1__0) | O(XSUM__A1) 
bito XOUTBUF15 I(VCC, XFF__A2) O(bit0) 
XFF__A2 XDFF3032_8 I(XSUM__A2, VCC, XCLK__0 , GND, XCTA__4) O(XFF__A2) 
XSUM__A2 NOR I (GND) 0 (XSUM__A2) 
XPIN1__B XINBUF45 I (RESET) O(XPIN1__B) 
XNODEA1__B XINBUF45 I (XFF__A1) | O(XNODEA1__B) 
XNODEA2__B XINBUF45 I (XFF__A2) O (XNODEA2__B) 
XCLK__0 XCKBUF I (CLOCK) O(XCLK__O ) 


* 


NETEND 

* 

NETIN RESET, CLOCK, VCC, GND 
NETOUT bit2, bit1l, bitoO 


* 


Figure 2. Demo Design Mod File 


36 CONTROL P-TERMS 


CONTROL TERM BLOCK A 1ST TERM 


XCTA_5 


36 CONTROL S-TERMS 
XSUM__AO 


XPALAO__O PAL BLOCK A XFF__AO 
4ST MACROCELL FLIP-FLOP BLOCK A 
e 1°! P-TERM 18T MACROCELL 


: > > erm 


XPALAO__4 


XPLASB__A15 PLA SUM TERM BUFFER BLOCK A 
16TH MACROCELL 


e 


0 @ 31 & XPLAS__A15 PLA SUM TERM BLOCK A 


16TH MACROCELL 
XPLA_A_O PLA BLOCK A_ FIRST P-TERM 


XPLA_A_31 


S000493 


Figure 3. Internal Node Schematic 
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There are 36 control product terms and 36 control sum terms which 
feed the 6 Control terms per logic block. It is important to note that 
control terms can be ONLY sum terms OR product terms, NOT 
BOTH. For all of the names of internal nodes listed in Figure 3, the 
X at the beginning of the name represents XPLA. XCTA__0 through 
XCTA__5 , located at the top right in Figure 3, are those control 
terms. The CT is for Control Term and A__0 indicates logic block A, 
first control term. The middle left section of Figure 3 illustrates the 5 
dedicated PAL terms available to each macrocell. They are labeled 
XPALAO__0 through XPALAO__4. The PAL in XPALAO__0 stands 
for Programmable Array Logic. The AO__0 means logic block A, first 
macrocell, first product term. XSUM__AO, located in the middle of 
the page, is the sum of the PAL structures with whatever PLA terms 
that may have been used by this particular macrocell. XFF__AO, at 
the middle right of the page, describes the output of the first flip-flop 
in logic block A. The PLA sum and sum term buffers are the next 
items down in the internal node schematic. PLA stands for 
Programmable Logic Array. There are 32 product terms and 32 sum 
terms available to each logic block. XPLASB__A15 means PLA 
Sum term Buffer, Block A, connecting to the 16th macrocell in the 
logic block. These buffers represent nodes that may be probed even 
though they do not actually exist in hardware. They were added in 
order to facilitate proper simulator function. XPLAS__A15 is PLA 
Sum term, Block A, 16th macrocell connection. The last part of the 
internal node schematic describes the PLA product term structures. 
XPLA_A_0 stands for PLA, Block A, 1st pterm. 


Now that we have developed an understanding of the nomenclature 
and structure of the XPLA Designer timing simulator, let’s run the 


simulator and add an internal node. First, start XPLA Designer and 
open the design Demo.phd. Choose the PZ3032-8PLCC device, 


~ set the pin assignment to keep, and max P—term per equation to 16. 


Now fit the design. XPLA Designer will automatically compile the 
design and then proceed to fit it into the selected device. Now 
invoke the timing simulator by pressing the TimSim@ radio button. 
Once the simulator window opens, move the cursor to the word file 
located in the top left corner of the window as shown in Figure 4. 
Click on the word file and then on the word open. A dialog box very 
much like Figure 5 will open. 


Toward the middle of Figure 5, near the bottom, you will see the 
word Edit. Click in the box located just to the left of the word. A 
check mark will appear in the box. Now move the cursor to the 
words demo.mod located near the top left portion of Figure 5 and 
click on them. Demo.mod will appear in the dialog window located 
just above the files box and the words demo.mod located in the files 
box will become highlighted. Now click the radio button labeled 
Open located near the bottom left of the dialog box. The contents of 
Figure 2 will appear on your computer screen. Select the node name 
XPALAO_ 0, located on the 12th line down from the top, by placing 
the cursor at the beginning of the word, holding the left mouse 
button down, and dragging the mouse to the right until the entire 
word is highlighted. Now, on the computer keyboard, press the 
Control key and the C key at the same time. This will copy the 
highlighted word into the Windows Clipboard. Now go back to the 
simulator window. Located near the top left portion of the window is 
the section called Signals. Under the word are two radio buttons 
labeled + and —. Figure 6 depicts the proper cursor location. 


SP00494 


Figure 4. About to Click on File 
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Figure 6. Adding Signals 
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Click the Signals + button. A dialog box will appear that looks like 
Figure 7. 


SP00498 


Figure 8. Adding A Signal 


calinlai Click the Done radio button located near the bottom left of the dialog 


Figure 7. Adding Signal Dialog Box box. The signal XPALAQ__0 will now appear in the simulator 
waveform viewer window. You can position this signal anywhere 
within the simulator window by moving the cursor over the signal 
name and clicking and holding the left mouse button while you drag 
the signal to a different location. Click the OK radio button and then 
the Run button. You should now see a simulation very similar to the 


one in Figure 9. 


Depress the v key while depressing and holding the control key. 
The signal XPALAO__0 will appear in the dialog box as shown in 


Figure 8. 


ee 


Simulate 
TOGHBADB 


3000000 4000000 15000000 6000000 17000000 ssoo0D00 
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Figure 9. Simulation with Internal Node Signal Added 


The internal signal levels over time for XPALAQ__0 are now displayed. In this manner you can add as many internal node signals as you 
require to fully understand the operation of your design. | 


f 
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DOCUMENT SCOPE | es | 

This document describes how to use sum of products equations to 
drive control terms in Philips CoolRunner™ CPLDs. The procedure 
for creating the control term is illustrated, and design considerations 
such as timing and register use are discussed. The concepts 
presented here apply to all Philips CoolRunner™ CPLDs. 


INTRODUCTION - 

Under normal use, Philips CoolRunner™ CPLDs provide either 
direct product term or sum term support for asynchronous resets, 
asynchronous presets, and output enables. Sum of products control 
terms are not directly supported. Figure 1 shows a block diagram of 
the XPLA logic block used in Philips CPLDs. 


Note the control terms located above the PAL array. The block 
diagram shows there are six control terms available to each logic 
block, and each one can be either a product term (all ANDs) or a 
sum term (all ORs) comprised of the 36 inputs into the Zero—Power 
Interconnect. Array (ZIA). Unlike the logic available for each 
macrocell output, there is not an additional OR gate directly in front 
of the macrocell that allows control terms to support sums of 
products. For example, control terms like 


OUT_EN=A&B&C&D 


ZIA Inputs 


PAL Array 


RESET=A#B#C#D 
are directly supported in Philips CPLDs, but control terms like 
PRESET = (A & B) #(C &D) 
are not. The & and # symbols represent logical AND and OR, 
respectively. so 


In reality, there is a single product term available for each control 
term, and OR functions are Demorganized to change them into AND. 
functions. Each control term is actually implemented as a product 
term that uses either a buffered or inverted path into the macrocell 
(see Figure 2). 


Consider the RESET control term equation. Using Demorgan’s 
Theorem, this will be altered during logic synthesis to 


RESET =!(!A&!B &!C & !D) 


which can then be implemented using the product term and the 
inverted path into the macrocell. 


Macrocells 


Pee EEA RE een 


PLA Array 


Figure 1 
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Control Term 


Figure 2. Product Term Implementation for Control Terms in Philips CPLDs. 


IMPLEMENTING SUM OF PRODUCT CONTROL 
TERMS 


To use sum of product control terms in Philips CoolRunner™ CPLDs, 
you must use an intermediate node to generate the sum of products, 
and then assign this intermediate node to the contro! term. In this 
way, the control term appears to the logic compiler and optimizer to 
be a single input (the intermediate node) to a product term. For 
example, consider the PRESET control term shown below: 


PRESET = (A & B) # (C & D). 


This cannot be directly implemented, but if the control term is 
assigned to an intermediate node like 


PRE_NODE = (A & B) #(C & D) 
and then assigned to preset like 
PRESET = PRE_NODE, 
then the sum of products control term could be implemented. 


In order to make this work, the intermediate node cannot be 
collapsed during optimization of the logic. It must be preserved so 
that the sum of products is resolved at the node and the output of 
the node is used as the single input to the control term. Otherwise, 
the intermediate node will be removed from the design and the fitter 
will attempt to apply a sum of products directly to a control term. 
This condition will result in a fatal error from the design fitter. 
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Preventing a node from being collapsed during logic optimization is 
usually done by attaching an attribute to the node that tells the logic 
optimizer to preserve this particular node. The procedure for 
preserving nodes varies depending on the design system you are 
using. For example, if you are using Philips XPLA Designer and the 
Philips Hardware Description Language (PHDL), you would assign a 
‘keep’ attribute while declaring the intermediate node. The 
declaration of the intermediate node and the assignment of the node 
would look something like 


module EXAMPLE 

declarations 

A,B,C, D pin; 

PRE_NODE node istype ‘com, keep’; 
OUTPUT pin istype ‘reg’; 
equations 


PRE_NODE = (A & B) # (C & D); 
OUTPUT.AP = PRE_NODE; 


These statements assign the sum of products control term equation 
to the intermediate node, PRE_NODE, and then assign PRE_NODE 
to the asynchronous preset of the signal OUTPUT. Figure 3 shows 
schematically how the above logic assignments are implemented 
inside the device. 
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| | Available Input 


| | Output 
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Figure 3 Schematic Representation of Sum of Products Control Term Implemented in Philips CPLD. 


As you can see, PRE_NODE is preserved in the design and the 
sum of products is resolved there. The output of the node then 
feeds back to the ZIA and is used as a single input to a control term. 


DESIGN CONSIDERATIONS 


There are design trade—offs that must be considered when 
implementing sum of product control terms. First, as shown in figure 
3, the creation of the internal node uses one of the available 
macrocells for resolution of the sum of products. This node use 
results from specifying that the node must not be collapsed, and is 
necessary to prevent the compiler and fitter from applying the sum 
of products directly to the control term. Note, however, that the node 
uses the internal feedback path (before the output buffer) for 
sending the sum of products result back to the ZIA. Whenever 
buried nodes are created in this manner, the output buffer is 
disabled and the node signal is not propagated to the output pin. 
This allows the pin associated with the macrocell where the 
intermediate node resides to be used as a dedicated input. 
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The other consideration is the fact that the time it takes for a sum of 
products control term to have an affect is longer than the time it 
takes for a product term or sum term control term to have an affect. 
Figure three shows that in addition to propagating through the ZIA 
and the logic array like ordinary control terms, sum of product 
control terms must first pass from the input to the internal feedback 
node, and then proceed through the same path as normal control 
terms. Thus, whenever sum of product control terms are used, the 
time specified in the data sheet for the asynchronous reset, 
asynchronous preset, or output enable to take affect should be 
lengthened by tPDF, the amount of time it takes for a signal to 
propagate from the input to the internal feedback. 


TECHNICAL SUPPORT 

This document was authored by Chris Schell, CPLD Applications 
Engineer. For more information, contact me at 505-858-2813 or 
call the Philips CPLD Technical Support Line at 1-888—COOLPLD 
(1-888-2665753) or 505-858-2996; or send email to 

coolpid @scs.philips.com. 
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The CoolRunner™ family of CPLDs includes versatile clocking 
options that include both synchronous (external) and asynchronous 
(internal, equation-based) clocking and selectable clock polarity at 
every macrocell. This application brief describes in detail these 
clocking options, and shows how to access these features using 
Philips XPLA Designer. We also detail how to synthesize ‘soft’ 
flip-flops and latches for those instances where these devices can 
be useful. 


XPLA Clocking Architecture 

The XPLA Devices have global, low skew clocking networks that are 
routed to all macrocell clock inputs. In the CoolRunner™32, there 
are two of these clock networks. In the CoolRunner™64 and 
CoolRunner™ 128 there are four clock networks. In all CoolRunner™ 
devices, at every Macrocell, there are polarity selection muxes that 
allow the user to generate either rising or falling edge clocking in 
that macrocell. 


The inputs to these clock networks are one of two types. The first 
type of input to the clocking network are clock pins that are 
associated with dedicated input pins (Figure 1). These inputs can 
only generate synchronous clocks to the associated clock network. 
All of the CooiRunner™ devices have one of these clock inputs that 
are associated with in Input pin. It is worth noting that the input may 
be used as both the input to the associated clock network and as an 
input to the logic array (via the ZIA interconnect) at the same time. 
Thus this input can be used as both a clock and as a signal in the 
logic simultaneously. 


INPUT 
PIN 


SP00500 


Figure 1. 


The second type of input to the clocking network are clock pins that 
are associated with I/O macrocells. There is one of these input types 
on the CoolRunner™32, and three of these on the CoolRunner™64 
and CoolRunner™128 devices. These clock inputs have more 
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versatility than the dedicated input type. In the synchronous clocking 
configuration (Figure 2), the output buffer is set to the High-Z state, 
and the I/O pin is propagated to the associated clock network and 
the logic array ( via the ZIA). This behaves identically to the 
dedicated input clock. The Macrocell is still usable for internal 
‘puried’ logic in this configuration. Configuration of the macrocell for 
buried logic and disabling the output buffer is automatically done by 
the design software. 


OUTPUT 

f. _ BUFFER 
| 
| 
| 
| 


I/O PIN 


~™ 
~~ 

~s 

PS “Ss 
1; O 

“_ 

oe 


SP00501 


Figure 2. 


The generation of asynchronous ‘equation-based’ clocks is also 
done using the I/O macrocell based clock input. Figure 3 shows that 
in this configuration the output buffer is enabled. Therefore, the logic 
that is generated in the macrocell is propagated to the associated 
clock network, the I/O pin, and is also fed back into the logic array. 
Since macrocells in the XPLA architecture can deploy as many as 
37 Sum of Product equations, the resulting clocking equation in this 
configuration may be much more complex than in competing devices 
that have only a single product term available for asynchronous 
clocking. It also significant to note that the asynchronous clock that 
is generated is observable on the associated I/O pin. For this 
reason, the associated pin should not be terminated by tying to 
ground or Vpp. 


OUTPUT 
BUFFER 


I/O PIN 


Figure 3. 
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Using XPLA Designer to generate clocks 

XPLA Designer will automatically assign clocks to the correct pins / 
macrocells based on the context of the clocking desired. 
Synchronous clocks are generated by declaring the name you want 
for the clock, and simply using this by itself in a .clk equation, as 
shown below for the clock signal we’ve created called CLOCK_1. 


Module DEMO 
Title ‘A simple design:3-bit counter’ 


CLOCK_1 pin; 
bit2..bit0 pin istype 
count = [bit2..bit0]; 


‘reg’ : 


equations 


count .CLK = CLOCK_1; 
count = count.q + 1; 


end; 


Figure 4. 


Asynchronous clocks are also easy to generate. Again, simply 
declare the variables that will make up the equation that the clock 
will be based upon. In the example below, we are generating a clock 
from the variables A, B, and C. Then in the .clk equation, we write 
any expression we want for the clock, and the design software will 
assign this to a macrocell, enable the output buffer, and generate 
the corresponding clock equations for you. 


DEMO2 . 
‘A simple design:3-bit asynch counter’ 


Module 
Title 


A,B,C pin; 
bit2..bito pin istype ‘reg’; 
count = [bit2..bit0]; 


equations 


count.CLK = (A&B) # C; 
count = count.gq + 1; 


end; 


Figure 5. 
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Soft Flip-Flops 

For the rare cases where there are too.few clocks in a CoolRunner 
device to implement a large number of input registers (for example), 
soft D flip-flops or transparent latches may be useful. The following 
examples illustrate the generation of a transparent latch and D 
Flip-Flop using only the gates in the logic array. 


Module 
Title 


Soft_Latch 
‘Soft Latch w/ Latch Enable -’ 


D Din? 
LE pin; 


/* This uses only one macrocell to implement a 
transparent latch. It is level (not edge) 


triggered - D hold must extend beyond LE’s 


falling edge */ 


Q pin istype ‘com,keep,retain’; 


equations 


Q = (D & LE) # (Q & !LE) # (D & Q); 


Figure 6. 


Soft_D2 
‘Soft D Flip Flop - 
Rising Edge triggered -’ 


/* This edge triggered soft flip-flop uses two 
macrocells. The Input latch opens when the 
clock is low, and closes when the clock is 
high. The output latch (Q) opens when the 
clock is high, and closes when the clock is 
low */ 


pin; 
pin; 
node istype ‘com,keep,retain’; 
pin istype ‘com,keep, retain’; 


equations 


(D & !CLK) # 
(IL & CLK) # 


(IL & CLK) # 
(Q & 


(D & IL); 
!CLK) # (IL & Q);end 


Figure 7. 
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Author: Reno L. Sanchez 
INTRODUCTION 
Hierarchical designs are designs which contain multiple levels of 
circuit descriptions. The upper-level design file usually contains a 
description of ail functional blocks of the design and how these 
functional blocks are interconnected. The lower-level design file(s) 
usually contain the circuit details of each of the functional block(s) of 
the design. Hierarchical designs are very useful especially in two 
areas: 
Parsing very large designs into smaller more manageable 
functional blocks. | 


When a design file uses the same functionality in multiple 
locations of the design. 


The XPLA Designer!” supports hierarchical PHDL (Philips 
Hardware Description Language) designs. This application note 
provides the necessary information on how to generate hierarchical 
designs using hierarchical design files. This document first gives the 
required hierarchy syntax and then gives two design examples using 
this syntax. 


After reading these hierarchical guidelines, you should be well on 
your way to implementing designs using the hierarchical feature 
supported by XPLA Designer™” and the PHD Language. This will 
enable you to take advantage of all the great features the Philips 
CoolRunner™ CPLDs offer. 


Terminology 

CoolRunner™ Name of Philips first CPLD family 

CPLD Complex Programmable Logic Device 

PHD Philips Hardware Description 

PHDL Philips Hardware Description Language 
PZ5032 Philips 5 Volt CoolRunner 32 Macrocell CPLD 
HIERARCHY SYNTAX 


Hierarchy declaration is supported in PHDL. An upper-level PHDL 
module can refer to a lower-level PHDL module. Modules must be 
defined in files whose names should be identical to the module 
name with the “phd” extension. All files for the same design must be 
contained in the same directory. 


To instantiate a PHDL module, some statements have to be written 
in the following steps: 


In the upper-level source: 

® -Declare the lower-level module with a higher-level Interface 
declaration. 

@ .Instantiate the module with Functional_block declarations. 


® Specify port mapping in the equations section. 


In the lower-level source: 


® |dentify lower-level I/O ports with a lower-level Interface 
statement. 


A default value for each port can be specified in the interface 
declaration. However, only the value specified in the top-levei 
module will be used. Any other default value in sub-modules will 
be ignored. 
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Port Mappings 
There are three kinds of port mappings used in the equation section: 


® instance_name.port_name = __ signal_name; 


® signal_name = instance_name.port_name; 


® instancei_name.port_name= __instance2_name.port_name; 


Port_name can also be replaced by a group of port_names between 
[ and ]; 


® instance_name.[port1, port2, ...] = [signal_1, signal_2, ...]; 


However, dot extensions cannot be used with port signals and they 
cannot be used in the interface declaration. Port mappings cannot 
be used within an expression as an operand. 


A work around for this condition is given in the design example 
shown in Appendix B. As seen in the equation below, all *.ackn 
signals are generated by lower-level design files and passed to the 
upper-design file, CPU_CTL, where these signals are “ORed” 
together to form the final !ackn signals. 


Desired Equation: 
fackn = !bus_brm_gen.g_ackn 
# !bus_frm_gen.g_ackn 
# !bus_sif_gen.g_ackn 
# !bus_sio_gen.g_ackn 
# !bus_fld_gen.g_ackn 
# !bus_etc_gen.g_ackn; 


In order to work around the condition where port mappings cannot 
be used within an expression as an operand, the upper-level design 
file, CPU_CTL, uses temporary nodes to create the equation for 
lackn as shown below. 


PHDL Equation: 
lackn = !t_node1 # !t_node2 # !t_node3 # !t_node4 # 
It_node5 # !t_node6; 
where: 
t_node1 =bus_brm_gen.g_ackn; 


t_node2 =bus_frm_gen.g_ackn; 
t_node3 =bus_sif_gen.g_ackn; 
t_node4 =bus_sio_gen.g_ackn; 
t_node5 =bus_fid_gen.g_ackn; 
t_node6 =bus_etc_gen.g_ackn; 


Please note that the compiler will re-write the PHDL equation to 
match the desired equation (i.e., t_node1 through t_node6 will be 
eliminated if the node collapse feature is enabled). The compiler 
simply needs these temporary nodes to work around the restriction 
of not being able to have port mapping in the equation. 
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HIERARCHICAL DESIGN EXAMPLES PZ5032 device using the XPLA Designer. This design example is 


The following subsections contain hierarchical design examples. given to illustrate more advanced PHDL hierarchical syntax and 

usage. Table 2 contains all 9 PHD files which make up the design. 
Hierarchical Design Example: Two-bit Adder When examining this design example, please note how parameters 
Appendix A contains a hierarchical design example of a simple are passed between the upper-level and lower-level design modules 
two-bit adder. The upper-level design file, adder2.phd, adds two bits and in-between the lower-level design modules. 


by calling a one-bit adder contained in a lower-level design file, 
adder1.phd. This design example is given to illustrate the PHDL 


hierarchical syntax and give the reader an easy to understand CLOSING 
hierarchical design example. If you wish to learn more about PHDL, please refer to the XPLA 

: : . Designer Users Manual. If you have any questions, please contact 
Hierarchical Design Example: CPU Control the Philips CoolRunner Applications Hotline by dialing tollfree 
Circuitry | 7 1-888-COOLPLD or 1-505-858-2996. 


Appendix B contains a hierarchical design example of a complex 
CPU controller circuit. This design has been compiled and fit into a 


Table 2. Design Example PHDL Files | 


agen _|Lowertever_ | ROMGONT Sts Goto Goneaior CS 
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APPENDIX A: HIERARCHY DESIGN — TWO-BIT ADDER 


File: adder2.phd — Upper-Level Design File (Two-bit Adder) 
Module adder? ; 
Tile ‘Two-bit Adder’ 
Declarations 
a0, al, bO, bi, cin, cout, so, sil pin: 


adderl interface (a, b, cin -> sum, cout); 
adderi_0 functional_block adderl; 
adderl_1 functional_block adderl; 


Equations 
adderl_0.a = a; 
adderl_0.b = bo; 
adderl.cin = cin; 
sO = adderl_0.sum; 
adderl_l.cin= adderl_0.cout; 
adderl_l.a = al; 
adderl_1.b = bl; 
sl = adderl_1.sum; 
cout = adderl_1.sum; 
end 
File: adder1.phd -— Lower-Level Design File (One-bit Adder) 
Module adderl 
Title ‘One-bit Adder’ 
Declarations 
a, b, cin, cout, sum pin; 
Equations 
sum =a& b#a& cin # b & cin; 
cout =a $b § cin; 
end 
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APPENDIX B: HIERARCHY DESIGN — CPU CONTROLLER 
File: cpu_ctl.phd — Upper-Level Design File 
Module cpu_ctl 


Title ‘CPU Controller’ 


/* 

RR KEKRK KEK KRKK KKK RK IKK KKK KKK KKK KR RK KERR KKRKRKRKKKEKERKKREKEKRRESE 
* * 
* File Name - cpu_ctl.phd * 
* Function - CPU Controller Circuit * 
* * 


KEK KKK KKK KEKE KER KEK KER KKK KKK KERR KKK KKK KR REE KRKE KEKE KKK KKK KEKRKKKEKKKEKRKKKEKESE 


ri 


Declarations 
ad27..ad21, rdn, wrn, burstn pin; 
dataenn, sysclk0On, busgntn, resetn pin; 


brom_csn, brom_oen pin istype ‘com’; 

flsh_csn, flsh_oen pin istype ‘com’; 

flsh_wen pin istype ‘reg_d’; 

sio_csin, sio_cs2n pin istype ‘com’; 

sio_cs3n, sio_cs4n pin istype ‘com’; 

sio_oen pin istype ‘com’; 

sio_wen pin istype ‘reg _d’; 

sif_csn, sif_oen pin istype ‘com’; 

sif_wen pin istype ‘reg_d’; 

ackn, rdcenn pin istype ‘com’; 

g_sts3..g_sts0 node istype ‘reg’; 

t_node0 node istype ’com,keep’; “temporary nodes 
t_nodel2..t_nodel node istype ‘com’; "temporary nodes 


addrsdec interface (addrH3..addrHO, addrL2..addrL0O, g_busgntn -> 
fid_decn, sif_decn, sio_decn, sio_declin, sio_dec2n, sio_dec3n, 
sio_dec4n, frm_decn, brm_decn, nrw_decn) ; 

addr_dec_gen functional_block addrsdec; 


“ iu 


x 4bits Status Counter , 


“ a“ 


stat_gen interface (g_clrn, g_clk -> g_sts3..g_sts0); 
bus_statusC functional_block stat_gen; 


“ a“ 


* SIo Bus Cycle Gen. (lwait) . 


siol_gen interface (g_decn, g_clk, g_rdn, g_wrn, g_resetn, g_dataenn, g_c3..g_c0O -> 
g_csn, g_oen, g_wen, g_ackn, g_rdcenn) ; 
bus_sif_gen functional_block siol_gen; 
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‘ SIO Bus Cycle Gen. (3wait) " 


sio3_gen interface (g_decn, g_decin, g_dec2n, g_dec3n, g_dec4n, g_clk, g_rdn, 


g_wrn, g_resetn, g_dataenn, g_c3..g_c0O -> 


g_csin, g_cs2n, g_cs3n, g_cs4n, g_oen, g_wen, 


bus_sio_gen functional_block sio3_gen; 


» Flash Bus Cycle Gen. (3wait) . 


g_ackn, g_rdcenn); 


fmem_gen interface (g_decn, g_clk, g_rdn, g_wrn, g_resetn, g_burstn, g_dataenn, 
g_c3..g_c0O -> g_csn, g_oen, g_wen, g_ackn, g_rdcenn) ; 


bus_frm_gen functional_block fmem_gen; 


be Boot Bus Cycle Gen. (3wait) . 


boot_gen interface (g_decn, g_rdn, g_resetn, g_burstn, g_dataenn, g_c3. 


g_csn, g_oen, g_ackn, g_rdcenn) ; 
bus_brm_gen functional_block boot_gen; 


A\y a“ 


* Fload Bus Cycle Gen. (3wait) ™ 


“ a" 


fld_gen interface (g_decn, g_dataenn, g_c3..g_c0O -> g_ackn, g_rdcenn) ; 
bus_fld_gen functional_block fld_gen; 


* No Device Cycle Gen. (lwait) . 


nda_gen interface (g_decn, g_dataenn, g_c3..g_cO -> g_ackn, g_rdcenn) ; 
bus_etc_gen functional_block nda_gen; 
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Equations 


. Set Input Address(addr) of Address Generator 


addr_dec_gen.addrH3 = a0273 
addr_dec_gen.addrH2 = ad26; 
addr_dec_gen.addrH1 = ad25; 
addr_dec_gen.addrH0 = ad24; 
addr_dec_gen.addrL2 = ad23; 
addr_dec_gen.addrLi = ad22; 
addr_dec_gen.addrLO = ad21; 
addr_dec_gen.g_busgntn = busgntn; 


“a 


us Set 4bits Status Counter 


“ 


't_nodeO = t!resetn # (rdn & wrn); 
bus_statusC.g_clrn = t_noded; 
bus_statusC.g_clk = sysclkOn; 


“ 


is Create Control Signal (CSn, OEn,WEn) 


a“ 


of Serial I/F 


" Setup Signals 


bus_sif_gen.g_decn = addr_dec_gen.sif_decn; 
bus_sif_gen.g_clk = sysclk0On; 
bus_sif_gen.g_rdn a> dn: 

bus_sif_gen.g_wrn = wrn; 
bus_sif_gen.g_resetn = resetn; 
bus_sif_gen.g_dataenn = dataenn; 


bus_sif_gen. 
bus_sif_gen 


g_cO 
-g_cl 


bus_sif_gen.g_c2 


bus_sif_gen 


A 2 He S| 


bus_statusC.g_ 


sts0; 


bus_statusC.g_sts1; 
bus_statusC.g_sts2; 
bus_statusC.g_sts3; 


sif_csn = bus_sif_gen.g_csn; Re CEH: 
sif_oen = bus_sif_gen.g_oen; ”" OEn 
sif_wen = bus_sif_gen.g_wen; " WEn 


Create Control Signal(CSn,OEn,WEn) of Serial I/0 


Setup Signals 


bus_sio_gen.g_decn = addr_dec_gen.sio_decn; 
bus_sio_gen.g_decin = addr_dec_gen.sio_decin; 
bus_sio_gen.g_dec2n = addr_dec_gen.sio_dec2n; 
bus_sio_gen.g_dec3n = addr_dec_gen.sio_dec3n; 
bus_sio_gen.g_dec4n = addr_dec_gen.sio_dec4n; 
bus_sio_gen.g_clk sysclk0n; 
bus_sio_gen.g_rdn rdn; 
bus_sio_gen.g_wrn = wrn; 
bus_sio_gen.g_resetn resetn; 
bus_sio_gen.g_dataenn dataenn; 
bus_sio_gen.g_c0 = bus_statusC.g_sts0; 
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bus_sio_gen 
bus_sio_gen 
bus_sio_gen 


sio_csin 
sio_cs2n 
sio_cs3n 
sio_cs4n 
$io_oen 
sio_wen 


-g_cl 
-g_c2 
-g_c3 


bus_statusC.g_stsl; 
bus_statusC.g_sts2; 
bus_statusC.g_sts3; 


bus_sio_gen.g_csln; ” 
bus_sio_gen.g_cs2n; 
bus_sio_gen.g_cs3n; 
bus_sio_gen.g_cs4n; 
bus_Sio_gen.g_oen; 7 
bus_sio_gen.g_wen; i 


Create Control Signal(CSn,OEn) of Flash(Apli) ROM 


Setup Signals 


bus_frm_gen. 
bus_frm_gen. 
bus_frm_gen. 


bus_frm_gen 
bus_frm_gen 


bus_frm_gen. 
bus_frm_gen. 
bus_frm_gen. 
bus_frm_gen. 
bus_frm_gen. 
bus_frm_gen. 


filsh_csn 
flsh_oen 
filsh_wen 


g_decn 
g_clk 
g_rdn 
.g_wrn 
-g_resetn 
g_burstn 
g_dataenn 
g.e0 
g_cl 
g-ce2 
g_c3 


addr_dec_gen.frm_decn; 


= sysclk0On; 


rdn; 

wrn; 

resetn; 

burstn; 

dataenn; 
bus_statusC.g_sts0; 


= bus_statusC.g_sts1; 
= bus_statusC.g_sts2; 


bus_statusC.g_sts3; 


bus_frm_gen.g_csn; ” 
bus_frm_gen.g_oen; ud 
bus_frm_gen.g_wen; " 


Create Control Signal(CSn,OEn) of Boot ROM 


Setup Signals 


bus_brm_gen. 
bus_brm_gen. 
bus_brm_gen. 
bus_brm_gen. 
bus_brm_gen. 
bus_brm_gen. 
bus_brm_gen. 
bus_brm_gen. 
bus_brm_gen. 


brom_csn 
brom_oen 


g_decn 
g_rdn 
g_resetn 
g_burstn 
g_dataenn 
g_c0 

g_cl 

g_c2 

g_c3 


addr_dec_gen.brm_decn; 


= rdn; 

= resetn; 
= burstn; 
= dataenn; 


bus_statusC.g_sts0; 
bus_statusC.g_stsl; 


= bus_statusC.g_sts2; 


bus_statusC.g_sts3; 
bus_brm_gen.g_csn; sf 
bus_brm_gen.g_oen; ” 


Create Control Signal of Flash Loader Area 


Setup Signals 


bus_fld_gen 
bus_fld_gen 
bus_fld_gen 
bus_fld_gen 
bus_fld_gen 
bus_fld_gen 
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.g_decn 
.g_dataenn 
-g_cO 
-g_cl 
#G..C2 
-g_c3 


addr_dec_gen.f1ld_decn; 


= dataenn; 

= bus_statusC.g_sts0; 
= bus_StatusC.g_sts1; 
= bus_statusC.g_sts2; 


bus_statusC.g_sts3; 
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7 Create Control Signal(CSn) of No Device Area 


# Setup Signals 


bus_etc_gen.g_decn = addr_dec_gen.nrw_decn; 
bus_etc_gen.g_dataenn = dataenn; 
bus_etc_gen.g_c0 = bus_statusC.g_sts0; 
bus_etc_gen.g_cl = bus_statusC.g_stsl1; 
bus_etc_gen.g_c2 = bus_statusC.g_sts2; 
bus_etc_gen.g_c3 = bus_statusC.g_sts3; 


- Create Control Signal (ACKn, RDCENn) 


- ACKn —- I had to re-write this using temporary nodes 


"  lackn = !bus_brm_gen.g_ackn # !bus_frm_gen.g_ackn # !bus_sif_gen.g_ackn 
: # !bus_sio_gen.g_ackn # !bus_fld_gen.g_ackn 
. # !bus_etc_gen.g_ackn; 


t_nodel = bus_brm_gen.g_ackn; 
t_node2 = bus_frm_gen.g_ackn; 
t_node3 = bus_sif_gen.g_ackn; 
t_node4 = bus_sio_gen.g_ackn; 
t_node5 = bus_fld_gen.g_ackn; 
t_node6 = bus_etc_gen.g_ackn; 
!ackn = !t_nodel # !t_node2 # !t_node3 # !t_node4 # !t_node5 # !t_node6; 


“ RDCENn - I had to re-write this using temporary nodes 


“ Irdcenn = !bus_brm_gen.g_rdcenn # !bus_frm_gen.g_rdcenn # !bus_sif_gen.g_rdcenn 
" # '!bus_sio_gen.g_rdcenn # !bus_fld_gen.g_rdcenn 
” # !bus_etc_gen.g_rdcenn; 


t_node7 = bus_brm_gen.g_rdcenn; 
t_node8 = bus_frm_gen.g_rdcenn; 
t_node9 = bus_sif_gen.g_rdcenn; 
t_nodei0 = bus_sio_gen.g_rdcenn; 
t_nodel1 = bus_fld_gen.g_rdcenn; 
t_nodel12 = bus_etc_gen.g_rdcenn; 
'rdcenn = !t_node7 # !t_node8 # !t_node9 # !t_nodel1l0 # !t_nodell # !t_nodel2; 


End 
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File: addrsdec.phd 
Module addrsdec 
Title ‘Address Decode C 


/* 


Lower-Level Design File 


Ircwitry* 


KKK K KEK KEK KKK KR KKK KEKE KKK KK KEK KEK KKK KEK KKK KR KK KEK KKK KKK KEK KEK KR KKK KE KK KEKE KK KEKE 


* 


* File Name 


* Function 
* 


- addrsdec.phd 
- Address Decode Circuitry 


* 


* 


* 


* 


KEK KKK KKK KEK KKK KKK KKK KKK KKK KKK KKK KKK KKK KKK KKK KKK KKK KEKE KKK KEKE KKEKKE KEKE KKK 


CPU Memory MAP 


Flash Loader 0x?180 0000 - Ox?1ff FEEL (withCentronix) 
SIF Ox?980 0000 —- Ox?9ffF FFFE 
SIO CN1 Ox?bOO 0000 - Ox?bif ffff 
SIO CN2 (ISR) Ox?b20 0000 - Ox?b3f fF£ffFf 
SIO CN3 Ox?b40 0000 —- Ox?bSf fff 
SIO CN4 Ox?b60 0000 - Ox?b7f£ £EFE 
Flash ROM (Appli) Ox?f£80 O000 —- Ox?fbf fELF 
Boot ROM Ox?fcO 0000 —- Ox?fff FFE 
No Device Ox?0cO OO000 —- Ox?0ff fLEf (Read/Write NG) 
Ox?500 0000 —- Ox?8ff ffff (Read/Write NG) 
Ox?e00 0000 - Ox?f7f FFFL (Read/Write NG) 
a7 
Declarations 
addrH3..addrH0O, addrL2..addrL0O, g_busgntn pin; 
fld_decn, sif_decn, sio_decn pin istype ‘com’; 
sio_decin, sio_dec2n, sio_dec3n, sio_dec4n pin istype ‘com’; 
frm_decn, brm_decn, nrw_decn pin istype ‘com’; 
addrH = f[addrH3..addrH0]; 
addrL = faddrL2..addrL0]; 
Equations 
'fld_decn = g_busgntn & (addrH == “%b0001) & addrL2; 
'sif_decn = g_busgntn & (addrH == “%b1001) & addrL2; 
'sio_decn = g_busgntn & (addrH == *b1011) & !taddrL2; 
!sio_decln = g_busgntn & (addrH == %b1011) & (addrL == *b000); 
'tsio_dec2n = g_busgntn & (addrH == *b1011) & (addrL == “*b001); 
!sio_dec3n = g_busgntn & (addrH == *b1011) & (addrL == *b010); 
!sio_dec4n = g_busgntn & (addrH == *b1011) & (addrL == *b011); 
!frm_decn = g_busgntn & (addrH == %b1111) & addrL2 & !addrLil; 
!brm_decn = g_busgntn & (addrH == %b1111) & addrL2 & addrLil; 
Inrw_decn = (((addrH == *b0000) & addrL2 & addrL1) 
# ((addrH >= %b0101) & (addrH <= %*b1000) ) 
# (addrH == *b1110) 
# ((addrH == *b1111) & !addrL2)); 
End 
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File: boot_gen.phd -— Lower-Level Design File 


Module boot_gen 


Title ‘ BOOT ROM Single/Throttled Quad Read Cycle Generator’ 


* 


* 
Otek ere a Seether ees ete 
* * 
File Name - boot_gen.phd s 
ii Function - Boot ROM Single/Throttled Quad Read Cycle Generator * 
, * 


KR KEKE KR KK KR KKK KEK KKK KKK KKK KEKE KKK KK KEK KKK KKK KKK KKK KKK KKK KEK RK KEKE RK KEK KEKE KKEKKEKKKRKEKKE KEK 


yf 
Declarations 
g_decn, g_rdn, g_resetn pin; 
g_burstn, g_dataenn, g_c3..g_c0 pin? 
g_csn, g_oen, g_ackn, g_rdcenn pin istype ‘com’; 
gic = [oes ~ a0 | 4 
Equations 


/* This Gen. supports between single read and throttled quad read. 
This Gen. supports that Tacc(Access Time) is 100ns + Driver. 
Single bus(read/write) cycle span is 4 cycles (3wait). 
Throttled quad read cycle span is 15 cycles (3wait x 4). 


ef 
i Create Control Signal (CSn,OEn) 
'g_csn = g_resetn & !g_rdn; 
{g_oen = !g_ decn & !g_rdn & !g_dataenn; 
a Create Control Signal (ACKn, RDCENn) 
'g_ackn = !g decn & ((g_burstn & (g_c == *b0011)) # (!gq_burstn & (g_c == %b1100))); 
'g_rdcenn = !g_ decn & !g dataenn & ((g_c == “b0011) 
# (lg_burstn &.((g.¢ == *b0111) # (gc == *b1l011) # (gc == *b1111)))); 
End 
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File: nda_gen.phd — _ Lower-Level Design File 


Module nda_gen 


Title ‘' No Device Area Single Read/Write Cycle Generator’ 


* 

é KRKKKKKEKKKKKKE KKK KKK KK KKK KKK KKK KK KK KR KKK KK KKK KEK KKK KK KKK KKK KEK KKK KKK KKK KK KK KK KR KR KKK KKK 
* * 
* File Name - nda_gen.phd ‘ 
x Function - No Device Area Single Read/Write Cycle Generator * 
* * 


KKK KKK KEK KEK KKK KK KEK KEK KEK KKK KK KKK KKK KEK KEK KK KKK RK KK KR KR KKK KKK KKK KKK KKK KKK KKK KKK KK KK KEKE EK 


ue 


Declarations 
g_decn pin; 
g_dataenn, g_c3..g_c0 pin; 
g_ackn, g_rdcenn pin istype ‘com’; 


gc = [g_c3..g_c0]; 


Equations 
/* 
This Gen. supports single read and single write bus transaction. 
Single read cycle span is 3 cycles (Owait). 
Single write cycle span is 3 cycles (Owait). 


ik 
" Create Control Signal (ACKn, RDCENn) 

'g_ackn = !g decn & (g_c == “*b0001); 

'g_rdcenn = !g decn & !g dataenn & (g_c == “*b0001); 
End 
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File: fld_gen.phd -— Lower-Level Design File 


Module fld_gen 


Title ' Flash Loader Area Single Read/Write Cycle Generator’ 


/* 
KKRKEKKKEKEKKKKRKEKEKKKEKEKEKEKKKKKE KE KEK HEKKEKKKKEKKEREK EKER KK KEKE KRKERREKRKEKEKREKKEKKKKEKKKKK KKK KRKKKE 


* * 


* File Name - ld_gen.phd x 


* Function - Flash Loader Area Single Read/Write Cycle Generator * 
* * 


KREEKRKKKRKKKE KKK KE KK KERR KEK REE KEE KKK ERK KKK EKER KKK KKK KE KK KEKE KR KKE KR KEKE KK KEKE KE KKK KKEKKKKEKEKEKEEK 


*/ 
Declarations 
g_decn pin; 
g_dataenn, g_c3..g_c0 pin; 
g_ackn, g_rdcennpin istype ‘com’; 
g_c = [¢g-c3,..¢-c0]; 
Equations 
4 This Gen. supports single read and single write bus transaction. 
” Single read cycle span is 6 cycles (3wait). 
- Single write cycle span is 6 cycles (3wait). 
: Create Control Signal (ACKn, RDCENn) 
!g_ackn = !g decn & (g_c == “b0011); 
'g_rdcenn = !g decn & !g dataenn & (g_c == “b0011); 
End 
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File: fmem_gen.phd — _ Lower-Level Design File 


Module fmem_gen 


Title ’ Flash Memory Single/Throttled Quad Read Cycle Generator’ 


/* 
RRR KK KKK KKK KEK KKK KKK KK KKK KKK KKK KKK KEKE KKK KEKE KEKE KKK KEK KEKE KR KKK KKK KKK KKK KEK KKK KK KEKE KKK KEKE KKK 
* * 
* File Name ~ fmem_gen.phd * 
* Function - Flash Memory Single/Throttled Quad Read Cycle Generator * 
* * 


KERR KEKE KKK KKK KEK KEK KK KEKE KKK KEKE KEKE KKK KER KEKE KEK KEKE KEK KEK KK KKK KKK KKK KKK KK KKK KKK KEK KEK KKK KKK KK KK 


ad 


Declarations 
g_decn, g_clk, g_rdn, g_wrn, g_resetn pin; 
g_burstn, g_dataenn, g_c3..g_c0 pin; 
g_csn, g_oen pin istype ‘com’; 
g_wen pin istype ‘reg_d’; 
g_ackn, g_rdcenn pin istype ‘com’; 
g_c = {g_c3..g_c0]; 
Equations 
[* This Gen. supports between single read and throttled quad read, and, single write. 


This Gen. supports that Tacc(Access Time) is 120ns. 
Single read bus cycle span is 6 cycles (3wait). 
Throttled quad read cycle span is 19 cycles (3w x 4). 
Single write bus cycle span is 6 cycles (3wait). 

xf 


uy Create Control Signal (CSn,OEn) 


i 


'g_csn 
'g_oen 


g_resetn & (!g_rdn # !g_wrn); " CSn 
'g_ decn & !g_rdn & !g dataenn; " OEn 


ii] 


" Create Control Signal (WEn) 


g_wen.ap !'g_decn & !g_wrn; 
Gowen. elk = gucik-: 
'g_wen.d = (g_c <= *%b0010); 


" Create Control Signal (ACKn, RDCENn) 


'g_ rdcenn = !g _decn & !g dataenn & ( 


g_c == *b0011) 
# (!g_burstn & ((g_c == *b0111) # 


'g_ackn = !g decn & ((g_burstn & (g_c == *b0011)) # (!g_burstn & (g_c == %b1100))); 
( 
(Gc: S2 “DLOLL) #- (gee S=. “6111 )4-)) 4 


End 
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File: sioi_gen.phd — Lower-Level Design File 


Module siol_gen 


Title ’ Serial I/O Single Read/Write Cycle Generator - 1 Wait States’ 


* 

‘ KHER KEK KEK KEK KEKE KEK KEK KEKE KEKE KEKE KEK KEKE KKK KKK KEK KKK EK KEKE KR KEKE KE KERR K KKK KKK KRKKEKRKKKKKKKKEKKKK KK KEK 
* * 
. File Name - sioli_gen.phd % 
ii Function - Serial I/O Single Read/Write Cycle Generator - 1 Wait State * 
* * 


KKK KKK RE KKKKKKE KKK KEKE KR KKK KR KKK KEK KKK KEK KE KRKEKKEKKKEKKKKRRRE KKK KKK KKK EEK KEK KKE RE KRKRKKEKRKKREKKRKRKEKRER 


as 
Declarations 
g_decn, g_clk, g_rdn, g_wrn pin; 
g_resetn, g_dataenn, g_c3..g_c0 pin; 
g_csn, g_oen pin istype ‘com’; 
g_wen pin istype ‘reg_d’; 
g_ackn, g_rdcenn ; pin istype ‘com’; 
g_c = [gq .c3..g-e0]4 
Equations 
bel This Gen. supports single read and single write bus transaction. 
This Gen. supports that Tacc(Access Time) is 42.1ns. 
Single read cycle span is 3 cycles (lwait). 
Single write cycle span is 3 cycles (lwait). 
sg 
“ Create Control Signal (CSn,OEn) 
!g_csn = g_resetn & (!g_rdn # !g_wrn); " CSn 
!g_oen = !g decn & !g_rdn & !g _dataenn; " OEn 
" Create Control Signal (WEn) 
g_wen.ap = !g decn & !g_wrn; 
g_wen.clk = g clk; 
'g_wen.d = (g_c == *b0000) ; " WEn 
“ Create Control Signal (ACKn, RDCENn) 
!'g_ackn = !g decn & (g_c == “*b0001); 
!g_rdcenn = !g decn & !g_dataenn & (g_c == “b0001); 
End 
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File: sio3_gen.phd — Lower-Level Design File 


Module sio3_gen 


Title ’' Serial I/O Single Read/Write Cycle Generator - 3 Wait States’ 


/* 
KEK KKK KKK KKK KKK KR KR KR KKK KKK KK KKK KE KKK KEK KKK KKK KKK KEKE KK KEKE KEKE RE KEK KKK KEK KK EK KEKE KKK KRHA KKEKKK KKK 
* * 
* File Name —- sio3_gen.phd = 
* Function - Serial I/O Single Read/Write Cycle Generator -3 Wait States* 
* * 


KEK KKK KKK KKK KR K RE KK KEKE KEK KK KE KEK KEK KEKE KEKE KKK KK KK KE KKK RK KR KEK KKK KEK KKK KK KER KEK KEKE KR KKK KEK KKK KKK KEKE KEK 


at 4 


Declarations 
g_decn, g_decin, g_dec2n, g_dec3n, gq _dec4n Din; 
g_clk, g_rdn pin; 
g_wrn, g_resetn, g_dataenn, g_c3..g_c0 pin; 
g_csin, g_cs2n, g_cs3n, g_cs4n pin istype ‘com’; 
g_oen pin istype ‘com’; 
g_wen pin istype ‘reg_d’; 
g_ackn, g_rdcenn pin istype ‘com’; 
g_c =: (oes... 0-601¢ 

Equations 

ie This Gen. supports single read and single write bus transaction. 


This Gen. supports that Tacc(Access Time) is 95ns. 
Single read cycle span is 5 cycles (3wait). 
Single write cycle span is 5 cycles (3wait). 


a 
at Create Control Signal (CSin,CS2n,0OEn) 
'g_ csin = g_resetn & !g_decin & (!g_rdn # !g_wrn); " CSin 
'g_cs2n = g_resetn & !g dec2n & (!g_rdn # !g_wrn); # @CS2n 
'g_ cs3n = g_resetn & !g_dec3n & (!g_rdn # !g_wrn); ”" CS3n 
'g_ cs4n = g_resetn & !g dec4n & (!g_rdn # !g_wrn); " ¢CS4n 
'g oen = !g_ decn & !g_rdn & !g_dataenn; ”" OEn 
ff Create Control Signal (WEn) 
g_wen.ap = !g decn & !g_wrn; 
g_wen.clk = g clk; 
'g_wen.d = (g_c <= *b0010) ; “WEn 
e Create Control Signal (ACKn,RDCENn) 
'g_ackn = lou decn & (g2e =: “bO011):; 
!g_rdcenn = !g decn & !g dataenn & (g_c == “b0011); 
End 
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File: stat_gen.phd -— Lower-Level Design File 


Module stat_gen 


Title ‘ROMCONT status code generator’ 


/* 
KKK KKEKKEKKE KEK KEK KEKE KK KEK KKK KKK KKK KEKE KK KKK RKEKKRKKKKKKEKEKKKRKKKRKKRKK KKK KKK KKK RK RRR EK 
* * 
* File Name ~ stat_gen.phd * 
* Function ~-~ ROMCONT status code generator * 
* * 


KKK KKEKKKEKKEKKKKEKE KKK KEKE K KEKE KKK KEKE KERR KK KKK KEK RKRKEKKK KKK KEKE KKK KEKE KRKKKKREKKRKEKKEKRKEKEKE 


B/ 


Declarations 
g_clrn, g_clk pin; 
g_sts3..g_sts0 pin istype ‘reg_d’; 
Equations 
'g_stsO.ar = !g_clrn; " b0 
g_sts0O.clk = g clk; 
g_sts0.d = !g_sts0.q; 
'g_stsl.ar =~ hg elrn:? " bl 
g_stsl.clk = g_clk; 
g_stsl.d = g_stsl.q $ g_sts0.q; 
!g_sts2.ar =. hese Liens ae 0) 
g_sts2.clk = -qiclke 
g_sts2.d = g_sts2.q $ (g_stsl.q & g_sts0.q); 
!'g_ sts3.ar = !g clrn; * 3 
g_sts3.clk = go -clk; 
g_sts3.d = g_sts3.q $ (g_sts2.q & g_stsl.q & g_sts0.q); 
End 
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INTRODUCTION 

Have you ever found yourself in a situation where the only remnants 
of your design is a JEDEC file and the CPLD you are using has 
been discontinued? Believe it or not, this situation occurs often, 
most particularly in government and military applications. This 
application note describes a Philips methodology and tool, name 
JED2EQU, which allows the user to reproduce the equations of the 
old CPLD and fit them into a Philips CoolRunner CPLD. As you may 
be away, using the Philips CoolRunner CPLD gives the user many 
industry advantages including: Lowest standby and dynamic power, 
best re-routability with fixed pins, more logic per equivalent 
Macrocell count device, etc. 


Terminology 


ABEL Data I/O Hardware Description Language 

CoolRunner Name of Philips first CPLD family 

JEDEC Name of industry standard program file for- 
mat 

JED2EQU JEDEC to Equation conversion tool 

PHDL Philips Hardware Description Language 

LanguageSynario Design tool from Data I/O 
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CONVERSION METHODOLOGY 

The Philips JEDEC to Equation methodology can be summarized by 

the following steps: 
Use the JED2EQU tool to convert the JEDEC file into generic 
equations. The Philips JED2EQU tool can handle JEDEC files 
produced by most manufacturers. 


Convert these generic equations to ABEL/PHDL equations. 


Compile the ABEL / PHDL equations using an industry stand 
tools such as Synario for the existing device to create a JEDEC 
file. 


Compare old and new JEDEC files to validate the equation 
conversion. 


Compile validate ABEL/PHLD equations for the Philips 
CoolRunner CPLD. ; 


CLOSING 

If you wish to learn more about JED2EQN, please contact the Philips 
CoolRunner Applications Hotline by 

dialing tollfree 1-888-COOLPLD or 1-505-858-2996. 
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The CoolRunner™ family of CPLDs are the first PLDs to employ a 
TotalCMOS™ design methodology. Since these devices are 
fabricated on a 0.5 micron CMOS process technology it is important 
to consider the options available in terminating unused pins. 


CoolRunner™ 32 

The CoolRunner™ 32 is only available in packages that bring all of 
the I/Os to pins. As a result, this device does not have 
programmable on-chip pull-down circuits. Therefore, we recommend 
using 10kQ pull-up resistors on all inputs or I/Os that are not used. 
This will allow the flexibility of using these pins should late design 
changes require additional |/O. These unused pins may also be tied 
directly to Vpp, but this will make it more difficult to reclaim the use 
of the pin should this be needed by a subsequent design revision. 


CoolRunner™ 64 and CoolRunner™ 128 

The CoolRunner™ 64 and CoolRunner™ 128 devices are offered in 

packages that do not bond out all of the I/O pins. As a result, these 

devices have programmable on-chip pull-down circuits on all of the 

i/O pins. The device fitters in the software automatically activate the 
on-chip pull-down circuit on all unused I/O pins. No current is 
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consumed by the device when the internal pull-down is connected to. 
the High-Z output buffer. If you connect the pin to Vpp, the.device 
would only sink current, not source. it, therefore there is no pull-down 
current incorporated into the Ipp specification. The pull-down is very 
weak, and when the pin is connected to 5 volts, the maximum sink 
current is less than 10 microamps per I/O. Note that the fitting 
software considers buried macrocells that do not use the pin for an: 
input as unused, and activates the on-chip pull-down. It is our 
recommendation that the unused |/O pins be left unconnected on 
CoolRunner™ 64 and CoolRunner™ 128 designs. 


There is no associated pull-down circuit on the dedicated input pins. 
Therefore, we would again recommend the use of external 10kQ 
pull-up resistors on all inputs to maintain maximum design flexibility 
should any changes be required at a later date. 


Philips’ XPLA™ Designer CPLD synthesis tool allows the user the 
ability to disable the pull-down circuit on the CoolRunner™ 64 and _ 
CoolRunner™ 128 if desired. This is accomplished via the following’ 
property statements. The statement 


xpla property ‘tri-state all’; 


disables the pull-down circuit on all of the unused I/O pins. If 
disabling the pull-down on a single pin is desired, this is done with 
the statement 


xpla property ‘dingo:12 tri-state’; 


disables the pull-down on pin12, which has been named dingo. The 
symbol name ‘dingo’ need not be declared separately. 
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Author: B. Wade Baker, Senior CPLD Specialist 


ISP DESIGN CONSIDERATIONS FOR THE 


COOLRUNNER™ PZX128 CPLD 

With the introduction of the Coolrunner PZ5128 and PZ3128 CPLDs, 
Philips Semiconductors enters the realm of ISP, (In System 
Programming). Using these 128 macrocell devices, it is possible to 
change your system hardware at will. This application note 
addresses board design considerations, i.e., signal integrity, power 
supply decoupling, power supply filtering, and component placement 
that will allow you to utilize the advantages of Coolrunner ISP, in an 
actual design environment, without headaches. 


SIGNAL INTEGRITY 

As with any high speed CMOS device, the Coolrunner ISP CPLDs 
are susceptible to noise as input signals transition from low to high 
or high to low. This is because CMOS transistors are voltage 
controlled devices and their input impedances are VERY high, 
typically 1015 or more. Therefore even small voltages coupled to 
the true input signal, during the time when the input has driven the 
output into its linear region, may cause the output to oscillate, spike, 
or otherwise behave erratically. This may also induce feelings of 
unease on your part. Especially if you didn’t think about this until 
AFTER the PCB was laid out. The ISP buffers on the PZx128 have 
protection for this problem in the form of hysteresis and spike 
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rejection; however, no amount of internal device protection can 
make up for less than adequate board design. If you plan to utilize 
the ISP capability, it is important to consider the effects of noise 
pickup and crosstalk. Noise may be introduced into your ISP lines 
in two main ways: 


® Sources external to your board 


® Sources on your board 


EXTERNAL SOURCES 

If you choose to program your Coolrunner ISP CPLD via a download 
cable, pay close attention to it’s construction, (or better still, 
purchase one from us). The lab, or cubicle, where you work 
typically contains many sources of radiated electromagnetic energy 
(read noise). Fluorescent lighting, clock radios, power supplies, test 
equipment, coffee makers, your computer, etc. can all contribute to a 
less than benign external environment. Figure 1 illustrates two 
methods of download cable construction we refer to as ‘bad’. As 
you can see in Figure 1A we have actually built a reasonably good 
antenna for the reception of unwanted noise. If you build a cable 
like this you may have problems. The cable design depicted in 
Figure 1B is a reasonably adequate design for the attenuation of 
external noise. The problem with this cable, however, is crosstalk. 
We performed extensive testing on a cable constructed as shown in 
Figure 1B and discovered that significant amounts of energy could 
be coupled across individual conductors when they ran parallel to 
one another. Fast edge rates coupled with sufficient drive capability 
produced enough energy to induce false clocking in adjacent 
conductors. The amount of energy coupled could be influenced by 
the orientation of the cable! Clearly not something you would want 
to rely upon when trying to download new hardware in the field. 
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P/O 
— DB25 
Parallel Port 


Connector Discrete unshielded wires 


P/O 

DB25 
Parallel Port 
Connector 


Seven Conductor Shielded 


Shield connected to DB25 shell 


Figure 1. Bad’ Download Cable Design 


Figure 2 depicts a ‘good’ cable design that has proven itself to be 
reliable over a wide range of voltage and noise conditions, including 
many different types and makes of computers. 
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P/O 
10 Pin Circuit Board 
Header 


P/O 
10 Pin Circuit Board 
Header 


SP00519 
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P/O 
10 Pin Circuit Board 
Header 


SP00520 


Figure 2. ’Good’ Download Cable Design 


In this cable the signal conductors are separated from each other by 
interleaved ground conductors. This arrangement maintains 
reasonably uniform capacitance throughout the cable length and, to 
some degree, represents an equivalence to the classical wire over 
ground transmission line. This combination produces a cable with 
excellent noise attenuation and crosstalk rejection. The 100 
resistors in series with the signal conductors, (located at the 
computer DB25 connector) serve two purposes. The first is voltage 
decoupling, the second is series damping. It is unlikely that the 
output high voltage present on a computer’s parallel port data lines 
and VCC for the PZx128 will be the same value. This is especially 


true when programming 3 volt parts from a 5 volt computer interface. 


In this situation, the series resistor acts as a voltage decoupler, 
preventing potentially damaging current from flowing through the 
device’s input protection diode. Series damping is an arcane 
method of terminating a transmission line. In this form, a series 
resistor plus the output impedance of the source combine to match 
the characteristic impedance of the transmission line. For the 
Philips download cable, 100 Ohms represents a good compromise 
between output impedance, cable impedance, and standard resistor 
values. With the series resistor located as close as possible to the 
signal source it is possible to reduce the source reflection coefficient 
to practically zero. This absorbs the wave reflection coming back 
from the load thus terminating the reflection cycle. 


The advantages of this type of termination scheme are: 


® Very little power is consumed. This is especially important in low 
power applications, those for which the Coolrunner is perfect. 


® Requires only one resistor per signal line. 


The disadvantage of this technique is that for a time, (2tpd) the 
voltage present along the line is 0.5SVOUT. This is not a problem in 
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this application, however, since the signal connections are at the 
end of the line. 


ON BOARD SOURCES 

High performance devices that populate most circuit boards today 
routinely produce output edge rates of 2 to 4nS. If the trace length, 
from device to device, is long enough, transmission line effects must 
be taken into account. One can calculate when to start worrying by 
using the formula: 


Where: 
® L = trace length 


® tr =rise time 
® tpd = calculated propagation delay 
® CD = trace capacitance 


® ZO = calculated characteristic impedance of the trace 


Table 1 was generated using this formula. A line propagation delay 
of approximately 2.3 nS per foot is assumed for the above 
calculation. This is a typical delay for well constructed printed circuit 
boards. 
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Table 1 When to worry about reflections 


CD L 
IN NANOSECONDS IN PICOFARADS X 12 TO CONVERT TO INCHES 


If your PCB trace length for high clock speed signals has met the frequency decoupling or provide a charge reservoir for rapid 
criteria for transmission lines, you must terminate the lines. The changes in device current. To calculate a value for a reservoir 
exact methods and procedures for line termination are beyond the capacitor, it may be helpful to use the equation: 

scope of this application note. Suffice it to say, reflections can be 

considered noise and should be eliminated or reduced on all PCB dt 

traces, not just the ones used for ISP. Crosstalk between adjacent — C0 =i 

PCB traces is also a noise source to watch for. Try not to run signal dv 


lines parallel to one another or, if you must, interleave the signal ; 

Where: 
traces with ground traces. Insure that adequate copper exists to 
prevent, or greatly reduce, L di/dt rises in ground or dips in VCC. It ® C= the capacitor value you are valiantly trying to calculate 
is also a good idea to have only one point on the board from which 
ground radiates, this will reduce the possibility of generating ground 
loops. Please do not tie your analog and digital grounds together, ® dt = lets call this the output slew rate, or rise time 
except at the one common point mentioned above. If youdon’t _ 
follow this rule, it will not bother your digital circuitry very much, but 
your beautiful, elegant, analog designs may not appreciate the 
interference. | left out power and ground planes because | know | 
don’t even have to mention this requirement, right? If you locate 
your clocked filter, switching power supply, or any other source of 
high frequency switching transients near the ISP lines without 
adequate decoupling you may have trouble. We will talk more about 
decoupling in the next section. When operating at transmission line 
frequencies, one must take special care when routing signals on the 96A 

; ; : ). x 2nS 

PCB. The high frequencies that are generated by high slew rate rise ———————— = 0.192 mF 
times love to launch themselves in space when they encounter right 100 mV 
angle turns in your PCB traces. The high impedance inputs on your 
CMOS devices will be only too happy to include this source of noise 
as part of the original signal. Make smooth, gradual turns with your 
traces and you will prosper. 


® j= the total current your device will consume worst case 


® dv = a reasonable value of allowable voltage droop 


The PZx128 has a maximum of 96 1/O lines. If we require every 
output to turn on at the same time and we set the characteristic 
impedance of each output trace to 50, the current required will be 
96 x (5V/50) = 9.6 amperes! This can safely be considered WORST 
CASE! With a 100 mV drop in VCC and a 2 nS rise time, the 
capacitance required will be: 


A 0.1F capacitor for every power/ground pair will therefore handle 
the maximum instantaneous current requirements quite easily. 


POWER SUPPLY DECOUPLING FILTERING THE POWER SUPPLY 


Every active device on your PCB should be decoupled from the At high frequencies the 0.1F capacitor will look like a hippo as far as 
power supply with at least one capacitor placed across the power filtering is concerned. This is because its resonant frequency, 

and ground pins and located as close as possible to the device. If (about 100 MHZ) is too low to adequately reduce the high frequency 
the device has more than one power/ground pair, then a capacitor(s) harmonics generated in high performance systems. Without going 
will be needed for however many it has. The PZx128 has eight into an in-depth discourse on Fourier transforms of periodic pulses, 
power and ground pairs therefore you should use a minimum of let's assume that the fundamental frequency relates to period, the 
eight capacitors to decouple this device. A tantalum or aluminum first harmonic is a function of pulse width with the same energy as 
electrolytic capacitor, 10F or larger, should also be provided for the fundamental, and that the second harmonic is a function of rise 
every 50 or so active devices on the PCB. These capacitors will time and contains approximately half the energy of the fundamental. 
reduce power supply ripple and, for best results, they should be The following generic equation can be used to calculate 

located near the point at which the power and ground rails enter the fundamental and harmonic frequencies. 

PCB. You may be wondering what value of capacitor to use at each { 

active component. The answer depends upon what you are trying -F = —-—— 

to accomplish. Capacitors located across component power and p xTy 


ground pins, depending upon their value, can perform high 
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Substitute: 


® The period of the clock signal for TX when calculating the 
fundamental frequency 


® The pulse width of the clock signal for TX when calculating the 1st 
harmonic 


® The rise time of the clock signal for TX when calculating the 2nd 
harmonic 


For a system operating at 100MHz with a pulse width of 5nS, the FO 
is 32MHz, F1 is 64MHz, and F2 is 159MHz. 


Using the formula for resonance, 


, 
eee er 
2p VLC 


and plugging in the lead inductance of 1.1nH for a 0.001F ceramic 
capacitor, as determined from it’s data sheet, we find that it self 
resonates at approximately 150 MHz. Attaching this capacitor to a 
PCB in a most careful fashion, will provide adequate high frequency 
filtering of your design. Place this capacitor in parallel with the 0.1F 
reservoir capacitor, as close as possible to the active device, with as 


Ue 


10 Pin Header 


: 
i 


little total lead length as possible. Those who still experience trouble 
may want to use chip capacitors instead of leaded ones. This 
greatly reduces the series L and therefore increases the resonant 
frequency, giving better coverage of the higher frequency 
harmonics. 


COMPONENT PLACEMENT 

The placement of components on a PCB can have enormous impact 
on the noise environment. You may be less than pleased if you 
have arranged your PZx128 and the ISP download header in such a 
fashion as described in Figure 3. Remember to place the download 
header as close as possible to the device being programmed. If you 
are programming our ISP device from an on-board microcontroller, 
or an edge connector, it is important to follow the rules set forth in 
the section entitled On Board Sources of noise in this app note. 


SUMMARY 


High performance systems require that close attention by paid to 
printed circuit board layout, noise sources, and noise coupling. By 
following a few simple rules it is possible to construct a PCB that will 
allow you to effectively utilize our ISP devices. 


SP00521 


Figure 3. ’Bad’ PCB Layout 


1997 May 07 


Philips Semiconductors 


Application note 


. t ; ; 


Verilog implementation of a Manchester 
Encoder/Decoder in Philips CPLDs 


ANO70 


INTRODUCTION 

In this application note, Manchester code is defined and the 
advantages relative to Non—Return to Zero code are given. Target 
applications of Manchester code are discussed. A verilog 
implementation of the Manchester Encoder—Decoder is given, along 
with schematics and Philips CPLD utilization results. The decoder 
and encoder are simulated using Verilog XL. Much of this is given in 
the context of more familiar serial communication circuits as UARTs, 
with the intent to illustrate some of the issues in seal serial 
communication functions in CPLDs. 


NRZ and Manchester code defined 

Non-return to Zero (NRZ) and Manchester codes are used in digital 
systems to represent the binary values 1 and 0. Figure 1 defines 
how NRZ and Manchester code represent binary values. NRZ is the 
code most often used. In NRZ, a logic 1 is represented as a high 
level throughout a data cell, and a logic 0 is represented by a low 
level. Manchester code represents binary values by a transition 
rather than a level. The transition occurs at mid—bit, with a low to 
high transition used to represent a logic 0, and a high to low to 
represent a logic-1. Depending on the data pattern, there may be a 
transition at the cell boundary (beginning/end). A pattern of 
consecutive 1s or Os results in a transition on the cell boundary. 
When the data pattern alternates between 1 and 0, there is no 
transition on the cell boundary. 


Data Cell 


Manchester 


in NRZ, only one level/data cell is required, while in Manchester, two 
levels are required. ADC component exist in NRZ when contiguous 
1s or contiguous Os are transmitted. When the data pattern 
alternates between 1s and Os, the frequency response is 

equal to 1/2 the clock rate. The frequency response for NRZ then 
ranges from DC to clock/2. The frequency response of Manchester 
code ranges from clock/2, occurring when the data pattern is 
alternating 1s and Os, to clock, which occurs when the data pattern 
is consecutive 1s or Os. The frequency response of Manchester is a 
single octave versus 5—10 octaves for NRZ. 


Relative advantages on NRZ/Manchester code 
Two advantages of NRZ are that it doesn’t require 
encoding/decoding, and it makes the most efficient use of a 
communication channels bandwidth. Manchester requires a 
modulation rate twice that of NRZ to transmit the same amount of 
information. This can be important in bandwidth limited 
communication channels. On the other hand, the receiver of NRZ 
requires a true DC response. Since, manchester code has no DC 
component, it can be transformer coupled. 


The mid-bit transition in Manchester code provides a self—clocking 
feature of code. This can be used to improve synchronization over 
non-self clocking codes as NRZ. The transition also allows 
additional error detection to be done with relatively little circuitry. 


Figure 1. NRZ and Manchester Code Defined 
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Synchronization transitions of Manchester code allow error detection. The figure 

In serial communication, clocks are used to define the size/boundary shows four rows of transmitted data, ith the first row the valid 

of a data cell. With a non-self clocking code, since the clock and Manchester representation for a logic-1. The three lower rows are 
data are distinct, there can be skew between clock and data. In waveforms of a corrupted form of the first row, and are erroneously 
magnetic media applications, skew may be due to variations in the transmitted data. When Manchester data is shifted in serially into a 
tape drive speed. In serial communication, skew results from shift register in the decoder, an exclusive OR can monitor for 
differences in the transit delay between clock and data lines on long different values on each side of the data cell (since there is a mid—bit 
serial links. transition) With this error detection, an error is undetected only if 


each half of a data cell transitions from its original state. 


One design objective in serial communication is to decode data 
correctly in the presence of noise, or an otherwise degraded signal. 
Signals have non-zero rise and fall times during which the signal 
value is indeterminate. In a receiver, sampling, or the decoding of 
the value of a signal, should occur as far from the signal transition 
as possible. Sampling at the time furthest from the signal transition 
is known as center sampling. 


A UART is a serial communication circuit which uses NRZ code. To 
sample at mid—bit of the data cell, the receiver in a UARTs uses a 
local clock which is 16X the received data rate. The data format of a 
UART consists of a high idle state, and a character format consisting 
of a start bit, 5—8 data bits, optional parity, and one or more stop 

bits. After detecting the edge of a start bit, the receiver validates the 
start bit by counting the 16X clock to 8 and verifying that it is still low. 
Subsequent center samples are reached by counting the 16X clock 


In a Manchester decoder, center sampling occurs at points 1/4 and 
3/4 through the cell, since transitions occur always at mid—bit and 
sometimes on the cell boundary. In addition to center sampling, the 
receiver in a Manchester decoder does clock recovery. Since 
Manchester has transitions at least once each data cell, the receiver 
has known references to which it can re—synchronize at each bit. To SP00538 
synchronize to an incoming serial data stream, the receiving ciruitry 
in a Manchester decoder can use a digital phase lock loop or a 
counter algorithm. Digital phase lock loops are most often used in 
networks with a ring topology while counter algorithms are common 
in point to point links. An example of a counter algorithm which uses 


Figure 2. Manchester Error Detection 


Manchester Encoder Decoder functionality 


a 16x clock is: The functions of the encoder section of the MED are microprocessor 
1. After receiving the initial transition on manchester data in, count interface, parallel to serial conversion, frame generation, and NRZ to 
the 16x clock to 4 and sample. The count of 4 is known as end Manchester encoding. This circuitry can run very fast since it does 

count. At this time, end count is 1/4 through the the data cell. not require a high frequency clock. The frame format used is similar 
to that of a UART. 
2. Reset the counter to 0. Begin counting the 16x clock with an end es ; , 
count of 8, and sample. If there is a transition on manchester The Manchester decoder limits the maximum frequency of operation 
data, reset the counter and go to (1). of the MED, since it uses a high frequency clock. The receiver 


circuitry is more complex, since clock recovery and center sampling 
is done. Additional receiver functions are frame detection, decoding 


When initialized correctly to the manchester data, this algorithm ; 
of Manchester to NRZ, serial to parallel conversion, and a 


Causes the counter to use an end count equal to 4 when : ; 
consecutive 1s or Os are transmitted, and an end count equal to 8 microprocessor interface. 


when alternating 1s and Os. Manchester Decoder 


In summary, UARTs synchronize on a character basis while MEDs The mdi1 and mdi2 registers have decodeing circuitry which detects 
synchronize on a bit basis. In a UART, the timing jitter for the each an incoming edge on mdi and activates the clk1x_enable. The 
bit in the character is cumulative until the end of the character. clkix_enable signal is used as a clock enable for various registers 
MEDs re-synchronize at each bit, or at least once each bit. clocked by the 1x clock. This significantly reduces power 

: consumption when data is not being received. The no_bits received 
Error Detection keeps track of the number of bits received and sequences the 
The most commonly used error detection schemes in serial decoder through its operations. To vary the word size, change the 
communication are parity and cyclic redundancy check codes. value of no_bits_rcvd. The decoder does clock recovery using the 
When Manchester code is used, a small amount of additional first variable, clkdiv register, and sample signal. The Manchester 
circuitry can detect bit errors. Figure 2 illustrates how the mid bit data is decoded at the sample signal. 
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Table 1. Manchester Decoder Pinout functionality 
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fmdi [Input Serial manchester data input . 
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[sample [Wome Deterines tne a wich terecaheriotodecowedala——SSCS~S~S 
first [lnemat | Vaiabeuoedby to coutortdstmine endcount 
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The test fixture for the Manchester decoder is given in Appendix A. 
The text based simulation results is given in Appendix B. 


SIGNAL 


The waveform output is : 
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Figure 3. Manchester Simulation Waveform 


Athough the resolution does not allow complete verification, the 2. NR2Z ia all Os for first byte, all 1s second byte, alternating data 
following is evident. . third byte (not visable) 
1. The clk1x_enable signal is high upon receipt of data on mdi, and 


low during the idle state of the line. 3. A read operation on rdn resets the data_ready status signal. 
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The waveform below shows the center sampling done by the 
manchester docoder shows the sample pulse occuring midway 
between the transitions on the mdi2 signal. 
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Figure 4. Waveform Showing Timing of Center Sampling in the Manchester Decoder 


The verilog source is 
module md (rst,clk16x,mdi,rdn,dout,data_ready) ; 


input rst ; 

input cik16x ; 

input mdi ; 

input rdn ; 

output [7:0] dout ; 
output data_ready ; 


reg clk1x_enable ; 

reg mdi ; 

reg mdi2 ; 

reg [7:0] dout ; 

reg [3:0] no_bits_rcvd ; 
reg [3:0] cikdiv ; 

reg [2:0] clk2 ; 

reg first ; 

reg data_ready ; 


wire clk1x ; 
reg nz ; 
wire sample ; 


always @ (posedge clk16x or posedge rst) 
begin 

if (rst) 

begin 

mdi1 <= 1’b0 ; 

mdi2 <= 1’b0 ; 

end 

else 
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begin 

mdi2 <= mdi ; 
mdi1 <= mdi ; 
end 

end 


/f enable the 1x clock if there is an edge on mdi 


always @(posedge clk16x or posedge rst) 

begin 

if (rst) 

clk1x_enable <= 1’b0 ; 

else if (Imdi1 && mdi2) 

clk1x_enable <= 1’b1; 

else if (!mdi1 && !mdi2 && no_bits_rcvd == 4’b1000) 
clk1x_enable <= 1’b0 ; 

end 


/! generate center sample at 1/4 and 3/4 through the data cell 


always @ (posedge clk16x or posedge rst or negedge clk1x_enable) 


begin 

if (rst) 

begin 

clk2 = 3’b000 ; 

first = 1’b1 ; 

end 

else if (!clk1x_enable) 
begin 

clk2 = 3’b000 ; 

first = 1’b1 ; 

end 

else if (first && (clk2 < 3’b011)) 
clk2 = clk2 + 1; 

else if (first && (clk2 == 3’b011)) 
begin 

clk2 <= 3’b000 ; 

first <= 1’b0; 

end 

if (!first) 

clk2 = cilk2 + 1; 

end 


assign sample = first && clk2[2] && !clk2[1] && !clk2[0} 
II Hirst && !clk2[2] && !clk2[1] && !clk2[0] ; 


// decode manchester into nrz 


always @(posedge rst or posedge sample) 
if (rst) 

nrz = 1’b0 ; 

else 

if (no_bits_rcvd > 0) 

nrz = mdi2 4 clk1x ; 


// generate 1x clock 
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always @(posedge clk16x or posedge rst) 
begin 

if (rst) 

clkdiv = 4’b0 ; 

else if (clk1x_enable) 

clkdiv = cikdiv + 1 ; 

end 


assign clk1x = clkdiv[3] ; 
// serial to parallel conversion 


always @(posedge clik1x or posedge rst) 
if (rst) begin 

dout = 8’h0 ; 

end 


else begin 

dout[7:1] <= dout[6:0] ; 
dout[0} <= nrz ; 

end 


// track no of bits rcvd for word size 


always @ (posedge cik1x or posedge rst or negedge clk1x_enable) 
begin 

if (rst) 

no_bits_rcvd = 4’b0000 ; 

else if (!clk1x_enable) 

begin 

no_bits_rcvd = 4’b0000 ; 

end 

else no_bits_rcvd = no_bits_rcvd + 1; 


end 
// generate data_ready status signal 


always @(negedge clk1x_enable or posedge rst or negedge rdn) 


if (rst Il Irdn) 
data_ready = 1’b0 ; 
else 


if (!clk1x_enable) 
data_ready = 1’b1 ; 
endmodule 
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The Manchester decoder schematics are given in Figure 5. A legible copy is given in the seven figures in Appendix C. 
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Figure 5. Manchester Decoder Schematic 


Table 2. Manchester Encoder Pinout Funcionality 
Manchester Encoder 
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The verilog test fixture for the Manchester encoder is given in 
Appendix D. It writes the results into the md.rpt file given later, and 
the waveform database file me.shm displayed in Figure 4. 
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Figure 6. Waveform Results of Manchester Encoder Simulation 


In the waveform shown in Figure 6, following can be verified 

1. The pattern on manchester data out (mdo) when input data is 
consecutive 1s (ff), and again when input data is alternating 1s 
and Os (aa). 


2. The ready status signal goes high after word is transmitted, and 
is reset by a strobe on wr, 


The manchester encoder source is 


module me (rst,clk,wr,din,ready,mdo); 
input rst ; 

input clk ; 

input wr ; 

input [7:0] din; 

output ready ; 

output mdo ; 


reg mdo ; 

reg ready ; 

reg [2:0] count; 

reg [7:0] d; 

reg clk1; 

always @(posedge clk or posedge rst) 
if (rst) begin 
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clk1 = 1’b0; 
mdo = 1’b0 ; 
end 
else begin 
clki = ~clk1 ; 
mdo = d[7] “ cik1 ; 
end 
always @(posedge cik1 or posedge rst) 
if (rst) begin 
count = 3’b0 ; 
d=8'ho; 
ready = 1’b0 ; 
end 
else begin 
if ((count == 0) & !wr) begin 
d[7:1] <= d[6:0]; 
d[0] <= 1’b0; 
ready <= 1’b1; 
end else if ((count == 0) & wr ) begin 
d <= din; 
count <= count + 1; 
ready <= 1’b0; 
end else if (count == 7) begin 
d[7:1] <= d[6:0]; 
d[0} <= 1’b0; 
count <= 0; 
end else begin 
d[7:1] <= d[6:0]; 
d[0] <= 1’b0; 
count <= count + 1; 
end 
end 
endmodule 
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The schematics of the Manchester encoder is given in Figure 7, which consists of four sections. 
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Figure 7. Manchester Encoder 
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Figure 7A. Manchester Encoder Schematic (Cont.) 
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Figure 7B. Manchester Encoder Schematic (Cont.) 
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Figure 7C. Manchester Encoder Schematic (Cont.) 


Other Manchester Encoder Decoder Functions 
The functiions discussed in the remainder of this application note 
can be used in addition of in place of those described earlier. They 
include 


®@ Sync pulse and manchester error detection 


@ Adding a buffer register to the decoder 


Sync pulse and Manchester error detection 

The design above uses a frame format similar to that of a UART. 
Additional noise immunity can be provided by substituting a 3-bit 
wide sync pulse for the 1—bit start bit. The sync pulse used in this 
section is 1 1/2 bits at one level followed by 1 1/2 bits at the opposite 
level. This pattern is given in the mdi strip in Figure 8. The reason 
for allowing either polarity (high/low or low/high) is that it provides a 
very efficient method for the transmitter and receiver to distinguish 
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between a command and data. Since the 3—bit wide pattern is a 
relatively long pattern without a valid Manchester, and one which is 
unlikely to occur randomly, the decoder is unlikely to start 
erroneously. 


Th detect the pattern, a 10-bit register md is used. The manchester 
data in (mdi) input is routed in serially into the 10—bit md register, 
which is clocked by a 2X clock clk2x. There is pattern detection 
circuitry monitoring md[9:0]. Since md is clocked by clk2x, the 
detection circuitry is actually continuously monitoring 5—bit data 
patterns. In the scheme given below, the pattern detection asserts 
the sync_ pulse signal if the 3—bit wide sync pulse is followed by two 
valid manchester bits. The pulse on sync_pulse can trigger the 
decode operation. 


The waveform results are given in Figure 8. 
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Figure 8. Sync and Manchester DetectorWaveform Results 


The points to verify in the figure are that sync pulse goes high after reception of a valid 5—bit pattern, that mdo is the same as mdi 10 clk2x 
cycles later, and that valid_md is high when valid manchester data is received. 


The verilog source is 


// Philips CPLD Applications 

// Sync pulse and valid manchester detector 

// Otober 3, 1996 

module sync_det (rst,clk2x,mdi,mdo,valid_md,sync_pulse) ; 
input rst ; 

input clk2x ; 

input mdi ; 

output mdo ; 

output valid_md ; 

output sync_pulse ; 


reg [9:0] md ; 
reg clk 1x ; 


always @(posedge clk2x or posedge rst) 
if (rst) 


begin 

clk1x <= 1’b0; 

md <= 10’b0 ; 

end 

else 

begin 

md[9:1] <= md[8:0} ; 
md[0O] <= mdi ; 
clk1x <= ~clk1x ; 
end 
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assign valid_md = ((md[3] “ md[2]) && (maft} 4 ma[0})) : 


- Application note 


ANO70 


assign sync_pulse = valid_md && (((md[9] && md[8] && md[7]) && (!md[6] && !md[5] && !mad[4])) Il ((!mad[9] && !mad[8] && !md[7]) && (md[6] && 


md[5] && md[4]))) > 


assign mdo = md{9] ; 
endmodule 


The schematics are given in Figure 9. 
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Figure 9. LHS of Sync and Valid Manchester Schematic 
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Figure 9A. LHS of Sync and Valid Manchester Schematic (Cont.) 
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APPENDIX A: MANCHESTER DECODER TEST FIXTURE 


‘timescale 1 ns /1 ns 

module md_tt ; 

reg rst; 

reg cik16x ; 

reg mdi ; 

reg clk1x_enable ; 

reg clk1x ; 

reg nrz ; 

reg [3:0] no_bits_rcvd ; 

reg sample ; 

reg rdn ; 

wire [7:0] dout ; 

md u1 (rst,clk16x,mdi,rdn,dout,data_ready) ; 
initial begin 

rst = 1’b0 ; 

clk16x = 1’b0 ; 

mdi = 1’b0 ; 

rdn = 1’b1; 

end 

integer md_chann ; 

initial begin 

md_chann = $fopen(“md.rpt’) ; 

$timeformat (—9,,,5) ; 

end 

parameter clock_period = 100; 

always #(clock_period/2) clk16x = ~clk16x ; 
initial begin 

$fdisplay(md_chann, “Verilog simulation of manchester decoder design\n\n”) ; 
$shm_open(“md.shm’”) ; 

$shm_probe(“AS”) ; 


$fmonitor(md_chann,”Time=%t,rst=%b,clk16=%b,clk1x_enable=%b,clk1x=%b,mdi=%b,nrz=%b,no_bits_rcvd=%b,sample=%b,dout=%h,data_re 
ady=%b” $time, rst,clk16x,md.clk1x_enable,md.clk1x,mdi,md.nrz,md.no_bits_rcvd,md.sample,dout,data_ready) ; 


#1 rst= 1’b1 ; 
#200 rst = 1’b0 ; 


// input 8 Os 


#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 


1997 May 14 311 


Philips Semiconductors | ae | _ _ Application note 


Verilog implementation of aManchester | —ANO70 
Encoder/Decoder in Philips CPLDs _ - 


#1600 rdn = 1’b0 ; 
#800 rdn = 1’b1 ; 


#3200 
// input 8 1s 


#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1; 
#800 mdi = 1’b0; 
#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 
#800 mdi = 1’b1 ; 
#800 mdi = 1’b0 ; 


#2400 rdn = 1’b0 ; 
#800 rdn = 1’b1 ; 


#3200 

// input alternating 1s, Os 
#1600 mdi = 1’b1 ; 
#1600 mdi = 1’b0 ; 
#1600 mdi = 1’b1 ; 
#1600 mdi = 1’b0 ; 
#1600 mdi = 1’b1 ; 
#1600 mdi = 1’b0 ; 
#1600 mdi = 1’b1 ; 
#1600 mdi = 1’b0 ; 
#1600 mdi = 1’b1 ; 


#1600 rst = 1’b1 ; 
$fdisplay (md_chann,’\nSimulation of manchester decoder complete.”); 


$finish ; 
end 
endmodule 


1997 May 14 312 


Philips Semiconductors Application note 


Verilog implementation of a Manchester ANO7O 
Encoder/Decoder in Philips CPLDs 


APPENDIX B: MANCHESTER DECODER SIMULATION RESULTS (PARTIAL) 


Verilog simulation of manchester decoder design 

Time= _ 0,rst=0,clk16=0,clk1x_enable=x,clk1x=x,mdi=0,nrz=x,no_bits_rcvd=xxxx,sample=x,dout=xx,data_ready=x 
Time= 1,rst=1,clk16=0,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 50,rst=1,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 100,rst=1 ,clki6=0,clkix_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 150,rst=1 ,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 200,rst=1 ,clk16=0,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 201 ,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 250,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 300,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 350,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 400,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 450,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 500,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 550,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 600,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 650,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 700,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 750,rst=0,clk16=1,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 800,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 850,rst=0,clk16=1,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 900,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 950,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1000,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 1001 ,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=1,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1050,rst=0,clk16=1,clk1x_enable=0,clk1x=0,mdi=1,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 1100,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 1150,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1200,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=1,nrz=0,no_bits_rcvd=0000,sample=0 ,dout=00,data_ready=0 
Time=1250,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=1,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1300,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=1,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1350,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1400,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0000,sample=0 ,dout=00,data_ready=0 
Time= 1450,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=1,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1500,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=1,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1550,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1600,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=1,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1650,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 1700,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=1,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1750,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=1,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 1800,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time= 1801 ,rst=0,clk16=0,clk1x_enable=0,clk1 x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1850,rst=0,clk16=1 ,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1900,rst=0,clk16=0,clk1x_enable=0,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=1950,rst=0,clk16=1 ,clk1x_enable=1,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2000,rst=0,clk16=0,clk1x_enable=1 ,clk1 x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2050,rst=0,clk16=1 ,clk1x_enable=1,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2100,rst=0,clk16=0,clk1x_enable=1 ,clk1 x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2150,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2200,rst=0,clk16=0,clk1x_enable=1 ,clk1 x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2250,rst=0,clk16=1 ,clk1x_enable=1 ,clk1 x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2300,rst=0,clk16=0,clk1x_enable=1 ,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2350,rst=0,clk16=1 ,clk1x_enable=1 ,clk1 x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=1 ,dout=00,data_ready=0 
Time=2400,rst=0,clk16=0,clk1x_enable=1,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=1 ,dout=00,data_ready=0 
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Time=2450,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2500,rst=0,clk16=0,clk1x_enable=1 ,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2550,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2600,rst=0,clk16=0,clk1x_enable=1 ,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2601 ,rst=0,clk16=0,clk1x_enable=1 ,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2650,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=0,mdi=1,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2700,rst=0,clk16=0,clk1x_enable=1 ,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0000,sample=0,dout=00,data_ready=0 
Time=2750,rst=0,clk16=1,clk1x_enable=1 ,clk1x=1 ,mdi=1,nrz=0,no_bits_rcvd=0001,sample=0,dout=00,data_ready=0 
Time=2800,rst=0,clk16=0,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0001 ,sample=0,dout=00,data_ready=0 
Time=2850,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=1 ,mdi=1,nrz=0,no_bits_rcvd=0001,sample=0,dout=00,data_ready=0 
Time=2900,rst=0,clk16=0,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0001,sample=0,dout=00,data_ready=0 
Time=2950,rst=0,clk16=1,clk1x_enable=1 ,clk1x=1 ,mdi=1 ,nrz=0,no_bits_rcvd=0001 ,sampie=0,dout=00,data_ready=0 
Time=3000,rst=0,clk16=0,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0001 ,sample=0 ,dout=00,data_ready=0 
Time=3050,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0001,sample=0,dout=00,data_ready=0 
Time=3100,rst=0,clk16=0,clk1x_enable=1,clk1x=1,mdi=1 ,nrz=0,no_bits_rcvd=0001 ,sample=0,dout=00,data_ready=0 
Time=3150,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=1,mdi=1 ,nrz=0,no_bits_rcvd=0001 ,sample=1 ,dout=00,data_ready=0 
Time=3200,rst=0,clk16=0,clk1x_enable=1,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0001 ,sample=1 ,dout=00,data_ready=0 
Time=3250,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=1,mdi=1 ,nrz=0,no_bits_rcvd=0001 ,sample=0,dout=00,data_ready=0 
Time=3300,rst=0,clk16=0,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0001 ,sample=0,dout=00,data_ready=0 
Time=3350,rst=0,clk16=1 ,clk1x_enable=1,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0001 ,sample=0,dout=00,data_ready=0 
Time=3400,rst=0,clk16=0,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0001 ,sample=0,dout=00,data_ready=0 
Time=3401 ,rst=0,clk16=0,clk1x_enable=1 ,clk1x=1,mdi=0,nrz=0,no_bits_rcvd=0001,sample=0,dout=00,data_ready=0 
Time=3450,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=1,mdi=0,nrz=0,no_bits_rcvd=0001,sample=0,dout=00,data_ready=0 
Time=3500,rst=0,clk16=0,clk1x_enable=1 ,clk1x=1,mdi=0,nrz=0,no_bits_rcvd=0001 ,sample=0,dout=00,data_ready=0 
Time=3550,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0001,sample=0,dout=00,data_ready=0 
Time=3600,rst=0,clk16=0,clkix_enable=1 ,clk1x=0,mdi=0,nrz=0,no_bits_rcvd=0001 ,sample=0 ,dout=00,data_ready=0 
Time=52450,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0111,sample=0,dout=2a,data_ready=0 
Time=52500,rst=0,clk16=0,clk1x_enable=1 ,clk1x=1,mdi=1 ,nrz=0,no_bits_rcvd=0111,sample=0,dout=2a,data_ready=0 
Time=52550,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0111,sample=0,dout=2a,data_ready=0 
Time=52600,rst=0,clk16=0,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0111 ,sample=0,dout=2a,data_ready=0 
Time=52650,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=1 ,mdi=1,nrz=0,no_bits_rcvd=0111,sample=0,dout=2a,data_ready=0 
Time=52700,rst=0,clk16=0,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0111,sample=0,dout=2a,data_ready=0 
Time=52750,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=1,mdi=1 ,nrz=0,no_bits_rcvd=0111,sample=1 ,dout=2a,data_ready=0 
Time=52800,rst=0,clk16=0,clkix_enable=1 ,clk1x=1 ,mdi=1 ,nrz=0,no_bits_rcvd=0111 ,ssample=1 ,dout=2a,data_ready=0 
Time=52850,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0111,sample=0 ,dout=2a,data_ready=0 
Time=52900,rst=0,clk16=0,clk1x_enable=1 ,clk1x=1,mdi=1 ,nrz=0,no_bits_rcvd=0111,sample=0,dout=2a,data_ready=0 
Time=52950,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0111,sample=0,dout=2a,data_ready=0 
Time=53000,rst=0,clk16=0,clk1x_enable=1 ,clk1x=1,mdi=1,nrz=0,no_bits_rcvd=0111,sample=0,dout=2a,data_ready=0 
Time=53050,rst=0,clk1 6=1,clk1x_enable=1 clk1 x=0,mdi=1 ;nrz=0,no_bits_rcvd=0111 ,sample=0,dout=2a,data_ready=0 
Time=53100,rst=0,clk16=0,clk1x_enable=1 ,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0111,sample=0,dout=2a,data_ready=0 
Time=53150,rst=0,clk16=1 ,clk1x_enable=1 ,clk1 x=0,mdi=1 #nrz=0,no_bits_rcvd=0111 ,sample=0,dout=2a,data_ready=0 
Time=53200,rst=0,clk16=0,clk1 x_enable=1 ,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0111 ,sample=0 ,dout=2a,data_ready=0 
Time=53250,rst=0,clk16=1 ,clk1x_enable=1 ,clk1x=0,mdi=1,nrz=0,no_bits_rcvd=0111,sample=0,dout=2a,data_ready=0 
Time=53300,rst=0,clk16=0,clk1x_enable=1 ,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0111,sample=0,dout=2a,data_ready=0 
Time=53350,rst=0,clk16=1 ,clk1 x_enable=1 ,clk1x=0,mdi=1 ,nrz=0,no_bits_rcvd=0111,sample=0,dout=2a,data_ready=0 


Simulation of manchester decoder complete. — 
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APPENDIX C: MANCHESTER DECODER SCHEMATICS 


The seven schematics given below correspond to the main schematic given in Figure 4, ordered from left to right and top to bottom. 


Figure 10. Manchester Decoder Schematic 
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Figure 10A. Manchester Decoder Schematic (Cont.) 
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Figure 10B. Manchester Decoder Schematic (Cont.) 
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Figure 10C. Manchester Decoder Schematic (Cont.) 
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Figure 10D. Manchester Decoder Schematic (Cont.) 
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Figure 10E. Manchester Decoder Schematic (Cont.) 
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APPENDIX D: MANCHESTER ENCODER TEST FIXTURE 


‘timescale 1 ns /1 ns 

module me_tt ; 

reg [7:0] din ; 

reg rst; 

reg clk ; 

reg wr ; 

wire mdo ; 

wire ready ; 

me u1 (rst,clk,wr,din,ready,mdo) ; 
initial begin 

rst = 1’b0 ; 

clk = 1’b0 ; 

din = 8’hO ; 

wr = 1’b0 ; 

me.clk1 = 1’b0 ; 

me.count = 3’b0 ; 

end 

integer me_chann ; 

initial begin 

me_chann = $fopen(“me.rpt’) ; 
$timeformat (—9,,,5) ; 

end 

parameter clock_period = 10, 
setup_time = clock_period / 4 ; 
always #(clock_period / 2) clk = ~clk ; 
initial begin 

$fdisplay(me_chann, “Verilog simulation of manchester encoder design\n\n’) ; 
$shm_open(“me.shm’) ; 

$shm_probe(“AS’) ; 


$fmonitor(me_chann,”Time=%t,rst=Y%b,wr=%b,clk=%b,me.clk1=%b,din=%h,me.count=%b,mdo=%b, ready=%b”, $time, rst, wrclk,me.cik1 ,din,me. 
count,mdo,ready) ; 


#5 rst = 1’b1 ; 

#15 rst = 1’°b0; 

#(3 * clock_period — setup_time) din = 8’hff ; 
#(1 * clock_period) wr = 1’b1 ; 

#(2 * clock_period) wr = 1’b0 ; 

#(20 * clock_period) din = 8’haa ; 

#(1 * clock_period) wr = 1’b1 ; 

#(2 * clock_period) wr = 1’b0 ; 

#(20 * clock_period) din = 8’h00 ; 

#(1 * clock_period) wr = 1’b1 ; 

#(2 * clock_period) wr = 1’b0 ; 

#(20 * clock_period) din = 8’hf0 ; 

#(1 * clock_period) wr = 1’b1 ; 

#(2 * clock_period) wr = 1’b0 ; 

#(20 * clock_period) din = 8’hOf ; 

#(1 * clock_period) wr = 1’b1 ; 

#(2 * clock_period) wr = 1’b0 ; 

#(100 * clock_period) ; 

$fdisplay (me_chann,”\nSimulation of manchester encoder complete.”); 
$finish ; 


end 
endmodule 
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APPENDIX E: MANCHESTER DECODER RESULTS 

The intiial lines of the simulation results are given below. 

Verilog simulation of manchester encoder design 

Time= 0,rst=0,wr=0,clk=0,me.cik1=0,din=00,me.count=000,mdo=x,ready=x 
Time=  5,rst=1,wr=0,clk=1,me.clk1=0,din=00,me.count=000,mdo=0,ready=0 
Time= 10,rst=1,wr=0,clk=0,me.clk1=0,din=00,me.count=000,mdo=0,ready=0 
Time= 15,rst=1,wr=0,clk=1,me.clk1=0,din=00,me.count=000,mdo=0,ready=0 
Time= 20,rst=0,wr=0,clk=0,me.clk1=0,din=00,me.count=000,mdo=0,ready=0 
Time= 25,rst=0,wr=0,clk=1,me.clk1=1 ,din=00,me.count=000,mdo=1 ,ready=1 
Time= 30,rst=0,wr=0,clk=0,me.clk1=1 ,din=00,me.count=000,mdo=1 ,ready=1 
Time= 35,rst=0,wr=0,clk=1,me.clk1=0,din=00,me.count=000,mdo=0,ready=1 
Time= 40,rst=0,wr=0,clk=0,me.clk1=0,din=00,me.count=000,mdo=0,ready=1 
Time= 45,rst=0,wr=0,clk=1,me.clk1=1 ,din=00,me.count=000,mdo=1 ,ready=1 
Time= 48,rst=0,wr=0,clk=1,me.clk1=1 ,din=ff, me.count=000,mdo=1 ,ready=1 
Time= 50,rst=0,wr=0,clk=0,me.clk1=1 ,din=ff, me.count=000,mdo=1 ,ready=1 
Time= 55,rst=0,wr=0,cilk=1,me.cik1=0,din=ff, me.count=000,mdo=0,ready=1 
Time= 58,rst=0,wr=1,clk=1,me.clk1=0,din=ff, me.count=000,mdo=0,ready=1 
Time= 60,rst=0,wr=1,clk=0,me.clk1=0,din=ff, me.count=000,mdo=0,ready=1 
Time= 65,rst=0,wr=1 ,clk=1,me.clk1=1 ,din=ff, me.count=001 ,mdo=1 ,ready=0 
Time= 70,rst=0,wr=1 ,clk=0,me.clk1=1 ,din=ff, me.count=001 ,mdo=1 ,ready=0 
Time= 75,rst=0,wr=1,clk=1,me.clk1=0,din=ff, me.count=001 ,mdo=1 ,ready=0 
Time= 78,rst=0,wr=0,clk=1,me.cik1=0,din=ff, me.count=001 ,mdo=1 ,ready=0 
Time= 80,rst=0,wr=0,clk=0,me.clk1=0,din=ff, me.count=001 ,mdo=1 ,ready=0 
Time= 85,rst=0,wr=0,clk=1,me.clk1=1 ,din=ff, me.count=010,mdo=0,ready=0 
Time= 90,rst=0,wr=0,clk=0,me.clk1=1 ,din=ff,me.count=010,mdo=0,ready=0 
Time= 95,rst=0,wr=0,clk=1,me.clk1=0,din=ff, me.count=010,mdo=1 ,ready=0 
Time= 100,rst=0,wr=0,clk=0,me.clk1=0 ,din=ff,me.count=010,mdo=1,ready=0 
Time= 105,rst=0,wr=0,clk=1 ,me.clk1=1 ,din=ff, me.count=011,mdo=0,ready=0 
Time= 110,rst=0,wr=0,clk=0,me.clk1=1 ,din=ff, me.count=011 ,mdo=0,ready=0 
Time= 115,rst=0,wr=0,clk=1,me.clk1=0,din=ff, me.count=011 ,mdo=1 ,ready=0 
Time= 120,rst=0,wr=0,clk=0,me.clk1=0,din=ff,me.count=011 ,mdo=1 ,ready=0 
Time= 125,rst=0,wr=0,clk=1,me.clk1=1 ,din=ff, me.count=100,mdo=0,ready=0 
Time= 130,rst=0,wr=0,clk=0,me.clk1=1 ,din=ff, me.count=100,mdo=0,ready=0 
Time= 135,rst=0,wr=0,clk=1,me.clk1=0,din=ff, me.count=100,mdo=1 ,ready=0 
Time= 140,rst=0,wr=0,clk=0,me.clk1=0,din=ff,me.count=100,mdo=1 ,ready=0 
Time= 145,rst=0,wr=0,clk=1 ,me.clk1=1 ,din=ff, me.count=101,mdo=0,ready=0 
Time= 150,rst=0,wr=0,clk=0,me.clk1=1 ,din=ff, me.count=101,mdo=0,ready=0 
Time= 155,rst=0,wr=0,clk=1 ,me.clk1=0,din=ff,me.count=101,mdo=1 ,ready=0 
Time= 160,rst=0,wr=0,clk=0,me.clk1=0,din=ff,me.count=101,mdo=1 ,ready=0 
Time= 165,rst=0,wr=0,clk=1,me.clk1=1 ,din=ff, me.count=110,mdo=0,ready=0 
Time= 170,rst=0,wr=0,clk=0,me.clk1=1 ,din=ff,me.count=110,mdo=0,ready=0 
Time= 175,rst=0,wr=0,clk=1,me.clk1=0,din=ff, me.count=110,mdo=1 ,ready=0 
Time= 180,rst=0,wr=0,clk=0,me.clk1=0,din=ff,me.count=110,mdo=1 ,ready=0 
Time= 185,rst=0,wr=0,clk=1,me.clk1=1 ,din=ff, me.count=111,mdo=0,ready=0 
Time= 190,rst=0,wr=0,clk=0,me.clk1=1 ,din=ff,me.count=111 ,mdo=0,ready=0 
Time= 195,rst=0,wr=0,clk=1,me.clk1=0,din=ff, me.count=111 ,mdo=1 ,ready=0 
Time= 200,rst=0,wr=0,clk=0,me.clk1=0,din=ff, me.count=111,mdo=1,ready=0 
Time= 205,rst=0,wr=0,clk=1,me.clk1=1 ,din=ff, me.count=000,mdo=0,ready=0 
Time= 210,rst=0,wr=0,clk=0,me.clk1=1 ,din=ff, me.count=000,mdo=0,ready=0 
Time= 215,rst=0,wr=0,clk=1,me.clk1=0,din=ff, me.count=000,mdo=1 ,ready=0 
Time= 220,rst=0,wr=0,clk=0,me.clk1=0,din=ff, me.count=000,mdo=1 ,ready=0 
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APPENDIX F: SYNC AND VALID MANCHESTER DETECTOR TEST FIXTURE 


‘timescale 1 ns /1 ns 
module sync_det_tf ; 
reg rst; 
_ reg clk2x ; 
reg mdi ; 
wire mdo ; 
wire sync_pulse ; 
wire valid_md ; 
sync_det u1 (rst,clk2x,mdi,mdo,valid_md,sync_pulse) ; 
initial begin 
rst = 1’b0 ; 
clk2x = 1’b0 ; 
mdi = 1’b0 ; 
end 
integer sync_det_chann ; 
initial begin 
sync_det_chann = $fopen(“sync_det.rpt’) ; 
$timeformat (—9,,,5) ; 
end 
parameter clock_period = 100; 
always #(clock_period/2) clk2x = ~clk2x ; 
initial begin 
$fdisplay(sync_det_chann, “Verilog simulation of sync_det design\n\n”) ; 
$shm_open(“sync_det.shm’) ; 
$shm_probe(“AS’) ; 


$fmonitor(sync_det_chann,”Time=%t,rst=%b,clk2=%b, mdi=%b,md=%b,sync_pulse=%b, valid_md=%b”, $time, rst,clk2x,mdi,sync_det.md,sync_p 
ulse,valid_md) ; 


#1 rst = 1’b1 ; 
#10 rst = 1’b0 ; 

// start w a valic command sync pulse 8 Os 
#38 mdi = 1’b1 ; 
#300 mdi = 1’b0 ; 
#300 mdi = 1’b1 ; 
#100 mdi = 1’b0 ; 
#100 mdi = 1’b1 ; 
#100 mdi = 1’b0 ; 
#100 mdi = 1’b1 ; 
#100 mdi = 1’b0 ; 
#100 mdi = 1’b1 ; 
#100 mdi = 1’b0 ; 
#100 mdi = 1’b1 ; 
#100 mdi = 1’b0 ; 
#100 mdi = 1’b1 ; 
#100 mdi = 1’b0 ; 
#100 mdi = 1’b1 ; 
#100 mdi = 1’b0 ; 
#100 mdi = 1’b1 ; 
#100 mdi = 71’b0 ; 
/1 no change for 500 ns should cause valid_md to go low 
#500 

/! data sync pulse 
#300 mdi = 1’b1 ; 
#300 mdi = 1’b0 ; 
#100 mdi = 1’b1 ; 
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#100 mdi = 1’b0; 
#100 mdi = 1’b1 ; 
#100 mdi = 1’b0 ; 
#100 mdi = 1’b1 ; 
#100 mdi = 1’b0 ; 
#100 mdi = 1'b1; 
#100 mdi = 1’b0 ; 
#100 mdi = 1’b1 ; 
#100 mdi = 1’b0 ; 
#100 mdi = 1’b1 ; 
#100 mdi = 1’b0 ; 
$fdisplay (sync_det_chann,"\nSimulation of sync_det complete.”); 
$finish ; 

end 

endmodule 
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APPENDIX G: SYNC AND VALID MANCHESTER DETECTOR SIMULATION RESULTS 
Verilog simulation of sync_det design 

Time= 0,rst=0,clk2=0 ,mdi=0,md=xxxxxxxxxx,Sync_pulse=x,valid_md=x 
Time=  1,rst=1,clk2=0,mdi=0,md=0000000000,sync_pulse=0,valid_md=0 
Time= 11,rst=0,clk2=0,mdi=0,md=0000000000,sync_pulse=0,valid_md=0 
Time= 49,rst=0,clk2=0,mdi=1,md=0000000000,sync_pulse=0,valid_md=0 
Time= 50,rst=0,clk2=1,mdi=1,md=0000000001 ,sync_pulse=0,valid_md=0 
Time= 100,rst=0,clk2=0,mdi=1,md=0000000001 ,sync_pulse=0,valid_md=0 
Time= 150,rst=0,clk2=1,mdi=1,md=0000000011,sync_pulse=0,valid_md=0 
Time= 200,rst=0,clk2=0,mdi=1 ,md=0000000011,sync_pulse=0,valid_md=0 
Time= 250,rst=0,clk2=1,mdi=1,md=0000000111,sync_pulse=0,valid_md=0 
Time= 300,rst=0,clk2=0,mdi=1,md=0000000111,sync_pulse=0,valid_md=0 
Time= 349,rst=0,clk2=0,mdi=0,md=0000000111,sync_pulse=0,valid_md=0 
Time= 350,rst=0,clk2=1,mdi=0,md=0000001110,sync_pulse=0,valid_md=0 
Time= 400,rst=0,clk2=0,mdi=0,md=0000001110,sync_pulse=0,valid_md=0 
Time= 450,rst=0,clk2=1 ,mdi=0,md=0000011100,sync_pulse=0,valid_md=0 
Time= 500,rst=0,clk2=0,mdi=0,md=0000011100,sync_pulse=0,valid_md=0 
Time= 550,rst=0,clk2=1,mdi=0,md=0000111000,sync_pulse=0,valid_md=0 
Time= 600,rst=0,clk2=0,mdi=0,md=0000111000,sync_pulse=0,valid_md=0 
Time= 649,rst=0,clk2=0,mdi=1,md=0000111000,sync_pulse=0,valid_md=0 
Time= 650,rst=0,clk2=1 ,mdi=1 ,md=0001110001 ,sync_pulse=0,valid_md=0 
Time= 700,rst=0,clk2=0,mdi=1,md=0001110001,sync_pulse=0,valid_md=0 
Time= 749,rst=0,clk2=0,mdi=0,md=0001110001,sync_pulse=0,valid_md=0 
Time= 750,rst=0,clk2=1,mdi=0,md=0011100010,sync_pulse=0,valid_md=0 
Time= 800,rst=0,clk2=0,mdi=0,md=0011100010,sync_pulse=0,valid_md=0 
Time= 849,rst=0,clk2=0,mdi=1,md=0011100010,sync_pulse=0,valid_md=0 
Time= 850,rst=0,clk2=1 ,mdi=1,md=0111000101,sync_pulse=0,valid_md=1 
Time= 900,rst=0,clk2=0,mdi=1,md=0111000101,sync_pulse=0,valid_md=1 
Time= 949,rst=0,clk2=0,mdi=0,md=0111000101,sync_pulse=0,valid_md=1 
Time= 950,rst=0,clk2=1 ,mdi=0,md=1110001010,sync_pulse=1 ,valid_md=1 
Time= 1000, rst=0,clk2=0,mdi=0,md=1110001010,sync_pulse=1,valid_md=1 
Time= 1049,rst=0,clk2=0,mdi=1,md=1110001010,sync_pulse=1,valid_md=1 
Time= 1050,rst=0,clk2=1,mdi=1,md=1100010101,sync_pulse=0,valid_md=1 
Time= 1100,rst=0,clk2=0,mdi=1,md=1100010101,sync_pulse=0,valid_md=1 
Time= 1149,rst=0,clk2=0,mdi=0,md=1100010101,sync_pulse=0,valid_md=1 
Time= 1150, rst=0,clk2=1 ,mdi=0,md=1000101010,sync_pulse=0,valid_md=1 
Time= 1200,rst=0,clk2=0,mdi=0,md=1000101010,sync_pulse=0,valid_md=1 
Time= 1249,rst=0,clk2=0,mdi=1,md=1000101010,sync_pulse=0,valid_md=1 
Time= 1250,rst=0,clk2=1,mdi=1,md=0001010101 »sync_pulse=0,valid_md=1 
Time= 1300,rst=0 ,clk2=0,mdi=1,md=0001010101,sync_pulse=0,valid_md=1 
Time= 1349,rst=0,clk2=0,mdi=0,md=0001010101,sync_pulse=0,valid_md=1 
Time= 1350, rst=0,clk2=1 ,mdi=0,md=0010101010,sync_pulse=0,valid_md=1 
Time= 1400, rst=0,clk2=0,mdi=0, md=0010101010,sync_pulse=0,valid_md=1 
Time= 1449, rst=0,clk2=0,mdi=1,md=0010101010,sync_pulse=0,valid_md=1 
Time= 1450,rst=0,clk2=1 ,mdi=1,md=0101010101,sync_pulse=0,valid_md=1 
Time= 1500,rst=0,clk2=0,mdi=1,md=0101010101,sync_pulse=0,valid_md=1 
Time= 1549,rst=0,clk2=0,mdi=0,md=0101010101,sync_pulse=0,valid_md=1 
Time= 1550,rst=0,clk2=1,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
Time= 1600,rst=0,clk2=0,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
Time= 1649,rst=0,clk2=0,mdi=1,md=1010101010,sync_pulse=0,valid_md=1 
Time= 1650,rst=0,clk2=1 , mdi=1,md=0101010101,sync_pulse=0,valid_md=1 
Time= 1700,rst=0,clk2=0,mdi=1,md=0101010101,sync_pulse=0,valid_md=1 
Time= 1749,rst=0,clk2=0,mdi=0,md=0101010101,sync_pulse=0,valid_md=1 
Time= 1750,rst=0,clk2=1 ,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
Time= 1800,rst=0,clk2=0,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
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Time= 1849,rst=0,clk2=0,mdi=1,md=1010101010,sync_pulse=0,valid_md=1 
Time= 1850,rst=0,clk2=1 ,mdi=1,md=0101010101,sync_pulse=0,valid_md=1 
Time= 1900,rst=0,clk2=0,mdi=1,md=0101010101,sync_pulse=0,valid_md=1 
Time= 1949, rst=0,clk2=0,mdi=0,md=0101010101,sync_pulse=0,valid_md=1 
Time= 1950, rst=0,clk2=1,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
Time=2000,rst=0,clk2=0,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
Time= 2049,rst=0,clk2=0,mdi=1,md=1010101010,sync_pulse=0,valid_md=1 
Time= 2050, rst=0,clk2=1 ,mdi=1,md=0101010101,sync_pulse=0,valid_md=1 
Time=2100,rst=0,clk2=0,mdi=1 ,md=0101010101,sync_pulse=0,valid_md=1 
Time= 21 49,rst=0,clk2=0,mdi=0,md=0101010101,sync_pulse=0,valid_md=1 
Time= 2150,rst=0,clk2=1,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
Time= 2200,rst=0,clk2=0,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
Time=2250,rst=0,clk2=1 ,mdi=0,md=01010101 00,sync_pulse=0,valid_md=0 
Time= 2300,rst=0,clk2=0,mdi=0,md=0101010100,sync_pulse=0,valid_md=0 
Time= 2350,rst=0,clk2=1 ,mdi=0,md=1010101000,sync_pulse=0,valid_md=0 
Time=2400,rst=0,clk2=0,mdi=0,md=1010101000,sync_pulse=0,valid_md=0 
Time=2450,rst=0,clk2=1,mdi=0,md=0101010000,sync_pulse=0,valid_md=0 
Time=2500,rst=0,clk2=0,mdi=0,md=0101010000,sync_pulse=0,valid_md=0 
Time=2550,rst=0,clk2=1 ,mdi=0,md=1010100000,sync_pulse=0,valid_md=0 
Time= 2600,rst=0,clk2=0,mdi=0,md=1010100000,sync_pulse=0,valid_md=0 
Time=2650,rst=0,clk2=1 ,mdi=0,md=0101000000,sync_pulse=0, valid_md=0 
Time=2700,rst=0,clk2=0,mdi=0,md=0101000000,sync_pulse=0,valid_md=0 
Time=2750,rst=0,clk2=1,mdi=0,md=1010000000,sync_pulse=0,valid_md=0 
Time= 2800,rst=0,clk2=0,mdi=0,md=1010000000,sync_pulse=0,valid_md=0 
Time=2850,rst=0,clk2=1,mdi=0,md=0100000000,sync_pulse=0, valid_md=0 
Time= 2900,rst=0,clk2=0,mdi=0,md=0100000000,sync_pulse=0,valid_md=0 
Time= 2949, rst=0,clk2=0 ,mdi=1,md=0100000000,sync_pulse=0,valid_md=0 
Time= 2950,rst=0,clk2=1,mdi=1,md=1000000001 ,sync_pulse=0,valid_md=0 
Time= 3000,rst=0,clk2=0,mdi=1,md=1000000001 ,sync_pulse=0, valid_md=0 
Time= 3050, rst=0,clk2=1 ,mdi=1,md=0000000011,sync_pulse=0,valid_md=0 
Time= 3100,rst=0,clk2=0,mdi=1,md=0000000011,sync_pulse=0,valid_md=0 
Time= 3150,rst=0,clk2=1 ,mdi=1,md=0000000111 ,sync_pulse=0,valid_md=0 
Time= 3200,rst=0,clk2=0,mdi=1,md=0000000111 ,sync_pulse=0,valid_md=0 
Time= 3249, rst=0,clk2=0,mdi=0,md=0000000111,sync_pulse=0,valid_md=0 
Time= 3250, rst=0,clk2=1,mdi=0,md=0000001110,sync_pulse=0,valid_md=0 
Time= 3300, rst=0,clk2=0,mdi=0,md=0000001110,sync_pulse=0,valid_md=0 
Time= 3349, rst=0,clk2=0,mdi=1,md=0000001110,sync_pulse=0,valid_md=0 
Time= 3350,rst=0,clk2=1 ,mdi=1,md=0000011101,sync_pulse=0,valid_md=0 
Time= 3400, rst=0,clk2=0,mdi=1 ,md=0000011101,sync_pulse=0,valid_md=0 
Time= 3449 ,rst=0,clk2=0,mdi=0,md=000001 1101,sync_pulse=0,valid_md=0 
Time= 3450,rst=0,clk2=1,mdi=0,md=0000111010,sync_pulse=0,valid_md=1 
Time= 3500,rst=0,clk2=0,mdi=0,md=0000111010,sync_pulse=0, valid_md=1 
Time= 3549, rst=0,clk2=0,mdi=1,md=0000111010,sync_pulse=0,valid_md=1 
Time= 3550,rst=0,clk2=1 ,mdi=1,md=0001110101 ,sync_pulse=1 ,valid_md=1 
Time= 3600, rst=0,clk2=0,mdi=1,md=0001110101 ,sync_pulse=1 ,valid_md=1 
Time= 3649,rst=0,clk2=0,mdi=0,md=0001110101,sync_pulse=1 ,valid_md=1 
Time= 3650,rst=0,clk2=1,mdi=0,md=0011101010,sync_pulse=0,valid_md=1 
Time= 3700,rst=0,clk2=0,mdi=0,md=0011101010,sync_pulse=0,valid_md=1 
Time= 3749,rst=0,clk2=0,mdi=1,md=0011101010,sync_pulse=0,valid_md=1 
Time= 3750,rst=0,clk2=1 ,mdi=1,md=0111010101,sync_pulse=0,valid_md=1 
Time= 3800,rst=0,clk2=0,mdi=1,md=0111010101,sync_pulse=0,valid_md=1 
Time= 3849, rst=0,clk2=0,mdi=0,md=0111010101,sync_pulse=0,valid_md=1 
Time= 3850,rst=0,clk2=1 ,mdi=0,md=1110101010,sync_pulse=0,valid_md=1 
Time= 3900, rst=0,clk2=0,mdi=0,md=1110101010,sync_pulse=0,valid_md=1 
Time= 3949,rst=0,clk2=0,mdi=1,md=1110101010,sync_pulse=0,valid_md=1 
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Time= 3950, rst=0,clk2=1 ,mdi=1,md=1101010101 ,sync_pulse=0,valid_md=1 
Time= 4000,rst=0,clk2=0,mdi=1,md=1101010101,sync_pulse=0,valid_md=1 
Time= 4049, rst=0,clk2=0,mdi=0,md=1101010101 ,sync_pulse=0,valid_md=1 
Time= 4050, rst=0,clk2=1 ,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
Time=4100,rst=0,clk2=0,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
Time= 4149, rst=0,clk2=0,mdi=1,md=1010101010,sync_pulse=0,valid_md=1 
Time=4150,rst=0,clk2=1 ,mdi=1,md=0101010101,sync_pulse=0,valid_md=1 
Time= 4200, rst=0,clk2=0,mdi=1 ,md=0101010101 ,sync_pulse=0,valid_md=1 
Time= 4249, rst=0,clk2=0,mdi=0,md=0101010101,sync_pulse=0,valid_md=1 
Time= 4250, rst=0,clk2=1,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
Time= 4300, rst=0,clk2=0,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
Time= 4349 rst=0,clk2=0,mdi=1,md=1010101010,sync_pulse=0,valid_md=1 
Time= 4350, rst=0,clk2=1,mdi=1,md=0101010101,sync_pulse=0,valid_md=1 
Time= 4400, rst=0,clk2=0,mdi=1,md=0101010101,sync_pulse=0,valid_md=1 
Time= 4449, rst=0,clk2=0,mdi=0,md=0101010101,sync_pulse=0,valid_md=1 
Time= 4450,rst=0,clk2=1,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 
Time=4500,rst=0,clk2=0,mdi=0,md=1010101010,sync_pulse=0,valid_md=1 


Simulation of sync_det complete. 
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Philips acknowledges the trademarks of the companies mentioned in this document. 


INTRODUCTION Minc Technical Assistance 

This note provides the steps for using the OrCAD Express and Minc apps @mine.com 719 590-1155 
PLDesigner tools to simulate and compile a digital design into OrCAD Technical Assistance 

Philips’ Complex Programable Logic Device (PLDs). Philips techsupport@ orcad.com 503 671 9400 
provides fast zero power CPLDs which are footprint compatible of 

the Altera 7000 Series of CPLDs. This design is generated using References 


schematic, VHDL synthesis, and simulation tools from OrCAD OrCAD Express for Windows User’s Guide 
Express, and compiled to a jedec file using PLDesigner. 


This note imports a VHDL source file and creates a schematic text MIDE PE Dea ONE ext eho ONIN 


entry. It illustrates one approach of many for targeting Philips CPLDs Installation Requirements 

using OrCAD Express. Please see the OrCAD and Minc 

documentation to learn more about the capability of these tools This design requires the following PC-based CAE tools: 
Technical support for the design flow described in this application OrCAD Express v 7.0 

note is provided by: PLDesigner v 3.8 


Philips Technical Assistance 
Telephone no. 888—coolpld 
email — support@ coolpld.com 
web site — http://www.coolpld.com 
Fax on Demand — 800 282-2000 
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Philips CPLD fitters for the PZ3000/PZ5000 Series 


This design targets the Philips PZ3032 complex programmable logic 
device. This design is a manchester encoder which transmits data in 
a manner similar to that of a UART. See Philips application note 
VHDL Implementation of a Manchester Encoder Decoder for the 
advantages of Manchester code and for the source code for the 
Manchester decoder. 


To begin, from the Windows Program Manager (Figure 1), 
double-click on the OrCAD Express icon to invoke the OrCAD. 


; OrCAD Express for Windows 


: Library 
€"] Outputs 

Referenced Projects 
+..(23) Simulation Resources 


Select File New and Capture Project from the dialog box. Name the 
project me. Select the Programmable Logic Wizard and the AMD 
Mach as a target (Philips CoolRunner). 


OrCAD Express supports top down and bottom up design. This 
example starts with a VHDL description of a manchester encoder 
(me) and creates a symbol and project with that name. See 
Chapters 4 and 7 of the OrCAD Express for Windows manual for 
project manangement using OrCAD. 


Figure 1. OrCAD Express GUI 
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Cl- Philips CPLD Applicatians 
Manchester encoder 
December 13, 1496 


verercorcucararececrerd 


library ieee 
use ieee.std logic_1164.all 
use jeee.std logic_arith.all 
use leee.numeric_std.all 
Use ieee std _logic _unsigned.all ; 


entity me is 


Figure 2. Importing Existing VHDL Source 


Select File Open and Files of Type VHDL, and browse to the 
directory containing me.vhd. The code for me.vhd is available on the 
http://www.coolpld.com website. Notice the syntax error caused by 
the character C in line 1. 
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entity me Is 
port (rst,clk16x,wrn : in std_logic ; 


Figure 3. VHDL Syntax Check 


Select Edit VHDL Syntax Check. Correct the error and recheck the 
syntax. 
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Figure 4. me Project With me.vhd Included as a Design Resource 


As shown in Figure 4, the me.vhd source file has been incorporated 
as a Design Resource in OrCAD Express. The next step is to create 
a schematic containing the Manchester encoder and package ports. 
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Figure 5. Creating a New Schematic 


To add a schematic, select File New, and highlight from the dialog 


box the Capture Design type, and click OK. Name the schematic 
me. 
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Figure 6. Creating a Symbol 


To create a symbol for me, select Place Hierarchical Block. 
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Figure 7. Placing the me Hierarchical Block or 


Fill in the fields in the dialog box with me in the name box, VHDL as and me.vhd in the File pathname text box. Use the tab key or the 
the implementation type in the Implementation Type list box, me as mouse to move between fields. Select OK. 
the entity name for the model in the Implementation name text box, 
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Figure 8. Adding Hierarchical Ports 


Once the symbol is generated, place it in the center of the 
schematic page. From the fixed menu on the right hand side, select 
Place Hierarchical port and add the ports. 
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Figure 9. Labeling Ports 


Double click on the hierarchical port name and label the ports. 
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Figure 10. Adding Wires 


Select Place Wire and draw the wires. Once done, save the 
schematic as me.dsn. 
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Figure 11. Processing the Design 


At this point, invoke the pull down menu from Tools. Select Update 
Part References. 
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Figure 12. Updating Part References 


Accept the defaults and click OK. 
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Figure 13. Invoking Design Rule Check 


From the Tools Pull Down menu, select Design Rule Check. 
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Figure 14. Design Rule Check Menu 


Click OK to invoke the design rule checker. 
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Checking Schematic: SCHEMATIC1 


Checking Electrical Rules 
WARNING: [DRCO005) Unconnected pin me,din[?..0] 
SCHEMATIC1, PAGE1 (2.90, 1.80) 


Checking for Invalid References 


Checking for Duplicate References 


Figure 15. Oealan Rule Error 


In the schematic editor, Place Wire was used for connecting din[7:0]. 
Redo the schematic using Place Bus. 
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Figure 16. Corrected Schematic 


This schematic has no design rule violations. 
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Figure 17. Compilation 


When the schematic is correct, select Compile from the Tools pull 
down menu. There are three folders — Optimization, Synthesis, and 
Targeting. Click OK to select the defaults. 
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Figure 18. Successful Compilation 


After a successful compilation, the me.edf file is included in 
the Outputs folder. 
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Figure 19. Invoking the Simulator 


Select Simulate from the Tools pull down menu to invoke the 
simulator. 


1997 May 20 348 


Philips Semiconductors Application note 


OrCad express— Minc PLDesigner flow for Philips ANO71 
CPLDs 


SANS 
Se SSNS 


9 Design Resources 
ED Outputs 

: Referenced Projects 
f—}- 2) Simulation Resources 


sa 


sosngnannnsnssanendensnsssesatabbenseccseasasessesansssesensoeaseseaeasseanetens 
ms < a ESRI TTS 


Figure 20. Functional Simulation 


OrCAD Express allows simulation of the source design, a compiled with the simulation outputs. For this application note, a basic 
design, and/or back annotated timing simulation. The schematic is functional simulation is done. 
annotated with the simulation results and is viewable simultaneously 
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Figure 21. VHDL Test Bench Creation 


Select Stimulus — Create Testbench to generate a testbench 
template for the me design. Click OK in the dialog box. 
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-- Place stimulus and analysis statements here 


dut: schematic! port map ( 
din => din, 
clk16x => clk16x, 
mdo => mdo, 
tore => tbre, 


Figure 22. Editing the Testbench 


Move the cursor to the position in the testbench in which to place the 
stimuli. 
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signal rst: STD_LOGIC; 


sr sceseensa 


begin 


- Place stimulus and anal 


dut: schematic! port map 
din => din, 

~— clk16x => clk16x, 
mdo => mda, 
thre => thre, 


Figure 23. me_tb.vhd 


Enter the stimuli as shown. 
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Figure 24. Adding Traces 


Traces can be added to a wave and/or a list window. 


Select me as the scope so that internal signals can be probed. Add 
signals to trace by highlighting signals in the Signals in Context and 
clicking on the arrow to copy them to the Selected Signals window. 
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Figure 25. Running a Simulation 


From the Simulate pull down, select Run To and enter 10000 ns in 
the dialog box. : . 
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Figure 26. Simulation Wave Window 


This shows signals from the me external ports. 
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Figure 27. Displaying Clock Divider Signals 


Internal nodes are shown. Since the me design funcions similar to a 
UART, the internal clk1x is diabled to minimize power consumption 
when a word is not transmitted. 
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Figure 28. Simulation Waveform Viewer 


This shows the no_bits_sent process used to sequence the start 
bits, data, etc, and to control the word size. 
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Figure 29. Transmitter Shift Register 


This shows the write signal and the operation of the transmitter shift 
register. , 
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Figure 30. Clock Divider 


This zooms into the clock divider. 
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Figure 31. Importing the Design into PLDesigner—XL 


Once simulation is complete, save the waveforms and exit OrCAD 
Express. Double click on the PLDesigner—XL icon, select File Open, 
and Open when the dialog box appears. 
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SE she ence eee : 
"DADESIGNStme\Compilediine edf": Warnung: [7024] No output pins connected to instance INST_BUF 19 
"DADESIGNStine\Compiledime edf": Warmung: [7024] No output pins connected to instance INST_BUF 192 
"DADESIGNStmeCompiledime edf": Warming: [7024] No output pins connected to instance 'INST_BUF_194: 
"D:ADESIGNStme\Compiledime.edf": Warrung: [7024] No output pins connected to instance INST_BUF_196 
"D:DESIGNS me \Compiledime.edf": Warning: [7024] No output pins connected to instance INST _BUF_192': 
"DADESIGNS tne \Compiledime edf": Warming: [7024] No output pins connected to instance INST _BUF 200" 


“DADESIGNStme\Compiledime.edf": Warning: [7024] No output pins connected to instance INST_BUF 202 
"D:DESIGNStme\Compiledime edf": Warning: [7024] No output pins connected to instance INST _BUF 204° 
"D:\DESIGNStme\Compiledime.edf": Warning: [7024] No output pins connected to instance TINST_BUF 206 
"DADESIGNS me \Compiledtme.edf": Warning: [7024] No output pins connected to instance TINST_BUF_ 203 
"D:ADESIGNStme\Compiledime edf": Warning: [7024] No output pins connected to mstance ‘INST_BUF_ 210’ 
"D:ADESIGNStme\Compiledime.edf": Warning: [7024] No output pins connected to instance INST _BUF 212" 
"D:ADESIGNStte\Compiledtine edf": Warning: [7024] No output pins connected to instance 'INST_BUF_ 214. 


Figure 32. Edif Import 


At this stage, the me.edf file from OrCAD Express and the me.src 
file generated by PLDesigner—XL are viewable in PLDesigner’s text ; 
editor. 
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+1 PLDesigner-XL - me.mpf 


ey 


pac Oo 


| | Waming: [7024] No output pins connected to instance 'INST_BUF_190' 
= ¢ Warning: [7024] No output pins connected to instance INST_BUF_192' 
= Warning: [7024] No output pins connected to instance 'INST_BUF 194 

1 Warning: [7024] No output pins connected to instance 'INST_BUF_196' 

4: Waming: [7024] No output pins connected to instance INST_BUF_198' 

; Warning: [7024] No output pins connected to instance 'INST_BUF_200' 


SEIS 


a 


=o}: Warming: [7024] No output pins connected to instance 'INST_BUF _202' 


<{ Waming: [7024] No output pins connected to instance INST BUF 204 
edf": Wamuing: [7024] No output pins connected to instance 'INST_BUF_206' 
DADESIGNS me\Compiledime.edf": Warning: [7024] No output pins connected to instance 'INST_BUF_208' 
DADESIGNS tne \Compiledime.edf": Warning: [7024] No output pins connected to instance 'INST_BUF 210' 
: Warming: [7024] No output pins connected to instance 'INST BUF _212' 
: Wanung: [7024] No output pins connected to instance INST BUF 214 


Figure 33. Compile Operation 


In the project directory, add the me.cst and me.pi files to target the ‘Select the Project pull down menu and Compile/Optimize. Then 
Philips PZ3032—06A44 device. select Partition/Fit. As mentioned earlier, see the tool manufacturer’s 
documentation for alternative methods of processing a design. 
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Figure 34. Solutions 


This shows the solutions provided by the fitter. If other devices were 
included in the cost and physical information files, theymay have 
been listed as a solution. The actual static IDD for a Philips PZ5032 


is under 100 microamps. 
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PLFuse ¥3.7B - Copyright MINC Incorporated 1937-1996 
XPLA32_32 into file D:-ADESIGNS me\Compiled\me jl 

JEDEC map ... 

plfuse terminating 

PLDocument ¥3.7B - Copyright MINC Incorporated 1987-1996 


Figure 35. Generate Fuse Map 


Select Project Generate Fuse Map to generate fuse map for this 
design. 
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ae 
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ewes, 


RST 
WRN 
CLK16X 
DING 
DIN‘ 
DIN2 
DIN 
DIN4 
DINS 
DING 
DIN? 


OUTPUT SIGNALS (2) : 


MDO 
TBRE 


PHYSICAL NODE SIGNALS (29) : 


EXP_N1852 

EXP_N1888 

DFFRS.INST DFFRS_30.x 
DFFRS.INST DFFRS 31.x 
DFFRS.INST DFFRS 32.x 
DFFRS.INST DFFRS 34.x 
DFFRS.INST_DFFRS_35.x 
DFFRS.INST DFFRS 36.x 
DFFRS INST DFFRS 7.x 
DFFRS.INST DFFRS 38.x 


Figure 36. me.doc 


Select Results View doc. This shows the first few lines of the 
documentation for the me design. 
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(A Ultrak dit - (0: \DESIGNS\ME\COMPILED\MET. RPT] 
a oo . . ° oo sees Gen ee ee s 


oo ae RE . = 


Re # Hees 
ce) ia : 


RAAAARAN ER RMA RAR AAAA RR AANRARRRAR OIL 


Thu Apr 24 69:31:25 1997 


DESIGN:  D:\DESIGNS\me\Compiled\me 
DEVICE: XPLA32_32:1 


[SUMMARY STATISTICS: 


11 Inputs 

2 Outputs 

6 Tri-states 
29 Nodes 


XPLAFunctions by block: 
A: 15 
B: 16 


D Register Macrocells 1 
T Register Macrocells 17 
Combinatorial Macrocells 3 


Single-Pterm Equations 12 
Total Pterms Required 95 


[DEVICE RESOURCE UTILIZATION: 


Resource Available Used Remaining 
DEVICE 


Figure 37. me01.rpt File 


Select Results View rpt file. To review the report file. This shows the 
detail of the fitting process. A report file is provided if a single device 
is targeted in the pi file. 
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SSS 


ON AAAADARAARAD SAO 


ModGen V3.7B - Copyright MINC Incorporated 1987-1996 
Generating standard timing model. 

Creating sdf file DADESIGNStme\Compiledimodelime.sdf 

Creating vhdl file D:‘DESIGNStme\Compiledimodelime vhd 
Creating timing report file DADESIGNStme\Compiledimodelime tim 
Reporting paths from primary mput to primary output. 

Reporting paths from primary input to function input. 

Reporting paths from function output to primary output. 
Reporting paths from function output to function input. 

Done turing report. 

Modgen execution complete 


Figure 38. Generating Static Timing Analysis Reports 


To do a static timing analysis, select Project Generate Timing 
Analysis. This will produce me.tim in the project directory. 
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‘pa uve - ees 


Se : on ‘ ie : 


eae oa . = 


OOOO IE PONIH DOO OOOOEOOOOTIRDOGONG0000000 


Timing report automatically generated by Modgen Version 3.7 
Generated from D:\DESIGNS\me\Compiled\ne.fb 
Date Thu Apr 24 09:34:55 1997 


PS PZ5032-6A44 (template: XPLA32_32) 
Package: JLCC 


Signal Path Delay Report 


KEYS: 
Instance prefix to logic mapping: 
PI primary input. 
PO primary output. 
B buffer. 
] inverter. 
BT tristate buffer. 
and gate. 
or gate. 
D type flip-flop. 
Dual Edge Clock flip-flop. 
T type flip-flop. 


Figure 39. me.tim Timing Report 


This shows the first few lines of the timing report. 
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LDesigner-XL - me.mpf 


Figure 40. Generating VHDL and sdf Models 


PLDesigner also generates a VHDL model and me.sdf from the 
design for timing simulation. Optionally a new testbench can be 
generated. 


CONCLUSION 


This outlines one flow for using OrCAD design entry and simulation 
tools to target Philips CPLDs. 
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INTRODUCTION The frame format for data transmitted/received by a UART is given if 
The Universal Asynchronous Receiver Transmitter (UART) has Figure 1. It consists of a high idle state of the line A character is from 
been the most widely used serial data communication circuit ever. 5 — 8 data bits. The start bit is low and the single stop bit is high. 


They allow full duplex communication over serial communication 
links as RS232. This application note implements a UART in Philips 
CPLDs. UARTs are available as inexpensive standard products RECEIVER 
from many semiconductor suppliers, including Philips, making it 
unlikely that this specific design is useful It is intended to illustrate 
sample Verilog code which simulates correctly and fits into a 
programmable logic device with restricted resources. 


The receiver interfaces to the data bus d[7:0] with the rdn signal. 
The controller can generate a rdn strobe if data_ready is true. The 
receiver is double buffered, allowing data to be held in the buffer 
34 _ . register rbr[7:0] while data is shifted in serially into the receiver shift 
The basic functions of a UART are a microprocessor interface, register rst[7:0]. This provides the controller flexibility with bus read 
double buffering of tranmitter data, frame generation, parity operations. 

generation, parallel to serial conversion, double buffering of receiver 
data, parity checking, serial to parallel conversion. The frame format 
of used by UARTs is a low start bit, 5-8 data bits, optional parity bit, 
and 1 or 2 stop bits. Some UARTs include modem interface signals. The clkdiv[3:0] register is used to control the time at which the data 
These are pass-through signals which are not done in this design. is decoded. The receiver uses the 16x local clock and decodes the 
value of start, data, and stop nits in the center of the data cells. To 
do this, the start bit initializes a count operation using clkdiv[3:0]. 
After detecting the low going edge on the start bit, the receiver 
counts the 16x clock to 8 and decodes, or samples the value of the 
signal. The clkdiv[3:0] register is then reset to 0, and subsequently 
counts the 16x c.lock to 16. This provides center sampling for the 


The receiver detects the character frame and strips the start and 
stop bits. The no_bits_rcvd variable controls the word size. 


The Programmable Logic Group of Philips Semiconductor is 
developing a family of advanced 3—volt and 5—volt complex 
programmable logic devices(CPLDs). The XPLA series, designated 
as the PZ5000 — (5—-voilt) and PZ3000 (3—volt) series devices, is 
footprint compatible with the Altera 7000 series devices. The . 
principle advantage of Philips CPLDs over all existing CPLDs is that 


they consume zero static power. The other advantages are 25% Gale abestop ore: 

higher logic capacity and a better ability to fit logic with fixed pinouts. Three error detection signals are provided but not implemented in 
The PZ5128/PZ3128 are in—system programmable. All devices are the verilog source. Parity indicates whether an even or odd number 
all programmable on Data I/O and BP of 1s are present in a data work. Overrun error indicates whether the 


receive buffer register is overwritten by the receive shift register prior 
to the controller reading the receiver buffer register. Framing error 
indicates if the stop bit is not high. 


The organization of this application note is to provide a section on 

the receiver and then the transmitter. The sections each provide the 
test fixture and simulation results, followed by the code usedinthe _ 
compilation to a jedec file. 


— LELT TT TT ty | 


Start bit Data Bits Stop bit(s) 


Figure 1. X UART Frame Format 
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SIGNAL DIRECTION FUNCTION 


The receiver testfixture is clkdiv = 4’b0 ; 
rbr = 8’b0 ; 
‘tscale 1 ns /1ns rsr = 8’b0 ; 
module receiver_tf; rdn = 1’b1; 
reg rst; end 
reg clk16x; integer receiver_chann ; 
reg clk1x; initial begin 
reg rxd ; receiver_chann = $fopen(‘“receiver.rpt”) ; 
reg rdn ; $tformat (—9,,,5) ; 
wire [7:0] data ; end 
wire oe ; parameter clock_period = 10; 
wire fe ; always #(clock_period/2) clk16x = ~clk16x ; 
wire pe ; initial begin 


$fdisplay(receiver_chann, “Verilog simulation of receiver design.\n”) 


reg [3:0] no_bits_rcvd ; : 
$shm_open(“receiver.shm’) ; 


$shm_probe(“AS’) ; 


$fdisplay (receiver_chann,”Verify reset.\n’) ; 


reg clk1x_enable ; 
reg [3:0] clkdiv ; 
reg [7:0] rbr ; 


reg [7:0] rsr ; 
$fmonitor(receiver_chann,”T=%t,rst=Y%eb ,rxd=%b,rxd1=%b,rxd2=%b, 


receiver u1 
: clk16x=%b,clk1x_enable=%b,clk1x=%b,no_bits_rcvd=%b,rsr=%h,rb 
(data,data_ready,overrun.error,framing_error,parity_error, P40, Clk 16x r=%h,data=%h”,$t,rst,rxd,receiver.rxd 1 ,receiver.rxd2,clk16x, receiver. 
st,rdn) ; ; : ; : : 
clk1x_enable, receiver.clk1x,receiver.no_bits_rcvd,receiver.rsr,receiv 
initial begin er.rbr,data) ; 
rst= 1’b0; 
clk16x = 1’b0 ; #1 rst= 1’b1; 
clk1x = 1’b0 ; #10 rst = 1’b0 ; 
rxd = 1’b1; #10 rxd = 1’b1; 
no_bits_rcvd = 4’b0000 ; #30 rxd = 1’b0; 
clk1x_enable = 1’b0 ; #160 rxd = 1’b1; 
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#160 rxd = 1’b0; 
#160 rxd = 1’b1 ; 
#160 rxd = 1’b0 ; 
#160 rxd = 1'b1 ; 
#160 rxd = 1’b0 ; 
#160 rxd = 1’b1 ; 
#160 rxd = 1’b0 ; 
#160 rxd = 1’b1; 
#160 rxd = 1’b1 ; 
#160 rxd = 1’b1 ; 
#160 rdn = 1’b0 ; 
#160 rdn = 1’b1 ; 
#480 

$fdisplay (receiver_chann,’\nSimulation of receiver complete.”); 
$finish ; 

end 


endmodule 


The verilog soure is : 


module receiver 
(data,data_ready,overrun_error,framing_error,parity_error,rxd,clk16x 
rst,rdn) ; 


input rxd ; 

input clk16x ; 

input rst ; 

input rdn ; 

output [7:0] data ; 
output data_ready ; 
output overrun_error ; 
output framing_error ; 
output parity_error ; 
reg rxd1 ; 

reg rxd2 ; 

reg clk1x_enable ; 
reg [3:0] clkdiv ; 

reg [7:0] rsr ; 

reg [7:0] ror ; 

reg [3:0] no_bits_rcvd ; 
reg data_ready ; 

reg parity ; 


reg parity_error ; 
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reg framing_error ; 

wire clk1x ; 

wire rd ; 

assign data = !rdn ? rbr : 8’bz ; 
always @(posedge clk16x or posedge rst) 
begin 

if (rst) 

begin 

rxd1 = 1’b1; 

rxd2 = 1’b1 ; 

clk1x_enable = 1’b0; 

end 

else if (!rxd1 && rxd2) 
clk1x_enable <= 1’b1; 

if (No_bits_rcvd == 4’b1100) 
begin 

clk1x_enable = 1’b0 ; 


end 

rxd2 = rxd1; 
rxd1 = rxd; 
end 


always @(posedge clk16x or posedge rst or negedge rdn) 
begin 

if (rst) 

data_ready = 1’b0 ; 

else if (!rdn) 

data_ready = 1’b0 ; 

else 

if (no_bits_rcvd == 4’b1011) 

data_ready = 1’b1 ; 

end 

always @(posedge clk16x or posedge rst) 
begin 

if (rst) 

clkdiv = 4’b0000 ; 

else if (clk1x_enable) 

clkdiv = clkdiv +1 ; 

end 

assign clk1x = clkdiv[3] ; 

always @(negedge cik1x or posedge rst) 
if (rst) 

begin 
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rsr = 8’b0 ; 

rbr = 8’b0 ; 

parity = 1’b1 ; 

framing_error = 1’b0 ; 
parity_error = 1’b0 ; 

end 

else 

begin 

if (no_bits_rcvd >= 4’b0001 && no_bits_rcvd <= 4’b1001) 
begin 

rsr{O] = rxd2 ; 

rst[7:1] = rsr[6:0] ; 

parity = parity “ rsr{7] ; 

end 

else if (no_bits_rcvd == 4’b1010) 
begin 

rbr = rsr ; 

end 

else if (!parity) 

parity_error = 1’b1 ; 

else if ((no_bits_rcvd == 4’b1011) && (rxd2 != 1’b1)) 
framing_error = 1'b1 ; 

else 


framing_error = 1’b0 ; 


rst input Restes wrn1,wrn2,no_bits_sent, clkdiv[3:0],tbr[3:0],tsr[3:0] 


fede Output Serial data output 
Output Status signal indication that the transmiter buffer register is empty 
Status signal indication that the transmitter shift register is empty 


end 

always @(posedge clk1x or posedge rst or negedge clk1x_enable) 
if (rst) 

no_bits_rcvd = 4’b0000; 

else 

if (!clk1x_enable) 

no_bits_rcvd = 4’b0000 ; 

else 

no_bits_rcvd = no_bits_rcvd + 1; 

endmodule 


The receiver simulation results and schematics are available from 
Philips CPLD Applications. 


TRANSMITTER 


The transmitter interfaces to the data bus with the transmitter buffer 
register empty (tbre) and the wrn signals. The controller can 
generate a wrn strobe if tbre is true. The transmitter is double 
buffered, allowing data to be held in the buffer register tbr[7:0] while 
data is being shifted out of the shift register tsr[7:0]. The transmitter 
generates a frame which consists of the idle state (high on sdo), low 
start bit, 8 data bits, and a stop bit. Parity is not generated. The 
no_bits_sent controls the word size and sequences the transmitter 
operations. To change the word size, change the value of 
no_bits_sent in the verilog source. 


no_bits_sent Internal Controls word_size and sequences transmitter operation 
clk1x_enable Internal Enables internal clock clk1x. 
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The transmitter testfixture is: 


‘tscale 1 ns /1ns_ 

module transmitter_tf; 

reg rst; 

reg clk16x ; 

reg clk1x; 

reg wrn ; 

reg [2:0] word_size ; 

reg [7:0] data ; 

wire tbre ; 

wire tsre ; 

wire sdo ; 

reg [3:0] no_bits_sent ; 

reg load_tsr ; 

reg clk1x_enable ; 

reg [3:0] clkdiv ; 

reg [7:0] tbr ; 

reg [7:0] tsr ; 

transmitter u1 (data,tbre,tsre,rst,clk16x,wrn,sdo) ; 
initial begin 

rst = 1’b0 ; 

clk16x = 1’b0 ; 

clk1x = 1’b0 ; 

wn = 1’b1 ; 

no_bits_sent = 4’b0000 ; 
clk1x_enable = 1’b0 ; 

clkdiv = 4’b0 ; 

tbr = 8’b0 ; 

tsr = 8’b0 ; 

end 

integer transmitter_chann ; 
initial begin 
transmitter_chann = $fopen(“transmitter.rpt’) ; 
$tformat (—9,,,5) ; 

end 

parameter clock_period = 10; 
always #(clock_period/2) clk16x = ~clk16x ; 
initial begin 
$fdisplay(transmitter_chann, “Verilog simulation of transmitter 
design.\n’) ; 
$shm_open(“transmit.shm’) ; 
$shm_probe(“AS”) ; 
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$fdisplay (transmitter_chann,”Verify reset.\n’) ; 


$fmonitor(transmitter_chann,’T=%t,rst=%b, wm=%b,wrn1=%b,wmn2= 
%b,tbre=%b,tsre=“%b,clk1x_enable=%b,no_bits_sent=%b,clk1x=%b 
stbr=%h,tsr=%h, parity=%b,sdo=%b”, $t,rst,wrn,transmitterwrn1 ,trans 
mitter.wrn2,tbre,tsre,transmitter.clk1x_enable,transmitter.no_bits_se. 
nt,transmitter.clk1x,transmitter.tbr,transmitter.tsr,transmitter.parity,sd 

0) ; | | 


#1 rst=1’'b1; 

#100 rst = 1’b0 ; 

#10 data = 8’haa ; 

#(1 * clock_period) wrn = 1’b0 ; 
#(1 * clock_period) wrn = 1’b1 ; 
#2500 

#10 data = 8’hf0 ; 

#(1 * clock_period) wrn = 1’b0 ; 
#(1 * clock_period) wrn = 1’b1 ; 
#2500 

$fdisplay (transmitter_chann,’\nSimulation of transmitter complete.”); 
$finish ; 

end 


endmodule 


Verilog simulation of transmitter design. 
Verify reset. 


T=0,wrn=1,wrn1=x,wrn2=x,tbre=x,tsre=x,clk1x_enable=x,no_bits_se 
nt=xxxx,clk1x=x,tbr=xx,tsr=xx,parity=x,Sdo=x 
T=1,rst=1,wrn=1,wrni=1 ,wrn2=1 ,tbre=1 ,tsre=1 ,clk1x_enable=0,no_ 
bits_sent=0000,clk1x=0,tbr=xx,tsr=xx,parity=1,sd1 

T= 

101, wrn=1 ,wrn1=1,wrn2=1 ,tbre=1,tsre=1 ,clk1x_enable=0,no_bits_s 
ent=0000,clk1x=0,tbr=xx,tsr=xx, parity=1,sdo=1 

T= 

121,wm=0,wrni=1 ,wrn2=1 ,tbre=1 ,tsre=1 ,clk1x_enable=0,no_bits_s 
ent=0000,cik1x=0,tbr=aa,tsr=xx, parity=1,sdo=1 

T= 4 
125,wrn=0,wrn1=0,wrn2=1 ,tbre=1 ,tsre=1 ,clk1x_enable=0,no_bits_s 
ent=0000,clk1x=0,tbr=aa, tsr=xx, parity=1,sdo=1 

T= | 
131,wrn=1,wmn1=0,wm2=1 ,tbre=1 ,tsre=1 ,clk1x_enable=0,no_bits_s 
ent=0000,clk1x=0,tbr=aa,tsr=xx,parity=1,sdo=1 

T= 

135,wrn=1 ,wrn1=1,wm2=0,tbre=0,tsre=1 ,clk1x_enable=1 ,no_bits_s 
ent=0000,cik1x=0,tbr=aa,tsr=xx, parity=1,sdo=1 

T= 

145, wrn=1,wmni=1 ,wrn2=1 ,tbre=0,tsre=1 ,clk1x_enable=1,no_bits_s 
ent=0000,cik1x=0,tbr=aa,tsr=xx, parity=1 ,sdo=1 
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T= 
215,wrn=1,wrni1=1,wrn2=1 ,tore—0,tsre=1 ,clk1x_enable=1,no_bits_s 
ent=0001 ,clk1x=1 ,tor=aa,tsr=xx,parity=1,sdo=1 


T= 

295,wrn=1 ,wrni=1,wrn2=1 ,tbre=0,tsre=0,clk1x_enable=1,no_bits_s 
ent=0001 ,clk1x=0,tbr=aa,tsr=aa,parity=1 ,sdo=1 

T= 

375,wm=1,wrnt=1,wrn2=1 ,tbre=0,tsre=0,clk1x_enable=1,no_bits_s 
ent=0010,clk1x=1 ,tbr=aa,tsr=aa, parity=1,sdo=1 


T= 

385,wm=1,wrnt=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bits_s 
ent=0010,clk1x=1 ,tbr=aa,tsr=aa, parity=1,sdo=1 

T= 

455, wrn=1,wrnt=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1 ,no_bits_s 
ent=0010,clk1x=0,tbr=aa,tsr=aa,parity=1,sdo=0 

T= 

535,wm=1,wrnt=1,wrn2=1 ,tore=1 ,tsre=0,clk1x_enable=1,no_bits_s 
ent=0011,clk1x=1 ,tbr=aa,tsr=aa,parity=1,sdo=0 

T= 

615,wrn=1,wrnt=1 wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bits_s 
ent=0011,clk1x=0,tbr=aa,tsr=54,parity=1,sdo=0 


T= 

695,wrn=1,wrn1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bits_s 
ent=0100,clk1x=1 ,tor=aa,tsr=54, parity=1,sdo=0 

T= 

775,wm=1,wrnit=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bits_s 
ent=0100,cik1x=0,tbr=aa,tsr=a8, parity=0 ,sdo=1 

T= 

855,wrn=1,wrnt=1,wrn2=1 ,tbre=1,tsre=0,clk1x_enable=1,no_bits_s 
ent=0101 ,clk1x=1 ,tbr=aa,tsr=a8,parity=0,sdo=1 

T= 

935,wrn=1 ,wrnt=1 ,wrn2=1 ,tore=1 ,tsre=0,clk1x_enable=1,no_bits_s 
ent=0101 ,clk1x=0,tbr=aa,tsr=50, parity=0,sdo=0 

T=1015,wrn=1 ,wrn1=1 ,wrn2=1 ,tore=1 ,tsre=0,clk1x_enable=1 ,no_bit 
s_sent=0110,clk1x=1 ,tor=aa,tsr=50, parity=0,sdo0 

T=1095,wrn=1 ,wrnt=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1 ,no_ bit 
s_sent=0110,clk1x=0,tbr=aa,tsr=a0, parity=1,sdo1 

T=1175,wrn=1 ,wrn1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=0111,clk1x=1 ,tbr=aa,tsr=a0,parity=1,sdo1 
T=1255,wrn=1,wrnt=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=0111,clk1x=0,tbr=aa,tsr=40,parity=1,sdo0 

T=1335,wrn=1 ,wrni=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1 ,no_bit 
s_sent=1000,clk1x=1 ,tbr=aa,tsr=40,parity=1 ,sdo0 

T=1415,wrn=1 ,wrnt=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1 ,no_bit 
s_sent=1000,clk1x=0,tbr=aa,tsr=80,parity=0,sdo1 

T=1495, wrn=1 ,wrn1=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1001,clk1x=1 ,tbr=aa,tsr=80,parity=0,sdo1 

T=1575,wrn=1 ,wrn1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1001,clk1x=0,tbr=aa,tsr=00,parity=0,sdo0 

T=1655,wrn=1 ,wrni=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1010,clk1x=1,tbr=aa,tsr=00,parity=0,sdo0 


T=1735,wrn=1 ,wrn1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1010,clk1x=0,tbr=aa,tsr=00 parity=0,sdo0 
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T=1815,wm=1,wrni=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1011,clk1x=1 ,tbr=aa,tsr=00,parity=0,sdo0 


T=1895,wrmn=1,wrni1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1 ,no_bit 
s_sent=1011,clk1x=0,tbr=aa,tsr=00 ,parity=0,sdo0 
T=1975,wm=1,wrnt=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1 ,no_bit 
s_sent=1100,clk1x=1 ,tbr=aa,tsr=00, parity=0,sdo=0 
T=2055,wrn=1,wrni=1 ,wrn2=1 ,tore=1,tsre=1 ,clk1x_enable=1,no_bit 
s_sent=1100,clk1x=0,tobr=aa,tsr=00,parity=0 ,sdo=1 


T=2135,wrn=1 ,wrnt=1,wrn2=1 ,tbre=1 ,tsre=1 ,clk1x_enable=1 ,no_bit 
s_sent=1101 ,clk1x=1 ,tbr=aa,tsr=00,parity=0 sdo=1 


T=2145,wm=1,wrnt=1,wrn2=1 ,tbre=1 ,tsre=1,clk1x_enable=0,no_bit 
s_sent=0000,clk1x=1 ,tbr=aa,tsr=00, parity=0,sdo=1 


T=2651 ,wrn=0,wrnt =1 ,wrn2=1 ,tbre=1 ,tsre=1,clk1x_enable=0,no_ bit 
s_sent=0000,clk1x=1 ,tbr=f0,tsr=00,parity=0,sdo=1 


=2655,wm=0,wrn1=0,wrn2=1 ,tbre=1 ,tsre=1,clk1x_enable=0,no_bit 
s_sent=0000,clk1x=1 ,tbr=f0,tsr=00 ,parity=0 ,sdo=1 


T=2661 ,wrn=1,wrnt=0,wrn2=1 ,tbre=1 ,tsre=1,clk1x_enable=0,no_bit 
s_sent=0000,clik1x=1 ,tbr=f0,tsr=00,parity=0,sdo=1 


T=2665,wrn=1,wrn1=1 ,wrn2=0,tbre=0 ,tsre=1 ,clk1x_enable=1,no_bit 
s_sent=0000,clk1x=1 ,tbr=f0,tsr=00,parity=0,sdo=1 


T=2675,wrn=1,wrn1=1,wrn2=1 ,tbre=0,tsre=1 ,clk1x_enable=1,no_bit 
s_sent=0000,clk1x=1 ,tbr=f0,tsr=00,parity=0,sdo=1 


T=2735,wrn=1 ,wrn1=1,wrn2=1,tbre=0,tsre=1,clk1x_enable=1 ,no_bit 
s_sent=0000,clk1x=0,tbr=f0,tsr=00,parity=0,sdo=1 


T=2815,wrn=1,wrnt=1,wrn2=1 ,tbre=0,tsre=1 ,clk1x_enable=1 ,no_bit 
s_sent=0001 ,clk1x=1,tbr=f0,tsr=00,parity=0,sdo=1 

T= 

2895, wrn=1,wrn1=1,wrn2=1 ,tore=0,tsre=0,clk1x_enable=1,no_bits_ 
sent=0001 ,clk1x=0,tbr=f0,tsr=f0, parity=0 ,sdo=1 

T= 

2975,wrn=1,wrni=1,wrn2=1 ,tbre=0,tsre=0,clk1x_enable=1,no_bits_ 
sent=0010,clk1x=1 ,tor=f0,tsr=f0, parity=0 sdo=1 

T= 

2985,wrm=1 ,wrnt=1,wrn2=1 ,tore=1,tsre=0,clk1x_enable=1,no_bits_ 
sent=0010,clk1x=1 ,tor=f0,tsr=f0, parity=0 ,sdo=1 

T= 

3055,wrn=1 ,wrn1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bits_ 
sent=0010,clk1x=0,tbr=f0,tsr=f0 ,parity=0 ,sdo=0 

T= 

3135, wrn=1 ,wrn1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bits__ 
sent=0011 ,clk1x=1 ,tbr=f0,tsr=f0, parity=0,sdo=0 


T=3215,wrn=1,wrn1=1 ,wrmn2=1,tbre=1,tsre=0,clk1x_enable=1,no_bit 
s_sent=0011 ,clk1x=0,tbr=f0,tsr=e0,parity=1,sdo=1 


T=3295,wrn=1,wrn1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1 ,no_bit 
s_sent=0100,cik1x=1 ,tbr=f0,tsr=e0, parity=1,sdo=1 


T=3375,wrn=1,wrn1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1 ,no_bit 
s_sent=0100,clk1x=0,tbr=f0,tsr=c0,parity=0,sdo=1 


T=3455,wm=1,wrn1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=0101,clk1x=1 ,tbr=f0,tsr=cO,parity=0,sdo=1 


T=3535,wrn=1,wrn1=1,wrn2=1 ,tbre=1,tsre=0,clk1x_enable=1,no_bit 
s_sent=0101,clk1x=0,tbr=f0,tsr=80,parity=1,sdo=1 
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T=3615,wm=1 ,wrni=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=0110,clk1x=1 ,tbr=f0,tsr=80,parity=1,sdo=1 


T=3695,wimn=1 ,wrni=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1 ,no_bit 
s_sent=0110,clk1x=0,tbr=f0,tsr=00,parity=1,sdo=0 


T=3775,wm=1 ,wrnt=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=0111,clk1x=1 ,tbr=f0,tsr=00, parity=1,sdo=0 


T=3855,wrn=1 ,wrni=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1 ,no_bit 
s_sent=0111,clk1x=0,tbr=f0,tsr=00,parity=1,sdo=0 


T=3935,wrn=1 ,wrn1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1000,clk1x=1 ,tbr=f0,tsr=00, parity=1,sdo=0 


T=4015,wrn=1,wrni=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1000,clk1x=0,tbr=f0,tsr=00, parity=1,sdo=0 


T=4095, wrn=1 ,wrni=1 ,wrn2=1 ,tbre=1,tsre=0,clk1x_enable=1,no_ bit 
s_sent=1001 ,clk1x=1 ;tbr=f0,tsr=00, parity=1,sdo=0 


T=4175,wrn=1,wrn1=1 ,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1001 ,clk1x=0,tbr=f0 ,tsr=00, parity=1,sdo=0 


T=4255,wrn=1 ,wrni1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1010,clk1x=1 ,tor=f0,tsr=00, parity=1,sdo=0 


T=4335,wrn=1 ,wrn1=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1010,clk1x=0,tbr=f0,tsr=00,parity=1,sdo=0 


T=4415,wrn=1 ,wrni=1,wmn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1011,clk1x=1 ,tobr=f0,tsr=00, parity=1,sdo=0 


T=4495,wrn=1 ,wrn1=1,wm2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1011,clk1x=0,tor=f0,tsr=00, parity=1,sdo=1 


T=4575,wm=1 ,wrni=1,wrn2=1 ,tbre=1 ,tsre=0,clk1x_enable=1,no_bit 
s_sent=1100,clk1x=1 ,tbr=f0,tsr=00,parity=1,sdo=1 


T=4655,wm=1 ,wrn1=1,wrn2=1 ,tore=1 ,tsre=1,clk1x_enable=1,no_bit 
s_sent=1100,clk1x=0,tbr=f0,tsr=00, parity=1,sdo=1 


T=4735,wrn=1 ,wrn1=1 ,wrn2=1 ,tbre=1 ,tsre=1,clk1x_enable=1,no_bit 
s_sent=1101 ,clk1x=1 ,tbr=f0,tsr=00,parity=1,sdo=1 


T=4745, wrn=1 ,wrni=1 ,wrn2=1 ,tbre=1 ,tsre=1 ,clk1x_enable=0,no_bit 
s_sent=0000,clk1x=1 ,tbr=f0,tsr=00, parity=1 ,sdo=1 


Simulation of transmitter complete. 
The verilog source for the transmitter is : 


‘tscale 1ns/ins 
module transmitter (data, tbre,tsre,rst,clk16x,wrn,sdo) ; 
output tbre ; 
output tsre ; 
output sdo ; 
input [7:0] data ; 
input rst ; 

input clk16x ; 
input win ; 

reg tbre ; 

reg tsre ; 


reg clk1x_enable ; 
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reg [7:0] tsr ; 

reg [7:0] tbr ; 

reg parity ; 

reg[3:0] clkdiv ; 

wire clk1x ; 

reg sdo ; 

reg [3:0] no_bits_sent ; 
reg wnt ; 

reg wrn2 ; 


always @(posedge clk16x or posedge rst) 


begin 

if (rst) 

begin 

wrni = 1’b1; 

wme = 1’b1 ; 

tbre = 1’b1 ; 
clkix_enable = 1’b0 ; 
end 


else if (lwrn1 && wrn2) 
begin 

tbre <= 1’b0 ; 

clk1x_enable <= 1’b1 ; 

end 

if (no_bits_sent == 4’b0010) 
tbre = 1’b1 ; 

if (No_bits_sent == 4’b1101) 
clk1x_enable = 1’b0 ; 

wrn2 = wnt ; 

wrnt =wrm; 

end 

always @(negedge wrn) 
tbr = data ; 

always @(posedge clki6x or posedge rst) 
begin 

if (rst) 

clkdiv = 4’b0 ; 

else if (clk1x_enable) 

clkdiv = clkdiv + 1; 

end 

assign clk1x = cikdiv([3] ; 
always @(negedge clk1x or posedge rst) 
if (rst) 
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begin 

sdo = 1’b1; 

tsre = 1’b1 ; 

parity = 1’b1 ; 

end 

else 

begin 

if (no_bits_sent == 4’b0001) 
begin 

tsr = tbr ; 

tsre = 1’b0 ; 

end 

else if (no_bits_sent == 4’b0010) 
begin 

sdo = 1’b0 ; 

end 

else 

if ((no_bits_sent >= 4’b0011) && (no_bits_sent <= 4’b1010)) 
begin 

tsr[7:1] = tsr[6:0] ; 

tsr[O] = 1’b0 ; 

sdo = tsr[7] ; 

parity = parity “ tsr[7] ; 

end 
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else if (no_bits_sent == 4’b1011) 
begin 

sdo = parity ; 

end 

else if (no_bits_sent == 4’b1100) 
begin 

sdo = 1’b1 ; 

tsre = 1’b1; 

end 

end 

always @(posedge clk1x or posedge rst or negedge clkix_enable) 
if (rst) 

no_bits_sent = 4’b0000 ; 

else if (!clk1x_enable) 
no_bits_sent = 4’b0000 ; 

else 

no_bits_sent = no_bits_sent + 1; 


endmodule 


The transmitter simulation results and schematics are avalilable 
from Philips CPLD Applications. 
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INTRODUCTION 
Philips Semiconductor has developed a family of advanced 3-volt and 5-volt complex programmable logic | 

devices(CPLDs). The XPLA series, designated as the PZ5000 - (5-volt) and PZ3000 (3-volt) series devices, is footprint 
compatible with the Altera 7000 series devices. The principle advantage of Philips CPLDs over all existing CPLDs is that 
they consume zero static power. The other advantages are 25% higher logic capacity and a better ability to fit logic with 


fixed pinouts. The PZ5128/PZ3128 are in-system programmable. All devices are all programmable on Data I/O and BP 
Microsystems programmers. 


Minc Inc has developed fitters for the PZ5000/PZ3000 series for up to 128 macrocells. This Minc fitter allows users to 
target Philips CPLDs in both PC and workstation environments. The software is capable of automatically partitioning 
across multiple CPLDs. VHDL models are generated for timing simulation and post fit board-level simulation. 


This note provides scripts for using this capability with Synplicity synthesis and Model Technology simulation tools. This 
flow can be used with minor edits for Verilog synthesis. 


For additional information, telephone Philips Applications Support at 888-coolpid or browse http://www.coolpld.com.The 
following documentation is available either through the web server or telephoning 888 coolpld. 


PLDesigner-XL User's Guide 
Synpliciy Reference Manual 
Vsystem VHDL User’s Manual 
PZ5000/PZ3000 Series Data Sheets 


DESIGN FLOW 


The synthesis software used in this note, Synplify, is available from Synplicity. The simulation software is available from 
Model Technology. The fitter software is from Minc Inc. The software required depends on the design flow. Most of this. 
software also runs on PCs. Designs can be processed using the GUI provided by the tool vendor or using scripts. When 
scripts are used in the steps listed below, $1 is used to represent the design, and $_tb the testbench. Generally, there 
are a number of different methods to design using these tools , and scripts may vary based on user preferences.. 


This note provides a design flow for using Synplicity’s Synplify synthesis and Model Tech’s QuickVHDL simulators. 
Flow 


The steps given below do the following: 


Setup environment 

Create a testbench and simulate with Quick VHDL 
synthesize using Synplify. 

Use Minc fitter to compile the src f file to a jedec file 
Simulate with delays using Quickvhdl. 


Cha Oe I 


Model Technology Functional Simulation 
The basic steps to do a functional simulation are: 


ghlib work 


qhmap work “<design_path>/work” 
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qhmap minc_vhd “$MINC_PATH/modellib/minc_vhd 
qvhcom <design>.vhd 

qvhcom <design_tb>.vhd 

qhsim testbench v1 


Assuming testbench is the entity and v1 is the architecture in <design_tb>, the Quick VHDL command window is invoked. 
The baseline steps then are to invoke the signals window, and from Signals select Wave/Signals in Region, and Run. 
See the Model Tech documentation for details on simulation techniques. 


Synplify steps 
To start Synpliciy, enter synplify. Using the Synplicity GUI, select the design source and CPLD target. Select Run to 
generate a src file as given in the example. 


Using the Minc fitter 


minc.script $1 


The contents of minc.script are 


plcomp $1.src 

#plsim $1.stm 

plopt $1.afb 

plscan $1 

plfit $1 

plfuse $1 

pldoc $1 

modgen $1 vhd std noconf tb 


This produces a jedec file ($1.j1) , $101.rpt , and $1.doc files. It also generates a vhdl model and sdf file in the <project> 
model directory. The jedec file can be used to program a PZ3000 or PZ5000 series device). The model,sdf and 
testbench files written to the <project_path>/model directory can be read into Quickvhdl fo r timing simulation. 


Selecting a Philips CPLD 


The Philips CPLD used is specified in the <design>.pi and <design>.cst files. This allows a user to direct PLDesigner to 
either target a specific device as the PZ3032 or to scan all devices and provide multiple solutions. The use of these files 
is described in detail in Chapters 14-16 of the PLDesigner-XL User’s Guide. To target the PZ3032, the following can be 
used . 


<design>.cst 
TEMPLATE = XPLA32_32 ; 


The basic pi file is given below. The part number for the Philips devices is listed in $MINC_PATH/minclib.avl 
<design>.pi 

DEVICE 

TARGET ‘TEMPLATE XPLA32_32 TQFP-44-P32’; 


(1) Depending on the .pi file, PLDesigner can partition a design across multiple devices, so that $1.j1, $1,j2,... are produced. 
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default ; 

END DEVICE; 


DESIGN FLOW EXAMPLE 

An example of a flow using QuickVHDL, Synplify, and PLDesigner is given below. The example is an 8-bit comparator. 
The vhdl testbench is | 
-- Philips CPLD Applications 

-- comparator_tb.vhd 

-- Mar 8 96 

entity testbench is end ; 

library ieee ; 

use ieee.std_logic_1164.all ; 

architecture v1 of testbench is 

component comparator 

port (a,b: in std_logic_vector (7 downto 0) := “00000000”; 
aeqb : out std_logic 

); 

end component ; 

signal a : std_logic_vector (7 downto 0) ; 

signal b : std_logic_vector (7 downto 0) ; 

signal aeqb : std_logic ; 

type test_record is record 

a : std_logic_vector (7 downto 0) ; 

b: std_logic_vector (7 downto 0) ; 

aeqpb : std_logic ; 

end record ; 

type test_array is array(positive range<>) of test_record ; 
constant test_vectors : test_array | 

-- a, b, aeqb 

(“00000000”,”00000000”,’1’), 
(“10000000”,”00000000”,’0’), 
(“01000010”,”01000010”,’1’), 

(“0001 1100”,”"00000000”,’0’) 

); 

-- instantiate the component 


begin 
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dut : comparator port map ( 

a=> a, 

b => b, 

aeqb => aeqb) ; 

-- provide stimulus and check results 
process 

variable vector : test_record ; 

begin 

for index in test_vectors’range loop 
vector := test_vectors(index); 

a <= vector.a ; 

b <= vector.b ; 

wait for 20 ns ; 

assert aeqb = test_vectors(index).aeqb 
report “Output aeqb is incorrect.” severity warning ; 
end loop ; 

wait ; 

end process ; 


end ; 


The vhdl source is 
-- Philips CPLD Applications 
-- 8-bit comparator 
-- Nov 28, 1996 
library ieee; 
use ieee.std_logic_1164.all; 
entity comparator is 
port(a,b: in std_logic_vector(7 downto 0) := “00000000”; 
aeqb: out std_logic); 
end comparator; 
architecture v1 of comparator is 
begin 
aeqgb <= ‘1’ when (a = b) else ‘0’; 


end v1; 


1997 May 23 381 


Philips Semiconductors Application note 


Synplicity/Model Tech design flow for targeting — ANO73 
Philips CPLDs | 


* 


PEs 


ge 


To do a funcional simulation, 

qvlib work 

qvmap work “/export/home/|ss/designs/synplicity/vhdl/comparator/work” 
qvcom comparator.vhd 

qvcom comparator_tb.vhd 


qvsim testbench v1 


The command window is invoked as shown above. 
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Now invoke the wave window and run the simulation for 100 ns. 
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Synthesi 


To invoke the Synplicity GUI, enter synplify and select the project. | ; 8 =; 


Comp. vhd 
Comp_tb.vhd 


1997 May 23 384 ; 


Philips Semiconductors Application note 


Synplicity/Model Tech design flow for targeting ANO73 
Philips CPLDs 


The VHDL source can be viewed from Synpicity. 


: SOR 
ESSE SOS EGS 


RERRRCES ER LERPCIRAERERRRRRR ERROR EES 


Se rronceenten 


-- Philips CPLD Applications 
~~ §-bit comparator 
-- Nov 28, 1996 


library leee; 
use leee.std logic 1164.all1; 


entity comparator is 


port(a,b: in std logic vector(7 downto 
aegb: out std logic); 
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Result File 


e:\designs\synpl\compcomp. src 


ose SSO 


The targe is selected - currently as AMD, soon as Philips Coolrunner: 
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Pa stetatetatate Steet AN 


“Source Files - 
work comp.vhd [VHDL] 


e 
| 
| 
| 


Result File 
comp.src 


Target 
AMD Mach 


Selecting run caues a src file to be created. 
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PLDesigner-XL can be used form the command line or its fraphical user interface (GUI).To use from the command line, 
enter | 7 3 . 4 ; | 


minc.script comparator 


This produces comparator.doc, comparator01.rpt, comparator,npi, and comparator.j1 files. The comparator.j1 file is used 
by the programmer to program the CPLD. . 


Graphical User Interface 


The following provides the steps in using PLDesigner’s GUI. It uses the src file generated by Synplicity. 
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oe REEDS RRB 


Oh dhhhd bbebchdd bbdddeh ddd dddeidehdddddddddebod 


E-\DESIGNS\SYNPL\COMP\COMP.SRC 


POPePeTTUTETTITESTSTETESESISTETISISTES TEEPE TPeTeP eT ITET Tree rer ereeeeeereerer irri te ere cree rereee erie errieer rer rei recto trict er reir ee terre ti terete errr reer ere re terre eter ere rere irrrrre reir) 


f' Generated by Synplify from Synplicity Inc. 
INPUT 
INPUT 
INPUT 
INPUT 
INPUT 
INPUT 
INPUT 
INPUT 
INPUT 
INPUT 
INPUT 
INPUT 
INPUT 
INPUT 
INPUT a 2; 

OUTPUT aeqb; 

INPUT a 3; 

PHYSICAL NODE un® NE_12 2; 
NODE un® 6; 


wrt OmwnVNOAM FON es OWA 


Oaoororrrererererad & & 


Selecting File Open comp allows the user to view/edit the source file. 
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AN PLDesigner-AL - comp.mpf 


Collapsing 'un0 NE 12 2 li. 
Collapsing ‘un)_NE 12 0 in. 
Collapsing ‘un NE 12 8 lin. 
Collapsing ‘un0 NE 12 12 hiv. 
Synthesizing and reducing, 
Reducing ‘aeqh’. 
Reducing 'un0 NE 12 2’. 
Reducing ‘un0_ NE 12 0. 
Reducing ‘un0_ NE 12 12’. 
Reducing ‘un0_ NE 12 @’. 
Reducing 'un0 NE 12 6°. 
plopt terminating 
PLDocument ¥3.8C Build 3 - Copynght MINC Incorporated 1987-1996 
Print. 
pldoc terminating 


The user can Build All or Compile/Partition. This shows the results of the Build All step. 
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Solutions 


$3 


ee 


In this case the PZ3032 is a solution. The actual static power dissipation is under 70 microamps. 
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SANA Maaeeni 


{PLF use ¥3.8C Build 3 - Copyright MINC Incorporated 1987-1996 

IXPLA32_32 into file E:\designsisynplicomp\comp ji 

JEDEC map ... | 

iplfuse terminating 

iPLDocument ¥V3.8C Build 3 - Copyright MINC Incorporated 1987-1996 
Pri 


comp. mpf 


After Build and selecting a solution, generate the fusemap, timing model, and timing report. 


De RN A RG Bt ER Oe RS en 


Creating timing report file Eidesignsisynplicompimodelicomp.tim 
Reporting paths from primary input to primary output. 
Reporting paths from primary input to function input. 

Reporting paths from function output to primary output. 
Reporting paths from function output to function input. 

Done timing report. 

Modge n complete. 


> = ms oS 
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This shows the beginning of the report file detailing the device resources used. 


etatatatet at atte PIN NENOMNEMLEE MM MEES LLNEEAAN EO NNEN EE NAIANSAENA A AEI EE PI IAEA NEAN A ANAN AAI INS 


Fri May 23 87:41:53 1997 


DESIGN: E:\designs\synpl\comp\comp 
DEVICE: APLAS? 32:1 


(SUMMARY STATISTICS: 


16 Inputs 

1 Outputs 

8 Tri-states 
4 Nodes 


SPLAFunctions by block: 


A: 3 

B= 2 
D Register Macrocells a 
T Register Macrocells 8 
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un®@ NE 12 12 
un@ NE 12 8 
un@ NE 12 6 


REDUCED EQUATIONS: 


aeqgb.EQN = un@_NE 12.12 5 “(1 term, 1 symbol) 


un@ NE_ 12 2.EQN = a _2*a_3*b_2*b_3 
+ a 2¥*f/a_ 3*bD_ 2*/b 3 
+ fa _ 2%a_3*/b_2*b 3 


+ fa 2%/a 3*/b 2*/b 3 > "(4 terms, 4 symbols 


un@ NE 12 @.EQN = a Ga 1*b Oxb 1 
+ a Bx/a 1*b 6¥/b 1 
+ fa _O*a 1*/b_O«b 1 
+ fa_6*/a_1*/b_6*/b_1 "(4 terms, 4 symbols 


The comp.doc report shows part of the equations used in the design. 


Timing simulation 


The minc script caused the creation of a directory called model in the project directory. This directory provides the static 
timing report, and several files for VHDL simulation with timing. The VHDL model is comparator.vhd. Delays are provided 
in comparator.sdf. Testbenches are given in comparator.tb, which can be renamed to comparator_tb.vhd. Essentially the 
same steps used in functional simulation are used in timing simulation. The major differences are that the stimulus needs 
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to be re-input into the comparator_tb.vhd file, and some edits to the comparator.sdf file may be necessary to bind the 
correct instances. 


The comparator_tb.vhd provides two entity/architecture pairs, using <design> and design>00 nomenclature. 
-- Model automatically generated by Modgen Version 3.8 

-- Generated from comparator 

-- Date Fri Mar 28 07:36:28 1997 


-- PS PZ5032-6A44 (template: XPLA32_32) 
-- Package: JLCC 


LIBRARY IEEE; 

LIBRARY MINC_VHD; 

USE IEEE.STD_LOGIC_1164.ALL; 
USE MINC_VHD.PKG_VHD.ALL; 
USE MINC_VHD.PKG_GATE.ALL; 


ENTITY comparatoroo |S 
GENERIC ( 
tPD : TIME := 6.00 ns; 
tCO : TIME := 5.50 ns; 
tS : TIME := 4.00 ns); 
PORT ( 
AEQB : OUT STD_LOGIC; 
A_6, A_4, A_3, A_2, A_1, A_0, B_7, B_6, B_5, B_4, B_3, 
B_2,B_1,B_0, A_7, A_5: INSTD_LOGIC); 
END comparator00; 


ARCHITECTURE comparator00_arch OF comparator00 IS 
SIGNAL pin_1, pin_2, pin_4, pin_5, pin_6, pin_7, pin_8, pin_9, 
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pin_11, pin_12, pin_13, pin_14, pin_16, pin_17, pin_18, . 
pin_43, pin_44, tmp34, tmp35, tmp36, tmp37, tmp38, tmp39, 
tmp40, tmp41, tmp42, tmp43, tmp44, tmp45, tmp46, tmp47, 
tmp48, tmp49, tmp50, tmp51, tmp52, tmp53, tmp54, tmp55, 
tmp56, tmp57, tmp58, tmp59, tmp60, tmp61, tmp62, tmpé63, 
tmp64, tmp65, tmp66, tmp67 : STD_LOGIC := ‘X’ 


BEGIN 

P100001: portin PORT MAP (pin_1, A_6); 
P100002: portin PORT MAP (pin_2, A_4); 
POQ00001: portout PORT MAP (AEQB, pin_4); 
P100003: portin PORT MAP (pin_5, A_3); 
P100004: portin PORT MAP (pin_6, A_2); 
PI00005: portin PORT MAP (pin_7, A_1); 
PIOOO06: portin PORT MAP (pin_8, A_0); 
P100007: portin PORT MAP (pin_9, B_7); 
P100008: portin PORT MAP (pin_11, B_6); 
P100009: portin PORT MAP (pin_12, B_5); 
P100010: portin PORT MAP (pin_13, B_4); 
PI00011: portin PORT MAP (pin_14, B_3); 
P100012: portin PORT MAP (pin_16, B_2); 
P100013: portin PORT MAP (pin_17, B_1); 
P100014: portin PORT MAP (pin_18, B_0); 
P100015: portin PORT MAP (pin_43, A_7); 
P100016: portin PORT MAP (pin_44, A_5); 
100001: inv PORT MAP (tmp34, tmp35); 
100002: inv PORT MAP (tmp37, pin_18); 
A00001: and2 PORT MAP (tmp36, pin_8, tmp37); 
100003: inv PORT MAP (tmp39, pin_8); 


A00002: and2 PORT MAP (tmp38, tmp39, pin_18); 


100004: inv PORT MAP (tmp41, pin_17); 
A00003: and2 PORT MAP (tmp40, pin_7, tmp41); 
100005: inv PORT MAP (tmp43, pin_7); 


A00004: and2 PORT MAP (tmp42, tmp43, pin_17); 


100006: inv PORT MAP (tmp45, pin_ 16); 
A00005: and2 PORT MAP (tmp44, pin_6, tmp45); 


1997 May 23 


Application note 


ANO73 


Philips Semiconductors 


Synplicity/Model Tech design flow for targeting 
Philips CPLDs 


100007: inv PORT MAP (tmp47, pin_6); 
A00006: and2 PORT MAP (tmp46, tmp47, pin_16); 
100008: inv PORT MAP (tmp49, pin_14); 
A00007: and2 PORT MAP (tmp48, pin_5, tmp49); 
100009: inv PORT MAP (tmp51, pin_5); 
A00008: and2 PORT MAP (tmp50, tmp51, pin_14); 
100010: inv PORT MAP (tmp53, pin_13); 
AQ0009: and2 PORT MAP (tmp52, pin_2, tmp53); 
100011: inv PORT MAP (tmp55, pin_2); 
A00010: and2 PORT MAP (tmp54, tmp55, pin_13); 
100012: inv PORT MAP (tmp57, pin_12); 
A00011: and2 PORT MAP (tmp56, pin_44, tmp57); 
100013: inv PORT MAP (tmp59, pin_44); 
A00012: and2 PORT MAP (tmp58, tmp59, pin_12); 
100014: inv PORT MAP (tmp61, pin_11); 
A00013: and2 PORT MAP (tmp60, pin_1, tmp61); 
100015: inv PORT MAP (tmp63, pin_1); 
A00014: and2 PORT MAP (tmp62, tmp63, pin_11); 
100016: inv PORT MAP (tmp65, pin_9); 
A00015: and2 PORT MAP (tmp64, pin_43, tmp65); 
100017: inv PORT MAP (tmp67, pin_43); 
A00016: and2 PORT MAP (tmp66, tmp67, pin_9); 
000001: or16 PORT MAP (tmp35, tmp36, tmp38, tmp40, tmp42, tmp44, 
tmp46, tmp48, tmp50, tmp52, tmp54, tmp56, tmp58, tmp60, tmpé2, 
tmp64, tmp66); 
BO0001: mbuf 
GENERIC MAP (tpd_INP_OUTP=>tPD) 
PORT MAP (pin_4, tmp34); 


END comparator00_arch; 
LIBRARY IEEE; 
USE IEEE.STD_LOGIC_1164.ALL; 


PACKAGE comparator00_pkg IS 
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COMPONENT comparator00 
GENERIC ( 
tPD : TIME := 6.00 ns; 
tCO : TIME := 5.50 ns; 
tS : TIME := 4.00 ns); 
PORT ( 
AEQB : OUT STD_LOGIC; 
A_6, A_4, A_3, A_2, A_1, A_0, B_7, B_6, B_5, B_4, 
B_3, B_2, B_1, B_0, A_7, A_L5: IN STD_LOGIC); 
END COMPONENT; 
END comparator00_pkg; 


-- Top Level for design in comparator 


LIBRARY IEEE; 

LIBRARY MINC_VHD; 

USE IEEE.STD_LOGIC_1164.ALL; 
USE MINC_VHD.PKG_VHD.ALL; 
USE MINC_VHD.PKG_GATE.ALL; 
USE WORK.comparator00_pkg.all; 


ENTITY comparator |S 
PORT ( 
AEQB : OUT STD_LOGIC; 
A_6, A_4, A_3, A_2, A_1, A_0, B_7, B_6, B_5, B_4, B_3, 
B_2,B_1, B_0O, A_7, A_5: IN STD_LOGIC); 


END comparator; 


ARCHITECTURE comparator_arch OF comparator IS 
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BEGIN 

U00001: comparatorO0 PORT MAP (AEQB=>AEQB, A_6=>A_6, A_4=>A_4, 
A_3=>A_3, A_2=>A_2, A_1=>A_1, A_0=>A_0, B_7=>B_7, B_6=>B_6, 
B_5=>B_5, B_4=>B_4, B_3=>B_3, B_2=>B_2, B_1=>B_1, B_0=>B_0, 
A_7=>A_7, A_5=>A_5); 


END comparator_arch; 


LIBRARY IEEE; 
USE IEEE.STD_LOGIC_1164.ALL; 


PACKAGE comparator_pkg IS 
COMPONENT comparator 
PORT ( 
AEQB : OUT STD_LOGIC; 
A_6, A_4, A_3, A_2, A_1, A_0O, B_7, B_6, B_5, B_4, 
B_3, B_2,B_1, B_O, A_7, A_5: INSTD_LOGIC); 
END COMPONENT; 
_ END comparator_pkg; 


The revised testbench generated by PLDesigner is given below. 


- ** VHDL TEST BENCH *** 
-- Model automatically generated by Modgen Version 3.8 
-- Generated from comparator 


-- Date: Fri Mar 28 07:36:28 1997 


library ieee; 
use ieee.std_logic_1164.all; 


use work.comparator00_pkg.all; 


entity comparator00__tb is 


end comparator00_tb; 
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architecture comparator00_arch_tb of comparator00_tb is 

--outputs: 

signal AEQB : STD_LOGIC; 

--inputs: 

signal A_6, A_4, A_3, A_2, A_1, A_0, B_7, B_6, B_5, B_4, 

B_3, B_2, B_1, BLO, A_7,A_5: STD_LOGIC; 
constant period : TIME := 100 ns; 
begin 


--PS PZ5032-6A44 (template: XPLA32_32) 

U00 : comparator00 port map (AEQB=>AEQB, A_6=>A_6, A_4=> 
A_4, A_3=>A_3, A_2=>A_2, A_1=>A_1, A_O=>A_0, B_7=>B_7, B_6=> 
B_6, B_5=>B_5, B_4=>B_4, B_3=>B_3, B_2=>B _ 2, B_1=>B_1, B_O=> 
B_0, A_7=>A_7, A_5=>A_5); 


process 

begin 
--Initialization (Time=0) 
A_6<=’0’;A_4<=’0’;A_3<=’0’;A_2<=’0’;A_1<='0';A_0<='0’; 
B_7<='0’;B_6<=’0’;B_5<=’0’;B_4<=’0°B_3<='0';B 2<='0’: 
B_1<='0";B_0<='0’;A_7<=’0';A_5<='0’; 


--Place stimulus below (Ex: signal1<=’1’; wait for period;) 


A_6 <= ‘1’; wait for 100 ns ; 
B_6 <= ‘1’; wait for 100 ns ; 
A_4 <= ‘1’; wait for 100 ns ; 
B_4 <= ‘1’; wait for 100 ns ; 
A_2 <= ‘1’; wait for 100 ns ; 
B_2 <= ‘1’; wait for 100 ns ; 
A_1 <= ‘1’; wait for 100 ns ; 
B_1 <= ‘1’; wait for 100 ns ; 
A_5 <= ‘1’; wait for 100 ns ; 


B_5 <= ‘1’; wait for 100 ns ; 
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A_7 <= ‘1’; wait for 100 ns ; 
B_7 <= ‘1’; wait for 100 ns ; 


wait; 
end process; 


end comparator00_arch_tb; 


library ieee; 
use ieee.std_logic_1164.all; 


use work.comparator_pkg.all; 


entity comparator_tb is 


end comparator_tb; 


architecture comparator_arch_tb of comparator_tb is 
--outputs: 
signal AEQB : STD_LOGIC; 
--inputs: 
signal A_6, A_4, A_3, A_2, A_1, A_0, B_7, B_6, B_5, B_4, 
B_3,B_2,B_1,B_0,A_7, A_5: STD_LOGIC; 
constant period : TIME := 100 ns; 
begin 


--Top Level Design 

U0 : comparator port map (AEQB=>AEQB, A_6=>A_6, A_4=>A_4, 
A_3=>A_3, A_2=>A_2, A_1=>A_1, A_0=>A_0, B_7=>B_7, B_6=> 
B_6, B_5=>B_5, B_4=>B_4, B_3=>B_3, B_2=>B_2, B_1=>B_1, B_O=> 
B_0, A_7=>A_7, A_5=>A_5); 


process 
begin 
--Initialization (Time=0) 
A_6<='0°;A_4<=’0’;A_3<=’0’;A_2<='0"7A_1<='0';A_0<='0’; 


B_7<='0';B_6<='0’;B_5<=’0’;B_4<='0’;B_3<=’0':B_2<=’0’: 
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B_1<=’0’;B_0<=’0’:A_7<=’0’;A_5<=’0’: 


--Place stimulus below (Ex: signal1<='1’; wait for period;) 


wait; 
end process; 


end comparator_arch_tb; 


The delay file is given below: 
//Model automatically generated by Modgen 


//Generated from comparator 


(DELAYFILE 
(SDFVERSION “OVI 2.1”) 
(DESIGN “comparator’) 

(DATE “Fri Mar 28 07:36:28 1997”) 
(VENDOR “Minc, Inc.”) 
(PROGRAM “Modgen’) 
(VERSION “Version 3.8”) 
(DIVIDER /) 

(TIMESCALE ins) 


//Manufacturer: PS 

//Part: PZ5032-6A44 

(CELL 

(CELLTYPE “mbuf”) 

(INSTANCE U00001/B00001) 
(DELAY 

(ABSOLUTE 

/APD 

(IOPATH INP OUTP (6.00:6.00:6.00)) 
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The prefix in the INSTANCE must agree with the unit instantiated unit invoked in the entity/architecure pair from the 
testbench 


Philips recognizes the trademarks of Synplicity, Inc. and Mince, Inc. 
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CONTENTS 


Package outlines 


S024: 


TSSOP24: 


PLCC28: 
PLCC44: 
TQFP44: 


PLCC68: 
PLCOC84: 
QFP100: 


TQFP100: 


LQFP128: 


plastic small outline package; 24 leads; 
DOdY WIG 7:5: MM) 26i5 bu. be swan ee ajauw ese seie eager das 


plastic thin shrink small outline package; 
24 leads; body width 4.4 mm 


plastic leaded chip carrer; 28 leads; pedestal 


plastic leaded chip carrier; 44 leads 


plastic thin quad flat package; 
44 leads; body 10 x 10x 1.0mm 


plastic leaded chip carrier; 68 leads; pedestal 


plastic leaded chip carrier; 84 leads; pedestal 


plastic quad flat package; 100 leads (lead length 1.6 mm); 
body 14 x 20 x 2.8 mm 


plastic thin quad flat package; 100 leads; 
body 14x 14x 1.0 mm 


plastic low profile quad flat package; 128 leads; 
body 14 x 20 x 1.4mm 


Ce ee 


SOT137-1 .. 


SOT355-1 .. 
SOT261-3 .. 
SOT187-2 .. 


SOT376-1 .. 
SOT188-3 .. 
SOT189-3 . 


SOT382-1 .. 


SOT386-1 .. 


SOT425-1 .. 
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INTRODUCTION 

There is no soldering method that is ideal for all IC packages. Wave 
soldering is often preferred when though-hole and surface mounted 
components are mixed on one printed-circuit board. However, wave 
soldering is not always suitable for surface mounted ICs, or for 
printed-circuits with high population densities. In these situations 
reflow soldering is often used. 


This text gives a very brief insight to a complex technology. A more 
in-depth account of soldering ICs can be found in our “IC Package 
Databook” (order code 9398 652 90011). 


THROUGH-HOLE MOUNTED PACKAGES 


Table 1. Types of through-hole mounted packages 


[BP [paste dative pactege 
[sc ___[vastesngemmenecage 


Soldering by dipping or wave 

The maximum permissible temperature of the solder is 260°C; 
solder at this temperature must not be in contact with the joint for 
more than 5 seconds. The total contact time of successive solder 
waves must not exceed 5 seconds. 


The device may be mounted to the seating plane, but the 
temperature of the plastic body must not exceed the specified 
maximum storage temperature (Tstg max): !f the printed-circuit board 
has been pre-heated, forced cooling may be necessary immediately 
after soldering to keep the temperature within the permissible limit. 


Repairing soldered joints 

Apply a low voltage soldering iron (less than 24V) to the lead(s) of 
the package, below the seating plane or not more than 2mm above 
it. If the temperature of the soldering iron bit is less than 300°C it 
may remain in contact for up to 10 seconds. If the bit temperature is 
between 300 and 400°C, contact may be up to 5 seconds. 
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SURFACE MOUNTED PACKAGES 


Table 2. Types of surface mounted packages 


TYPE DESCRIPTION 
sO plastic small outline package 
SSOP plastic shrink small outline package 


Lar? [neste iow roe quad fetpacase ——_——_—| 


Reflow soldering 

Reflow soldering techniques are suitable for all SMD packages, 
ease of soldering varies with the type of package as indicated in 
Table 3. 


The choice of heating method may be indluenced by larger plastic 
packages (QFP or PLCC with 44 leads, or more). If infrared or vapor 
phase heating is used and the large packages are not absolutely dry 
(less than 0.1% moisture content by weight), vaporization of the 
small amount of moisture in them can cause cracking of the plastic 
body. For more information on moisture prevention, refer to the 
Drypack chapter in our “Quality Reference Manual” 

(order code 9398 510 63011). 


Reflow soldering requires solder paste (a suspension of fine solder 
particies, flux and binding agent) to be applied to the printed-circuit 
board by screen printing, stenciling or pressure-syringe dispensing 
before package placement. 


Several techniques exist for reflowing; for example, thermal 
conduction by heated belt. Dwell times vary between 50 and 
300 seconds depending on heating method. Typical reflow 
temperatures range from 215 to 250°C. 


Preheating is necessary to dry the paste and evaporate the binding 
agent. Preheating duration: 45 minutes at 45°C. 
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Table 3. Suitability of surface mounted packages for various soldering methods 
Rating from ‘a’ to ‘d’: ‘a’ indicates most suitable (soldering is not difficult); ‘d’ indicates least suitable (soldering is achievable with difficulty). 


ca 
so 


LQFP 


SO 
VSO 
QFP 


Wave soldering 

Wave soldering is not recommended for SSOP, TSSOP, QFP, 

LQFP, SQFP or TQFP packages. This is because of the likelihood of 
solder bridging due to closely-spaced leads and the possibility of 
incomplete solder penetration in multi-lead devices. 


If wave soldering cannot be avoided, the following conditions must 

be observed: 

® A double-wave (a turbulent wave with high upward pressure 
followed by a smooth laminar wave) soldering technique should 
be used. 

® For SSOP, TSSOP and VSO packages, the longitudinal axis of 
the package footprint must be parallel to the solder flow and must 
incorporate solder theives at the downstream end. 

® For QFP, LQFP and TQFP packages, the footprint must be at and 


angle of 45° to the board direction and must incorporate solder 
thieves downstream and at the side corners. 


Even with these conditions, only consider wave soldering for the 
following package types: 


® sO 
® VSO 
® PLCC 


®@ SSOP only with body width 4.4mm, e.g., SSOP16 (SOT369-1) 
or SSOP20 (SOT266-1). 


® QFP except QFP52 (SOT379-1), QFP100 (SOT317-1, SOT317-2 
and SOT382-1) and QFP160 (SOT322-1); these are not suitable 
for wave soldering. 


® LQFP except LQFP32 (SOT401-1), LQFP48 (SOT313-1, 
SOT313-2), LQFP64 (SOT314-2), LQFP80 (SOT315-1); these 
are not suitable for wave soldering. 


@ TQFP except TQFP64 (SOT357-1), TQFP80 (SOT375-1) and 
TQFP100 (SOT386-1); these are not suitable for wave soldering. 


SQFP are not suitable for wave soldering. 
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DOUBLE WAVE 
TYPE METHOD 
INFRARED HOT BELT HOT GAS VAPOR PHASE | RESISTANCE 


RS Se SOE eS a ae ee eee ee ee ee eee 
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During placement and before soldering, the package must be fixed 
with a droplet of adhesive. The adhesive can be applied by screen 
printing, pin transfer or syringe dispensing. The package can be 
soldered after the adhesive is cured. 


Maximum permissible solder temperature is 260°C, and maximum 
duration of package immersion in solder is 10 seconds, if cooled to 
less than 150°C within 6 seconds. Typical dwell time is 4 seconds at 
250°C. 


A mildly-activated flux will eliminate the need for removal of 
corrosive residues in most applications. 


Repairing soldered joints 

Fix the component by first soldering two diagonally-opposite end 
leads. Use only a low voltage soldering iron (less than 24V) applied 
to the flat part of the lead. Contact time must be limited to 

10 seconds at up to 300°C. When using a dedicated tool, all other 
leads can be soldered in one operation within 2 to 5 seconds at 
between 270 and 320°C. 
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plastic small outline package; 24 leads; body width 7.5 mm — 


OUTLINE 
VERSION 
$OT137-1 


1. Plastic or metal protrusions of 0.15 mm maximum per side are not included. 


Note 
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TSSOP24: plastic thin shrink small outline package; 24 leads; body width 4.4 mm SOT355-1 


| 
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scale 


DIMENSIONS (mm are the original dimensions) 


Notes 
1. Plastic or metal protrusions of 0.15 mm maximum per side are not included. 
2. Plastic interlead protrusions of 0.25 mm maximum per side are not included. 
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PLCC28: plastic leaded chip carrer; 28 leads; pedestal __ See | —  §$OT261-3 
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PLCC44: plastic leaded chip carrier; 44 leads SOT187-2 
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TQFP44: plastic thin quad flat package; 44 leads; body 10 x 10 x 1.0 mm : SOT376-1 
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Package outlines 


PLCC68: plastic leaded chip carrier; 68 leads; pedestal SOT188-3 
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Package outlines 


PLCC84: plastic leaded chip carrier; 84 leads; pedestal SOT189-3 
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DIMENSIONS (millimetre dimensions are derived from the original inch dimensions) 


(1) 
max. 
0.81 29.41) Pe 28.70| 28.70! 30.35| 30.35} 1.22 | 15.34 rer eer 
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Note 


1. Plastic or metal protrusions of 0.01 inches maximum per side are not included. 
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Package outlines 


QFP100: plastic quad flat package; 100 leads (lead length 1.6 mm); body 14 x 20 x 2.8 mm SOT382-1 
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Package outlines 


TQFP100: plastic thin quad flat package; 100 leads; body 14 x 14x 1.0 mm } ~SOT386-1 
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Package outlines 


LQFP128: plastic low profile quad flat package; 128 leads; body 14x 20x1.4mm_ SOT425-1 
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Data handbook system 


Data Handbook System 


419 


Philips Semiconductors 


Data handbook system 


DATA HANDBOOK SYSTEM 

Philips Semiconductors data handbooks contain all pertinent 
data available at the time of publication and each is revised 
and reissued regularly. 


Loose data sheets are sent to subscribers to keep them 
up-to-date on additions or alterations made during the 
lifetime of a data handbook. 


Catalogs are available for selected product ranges (some 
catalogs are also on floppy discs). 


Our data handbook titles are listed here. 


Integrated Circuits 


Book Title 
ICO1 Semiconductors for Radio and Audio Systems 
ICO02 Semiconductors for Television and Video Systems 
ICO3 Semiconductors for Wired Telecom Systems 
IC04 HE4000B Logic Family CMOS 
ICO5 Advanced Low-power Schottky (ALS) Logic 
ICO6 High-speed CMOS Logic Family 
IC11 General-purpose/Linear ICs 
IC12 12C Peripherals 
IC13 Programmable Logic Devices (PLD) 
IC14 — 8048-based 8-bit Microcontrollers 
IC15 FAST TTL Logic Series 
IC16 CMOS ICs for Clocks and Watches 
IC17 Semiconductors for Wireless Communications 
IC18 Semiconductors for In-Car Electronics 
IC19 ICs for Data Communications 
IC20 80C51-based 8-bit Microcontrollers 
IC22 Multimedia ICs 
IC23 BiCMOS Bus Interface Logic 
IC24 Low Voltage CMOS & BiCMOS Logic 
IC25 16-bit 80C51XA Microcontrollers 
(eXtended Architecture) 
IC26 IC Package Databook 
IC27 Complex Programmable Logic Devices 
1997 Mar 27 
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Discrete Semiconductors 


Book Title 

SCo1 Small-signal and Medium-power Diodes 

SCc02 Power Diodes | 

SC03 Thyristors and Triacs 

SC04 Small-signal Transistors 

SC05 Video Transistors and Modules for Monitors 

SC06 High-voltage and Switching NPN Power 
Transistors 

SC07 Small-signal Field-effect Transistors 

SCO08a_—_—SRF Power Transistors for HF and VHF 

SCO8b RF Power Transistors for UHF 

SCO9 RF Power Modules and Transistors for Mobile 
Phones 

SC13a_— Power MOS Transistors 
including TOPFETs and IGBTs 

SC13b Small-signal and Medium-power MOS Transistors 

SC14 RF Wideband Transistors 

SC15 Microwave Transistors (new version planned) 

SC16 Wideband Hybrid IC Modules 

SC17 Semiconductor Sensors 


Professional Components 


PC06 Circulators and Isolators 


MORE INFORMATION FROM PHILIPS SEMICONDUCTORS? 
For more information about Philips Semiconductors data 
handbooks, catalogs and subscriptions, contact your nearest 
Philips Semiconductors national organization, select from 
the address list on the back cover of this handbook. 
Product specialists are at your service and inquiries are 
answered promptly. 


Philips Semiconductors 


OVERVIEW OF PHILIPS COMPONENTS 

DATA HANDBOOKS 

Our sister product division, Philips Components, also has a 
comprehensive data handbook system to support their 
products. Their data handbook titles are listed here. 


Display Components 


Book Title 

DCO1 Colour Television Tubes 

DC02 Monochrome Monitor Tubes and Deflection Units 

DCO3 Television Tuners, Coaxial Aerial Input 
Assemblies 

DC04 Colour Monitor Tubes 

DCO5 Flyback Transformers, Mains Transformers and 


General-purpose FXC Assemblies 


Magnetic Products 


MAO1 Soft Ferrites 

MAO3 Piezoelectric Ceramics 
Specialty Ferrites 

MA04 Dry-reed Switches 


Passive Components 


PAO1 Electrolytic Capacitors 

PAQ2 Varistors, Thermistors and Sensors 
PAO3 Potentiometers 

PAO4 Variable Capacitors 

PAO5S Film Capacitors 

PAO6 Ceramic Capacitors 

PAO8 Fixed Resistors 

PA10 Quartz Crystals 

PA11 Quartz Oscillators 

1997 Mar 27 
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Data handbook system 


MORE INFORMATION FROM PHILIPS 
COMPONENTS? 

For more information contact your nearest Philips 
Components national organizaiton shown in the following list. 


Argentina: BUENOS AIRES, Tel. (01) 786 7635, Fax. (01) 786 9367. 
Australia: NORTH RYDE, Tel. (02) 9805 4455, Fax. (02) 9805 4466. 
Austria: WIEN, Tel. (01) 601 01 12 41, Fax. (01) 60 101 12 11. 

Belarus: MINSK, Tel. (5172) 200 915, Fax. (5172) 200 773. 

Benelux: EINDHOVEN, Tel. (+31 40) 2783 749, Fax. (+31 40) 2788 399. 
Brazil: SAO PAULO, Tel. (011) 821 2333, Fax (011) 829 1849. 

Canada: SCARBOROUGH, Tel. (0416) 292 5161, Fax. (0416) 754 6248. 
China: SHANGHAI, Tel. (021) 6485 0600, Fax. (021) 6485 5615. 
Columbia: BOGOTA, Tel. (01) 345 8713, Fax (01) 345 8712. 

Denmark: COPENHAGEN, Tel. (32) 883 333, Fax. (31) 571 949. 
Finland: ESPOO, Tel. 9 (0)-615 800, Fax. 9 (0)-615 80510. 

France: SURESNES, Tel. (01) 4099 6161, Fax, (01) 4099 6427. 
Germany: HAMBURG, Tel. (040) 2489-0, Fax. (040) 2489 1400. 
Greece: TAVROS, Tel. (01) 4894 339/(01) 4894 239, Fax. (01) 4814 240. 
Hong Kong: KOWLOON, Tel. 2784 3000, Fax. 2784 3003. 

India: BOMBAY, Tel. (022) 4938 541, Fax. (022) 4938 722. 

Indonesia: JAKARTA, Tel. (021) 520 1122, Fax. (021) 520 5189. 
Ireland: DUBLIN, Tel. (01) 76 40 203, Fax. (01) 76 40 210. 

Israel: TEL AVIV, Tel (03) 6450 444, Fax. (03) 6491 007. 

Italy: MILANO, Tel. (02) 6752 2531, Fax. (02) 6752 2557. 

Japan: TOKYO, Tel. (03) 3740 5028, Fax. (03) 3740 0580. 

Korea (Republic of): SEOUL, Tel. (02) 709 1472, Fax. (02) 709 1480. 
Malaysia: PULAU PINANG, Tel. (04) 657 0055, Fax. (04) 656 5951. 
Mexico: EL PASO, Tel. (915) 772 4020, Fax. (915) 772 4332. 

New Zealand: AUKLAND, Tel. (09) 849 4160, Fax. (09) 849 7811. 
Norway: OSLO, Tel. (22) 74 8000, Fax (22) 74 8341. 

Pakistan: KARACHI, Tel. (021) 587 4641-49, Fax. (021) 577 035/(021) 587 4546. 
Philippines: MANILA, Tel. (02) 816 6380, Fax. (02) 817 3474. 

Poland: WARSZAWA, Tel. (022) 612 2594, Fax. (022) 612 2327. 


Portugal: LINDA-A-VELHA, Tel. (01) 416 3160/416 3333, 
Fax. (01) 416 3174/416 3366. 


Russia: MOSCOW, Tel (095) 247 9124, Fax. (095) 247 9132. 

Singapore: SINGAPORE, Tel. 350 2000, Fax. 355 1758. 

South Africa: JOHANNESBURG, Tel. (011) 470 5911, Fax. (011) 470 5494, 
Spain: BARCELONA, Tel. (93) 301 63 12, Fax. (93) 301 42 43. 

Sweden: STOCKHOLM, Tel. (+46) 8 632 2000, Fax. (+46) 8 632 2745. 
Switzerland: ZURICH, Tel. (01) 488 22 11, Fax. (01) 481 77 30. 

Taiwan: TAIPEI, Tel. (02) 388 7666, Fax. (02) 382 4382. 

Thailand: BANGKOK, Tel. (02) 745 4090, Fax. (02) 398 0793. 

Turkey: ISTANBUL, Tel. (0212) 279 2770, Fax. (0212) 282 6707. 

Ukraine: KIEV, Tel (044) 268 7327, Fax. (044) 268 6323. 

United Kingdom: DORKING, Tel. (01306) 512 000, Fax. (01306) 512 345. 


United States: 

e@ JUPITER, FL, Tel. (661) 745 3300, Fax. (561) 745 3600. 

e@ ANNARBOR, MI, Tel. (313) 996 9400, Fax. (313) 761 2776. 
@ SAUGERTIES, NY, Tel. (914) 246 2811, Fax (914) 246 0487. 


Uruguay: MONTEVIDEO, Tel. (02) 704 044, Fax (02) 920 601. 


For all other countries apply to: 


Philips Components. 

Marketing Communications, 

P.O. Box 218, 

5600 MD, EINDHOVEN, The Netherlands 
Fax. +31-40-2724547. 


Philips Semiconductors — a worldwide company 


Argentina: see South America 

Australia: 34 Waterloo Road, NORTH RYDE, NSW 2113, 

Tel. +61 2 9805 4455, Fax. +61 2 9805 4466 

Austria: Computerstr. 6, A-1101 WIEN, P.O. Box 213, 

Tel. +43 1 60 101, Fax. +43 1 60 101 1210 

Belarus: Hote! Minsk Business Center, Bid. 3, r. 1211, Volodarski Str. 6, 
220050 MINSK, Tel. +375 172 200 733, Fax. +375 172 200 773 
Belgium: see The Netherlands 

Brazil: see South America 

Bulgaria: Philips Bulgaria Ltd., Energoproject, 15th floor, 

51 James Bourchier Bivd., 1407 SOFIA, 

Tel. +359 2 689 211, Fax. +359 2 689 102 

Canada: PHILIPS SEMICONDUCTORS/COMPONENTS, 

Tei. +1 800 234 7381 

China/Hong Kong: 501 Hong Kong Industrial Technology Centre, 

72 Tat Chee Avenue, Kowloon Tong, HONG KONG, 

Tel. +852 2319 7888, Fax. +852 2319 7700 

Colombia: see South America 

Czech Republic: see Austria 

Denmark: Prags Boulevard 80, PB 1919, DK-2300 COPENHAGEN S, 
Tel. +45 32 88 2636, Fax. +45 31 57 0044 

Finland: Sinikalliontie 3, FIN-02630 ESPOO, 

Tel. +358 9 615800, Fax. +358 9 61580920 

France: 4 Rue du Port-aux-Vins, BP317, 92156 SURESNES Cedex, 
Tel. +33 1 40 99 6161, Fax. +33 1 40 99 6427 

Germany: HammerbrookstraBe 69, D-20097 HAMBURG, 

Tel. +49 40 23 53 60, Fax. +49 40 23 536 300 

Greece: No. 15, 25th March Street, GR 17778 TAVROS/ATHENS, 
Tel. +30 1 4894 339/239, Fax. +30 1 4814 240 

Hungary: see Austria 

India: Philips INDIA Ltd., Shivsagar Estate, A Block, Dr. Annie Besant Rd., 
Worli, MUMBAI 400 018, Tel. +91 22 4938 541, Fax. +91 22 4938 722 
Indonesia: see Singapore 

Ireland: Newstead, Clonskeagh, DUBLIN 14, 

Tel. +353 1 7640 000, Fax. +353 1 7640 200 

Israel: RAPAC Electronics, 7 Kehilat Saloniki St, PO Box 18053, 

TEL AVIV 61180, Tel. +972 3 645 0444, Fax. +972 3 649 1007 

Italy: PHILIPS SEMICONDUCTORS, Piazza IV Novembre 3, 

20124 MILANO, Tel. +39 2 6752 2531, Fax. +39 2 6752 2557 

Japan: Philips Bldg. 13-37, Kohnan 2-chome, Minato-ku, TOKYO 108, 
Tel. +81 3 3740 5130, Fax. +81 3 3740 5077 

Korea: Philips House, 260-199 Itaewon-dong, Yongsan-ku, SEOUL, 
Tel. +82 2 709 1412, Fax. +82 2 709 1415 

Malaysia: No. 76 Jalan Universiti, 46200 PETALING JAYA, SELANGOR, 
Tel. +60 3 750 5214, Fax. +60 3 757 4880 

Mexico: 5900 Gateway East, Suite 200, EL PASO, TEXAS 79905, 
Tel. +9-5 800 234 7381 

Middle East: see Italy 


For all other countries apply to: Philips Semiconductors, Marketing and Sales Communications, 


Netherlands: Postbus 90050, 5600 PB EINDHOVEN, Bidg. VB, 
Tel. +31 40 27 82785, Fax. +31 40 27 88399 

New Zealand: 2 Wagener Place, C.P.0. Box 1041, AUCKLAND, 
Tel. +64 9 849 4160, Fax. +64 9 849 7811 

Norway: Box 1, Manglerud 0612, OSLO, 
Tel. +47 22 74 8000, Fax. +47 22 74 8341 

Philippines: Philips Semiconductors Philippines Inc., 

106 Valero St. Salcedo Village, P.O. Box 2108 MCC, MAKATI, 

Metro MANILA, Tel. +63 2 816 6380, Fax. +63 2 817 3474 

Poland: UI. Lukiska 10, PL 04-123 WARSZAWA, 

Tel. +48 22 612 2831, Fax. +48 22 612 2327 

Portugal: see Spain 

Romania: see Italy 

Russia: Philips Russia, Ul. Usatcheva 35A, 119048 MOSCOW, 

Tel. +7 095 755 6918, Fax +7 095 755 6919 

Singapore: Lorong 1, Toa Payoh, SINGAPORE 1231, 

Tel. +65 350 2538, Fax. +65 251 6500 

Slovakia: see Austria 

Slovenia: see Italy 

South Africa: S.A. PHILIPS Pty Ltd., 195-215 Main Road Martindale, 
2092 JOHANNESBURG, P.O. Box 7430, Johannesburg 2000, 

Tel. +27 11 470 5911, Fax. +27 11 470 5494 

South America: Rua do Rocio 220, 5th Floor, Suite 51, 

04552-903 Sao Paulo, SAO PAULO-SP, Brazil, 

Tel. +55 11 821 2333, Fax. +55 11 829 1849 

Spain: Balmes 22, 08007 BARCELONA, 

Tel. +34 3 301 6312, Fax. +34 3 301 4107 

Sweden: Kottbygatan 7, Akalla. S-16485 STOCKHOLM, 

Tel. +46 8 632 2000, Fax. +46 8 632 2745 

Switzerland: Alimendstrasse 140, CH-8027 ZURICH, 

Tel. +41 1 488 2686, Fax. +41 1 481 7730 

Taiwan: Philips Semiconductors, 6F, No. 96, Chien Kuo N. Rd., Sec. 1, 
TAIPEI, Taiwan, Tel. +886 2 2134 2865, Fax. +886 2 2134 2874 
Thailand: PHILIPS ELECTRONICS (THAILAND) Ltd., 

209/2 Sanpavuth-Bangna Road Prakanong, BANGKOK 10260, 

Tel. +66 2 745 4090, Fax. +66 2 398 0793 

Turkey: Talatpasa Cad. No. 5, 80640 GULTEPE/ISTANBUL, 

Tel. +90 212 279 2770, Fax. +90 212 282 6707 

Ukraine: PHILIPS UKRAINE, 4 Patrice Lumumba str., Building B, Floor 7, 
252042 KIEV, Tel. +380 44 264 2776, Fax. +380 44 268 0461 

United Kingdom: Philips Semiconductors Ltd., 276 Bath Road, Hayes, 
MIDDLESEX UB3 5BX, Tel. +44 181 730 5000, Fax. +44 181 754 8421 
United States: 811 East Arques Avenue, SUNNYVALE, CA 94088-3409, 
Tel. +1 800 234 7381 

Uruguay: see South America 

Vietnam: see Singapore 

Yugoslavia: PHILIPS, Trg N. Pasica 5/v, 11000 BEOGRAD, 

Tel. +381 11 625 344, Fax. +381 11 635 777 


Internet: http://www.semiconductors.philips.com 
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